SM No. CER999906008

Mississie®

PROPOSAL AND CONTRACT
DOCUMENTS

FOR THE CONSTRUCTION OF
(NONEXEMPT)

9
Replacing ground mounted & overhead mounted directional signs in
various locations throughout the District, known as Federal Aid Project
No. ER-9999-06(008) / 104809, in District 6, State of Mississippi.

Project Completion: August 31, 2007

NOTICE

BIDDERS MUST PURCHASE A BOUND PROPOSAL
FROM MDOT CONTRACT ADMINISTRATION DIVISION
TO BID ON THIS PROJECT.

Electronic addendum updates will be posted on www.goMDOT.com

SECTION 900

OF THE CURRENT
(2004) STANDARD SPECIFICATIONS
FOR ROAD AND BRIDGE CONSTRUCTION

MISSISSIPPI DEPARTMENT OF TRANSPORTATION
JACKSON, MISSISSIPPI




BIDDER CHECK LIST
(FOR INFORMATION ONLY)

All unit prices and item totals have been entered in accordance with
Subsection 102.06 of the Mississippi Standard Specifications for Road
and Bridge Construction.

If the bid sheets were prepared using MDOT’s Electronic Bid System,
proposal sheets have been stapled and inserted into the proposal package.

First sheet of SECTION 905--PROPOSAL has been completed.

Second sheet of SECTION 905--PROPOSAL has been completed and
signed.

Addenda, if any, have been acknowledged. Second sheet of Section 905
listing the addendum number has been substituted for the original second
sheet of Section 905. Substituted second sheet of Section 905 has been
properly completed, signed, and added to the proposal.

DBE/WBE percentage, when required by contract, has been entered on
last sheet of the bid sheets of SECTION 905 - PROPOSAL.

Form OCR-485, when required by contract, has been completed and
signed.

The last sheet of the bid sheets of SECTION 905--PROPOSAL has been
signed.

Combination Bid Proposal of SECTION 905--PROPOSAL has been
completed for each project which is to be considered in combination (See
Subsection 102.11).

Equal Opportunity Clause Certification, when included in contract, has
been completed and signed.

Subcontract Certificate, when included in contract, has been completed
and signed.

The Certification regarding Non-Collusion, Debarment and Suspension,
etc. has been executed in duplicate.

A certified check, cashier's check or bid bond payable to the State of
Mississippi in the principal amount of 5% of the bid has been included
with project number identified on same. Bid bond has been signed by the
bidder and has also been signed or countersigned by a Mississippi
Resident Agent for the Surety with Power of Attorney attached or on file
with the Department's Contract Administration Engineer.

Non-resident Bidders: ON STATE FUNDED PROJECTS ONLY, a copy
of the current laws regarding any preference for local Contractors from
State wherein domiciled has been included. See Subsection 103.01,
Mississippi Standard Specifications for Road and Bridge Construction,
and Section 31-7-47, MCA, 1972 regarding this matter.

Return the proposal and contract documents in its entirety in a sealed envelope. DO NOT remove
any part of the contract documents; exception - an addendum requires substitution of second sheet
of Section 905. A stripped proposal is considered as an irregular bid and will be rejected.

Failure to complete any or all of the applicable requirements will be cause for the proposal to be
considered irregular.

| (09/2004)
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MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION
SECTION 901 - ADVERTISEMENT

Sealed bids will be received by the Mississippi Transportation Commission in the Office of the
Contract Administration Engineer, Room 1013, Mississippi Department of Transportation
Administration Building, 401 North West Street, Jackson, Mississippi, until 9:30 o'clock A.M.,
Tuesday, September 26, 2006; thereafter, bids will be received in the First Floor Auditorium of
the Mississippi Department of Transportation Adminstration Building, Jackson, Mississippi,
until 10:00 o’clock A.M., Tuesday, September 26, 2006, and shortly thereafter publicly opened
for

Replacing ground mounted and overhead mounted directional signs in various locations
throughout the District, known as Federa Aid Project No. ER-9999-06(008)/ 104809-301, in
District 6, State of Mississippi.

The attention of bidders is directed to the Contract Provisions governing selection and
employment of labor. Minimum wage rates have been predetermined by the Secretary of Labor
and are subject to Public Law 87-58 1, Work Hours Act of 1962, as set forth in the Contract
Provisions.

The Mississippi Department of Transportation hereby notifies al bidders that it will affirmatively
insure that in any contract entered into pursuant to this advertisement, disadvantaged business
enterprises will be afforded full opportunity to submit bids in response to this invitation and will
not be discriminated against on the grounds of race, color, sex, religion or national origin in
consideration for an award.

The award of this contract will be contingent upon the Contractor satisfying the DBE
requirements.

Bid proposals must be acquired from the MDOT Contract Administration Division, Room 1013,
MDOT Administration Building, 401 North West Street, Jackson, Mississippi, 39201, Telephone
(601) 359-7744 or FAX (601) 359-7940. These proposals are available at a cost of Ten Dollars
($10.00) per proposa. Specimen proposals are also available at the MDOT Contract
Administration Division at a cost of Ten Dollars ($10.00) per proposal, or can be viewed or
downloaded at no cost at www.gomdot.com.

Plans may be acquired on a cost per sheet basis from MDOT Plans Print Shop, Room 1100,
MDOT Administration Building, 401 North West Street, Jackson, Mississippi, 39201, Telephone
(601) 359-7460 or e-mail at plans@mdot.state.ms.us or FAX (601) 359-7461.

Plans will be shipped upon receipt of payment.

Bid bond, signed or countersigned by a Mississippi Resident Agent, with Power of Attorney
attached or on file with the Contract Administration Engineer of the Department, a Cashier's
check or Certified Check for five (5%) percent of bid, payable to STATE OF MISSISSIPPI, must
accompany each proposal.

The attention of bidders is directed to the provisions of Subsection 102.07 pertaining to irregular
proposals and rejection of bids.

LARRY L. “BUTCH” BROWN
EXECUTIVE DIRECTOR

(FAPWOP)



MISSISSIPPI DEPARTMENT OF TRANSPORTATION

SECTION 904 - NOTICE TO BIDDERS NO. 1 CODE: (IS)
DATE: 05/03/2004
SUBJECT: Governing Specifications

The current (2004) Edition of the Standard Specifications for Road and Bridge Construction
adopted by the Mississippi Transportation Commission is made a part hereof fully and
completely as if it were attached hereto, except where superseded by special provisions, or
amended by revisions of the Specifications contained herein. Copies of the specification book
may be purchased from the MDOT Construction Division.

A reference in any contract document to controlling requirements in another portion of the
contract documents shall be understood to apply equally to any revision or amendment thereof
included in the contract.

In the event the plans or proposal contain references to the 1990 Edition of the Standard
Specifications for Road and Bridge Construction, it is to be understood that such references shall
mean the comparable provisions of the 2004 Edition of the Standard Specifications.



MISSISSIPPI DEPARTMENT OF TRANSPORTATION

SECTION 904 - NOTICE TO BIDDERS NO. 2 CODE: (IS)
DATE: 05/03/2004

SUBJECT: Status of Right-of-Way, Utility Adjustments and Potentially Contaminated
Sites

Although it is desirable to have acquired all rights-of-way and completed all utility adjustments
and work to be performed by others prior to receipt of bids, it is not considered to be in the public
interest to wait until each and every such clearance has been obtained. The bidder is hereby
advised of unacquired rights-of-way, relocatees and utilities which have not been completed.

The status of right-of-way and utility adjustments and potentially contaminated sites are set forth
in attachments entitled "Status of Right-of-Way", "Status of Utility Adjustments" and "Status of
Potentially Contaminated Sites."

In the event right of entry is not available to ALL parcels of right-of-way and all work complete
that is to be accomplished by others on the date set forth in the contract for the Notice to Proceed,
the Department will issue a restricted Notice to Proceed upon written request of the Contractor.



-2- Notice to Bidders No.2 -- Cont'd

STATUS OF RIGHT-OF-WAY
ER-9999-06(008)
104809/301000
District 6
ER-0014-03(060)
104809/302000
Forrest County
July 31, 2006

All rights of way and legal rights of entry have been acquired, except:

NONE.



-3- Notice to Bidders No.2 -- Cont'd

ASBESTOS CONTAMINATION STATUS OF BUILDINGS
TO BE REMOVED BY THE CONTRACTOR
104809/301000
ER-9999-06(008)

DISTRICT 6
July 21, 2006

Reference is made to notices to bidders entitled "Asbestos National Emission Standards for
Hazardous Air Pollutants (NESHAP)" and "Removal of Obstructions".

The following pertinent information is furnished concerning asbestos containing materials
(ACMs), if any, found in buildings to be removed by the Contractor.

This project is for proposed construction of a sign within existing right of way.
There are no buildings in the contract to be removed.



-4- Notice to Bidders No.2 -- Cont'd

STATUS OF POTENTIALLY CONTAMINATED SITES
104809/301000
ER-9999-06(008)
DISTRICT 6
July 21, 2006

THIS PROJECT IS FOR A SIGN. NO RIGHT OF WAY WAS ACQUIRED, THEREFORE NO
ENVIRONMENTAL INSPECTION IS REQUIRED.



-5- Notice to Bidders No.2 -- Cont'd

UTILITY STATUSREPORT
ER-9999-06(008) / 104809-301
District 6

July 31, 2006

All work associated with this project is to be done within existing right-of-way. No conflict with
contractor’ s operations is anticipated.



MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION

SECTION 904 —-NOTICE TO BIDDERSNO. 11 CODE: (SP)
DATE: 05/30/2004

SUBJECT: Standard Drawings

Standard Drawings attached hereto shall govern appropriate items of required work.

Larger copies of Standard Drawings may be purchased from:

MDQOT Plans Print Shop

MDOT Administration Building
401 North West Street, Room 1100
P.O. Box 1850

Jackson, MS 39215-1850
Telephone: (601) 359-7460

or FAX: (601) 359-7461

or email: plans@mdot.state.ms.us
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GENERAL NOTES:
% 1. 2° UNLESS SHOWN ELSEWHERE ON THE PLANS.

%% 2. EDGE STRIPE SHALL BE SAME MATERIAL AS LANE-LINE
STRIPE (PAINT OR PLASTIC AS INDICATED IN PAY ITEMS).

% % % 3. SPACING OF REFLECTIVE RAISED PAVEMENT MARKERS
1s OLLOWS:

URBAN AREA RURAL AREA
(Ft-in) (Ft-in)
TANGENT SECTIONS 400"

HORIZONTAL CURVES 400
INTERCHANGE LIMITS 400

+ NOTE: ON THE MAIN FACILITY, REFLECTIVE RED-CLEAR RAISED
PAVEMENT MARKERS ON A 40'-0" SPACING WILL BE REQUIRED ON
LANE-LINE(S) THROUGH ALL INTERCHANGE AREAS BEGINNING
1000° IN ADVANCE (IN DIRECTION OF TRAFFIC) OF THE EXIT RAMP
TAPER AND CONTINUING THROUGH THE INTERCHANGE TO THE
END OF THE ENTRANCE RAMP TAPER.

4. PAVEMENT MARKERS SHALL BE HIGH PERFORMANCE REFLECTIVE
RAISED PAVEMENT MARKERS AS LISTED IN THE MDOT
“APPROVED SOURCES OF MATERIALS.”

SR |A

| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

PAVEMENT MARKING
DETAILS FOR
2-LANE AND 4-LANE
DIVIDED HIGHWAYS

WORKING NOVBER
PM-1

SHEET NUMBER
ISSUE DATE: OCTOBER 1, 1998 120
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STANDARD PLAN
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i PAVEMENT MARKERS AT A 40° SPACING ON ALL LANE-LINE(S)
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Pee

SHOULDER LINE

6° EDGE STRIPE
(CONT. YELLOW)

6" EDGE STRIPE
(CONT. WHITE)

GENERAL NOTES:

*1. SEE SHEET PM-1 FOR THE PLACEMENT OF LANE-LINE STRIPE
WITH RESPECT TO THE PAVEMENT JOINT AND FOR THE
PLACEMENT OF THE EDGE LINE WITH RESPECT TO THE OUTSIOE

EOGE OF THE TRAVELED WA | MISSISSIPPI DEPARTMENT OF TRANSPORTATION
% %2. ON THE MAIN FACILITY, PLACE REFLECTIVE RED-CLEAR RAISED ROADWAY DESIGN DIVISION

PAVEMENT MARKERS AT A 40° SPACING ON ALL LANE-LINE(S) STANDARD PLAN

THROUGHOUT THE INTERCHANGE AREA BEGINNING 1000° IN
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d  PAVEMENT MARKING
R H LEGEND DETAILS
VGRIIG OWGER
3
|§[ISSUE DATE:___ OCTOBER 1, 1998 S

g

[T

| STATE | PROJECT N

GENERAL NOTES:

1. UNLESS OTHERWISE SHONN ON THE PLANS,
ALL PAVEMENT MARKING LEGENDS SHALL
BE APPLIED USING HIGH PERFORMANCE
MATERIALS.

Bl

TWO_HORIZONTAL GAPS (CAUSED BY
TEMPLATE CONNECTORS) OF 175"
OR LESS AND EXTENDING THE FULL WIDTH
ARE PERMITTED IN EACH LETTER.
3. FOR OTHER DETAILS, SEE THE MANUAL

ON UNIFORM TRAFFIC CONTROL DEVICES.

& 4. PAY QUANTITIES FOR PAVEMENT MARKING
——I ;i LEGENDS ARE AS FOLLOWS:

PAY QUANTITIES

‘ 88"

5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

9_
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TURN ARROW

THRU ARROW

e

16°-8°

23-10°

1-WAY ARROW

| STATE | PROJECT N

13-4

ImpZam

R
P
o)

4

COMBINATION ARROW

7-8"

GENERAL NOTES:

1. UNLESS OTHERWISE SHONN ON THE PLANS, ALL
PAVEMENT MARKING LEGENDS, INCLUDING TURN ARROWS,
SHALL BE APPLIED USING HIGH PERFORMANCE MATERIALS.
2. TWO HORIZONTAL GAPS (CAUSED BY TEMPLATE
CONNECTORS) OF 1/* OR LESS AND EXTENDING
THE FULL WIDTH ARE PERMITTED IN EACH LETTER.
3. FOR OTHER DETAILS, SEE THE MANUAL ON UNIFORM
TRAFFIC CONTROL DEVICES.

4. PAY OUANTITIES FOR PAVEMENT MARKING LEGENDS
ARE AS FOLLOWS:

PAY QUANTITIES

LEGEND/SYMBOL AREA (£12)
ONLY 220
TURN_ARROW 16.4
THRU_ARROW 12.3
COMB. ARROW 215
1-WAY_ARROW 243

5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

% PAVEMENT MARKING
2 LEGEND DETAILS
WORKING NUWGER
PM-6
§!lssuc DATE: OCTOBER 1, 1998 T
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PROJECT NO.

# % % PRESENT OR PROPOSED
ACTIVE WARNING DEVICE

/ TYPICAL LOCATION OF STOP LINE
/ / WHERE AN ACTIVE WARNING DEVICE
/ IS PRESENT OR PROPOSED.

EDGE OF SHOULDER

/ EDGE OF TRAVEL LANE
v

SEE DETAIL A
FOR DIMENSIO!

NS

247

STOP LINE
« TRAFFIC

¢ LANE

24"
TRAFFIC M TRANSVERSE

24"
STOP LINE

15"-0°
(NG

EDGE OF TRAVEL LANE

wio-1

12°

24"

S

.4,:,\ —]_

DETAIL A
STANDARD “R” PAVEMENT MARKING
FOR R X R SYMBOL

50 \
F#PAVEMENT MARKING SYMBOL \
\
DISTANCE X" (SEE TABLE BELOW) \

ADVANCE WARNING SIGN PLACEMENT DISTANCE
POSTED (DDISTANCE "X*
SPEED izl
(mph) RURAL URBAN
20 175 100
25 250 100
30 325 100
35 400 @150
a0 415 @225
45 550 300
50 625 375
55 700 450
60 715 550
NOTES:

(D DISTANCE "X* MAY BE ADJUSTED IF PROHIBITIVE PHYSICAL
CONDITIONS EXIST AT THE DESIGNATED DISTANCE.

@ THESE DISTANCES MAY BE ADJUSTED TO A MINIMUM OF 100" IN
RESIDENTIAL AREAS OR BUSINESS DISTRICTS WHERE LOW SPEEDS
ARE PREVALENT.

EDGE OF SHOULDER

§ RAILROAD

TYPICAL LOCATION OF STOP LINE WHERE NO
ACTIVE WARNING DEVICE IS PRESENT OR PROPOSED.

GENERAL NOTES:

#1. A PORTION OF THE PAVEMENT MARKING SYMBOL SHOULD BE DIRECTLY
OPPOSITE THE ADVANCE WARNING SIGN (W1@-1).

#%2. WIDTH OF R X R SYMBOL MAY VARY ACCORDING TO LANE WIDTH.
HOWEVER, ON MULTI-LANE ROADS, THE TRANSVERSE BANDS AND STOP LINE
SHOULD EXTEND ACROSS ALL APPROACH LANES, AND INDIVIDUAL
R X R SYMBOLS SHOULD BE USED IN EACH APPROACH LANE.

A 3. R X R SYMBOL (63.0 £12), TRANSVERSE BANDS AND STOP LINE SHALL BE
PAID FOR AS LEGEND, WHITE (PLASTIC). (MATERIAL OPTIONAL FOR OTHER
AGENCIES).

%% %4, REFER TO THE "MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES*
FOR LOCATION OF PROPOSED WARNING DEVICES AT RAILROAD-
HIGHWAY GRADE CROSSINGS.

SR |A

5| MISSISSIPPI DEPARTM
ROADWA

TANDARD PLAN

TYPICAL PLACEMENT OF
WARNING SIGNS AND

PAVEMENT MARKINGS

AT RAILROAD HIGHWAY

REVISION

GRADE CROSSINGS

WORKING NUMBER
PM-7

SHEET NOVBER
126

DATE
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PROJECT NO.

5= ~5 -5
&8 32k 828 88
&3 ss% =3 =3
CCHANNELIZING
T
— = - - - - T Cmmamee - - - - - | - - - - - - - - - - - -
3
500" ] 500" l L LONG. WORK ZONE
BUFFER
SPACE
100
_ 4 < R R
5l /53 H 453 223\ i3
gz \ 222 # gl g3/ =3

GENERAL NOTES:

1. THE LOCATION OF CHANNELIZING DEVICES AND THE WORK AREA
LAYOUT SHALL BE BASED ON THE CRITERIA IN THE FOLLOWING
ABLE:

MAXIMUM
CCHANNELIZING
POSTED SPEED DEVICE SPACING MINIMUM
AND/OR *h LONGITUDINAL | TAPERt

DESIGN SPEED ALONG | BUFFER SPACE | RATES
TAPER | LANE LINE &
mph WORK ZONE

<0 © 0 170 271

4 5 % 220 451

B 50 100 280 50:1

E 5! 10 335 55:1

o & 120 a5 601

© © 130 285 6511

7 7 120 575 701

+ NOTE: TAPER RATES ARE DETERMINED USING THE FOLLOWING EQUATIONS:
L = WS FOR SPEEDS OF 45 mph OR GREATER
L = WS2/60 FOR SPEEDS OF 40 mph OR LESS
WHERE: L = MINIMUM LENGTH OF TAPER IN FEET
W = WIDTH OF OFFSET (USUALLY LANE WIDTH) IN FEET
S = DESIGN SPEED OR 85TH PERCENTILE SPEED IN
MILES PER HOUR

w

o

ALL CHANNELIZING DEVICES SHALL BE A MINIMUM OF 24° IN HEIGHT.

ALL TRAFFIC CONTROL ITEMS SHOWN ON THIS SHEET WILL NOT
BE MEASURED FOR SEPARATE PAYMENT. THIS WORK IS TO BE INCLUDED
IN THE PRICE BID FOR MAINTENANCE OF TRAFFIC.

DIAMOND SHAPED TRAFFIC CONTROL SIGNS SHALL BE A MINIMUM OF
a8” x 48",

WHEN THERE IS NO EXISTING HAZARD OR AT THE END OF THE WORK DAY,
ALL SIGNS SHALL BE COVERED OR REMOVED AND ALL CHANNELIZING
DEVICES SHALL BE MOVED TO THE SHOULDER EDGE.

WHERE THE WORK ZONE IS STATIONARY, THE W20-7 (500 FT.) SIGN OR THE
W20-7A SIGN TOGETHER WITH THE W20-7 (500 FT.) SUPPLEMENTAL
PLATE SHOULD BE USED TO INDICATE THE DISTANCE TO THE FLAGGER.

LEGEND

= FLAGGER
® CHANNELIZING DEVICES

| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION

STANDARD PLAN

E  TRAFFIC CONTROL PLAN
H WITH FLAGGER
(ONE-LANE CLOSURE OF
TWO-WAY TRAFFIC) WORKING NOWGER
TCP-1
lgl ISSUE DATE: OCTOBER 1, 1998 i
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PROJECT NO.
TRAFFIC_CONES DRUMS
g o & g o
- /o
S35 2 €2 83/ 823 |1\ WORK_ZONE | o LONG. L Jte0e | 500" | 4,100 | /| —2600"
=3 AL 22 Pl S8% (1 MILE MAX.) BUFFER — \ I
£% S2 H a8 S2 SPACE
- *
e 4= 4= 4
- 4 = = = = r - - - - - - - - - -~ °ccees, -, = = = |- = o = - - - 4+ = - - - [ A
il = = ==
= - " a 5
5/ 233 3 CHANNELIZING DEVICES s IE ax4\z2
£3¢ £33 3 (SEE NOTE 3 FOR TYPES T 8= §83F )5
o= m X0 REQUIRED) B3N ez ==
== = =3
I [ €= = = = = = o= e = o= e = = = = = = = = = o=
- AN
=F =F =F il
2600 ‘ A 100" ‘ 500° _|_ 1000' L LONG. ‘ WORK_ZONE |
v 'BUFFER ¥ (1 MILE MAX.) *
SPACE 2 E *
TE
- n
100' 88 28
8 x
DRUMS TRAFFIC CONES | S
LEGEND
GENERAL NOTES:
3 % OR AS SHOWN ELSEWHERE OF THE PLANS.
1. THE LOCATION OF CHANNELIZING DEVICES AND THE WORK AREA 2. FLASHING ARROW PANEL SHALL BE AS LEVEL AS POSSIBLE AS APPROVED BY 3
LAYOUT SHALL BE BASED ON THE CRITERIA IN THE FOLLOWING THE_ENGINEER. FLASHING ARROW PANEL SHOULD BE LOCATED AT THE BEGINNING *x* ;:iwlzigi'ﬁf:z"l‘g :AP‘T‘XL:';? f’l:::LEMEN“L
TABLE: OF THE TAPER OR, IF THE SHOULDER IS TOO NARROW, BEHIND THE CHANNELIZING THE POSTED SPEED LIMIT.
VAV DEVICES IN THE CLOSED LANE. .
CHANNEL 1ZING 3 FLASHING ARROW PANEL (TYPE °C*)
POSTED SPEED DEVICE SPACING MINIMUM 3. CHANNELIZING DEVICE TYPES FORs © REFLECTORIZED FREE-STANDING PLASTIC DRUMS
AND/OR o LONGITUDINAL | TAPER+ A. APPROACH TAPER- REFLECTORIZED PLASTIC DRUMS o TRAFFIC CONES (28" HEIGHT)
DESIGN SPEED —{ BUFFER SPACE | RATES B. ALONG LANE LINE AND WORK ZONE- TRAFFIC CONES (28" HEIGHT)
C. EXIT TAPER- TRAFFIC CONES (28" HEIGHT)
TAPER | LANE LINE &
mph WORK_ZONE 4. WHEN THERE IS NO EXISTING HAZARD, AL SICNS SHALL BE COVERED OR REMOVED
<40 ) 80 170 271 AND THE DRUMS SHALL BE MOVED TO THE SHOULDER EDGE AT THE END OF THE WORK DAY.
4 Ll 2 20 451 5. FOR MOVING OPERATIONS (PAVING) THE CONTRACTOR SHALL HAVE THO (2) SETS OF
3 160 200 56: ADVANCE WARNING SIGNS, PLASTIC DRUMS, AND ARROW BOARD. WHEN THE CONSTRUCTION
5 1o 335 55:1 ZONE IS MOVED AHEAD, ALL SIGNS, PLASTIC DRUMS AND ARROW BOARD SHALL BE IN
6 120 415 60:1 PLACE ON THE SECOND ZONE BEFORE REMOVING ANY SIGNS, PLASTIC DRUMS
B o 55 o OR ARRON BOARD ON THE FIRST ZONE.
7 170 575 il 6. ALL TRAFFIC CONTROL [TEMS SHOWN ON THIS SHEET WILL NOT BE MEASURED FOR
SEPARATE PAYMENT. THIS WORK IS T0 BE INCLUDED IN THE PRICE BID FOR MAINTENANCE
+ NOTE: TAPER RATES ARE DETERMINED USING THE FOLLOWING EQUATIONS: OF TRAFFIC.
A A Gt 7. DIAMOND SHAPED TRAFFIC CONTROL SIGNS SHALL BE A MINIMUM OF 48° X 48
WHERE: L = MINIMUM LENGTH OF TAPER IN FEET
W = WIDTH OF OFFSET (USUALLY LANE WIDTH) IN FEET x| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
= DESIGN SPEED OR 85TH PERCENTILE SPEED IN ROADWAY DESIGN DIVISION
MILES PER HOUR STANDARD PLAN
TRAFFIC CONTROL PLAN
sl FOR POSTED SPEED LIMIT
2 LESS THAN 65 MPH
¢ (4-LANE: MEDIAN LANE
OR OUTSIDE LANE
WORKING NUBER
(WORK DAY ONLY) TCp-2
SHEET NUMBER
|ISSUE DATE: OCTOBER 1, 1998 251
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PROJECT NO.

6T

T -

| DRUMS
[
e g a 100'
S= /=2 * 8= Jaeog
S/ = i; §g § 1 Y |1\ WORK_ZONE L LONG. | L 1000" 500 | A 1100 | 4 2600
z; RALT 23 g qRs * (1 MILE MAX. BUFFER L - I (s
£g 8 H ] g SPACE
- *
4= 4=, E o E o
e L = = a2 m  a a e - - PULIBULIZIL = = To e 4 L e T U
il E= = = =
£33 H CHANNELIZING DEVICES s A9 x4\ z3
F3> 3 (SEE NOTE 3 FOR TYPES I 82 So3 JRE—
m* o REQUIRED) N xxZ /=
== 3 == 3 =23
- - - - - - L - - - - - _.10‘°°°"§§§§§§\".— - - - - - - - - - - - - - - - - - - - - .
- ~F e E
2600° 1 1100" J_ 500" 1000 L LONG. ‘ WORK_ZONE |
T V I I v T BUFFER | = % (I MILE MAX.) T *
SPACE LE *
B o
- n
100 S ng
DRUMS | = § =
~ 1
LEGEND
GENERAL NOTES:
% OR AS SHOWN ELSEWHERE OF THE PLANS.
1. THE LOCATION OF CHANNELIZING DEVICES AND THE WORK AREA 2. FLASHING ARROW PANEL SHALL BE AS LEVEL AS POSSIBLE AS APPROVED BY
LAYOUT SHALL BE BASED ON THE CRITERIA IN THE FOLLOWING THE_ENGINEER. FLASHING ARROW PANEL SHOULD BE LOCATED AT THE BEGINNING *x ;"E'LECE'ID ON WI3-1 (XX MPH) SUPPLEMENTAL
TABLE: OF THE TAPER OR, IF THE SHOULDER IS TOO NARROW, BEHIND THE CHANNELIZING LATE SHALL BE 10 MPH LESS THAN
— THE POSTED SPEED LIMIT.
VAXIVON DEVICES IN THE CLOSED LANE.
CHANNELIZING (3 FLASHING ARROW PANEL (TYPE “C*)
POSTED SPEED DEVICE SPACING | 3. AL CHANNELIZING DEVICES SHALL BE REFLECTORIZED FREE STANDING PLASTIC DRUMS. o REFLECTORIZED FREE-STANDING PLASTIC DRUMS
DESIGN 2,,“., (f1) LONGITUDINAL R"Es 4. FOR MOVING OPERATIONS (PAVING) THE CONTRACTOR SHALL HAVE TWO (2) SETS OF ¥ TYPE “B* WARNING LIGHTS
ALONG | BUFFER SPACE ADVANCE WARNING SIGNS, PLASTIC DRUMS, AND ARROW BOARD. WHEN THE CONSTRUCTION
TAPER | LANE LINE & Rl ZONE IS MOVED AHEAD, ALL SIGNS, PLASTIC DRUMS AND ARROW BOARD SHALL BE IN
oh WORK_ZONE PLACE ON THE SECOND ZONE BEFORE REMOVING ANY SIGNS, PLASTIC DRUMS
<0 w0 50 7o OR ARROW BOARD ON THE FIRST ZONE.
5 I3 50 220 5. ALL TRAFFIC CONTROL ITEMS SHOWN ON THIS SHEET WILL NOT BE MEASURED FOR
o %0 100 260 SEPARATE PAYMENT. THIS WORK IS TO BE INCLUDED IN THE PRICE BID FOR MAINTENANCE
OF TRAFFIC.
5 E 110 335
C C 20 a5 6. DIAMOND SHAPED TRAFFIC CONTROL SIGNS SHALL BE A MINIMUM OF 48° X 48,
©: & 130 485
7 7 140 575
+ NOTE: TAPER RATES ARE DETERMINED USING THE FOLLOWING EQUATIONS:
L = WS _FOR SPEEDS OF 45 mph OR GREATER
L = WS2/60 FOR SPEEDS OF 48 mph OR LESS
WHERE: L = MINIMUM_LENGTH OF TAPER IN FEET
W = WIDTH OF OFFSET (USUALLY LANE WIDTH) IN FEET | MISSISSIPPI DEPARTMENT OF TRANSPORTATION
S = DESIGN SPEED OR 85TH PERCENTILE SPEED IN ROADWAY DESIGN DIVISION
MILES PER HOUR STANDARD PLAN
TRAFFIC CONTROL PLAN
Z FOR POSTED SPEED LIMIT
z LESS THAN 65 MPH
(4-LANE: MEDIAN OR
OUTSIDE LANE CLOSURE) WORKING NUMBER
PERIOD) TCP-3
= SHEET NUMBER
|g| ISSUE DATE: OCTOBER 1, 1938 252
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PROJECT NO.

0¢

- - 100-
& o = o2 u
S8/ EES g5/ 883 253 lmEQ w0 WORK ZONE . LONG. _, /600" 500° 2100
NG Y SaN I8 oy W= ¥ MILE MAX) BUFFER I
a2 ° e U oy 3<i = SPACE
® EX1 (I e
=8
P o A= 4= o
- - - - L - = = = = - -y 2 e e e s, ~ - - |- - L - - | —
T - R SN
I} s
g - a1 32 4
= 2. a| 2z 2z r E3 YN 5 -a (] E
£8 258 &R O\E'u 258 H FREE-STANDING R 4—'0 EEN L1 35 a2 284 \73
mc Rl == =zm i 3 PLASTIC DRUMS x5 =m EY3 t§§ R S £ESE /8=
25| R 2|OSm| %= g |OSm| Ei= 538/ 52 LS 53°/ 2=
S 527 P o) Jz=7 EE =
H B
Ly s Ly lp
= =F = =F il = = =
| - -1 L =
600" 500" 500" 1000 4 LONG. WORK_ZONE 400" 083 = sy wE3 W a o 5
14 | BUFFER | ¥ MILE MAX | 1 s xﬁf ﬂzo L . L QW= |92
it § By |B3w0|% iy | §8F (%
100° g 8 =
=8
=
EH]

GENERAL NOTES:

1. THE LOCATION OF CHANNELIZING DEVICES AND THE WORK AREA
LAYOUT SHALL BE BASED ON THE CRITERIA IN THE FOLLOWING

@

a

o

o

TABLE
MAXIMUM
POSTED SPEED DEVICE SPaCiNG MINIMUM
AND/OR “h LONGITUDINAL
DESIGN SPEED ALONG | BUFFER SPACE
TAPER | LANE LINE & Ll
o WORK_ZONE
<40 40 80 170
3 5 % 220
50 0 100 280
5 5 110 335
o 0 120 415
©: 5 130 485
T 0 140 515

L = WS2/60 FOR SPEEDS OF 40
WHERE: L = MINIMUM LENGTH OF TAPER m FEE
W = WIDTH OF OFFSET (USUALLY LANE WIDTH) IN FEET
S = DESIGN SPEED OR B5TH PERCENTILE SPEED IN
MILES PER HOUR
2. FLASK!NG ARROW PANEL SHALL BE AS LEVEL AS POSS[ELE
\S APPROVED BY THE ENGINEER. FLASHING ARROW P)
snouLD BE LOCATED AT THE BEGINNING OF THE HPER OR
IF THE SHOULDER IS TOO NARROW, BEHIND THE CHANNELIZING
DEVICES IN THE CLOSED LANE.

®

©

ALL CHANNELIZING DEVICES SHALL BE REFLECTORIZED FREE-STANDING
PLASTIC DRUMS.

ALL TRAFFIC CONTROL ITEMS SHOWN ON THIS SHEET WILL NOT

BE MEASURED FOR SEPARATE PAYMENT. THIS WORK IS TO BE INCLUDED
IN THE PRICE BID FOR MAINTENANCE OF TRAFFIC.

. DIAMOND SHAPED TRAFFIC CONTROL SIGNS SHALL BE A MINIMUM OF
a8".

48" x

. ALL EXISTING SPEED LIMIT SIGNS WHICH ARE INFLUENCED BY OR

CONFLICT WITH THE SPEED ZONE REDUCTION SHALL BE COVERED
AS DIRECTED BY THE ENGINEER WHILE THE REDUCED SPEE
LIMIT [S IN EFFECT. TAPE SHALL NOT BE USED ON FACE or SION.

ADDITIONAL REDUCED SPEED LIMIT SIGNS ARE REQUIRED AT EACH ENTRANCE
RAMP WITHIN THE SPEED ZONE. A MINIMUM OF TWO (2) WILL BE REQUIRED
FOR EACH RAMP. LOCATION AND NUMBER REQUIRED WILL BE DETERMINED

BY THE ENGINEER.

THIS TRAFFIC CONTROL PLAN, WITH SPEED ZONE, MAY NOT BE USED
ON ANY FACILITY WHERE THE POSTED SPEED LIMIT IS BELOW 65 MPH
WITHOUT A COMMISSION ORDER REQUESTING A SPEED LIMIT REDUCTION.

LAYOUT SHONN ABOVE IS FOR AN INTERSTATE WITH A POSTED SPEED
LIMIT OF 70 MPH. FOR POSTED SPEED LIMIT OF 65 MPH, THE REDUCED
SPEED LIMIT WILL BE 55 MPH.

. A FLUORESCENT ORANGE PLATE [S REQUIRED WITH ALL REGULATORY SPEED
LIMIT SIGNS AND ‘REDUCED SPEED AHEAD’ SIGNS REQUIRED FOR LANE CLOSURE.

LEGEND
% OR AS SHOWN ELSEWHERE OF THE PLANS.
[S3 FLASHING ARROW PANEL (TYPE “C*)
Sl BLACK LEGEND AND BORDER ON WHITE BACKGROUND

¥ TYPE “B* WARNING LIGHTS
® REFLECTORIZED FREE-STANDING PLASTIC DRUMS

| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION

STANDARD PLAN

cl-

TRAFFIC CONTROL PLAN
FOR POSTED SPEED LIMIT
OF 65 OR 70 MPH
(INTERSTATES AND OTHER 4-LANE

DIVIDED

REVISION

(MEDIAN LANE OR OUTSIDE WORKING NUMBER
LANE CLOSURE) (EXTENDED PERIOD) TCP-4

SHEET NUVBER
253
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PROJECT NO.
L TRAFFIC_CONES DRUMS
- 2 LW 100"
a -3 - ) e
Eg EE g3 g sﬁg w = o 8 L 400" | WORK_ZONE | LONG. L 1000 500" | 500" o/ 600" | 500’ |o2100° 4 |
EaN\ P SN\ 3 =& W= 2l 1 ¥ MILE MAX.) BUFFER |- 122 o
] ° =8 £y a =S | e SPACE
N 252 = | &2
=&
4= . . 4= 4= o
- = = = e = = = - P = = = = = = = = = =y = s €e T o, — = = |- = o = - [- - + - = = = 4]
= = ] il = E= = = = =
N = | 2. ol B2, ik [NES 22 N - .3 o
2z £ S %%* 2R m—'ﬂ %g"! 3 CHANNELIZING DEVICES 2P =0 532 E ag M Az A NE]
] ms REx =m W3 3 (SEE NOTE 3 FOR TYPES ;-—ozm ;Q" g g§ H 8= E g /R=
R = 24 s - 3 E S = £
3| Sa céa 3B o_.s g8a= REQUIRED) 3 S s8a g E 3/ 8 g
EE EH] £l
Y T lp iy [y lep [op
- - ‘ - - _( - - | - - + - =] - - - v o v ame &€= = | = = = -} - - R Y
~
=F =F =F =F =F =F ==F s
L S
| 4 | | | ] w25 [AE s zE a
/_2100" 500" 600" 500" 500" 100" L LONG. WORK_ZONE 400" 883 mE o sls wE3 w 5
14 14 BUFFER * (1 MILE MAX) o » & @ “as =3 3@
SPACE & *gy wE o xfy 2 D1x
= ¢32 | S\D|se 282 | & e
100 =5 =g
DRUMS TRAFFIC_CONES ‘
H
]
A
°%
LEGEND
GENERAL NOTES: % OR AS SHOWN ELSEWHERE OF THE PLANS.
1. THE LOCATION OF CHANNELIZING DEVICES AND THE WORK AREA 4. WHEN THERE IS NO EXISTING HAZARD, ALL SIGNS SHALL BE COVERED OR REMOVED [ FLASHING ARROW PANEL (TYPE “C*)
LAYOUT SHALL BE BASED ON THE CRITERIA IN THE FOLLONING AND THE DRUMS SHALL BE MOVED TO THE SHOULDER EDGE AT THE END OF THE WORK DAY. =
3 K
(—ABLE: 5. FOR MOVING OPERATIONS (PAVING) THE CONTRACTOR SHALL HAVE THO (2) SETS OF BLACK LEGEND AND, BOFDER ON YHITE BACKGROUD
MAXIMUM ADVANCE WARNING AND REGULATORY SIGNS, PLASTIC DRUMS, AND ARROW BOARD. WHEN @ REFLECTORIZED FREE-STANDING PLASTIC DRUMS
POSTED SPEED CHANNELIZING THE CONSTRUCTION ZONE IS MOVED AHEAD, ALL SIGNS, PLASTIC DRUMS AND ARROW BOARD © TRAFFIC CONES (28° HEIGHT)
DEVICE SPACING MINIMUM | oert SHALL BE IN PLACE ON THE SECOND ZONE BEFORE REMOVING ANY SIGNS, PLASTIC DRUMS
DESIGN. SPEED () —{ oncruDIuL | RaTES OR ARRON BOARD ON THE FIRST ZONE.
LANémeE N 1 6. ALL TRAFFIC CONTROL ITEMS SHOWN ON THIS SHEET WILL NOT BE MEASURED FOR
- TAPER | LANE LINE 8 SEPARATE PAYMENT. THIS WORK IS TO BE INCLUDED IN THE PRICE BID FOR MAINTENANCE
OF TRAFFIC
<40 40 80 170
T 5 50 220 7. DIAMOND SHAPED TRAFFIC CONTROL SIGNS SHALL BE A MINIMUM OF 48° X 48°.
50 100 280 8. ALL EXISTING SPEED LIMIT SIGNS WHICH ARE INFLUENCED BY OR CONFLICT mm mz
5 110 33 SPEED ZONE REDUCTION SHALL BE COVERED AS DIRECTED BY THE ENGINEER WHI
0 120 15 60:1 TUE REDLCED SPEED LT 1S IN EFPECT. TAPE SHALL NOT GE USED ON THE FAGE OF SION.
S 12 305 £5: 9. ADDITIONAL REDUCED SPEED LIMIT SIGNS ARE REQUIRED AT EACH ENTRANCE RAMP
(] 140 515 01 WITHIN THE SPEED ZONE. A MINIMUM OF TWO (2) WILL BE REOUIRED FOR EACH RAMP.
* NOTE: TAPER RATES ARE DETERMINED USING THE FOLLONING EOUATIONS: LOCATION AND NUMBER REQUIRED WILL BE DETERMINED BY THE ENGINEER.
A A Gt 10. THIS TRAFFIC CONTROL PLAN, WITH SPEED ZONE, MAY NOT BE USED ON ANY FACILITY
lHERE: L = MINIMUM LENGTH OF TAPER IN FEET ::gﬁs:?ﬁchS;gEEgPLEIEMD]'lezlgué?lgﬁum 65 MPH WITHOUT A COMMISSION ORDER
W = WIDTH OF OFFSET (USUALLY LANE WIDTH) IN FEET - | MISSISSIPPI DEPARTMENT OF TRANSPORTATION
T WLLES PER HOUR. S5TH PERCENTILE SPEED IN 11. LAYOUT SHOWN ABOVE IS FOR AN INTERSTATE WITH A POSTED SPEED ROADWAY DESIGN DIVISION
LIMIT OF 70 MPH. FOR POSTED SPEED LIMIT OF 65 MPH, THE REDUCED STANDARD PLAN
2. FLASHING ARROW PANEL SHALL BE AS LEVEL AS POSSIBLE SPEED LIMIT WILL BE 55 MPH. TRAFFIC CONTROL PLAN
AS APPROVED BY THE ENGINEER. FLASHING
SHOULD BE LOCATED AT THE BEGINNING OF THE TAPER OR, 12. A FLUORESCENT ORANGE PLATE IS REQUIRED WITH ALL REGULATORY SPEED FOR POSTED SPEED LIMIT
IF THE SHOULDER IS TOO NARROW, BEHIND THE CHANNELIZING LIMIT SIGNS AND “REDUCED SPEED AHEAD* SIGNS REQUIRED FOR LANE CLOSURE. é OF 65 OR 70 MPH
DEVICES IN THE CLOSED LANE. Z| (INTERSTATES AND OTHER 4-LANE
3. CHANNELIZING DEVICE TYPES FOR: i DIVIDED HIGHWAYS)
A. APPROACH TAPER- REFLECTORIZED PLASTIC DRUMS (MEDIAN LAN|
B. ALONG LANE LINE AND WORK ZONE- TRAFFIC CONES (28* HEIGHT) LAA{E CLOSURE) ﬂ:,&‘:( %‘:rys'g:u W;IECPEUEE“
C. EXIT TAPER- TRAFFIC CONES (28° HEIGHT) Y)
m SHEET NUMBER
]g| ISSUE DATE: OCTOBER 1, 1998 254
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TYPET TYPET TYPE I

ROAD
CLOSED

BARRICADE CLOSING A ROAD

PROJECT NO.

STANDARD BARRICADES

. A TYPE 1 BARRICADE CONSISTS OF ONE (1) HORIZONTAL RAIL SUPPORTED BY A DEMOUNTABI

LE
FRAME OR A LIGHT “A* FRAME. A TYPE [ BARRICADE NORMALLY WOULD BE USED ON CONVENTIONAL
ROADS OR URBAN STREETS AND ARTERIALS.

BARRICADE CHARACTERISTICS

WING BARRICADES

1. WING BARRICADES ARE TYPE III BARRICADES ERECTED ON THE SHOULDER
ON ONE OR BOTH SIDES OF THE PAVEMENT TO GIVE THE SENSATION
OF A NARROWING OR RESTRICTED ROADWAY. WING BARRICADES MAY

A TYPE Il BARRICADE CONSISTS OF TWO (2) HORIZONTAL RAILS ON A LIGHT “A* FRAME. TYPE II
ARE INTENDED FOR USE ON EXPRESSWAYS AND FREEWAYS AND OTHER HIGH-SPEED ROADWAYS.

TYPE [ AND TYPE I BARRICADES ARE INTENDED FOR USE WHERE THE HAZARD IS
RELATIVELY SMALL AS, FOR EXAMPLE, ON CITY STREETS,OR FOR THE MORE OR LESS
CONTINUOUS DELIMITING OF A RESTRICTED ROADWAY, OR FOR TEMPORARY DAYTIME USE.

A TYPE 11l BARRICADE CONSISTS OF THREE (3) HORIZONTAL RAILS SUPPORTED BY FIXED
POSTS, A RIGID SKID, A HEAVY DEMOUNTAELE FRAME OR A HEAVY, HINGED *A* FRAME.

TYPE [11 BARRICADES ARE INTENDED FOR USE ON CONSTRUCTION AND MAINTENANCE
PROJECTS AS WING BARRICADES AND AT ROAD CLOSURES, WHERE THEY MUST REMAIN IN PLACE
FOR EXTENDED PERIODS.

THE MARKING FOR BARRICADE RAILS SHALL BE ORANGE AND WHITE (SLOPING DOWNWARD AT
AN ANGLE OF 45° IN THE DIRECTION TRAFFIC IS TO PASS).

I I - BE USED AS A MOUNTING FOR THE ADVANCE WARNING SIGNS OR FLASHERS.
v —— Y —— vEv—— WING BARRICADES SHOULD BE USED:
WIDTH OF RAIL * % 8° MIN. - 12° MAX. 8° MIN. - 12° MAX. 8° MIN. - 12° MAX. . IN ADVANCE OF A CONSTRUCTION PROJECT EVEN WHEN NO
o . " PART OF THE ROADWAY [S ACTUALLY CLOSED.
LENGTH OF RAIL** 247 MIN. 247 MIN. 487 MIN. . IN ADVANCE OF ALL BRIDGE OR CULVERT WIDENING OPERATIONS.
WIDTH OF STRIPE % L 6" 6
HEIGHT 36° MIN. 36 MIN. 60" MIN.
3 IF FACING TRAFFIC
NUMBER OF
REFLECTORIZED 2 (ONE EACH DIRECTION) [ 4 (TWO EACH DIRECTION) | IN ONE DIRECTION
RAIL FACES 6 IF FACING TRAFFIC

IN_TWO DIRECTIONS

TYPE OF FRAME

LIGHT LIGHT “A* FRAME

POST OR SKID

. DO NOT PLACE SANDBAGS OR OTHER DEVICES TO PROVIDE MASS ON THE BOTTOM RAIL

THAT WILL BLOCK VIEW OR RAIL FACE.
FOR ADDITIONAL INFORMATION OR DETAILS, SEE MUTCD, LATEST EDITION.

ORANGE

24

l-l—l NeLack

CHEVRON SIGN
DETAIL

A CHEVRON SIGN CONSISTS OF A BLACK CHEVRON TYPE MARKING ON
AN ORANGE BACKGROUND AND SHALL POINT IN THE DIRECTION OF TRAFFIC FLOW.

THE CHEVRON SIGN SHALL BE MOUNTED ON FIXED POST OR RIGID SKID.
CHEVRON SIGNS MAY BE USED TO SUPPLEVENT OTHER STANDARD DEVICES WHERE

ONE OR MORE LANES ARE CLOSED FOR CONSTRUCTION OR MAINTENANCE. THEY SHALL
BE PLACED APPROXIMATELY 2-0° BEHIND THE LANE TRANSITION STRIPE.

*1. FOR RAILS LESS THAN 36° LONG, 4° WIDE STRIPES MAY BE USED.

%% 2. BARRICADES INTENDED FOR USE ON EXPRESSWAYS, FREEWAYS AND OTHER HIGH SPEED
ROADWAYS, SHALL HAVE A MINIMUM OF 270 In?OF REFLECTIVE AREA

FACING TRAFFIC.

TYPE 3 OBJECT MARKER
(OM-3R)

TYPE 3 OBJECT MARKERS SHALL BE USED AT ALL EXPOSED BRIDGE
ABUTMENTS AND AT OTHER LOCATIONS AS DEEMED NECESSARY BY THE
ENGINEER.

THE OM-3R IS SHOWN. THE OM-3L IS SIMILAR EXCEPT THE STRIPES
SLOPE DOWNWARD FROM THE UPPER LEFT SIDE TO THE LOWER RIGHT SIDE
AND SHALL BE PLACED ON THE LEFT SIDE OF THE OBJECT.

. THE INSIDE EDGE OF THE MARKER SHALL BE IN LINE WITH THE INNER

EDGE OF THE OBSTRUCTION.

9z
2|
Z 3 5
3| g o
R
¥
"
WHITE-
-ORANGE
3% TR GR TGS

VERTICAL PANEL

VERTICAL PANELS CONSIST OF AT LEAST ONE PANEL
8° 70 12° IN WIDTH AND A MINIMUM OF
24° IN HEIGHT.

2. THE DIAGONAL STRIPES SHALL SLOPE DOWNWARD
IN THE DIRECTION THAT TRAFFIC IS TO PASS THE PANEL.
THE PANELS SHALL BE MOUNTED WITH THE TOP A
MINIMUM OF 36° ABOVE THE ROADNAY ON A SINGLE
LIGHTMASS POST.

VERTICAL PANELS USED ON EXPRESSWAYS, FREEWAYS
AND OTHER HIGH-SPEED ROADWAYS SHALL HAVE A
MINIMUM OF 270 In20F RETROREFLECTIVE AREA
FACING TRAFFIC.

>

FOR THO-WAY TRAFFIC OPERATIONS, BACK-TO-BACK
PANELS SHALL BE USED.

GENERAL NOTES:

1. MARKINGS ON ALL DEVICES SHOWN ON THIS SHEET SHALL BE
HIGH INTENSITY REFLECTIVE SHEETING.

2. THE TRAFFIC CONTROL PLAN WILL LIST THE VARIOUS TRAFFIC
CONTROL DEVICES REQUIRED FOR EACH PROJECT.

18° MIN.
DIA.

REFLECTORIZED ORANGE;

REFLECTORIZED WHITE:

PLASTIC DRUM STRIPING DETAIL

1. PLASTIC DRUMS SHALL BE ON END AND USED AS AN EXPEDIENT METHOD FOR
TRAFFIC CHANNELIZATION. THE COLOR AND MARKING OF DRUMS SHALL BE CONSISTENT
WITH MARKING STANDARDS FOR BARRICADE. THE PREDOMINANT COLOR ON DRUMS.
SHALL BE ORANGE WITH FOUR (4) REFLECTORIZED, HORIZONTAL, CIRCUMFERENTIAL
STRIPES (2 ORANGE & 2 WHITE) 6° W

2. DRUMS SHOULD NEVER BE PLACED IN THE ROADNAY WITHOUT WARNING SIGNS.

3. WHERE PRACTICAL PLASTIC DRUMS SHALL BE PLACED NO CLOSER THAN 3'-0°
FROM THE EDGE OF TRAVELED LANE.

| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADWAY DESIGN DIVISION
STANDARD PLAN

HIGHWAY SIGN AND

BARRICADE DETAILS

FOR CONSTRUCTION
PROJECTS

REVISION

WORKING NUMBER|
TCP-10

OCTOBER 1, 1998
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PROJECT NO.

MOBILE OPERATIONS ON MULTILANE ROAD A

titit 4]

MOBILE OPERATIONS ON TWO-LANE ROAD

TRUCK-MOUNTED
FLASHING ARROW

ec

TRUCK-MOUNTED
ATTENUATOR
(OPTIONAL)

NOTE: USE OF CHANGEABLE
MESSAGE SIGN IS OPTIONAL

MOBILE OPERATIONS ON MULTILANE ROAD

NOTES:

VEHICLES USED FOR THESE OPERATIONS SHOULD BE MADE HIGHLY VISIBLE
WITH APPROPRIATE EQUIPMENT, SUCH AS FLASHING LIGHTS, ROTATING
BEACONS, FLAGS, SIGNS, OR ARROW PANELS.

PROTECTION VEHICLE *I SHOULD BE EQUIPPED WITH AN ARROW PANEL.
AN APPROPRIATE LANE CLOSURE SIGN SHOULD BE PLACED ON PROTECTION
VEHICLE *1 SO AS NOT TO OBSCURE THE ARROW PANEL.

w

PROTECTION VEHICLE *2 SHOULD BE EQUIPPED WITH AN ARROW PANEL AND
TRUCK-MOUNTED ATTENUATOR (TMA).

PROTECTION VEHICLE *I SHOULD TRAVEL AT A VARYING DISTANCE FROM THE
WORK OPERATION SO AS TO PROVIDE ADEQUATE SIGHT DISTANCE FOR TRAFFIC
APPROACHING FROM THE REAR.

5. WHEN ADEQUATE SHOULDER WIDTH IS NOT AVAILABLE, PROTECTION VEHICLE
*1 SHOULD BE ELIMINATED.

TRUCK-MOUNTED
ATTENUATOR
(OPTIONALY

OPTIONAL SIGNS FOR
SHORT DURATION OPERATION

MOBILE OPERATIONS ON TWO-LANE ROAD

NOTES:

. WHERE PRACTICAL AND WHEN NEEDED, THE WORK AND PROTECTION VEHICLES

SHOULD PULL OVER PERIODICALLY TO ALLOW TRAFFIC TO PASS. IF THIS CAN
NOT BE DONE FREQUENTLY, AS AN ALTERNATIVE, A “DO NOT PASS SIGN MAY BE
PLACED ON THE REAR OF THE VEHICLE BLOCKING THE LANE.

THE DISTANCE BETWEEN THE WORK AND PROTECTION VEHICLES MAY VARY ACCORDING
TO TERRAIN, PAINT ORYING TIME, AND OTHER FACTORS. PROTECTION VEWICLES

ARE USED TO WARN TRAFFIC OF THE OPERATION AHEAD. WHENEVER ADEQUATE
STOPPING SIGHT DISTANCE EXISTS TO THE REAR, THE PROTECTION VEHICLE

SHOULD MAINTAIN THE MINIMUM DISTANCE AND PROCEED AT THE SAME SPEED AS
THE WORK VEHICLE. THE PROTECTION VEHICLE SHOULD SLOW DOWN IN ADVANCE

OF VERTICAL OR HORIZONTAL CURVES THAT RESTRICT SIGHT DISTANCE.

ADDITIONAL PROTECTION VEHICLES TO WARN AND REDUCE THE SPEED OF ONCOMING

IING
OR OPPOSING TRAFFIC MAY BE USED. POLICE PATROL CARS MAY BE USED FOR THIS PURPOSE.

A TRUCK-MOUNTED ATTENUATOR (TMA) SHOULD BE USED ON THE PROTECTION VEHICLE
AND MAY BE USED ON THE WORK VEHICLE.

6. ON HIGH-SPEED ROADAYS, A THIRD PROTECTION VEHICLE SHOULD BE USED 5. THE WORK VEWICLE SHALL BE EQUIPPED WITH BEACONS, AND THE PROTECTION <4
(0., VEHICLE *1 ON THE SHOULDER (IF PRACTICAL), VEHICLE =2 IN THE CLOSED K D Y oL ACHING :
LANE, AND VEHICLE °3 IN THE CLOSED LANE). LIGHTS MOUNTED ON THE REAR, ADJACENT TO THE SIGN. PROTECTION AND WORK 5| MISSISSIPPI EEAPQ:‘I‘{‘%SJGSFDK,'}S‘;SEPORTATION
7. ARROW PANELS SHALL BE AS A MINIMUM TYPE B, 60° X 30° IN ‘;SN]YC’:.EESRESAHRDULD DISPLAY FLASHING OR ROTATING BEACONS BOTH FORWARD AND STANDARD PLAN
ACCORDANCE WITH THE CRITERIA PRESENTED IN THE MUTCD. 3
8. WORK SHOULD NORMALLY BE DONE DURING OFF-PEAK HOURS. 6 VEMICLE-MOUNTED SICNS SHALL BE MOUNTED WITH THE BoTTON OF THE TRAFFIC CONTROL PLAN
LOCATED AT A MINIMUM HEIGHT OF 48° ABOVE THE PAVEMENT. Mo.’u OPERAT’ONS
SIGN LEGENDS SHALL BE COVERED OR TURNED FROM VIEW WHEN WORK IS NOT IN 52
9. ALL TRAFFIC CONTROL ITEMS SHOWN ON THIS SHEET WILL NOT BE MEASURED SIon LEcE Kl MULTILANE ROADS
FOR SEPARATE PAYMENT. THIS WORK IS TO BE INCLUDED IN THE PRICE BID " %;
FOR MAINTENANCE OF TRAFFIC. 7. ALL TRAFFIC CONTROL ITEMS SHOWN ON THIS SHEET WILL NOT BE MEASURED o AND
FOR SEPARATE PAYMENT. THIS WORK IS TO BE INCLUDED IN THE PRICE BID FOR 2 TWO-LANE ROADS WORKING NUMBER
MAINTENANCE OF TRAFFIC. 2z TCP-11
G SHEET NOWBER
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STATE | PROJECT NO.

stE
NOTE 1. L ACCELERATION LANE L SEE NOTE 1. IS,

le—350 _300° MIN.
TYPy (SEE NOTE 2.0

I

J S —
1
I
1

00 T — —_— s == —
55?%?///// /// i T ///////????/??/??;//?///////////////////////////////////////// . W//%W%W/W o

7% ///Z//////W?/

777777 % iz ’/////////////////// Dz 207z %% 0 % i zizizdiiuziziiiziziiziziigiiziiiiiiiiiia

R Ve WL
WL
PP /////// e N |
oy | = \V/ K e
ENTRANCE RAMP "
50 ¥3-20 (PHASE 1) ’ ‘
LD 'I ] I e
| I / | [ =
2 /// Y77 7 .
W & |
1
L
(SEE NOTE 3 [
Roa0 ENTRANCE RAMP
WORK (PHASE 1I)
AHEAD GENERAL NOTES:

1. FOR SIGNING, FLASHING ARROW PANEL, AND
DRUM SPACING CRITERIA, SEE TYPICAL TRAFF[C
CONTROL PLANS FOR LANE CLOSURES Of
SHEETS TCP-2, TCP-3, TCP-4, AND TCP- 5 As
APPROPRIATE

2. IF NO ADEQUATE ACCELERATION LANE EXISTS
FOR THE TEMPORARY ENTRANCE, THE YIELD SIGN
(R1-2) AND THE YIELD AHEAD SIGN (W3-2A) SHALL
BE REPLACED WITH A STOP SIGN (RI-1) AND A STOP

. /%%%//%/ _ 2 AHEAD SIGN (W3-10), ONE ON EACH SIDE OF APPROACH.
7 / 7 “ Wi WHERE STOP AR . A TEMPORARY STOP
/// ////4/ o - //// ////////////////////// UINE SHOULD BE PLACED ACROSS THE RAWP AT THE

////////,//

DESIRED STOP LOCATION. IF INSUFFICIENT GAPS
ARE AVAILABLE IN THE TRAFFIC STREAM,
CONSIDERATION SHOULD BE GIVEN TO CLOSING
THE RAMP.

3. DETERMINE TAPER LAYOUTS USING THE FOLLOWING
EQUATIONS:
L = WS_FOR SPEED OF 45 mph OR GREATER
L = WS2/60 FOR SPEEDS OF 40 mph OR LESS
WHERE:

REFLECTORIZED FREE-STANDING L = MINIMUM LENGTH OF TAPER IN FEET

PLASTIC DRUMS (TYP.) W = WIDTH OF OFFSET IN FEET
S = DESIGN SPEED OR 85TH PERCENTILE SPEED IN

MILES PER HOUR

. ALL TRAFFIC CONTROL ITEMS SHONN ON THIS
SHEET WILL NOT BE MEASURED FOR SEPARATE
PAYMENT. THIS WORK IS TO BE INCLUDED IN THE

I
2 ///////// oy 7 - PRICE B> FOR MAINTENANCE OF TRAFFIC
g /////////////////////

A T )
________________ ’ %%% /// ///// / / o ////////////////}?’/7//////
_________________________ Ui ////// M///?;///// //
"""""" 7/

EXIT RAMP 77
(PHASE 1) ~=-2

SEE
NOTE 1. 200"

1
1
1
i
i
1
i
i
1
I
i
I
i
I
1
1
i
I
i
i
1
1

224777

oT -

___________ ’ // | MISSISSIPPI DEPARTMENT OF NSPORTATION
///////////////////// //////////////// 7 ) ROADAWAY nss’l;ex n;l\-'ll{s?oNs ATl
g ~~—_ STANDARD PLAN
EXITRAMP TSEE——
(PHASEW TS z DETAILS OF OUTSIDE LANE
& CLOSURE AT EXIT
¥ AND ENTRANCE RAMPS
WORKING NUMBER
TCP-12
E[ IsSUE DATE:___ OCTOBER L1938 | " og]
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we-11

| STATE | PROJECT NO.

36 X 36
we-11
36 X 36
we-11
36 X 36

Va_ MILE /l/ I ‘/a_ MILE /I

-—

"/a MILE

—>
—
|
T

[i=:1

©

9 X 9F

G¢

9€ X 9F
T-8M

Ya MILE /l/

9 X 9F
T-8M
9 X 9f
T-8M

TWO-WAY TRAFFIC

9 X 9f
-8n

Vo MILE 1 Ya_MILE /%

@

|
9 X of
-0

GENERAL NOTES:

1. UNEVEN LANE LINE:
A. IF LESS THAN OR EQUAL TO 1%,",NO SIGNS REQUIRED.

©

|
el 10

‘a MILE 1 "a MILE /l/_

B. IF GREATER THAN 15" AND LESS THAN OR EQUAL TO 2//a’, PLACE SIGNS AS SHONN ON THIS SHEET.

C. IF_GREATER THAN 2//q", TRAFFIC SHOULD NOT BE ALLOWED TO CROSS UNEVEN LANE LINE.
2. ALL TRAFFIC CONTROL ITEMS SHOWN ON THIS SHEET SHALL BE PAID FOR UNDER MAINTENANCE OF TRAFFIC.
3. THE W8-11 SIGNS SHALL BE SPACED AT '/4-MILE INTERVALS THROUGHOUT UNEVEN LANE LINE LIMITS.

® ©

9 X 9
-gn
9 X 9
T-gh

5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ONE-WAY TRAFFIC ROADWAY DESIGN DIVISION
STANDARD PLAN

z| TRAFFIC CONTROL PLANS
2 UNEVEN PAVEMENT
a DETAILS
WORKING NUMBER |
TCP-1
IEIISSUE DATE: OCTOBER 1, 1998 e
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STATE | PROJECT NO.

PAY LENGTH

TWO-WAY REFLECTIVE YELLOW
RAISED PAVEMENT MARKERS

OQUTSIDE EDGE OF TRAVEL LANE

4* CONTINUOUS WHITE EDGE STRIPE Gk %)

et

9¢

4 SKIP YELLOW e *,\ 5 4 CONTINUOUS YELLOW N ) < TRAFFIC ;’—‘ YELLOW u; »1—\
=] 22227} =] [x] 8] ) o 1 (2272 T w2 o [z 3
>
10-0" 30'-0" 10-07 } 7 ot N :\A
i ) ( | TRAFFIC mlp " CONTINUOUS WHITE EDGE STRIPE (% %) 1
DETAIL "A” *

TWO-WAY TRAFFIC
(ASPHALT OR CONCRETE PAVEMENT)

TRAFFIC

GENERAL NOTES:

12//
-
4//
2/
_4_”

% 1 3° UNLESS SHOWN ELSEWHERE ON THE PLANS.

%% 2. EDGE STRIPE SHALL BE SAME MATERIAL AS LANE-LINE

STRIPE (PAINT OR TAPE AS INDICATED IN PAY ITEMS).

% % % 3. SPACING OF REFLECTIVE RAISED PAVEMENT MARKERS

IS AS FOLLOWS:

Z
% 4 j
-
o
i

URBAN AREA RURAL AREA

B E
.
2
4 (f1-In) (Ft-in)
TRAFFIC mEEE

INTERCHANGE LIMITS 400" t40-0"

Z + NOTE: ON THE MAIN FACILITY, REFLECTIVE RED-CLEAR RAISED
PAVEMENT MARKERS ON A 4@'-0* SPACING WILL BE REQUIRED ON
LANE-LINE(S) THROUGH ALL INTERCHANGE AREAS BEGINNING
1000° IN ADVANCE (IN DIRECTION OF TRAFFIC) OF THE EXIT RAMP
TAPER AND CONTINUING THROUGH THE INTERCHANGE TO THE
DETAIL "A” END OF THE ENTRANCE RAMP TAPER.
4. PAVEMENT MARKERS SHALL BE HIGH PERFORMANCE REFLECTIVE
RAISED PAVEMENT MARKERS AS LISTED IN THE MDOT
“APPROVED SOURCES OF MATERIALS.”

N

3 "

5. REFLECTIVE RAISED PAVEMENT MARKERS TO BE USED IF TEMPORARY
MARKINGS ARE TO REMAIN IN PLACE OVER 3 MONTHS

REFLECTIVE RED-CLEAR 1

OUTSIDE EDGE OF TRAVEL LANE RAISED PAVEMENT MARKERS 4* CONTINUOUS WHITE EDGE STRIPE
R

T 5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ROADW.

8T -

100 - R .
- —i— —i TRAFFIC /o Nl f4 SKIP WHITE N\ AY DESIGN DIVISION
STANDARD PLAN
a o o d [ o [zz222222) e
| = TRAFF IPORARY ST FOR
© 4% CONTINUOUS YELLOW EDGE STRIPE TEM RIPING FO
) 2 TRAFFIC CONTROL
MEDIAN EDGE OF TRAVEL LANE T H 2-LANE AND 4-LANE
* DIVIDED HIGHWAYS
WORKING NOVBER
4-LANE WITH ONE-WAY TRAFFIC Tep-15
= SHEET NOUBER
2| 1ssue paTE:__ DECEMBER 1.1999 264
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LC

3¢ SPACE BETWEEN EOGE OF TRAVEL LANE AND STRIPE

. T e

4" CONTINUOUS WHITE
REFLECTIVE RED-CLEAR RA[S[D E0GE STRIPE

D/ PAVEMENT MARKERS
wzzzzn o % ‘W o vz
4° SKIP WHITE

5 SPACE BEWEEN STRIPES

TWO-WAY REFLECTIVE YELLOW

D/_ RAISED PAVEMENT MARKERS
u] [u]

PROJECT NO.

3* SPACE BETWEEN EDGE OF TRAVEL LANE AND STRIPE
. T ez

4* CONTINUOUS WHITE
REFLECTIVE RED-CLEAR RAISED EDGE STRIPE

PAVEMENT MARKERS
722 _W o s
4* SKIP WHITE
o

o
o o

)

200" 200" 200"
[a] o 0 u]

o
I
z A — o ] o 10 o ,!
20°-0 200 30-0° j\J 4" DOUBLE CONTINUOUS
YELLOW

1100 - 15-0" \ 10-0°| _ 15-0" | 150" osz A

wzzz % W o wzzzn
47 CONTINUOUS WHITE
4% SKIP WHITE EDGE STRIPE
A

3* SPACE BETWEEN EDGE OF TRAVEL LANE AND STRIPE

TYPICAL STRIPING AND RAISED
PAVEMENT MARKERS FOR 4-LANE SECTION

‘ 3* SPACE BETWEEN EDGE OF TRAVEL LANE AND STRIPE

slﬁ

o zzzZn o zz o vz
4 CONTINUOUS
4" SKIP_YELLOW TWO-WAY REFLECTIVE YELLOW___ [~ YELLOW
o

RAISED PAVEMENT MARKERS
o zzzz o 22022222 o zzzza
0 [o] o o] o a 0
30°-0° 30-0° o
2
150" | 15-0" 10-07 |  15'-0" 15'-0" ol SEE DETAIL A
=
o % —@ i n D
4" CONTINUOUS WHITE -
4* SKIP WHITE REFLECTIVE RED-CLEAR RAISED

3° SPACE BETWEEN EDGE OF TRAVEL LANE AND STRIPE

EDGE STRIPE PAVEMENT MARKERS
e L

TYPICAL STRIPING AND RAISED
PAVEMENT MARKERS FOR 5-LANE SECTION

§
N
N
N

1 f 4* CONTINUOUS WHITE

EDGE STRIPE

wzzzzn o o vz n‘\ o '//
1007 | 150" 5-9° _| 10°-0° -
SEE DETAIL B REFLECTIVE RED-CLEAR RAISED

47 SKIP WHITE
W’i % o

PAVENENT MARKERS E
u] 0 o ] o o u] o 0 -
a

=] =] o o o a

F; :

SEE DETAIL A

RAISED PAVEMENT MARKERS

—A E/,D . T D
4" DOUBLE CONTINI
LEGENDQ YEL Tinuous TWO-WAY REFLECTIVE YELLOW

) o
I
a [s]

ﬁlt' WHITE. 66 SEE DETAIL “A”

DETAIL A
LATERAL PLACEMENT OF

6T -

|_ ao' a- PAVEMENT MARKERS VARIABLE PAVEMENT MARKERS
J (1007-6° MIN.)

) wz o vz o w2z a vz o wzzzz o GENERAL NOTE:
Z ~ | 100

| 150" 150" 150" 150" e
SKIP WHITE 4% CONTINUOUS WHITE oo o0 .

EDGE STRIPE
13' SPACE BETWEEN EDGE TRAVEL LANE AND STRIPE

o o o o
J_ REFLECTIVE RED-CLEAR Russu-_/'u &/

REFLECTIVE RED-CLEAR RAISED
PAVEMENT MARKERS

1. PAVEMENT MARKERS SHALL BE HIGH PERFORMANCE RAISED
PAVEMENT MARKERS AS LISTED IN THE MDOT *APPROVED
SOURCES OF MATERIALS'.

2. REFLECTIVE RAISED PAVEMENT MARKERS TO BE USED IF TEMPORARY
MARKINGS ARE TO REMAIN IN PLACE OVER 3 MONTHS

)

STOP LINE-LEGEND, WHITE,
(SEE PLANS FOR LOCATIONS)

[

3. TEMPORARY TURN ARROW TO BE PAID FOR AS TEMPORARY TRAFFIC
STRIPE (LEGEND), ESTIMATED AT 18.3 SQ.FT.PER ARROW

TYPICAL STRIPING AND RAISED
PAVEMENT MARKERS AT LEFT TURN LANES

*NOTE: USE DETAIL STRIPING IF LENGTH < 150" AT
THIS LOCATION, OTHERWISE USE CONTINUOUS STRIPING,

| MISSISSIPPT DEPARTMENT OF TRANSPORTATION
ADWAY DESIGN DIVISION
STANDARD PLAN

6-0

e

TYPICAL TWO-WAY ARROW INSTALLATION

TEMPORARY STRIPING FOR
l:] T TRAFFIC CONTROL
4-LANE AND

REVISION

5-LANE
UNDIVIDED ROADWAYS

NOTES: L CONSIDER EACH SEGMENT OF CONTINUOUS TWO-WAY LEFT TURN LANE SEPARATELY. WORKING NUMBER
SEGMENT IS LESS THAN 35@’, PLACE ONE SET OF ARROWS IN CENTER OF S[GMENT, DETAIL B TCP-16
3. lF SEGMENT IS GREATER THAN 350", PLACE FIRST SET OF ARROWS 50' T DETAIL OF TEMPORARY LATERAL PLACEMENT OF
FROM BEGINNING AND/OR END OF SEGMENT AND SPACE ADDITIONA T F ARRDWS (250° 0.C.). | SHEET NUMBER
TONAL SETS 0f TURN ARROW PAVEMENT MARKERS §| ISSUE DATE: DECEMBER 1, 1999 265
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MISSISSIPPI DEPARTMENT OF TRANSPORTATION

SECTION 904 - NOTICE TO BIDDERS NO. 12 CODE: (IS)
DATE: 05/03/2004

SUBJECT: Federal Bridge Formula

Bidders are hereby advised that Federal Highway Administration Publication No. FHWA-MC-
94-007, BRIDGE FORMULA WEIGHTS, dated January 1994, is made a part of this contract

when applicable.

Prior to the preconstruction conference, the Contractor shall advise the Engineer, in writing, what
materials, if any, will be delivered to the jobsite via Interstate route(s).

Copies of the BRIDGE FORMULA WEIGHTS publication may be obtained by contacting:
Federal Highway Administration

400 7" Street, SW

Washington, DC 20590

(202) 366-2212

or

http://ops.thwa.dot.gov/freight/regulate/sw/

28



MISSISSIPPI DEPARTMENT OF TRANSPORTATION

SECTION 904 - NOTICE TO BIDDERS NO. 13 CODE: (IS)
DATE: 05/03/2004

SUBJECT: Submission of Form OCR-485

Bidders are hereby advised that Form OCR-485 will be completed by ALL BIDDERS
submitting a bid proposal and must be included in the bid proposal package. Failure to

include Form OCR-485 in the bid proposal package will cause the Contractor's bid to be
considered irregular.

29



MISSISSIPPI DEPARTMENT OF TRANSPORTATION
| SECTION 904 - NOTICE TO BIDDERSNO. 640 CODE: (19
| DATE: 09/26/2005
SUBJECT: Fiber Reinforced Concrete
Bidders are hereby advised that synthetic structural fibers meeting the requirements of
Subsection 907-711.04 may be used in lieu of wire mesh in some items of construction.
Substitution of fibers for wire mesh will be allowed in the construction of paved ditches, paved

| flumes, paved inlet apron, driveways, guard rail anchors and pile encasements. Substitution in
any other items of work must be approved by the State Construction Engineer prior to use.

30



SUPPLEMENT TO NOTICE TO BIDDERS NO. 696
DATE: 08/17/2006

Thegoa is_0 percent for the Disadvantaged Business Enterprise. The low bidder is required to
submit Form OCR-481 for al DBEs. Bidders are advised to check the bid tabulation link for
this project on the MDOT website (http://www.gomdot.com/bidsystem/) for results. Bid
tabulations are usually posted by 3:00 pm on Letting Day.

Form OCR-481 is available at http://www.gomdot.com/business/dbe/pdf/OCR_481.pdf or by
calling 601-359-7466.

All OCR-481s must be returned within 10 days following the bid letting to the MDOT Office of
Civil Rights, P.O. Box 1850, Jackson, MS 39215-1850.

For answers to questions, contact the MDOT Office of Civil Rights at (601) 359-7466.

The bidder’s execution of the signature portion of the proposal shall constitute execution of the
following assurance:

The bidder hereby gives assurance pursuant to the applicable requirements of “Safe,
Accountable, Flexible, Efficient Transportation Equity Act, A Legacy For Users (SAFETEA-
LU)” and “Part 26, Title 49, Code of Federal Regulation” that the bidder has made a good
faith effort to meet the contract goal for DBE participation for which this proposa is
submitted.

A pre-bid meeting will be held in Amphitheater 1 & 2 of the Hilton Jackson located at 1-55 and
County Line Road, Jackson, Mississippi at 2:00 P.M. on the day preceding the date of the bid
opening.

This meeting is to inform DBE firms of subcontracting and material supply opportunities.
Attendance at this meeting is considered of prime importance in demonstrating good faith effort
to meet the contract goal.
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MISSISSIPPI DEPARTMENT OF TRANSPORTATION
| SECTION 904 - NOTICE TO BIDDERS NO. 696 CODE: (IS)
| DATE: 12/20/2005

SUBJECT: DISADVANTAGED BUSINESS ENTERPRISES IN FEDERAL-AID
HIGHWAY CONSTRUCTION

This contract is subject to the 'Safe, Accountable, Fexible, Efficient Transportation Equity Act, A
Legacy For Usars (SAFETEA-LU)" and applicable requirements of "Part 26, Title 49, Code of
Federal Regulations” Portions of the Act are set forth in this Notice as applicable to compliance by the
Contractor and al of the Act, and the MDOT DBE Program, isincorporated by reference herein.

The Department has developed a Disadvantaged Business Enterprise Program that is gpplicable to this
contract and is made a part thereof by reference.

Copies of the program may be obtained from:

Office of Civil Rights

Mississppi Department of Transportation
P. O. Box 1850

Jackson, Mississppi 39215-1850

POLICY

It is the policy of the Missssppi Department of Transportation to provide aleve playing field, to foster
equa opportunity in dl federdly asssted contracts, to improve the flexibility of the DBE Program, to
reduce the burdens on smal businesses, and to achieve that amount of participation that would be
obtained in a non-discriminatory market place. In doing so, it is the policy of MDOT that there will be
no discrimination in the award and performance of federdly asssted contracts on the basis of race,
color, sex, age, rdigion, nationd origin, or any handicap.

ASSURANCES THAT CONTRACTORSMUST TAKE:

MDOT will require that each contract which MDOT dgns with a subrecipient or a Contractor, and
each subcontract the Prime Contractor signs with a Subcontractor, includes the following assurances:

“The Contractor, subrecipient or Subcontractor shall not discriminate on the bass of race, color,
nationd origin, or sex in the performance of this contract. The Contractor shdl carry out gpplicable
requirements of 49 CFR 26 in the award and adminigiration of federaly asssted contracts. Failure by
the Contractor to carry out these requirements is a materia breach of this contract, which may result in
the termination of this contract or such other remedy as MDOT deems appropriate.”
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-2- Notice to Bidders No. 696 — Cont’d.

DEFINITIONS

For purposes of this provision the following definitions will apply:

"Disadvantaged Business' means a smal business concern: (&) which is a least 51 percent owned by
one or more socidly and economicaly disadvantaged individua(s) or in the case of any publicly owned
business, at least 51 percent of the stock of which is owned by one or more socidly and economically
disadvantaged individua(s); and (b) whose management and daily business operations are controlled by
one or more of the socidly and economically disadvantaged individua(s) who ownit. It isimportant to
note that the busness owners themsaves must control the operations of the business. Absentee
ownership or title ownership by an individua who does not take an active role in controlling the business
is not consigtent with eigibility as a DBE under CFR 49 Part 26.71.

CONTRACTOR'SOBLIGATION

The Contractor and al Subcontractors shall take al necessary and reasonable steps to ensure that DBE
firms can compete for and participate in the performance of a portion of the work in this contract and
shdl not discriminate on the basis of race, color, nationd origin, rdigion or sex. Failure on the part of
the Contractor to carry out the DBE requirements of this contract congtitutes a breach of contract and
after proper notification the Department may terminate the contract or take other appropriate action as
determined by the Department.

When a contract requires a zero percent (0%) DBE god, the Contractor till has the responsibility to
take dl necessary and reasonable steps to ensure that DBE firms can compete for and participate in the
performance of the work in the contract. In this case, all work performed by a certified DBE firm is
consdered to be a “race neutral” measure and the Department will receive DBE credit towards the
overd| State gods when the DBE firm is paid for their work. If the Prime Contractor is a certified DBE
firm, the Department can receive DBE credit only for the work performed by the Prime Contractor’s
work force or any work subcontracted to another DBE firm. Work performance by a non-DBE
Subcontractor is not digible for DBE crediit.

CONTRACT GOAL

The god for participation by DBESs is established for this contract in the attached Supplement. The
Contractor shall exercise al necessary and reasonable steps to ensure that participation is equa to or
exceeds the contract god.

The percentage of the contract that is proposed for DBES shal be so stated on the last bid sheet of the
proposal.
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-3- Notice to Bidders No. 696 — Cont’d.

The apparent lowest responsve bidder shdl submit to the Contract Adminigtration Divison Form
OCR-481, dgned by the Prime Contractor and the DBE Subcontractors, no later than the 10th day
after opening of the bids.

FORMS ARE AVAILABLE FROM THE CONTRACT ADMINISTRATION DIVISION

The OCR-481 Form must contain the following information:
The name and address of each certified DBE Contractor / Supplier;

The Reference Number, percent of work and the dollar amount of each item. If aportion of anitem
is subcontracted, a breskdown of that item including quantities and unit price must be attached,
detailing what part of the item the DBE firm is to perform and who will perform the remainder of the
item.

If the DBE Commitment shown on the last bid sheet of the proposal, does not equal or exceed the
contract god, the bidder must submit, with the proposa, information to satisfy the Department that
adequate good faith efforts have been made to meet the contract godl.

Falure of the lowest bidder to furnish acceptable proof of good fath efforts, submitted with the bid
proposal, shdl be just cause for rgjection of the proposd. Award may then be made to the next lowest
responsive bidder or the work may be readvertised.

The falowing factors are illudrative of metters the Department will consider in judging whether or not
the bidder has made adequate good faith effort to satisfy the contract godl.

(1) Whether the bidder attended the pre-bid meeting that was scheduled by the Department to inform
DBEs of subcontracting opportunities,

(2) whether the bidder advertised in generd circulation, trade association, and minority-focus media
concerning the subcontracting opportunities,

(3) whether the bidder provided written notice to a reasonable number of specific DBEs that their
interest in the contract is being solicited;

(4) whether the bidder followed up initid solicitations of interest by contacting DBES to determine
with certainty whether they were interested;

(5) whether the bidder selected portions of the work to be performed by DBEs in order to increase
the likelihood of meeting the contract god;

(6) whether the bidder provided interested DBEs with adequate information about the plans,
specifications and requirements of the contract;
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-4- Notice to Bidders No. 696 — Cont’d.

(7) whether the bidder negotiated in good faith with interested DBESs and did not reect them as
unqudified without sound reasons based on a thorough investigation of their capabilities; and

(8) whether the bidder made efforts to assst interested DBES in obtaining any required bonding or
insurance.

DIRECTORY

Included with this Bid Proposd is a list of "Certified DBE Contractors’ which have been certified as
such by the Mississippi Department of Transportation and other Unified Certification Partners (UCP).

The DBE firm must be on the Department's list of "Certified DBE Contractors' that is attached to this
proposa and approved by MDOT to count towards mesting the DBE godl.

REPLACEMENT

If a DBE Subcontractor cannot perform satisfactorily, and this causes the OCR-481 commitment to fdll
below the contract goal, the Contractor shal take al necessary reasonable steps to replace the DBE
with another certified DBE Subcontractor or submit information to satisfy the Missssppi Department of
Trangportation that adequate good faith efforts have been made to replace the DBE. The replacement
DBE must be a DBE who was on the Department's list of "Certified DBE Contractors' when the job
was awarded, and who is il active. All DBE replacements must be approved by the Department.

Under no circumstances shdl the Prime or any Subcontractor perform the DBE's work (as shown on
the OCR-481) without prior written approval from the Department. See "Sanctions' at the end of this
document for penaties for performing DBE's work.

When a Contractor proposes to substitute/replace/terminate a DBE that was origindly named on the
OCR-481, the Contractor must obtain a release, in writing, from the named DBE explaining why the
DBE Subcontractor cannot perform the work. A copy of the origind DBE's release must be attached
to the Contractor's written request to substitute/replace/terminate along with appropriate Subcontract
Forms for the substitute/replacement/terminated Subcontractor, al of which must be submitted to the
DBE Coordinator and approved, in advance, by MDOT.

GOOD FAITH EFFORTS

To demondrate good faith efforts to replace any DBE that is unable to perform successfully, the
Contractor must document steps taken to subcontract with another certified DBE Contractor.  Such
documentation shdl include no less than the fallowing:
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-5- Notice to Bidders No. 696 — Cont’d.

(& Proof of written notification to certified DBE Contractors by certified mal that their interest is
solicited in subcontracting the work defaulted by the previous DBE or in subcontracting other
items of work in the contract.

(b) Effortsto negotiate with certified DBE Contractors for specific items shdl include as a minimum:
(1) The name, address, and telephone number of each DBE contacted;

(2) A description of the information provided about the plans and specifications for those portions
of the work to be subcontracted; and

(3) A gatement of why agreements were not reached.
(c) For each DBE contacted that was rejected as unqualified, the reasons for such conclusion.

(d) Efforts made to assist each DBE that needed assistance in obtaining bonding or insurance required
by the Contractor.

Failure of the Contractor to demonstrate good faith efforts to replace a DBE Subcontractor that cannot
perform as intended with another DBE Subcontractor, when required, shall be a breach of contract and
may be just cause to be disqudified from further bidding for a period of up to 12 months after
naotification by certified mall.

PARTICIPATION /DBE CREDIT

Participation shal be counted toward meeting the god in this contract asfollows:

(1) If the Prime Contractor is a certified DBE firm, only the vaue of the work actudly performed by
the DBE Prime can be counted towards the project goa, dong with any work subcontracted to a
certified DBE firm.

(2) If the Contractor is not a DBE, the work subcontracted to a certified DBE Contractor will be
counted toward the goal.

(3) The Contractor may count toward the goa a portion of the total dollar value of a contract with a
joint venture digible under the standards of this provison equa to the percentage of the DBE
partner in the joint venture.

(4) Expenditures to DBEs tha perform a commercidly useful function may be counted toward the
god. A busnessis conddered to perform a commercidly useful function when it is responsible
for the execution of a digtinct element of the work and carries out its responsbilities by actualy
performing, managing, and supervising the work involved.
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| -6- Notice to Bidders No. 696 — Cont'd.

(5) The Contractor may count 100% of the expenditures for materias and supplies obtained from
certified DBE suppliers and manufacturers that produce goods from raw materias or subgtantialy
dters them for resale provided the suppliers and manufacturers assume the actuad and contractua
responsibility for the provison of the materias and supplies. The Contractor may count 60
percent of the expenditures to suppliers that are not manufacturers, provided the supplier
performs a commercidly useful function in the supply process. Within 30 days after receipt of the
materias, the Contractor shal furnish to the DBE Coordinator invoices from the certified supplier
to verify the DBE godl.

(6) Any work that a certified DBE firm subcontracts or sub-subcontracts to anon-DBE firm will
count towards the DBE godl.

(7) Only the dallars actudly paid to the DBE firm may be counted towards the DBE god.
AWARD
Award of this contract to the low bidder will be contingent upon the following conditions:
(1) Concurrence from Federa Highway Administration, when applicable.
(2) Bidder must submit to the Contract Administration Divison for approva, Form OCR-481 (DBE
Commitment) no later than the 10th day after opening of the bids, or submit information with the

bid proposal to satisfy the Department and that adeguate good faith efforts have been made to
meet the contract goal.

(3) Bidder must submit with the bid proposal alig of dl firms that submitted quotes for materid
supplies or items to be subcontracted. This information must be submitted on form OCR-485in
the back of the contract proposal.

Prior to the gart of any work, the bidder must notify the Project Engineer, in writing, of the name of
the designated "DBE Liaison Officer" for this project. This notification must be posted on the bulletin
board at the project site.

DEFAULT

| The contract goa established by MDOT in this proposa must be met to fulfill the terms of the contract.
The Contractor may list DBE Subcontractors and items that exceed MDOT's contract goal, but should
unforeseen problems arise that would prevent a DBE from completing its total commitment percentage,
the Contractor will meet the terms of the contract as long as it meets or exceeds MDOT's Contract
Goal. For additiond information, refer to "Replacement” section of this Notice.
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-7- Notice to Bidders No. 696 — Cont’d.

DBE REPORTS

(1) OCR-481: Refer to 'CONTRACT GOAL" section of this Notice to Bidders for information
regarding this form.

(2) OCR-482: At the concluson of the project the Contractor will submit to the Project Engineer
for verification of quantities and further handling Form OCR-482 whereby the Contractor certifies
to the amounts of payments made to each Contractor / Supplier. The Project Engineer shall
submit the completed Form OCR-482 to the DBE Coordinator (Office of Civil Rights). Find
acceptance of the project is dependent upon Contract Adminigtration Divison's receipt of
completed Form OCR-482 which they will receive from the Office of Civil Rights.

(3) OCR-483. The Project Engineer/Inspector will complete Form OCR-483, the Commerddly
Useful Function (CUF) Performance Report, in accordance with MDOT S.O.P. No. OCR-03-
09-01-483. Evduations reported on this form are used to determine whether or not the DBE firm
is performing a CUF. The Prime Contractor should take corrective action when the report
contains any negetive evauations. DBE credit may be disalowed and/or other sanctions imposed
if it is determined the DBE firm is not performing a CUF. This form should aso be completed and
returned to the DBE Coordinator (Office of Civil Rights).

(4) OCR-484: Each month, the Contractor will submit to the Project Engineer OCR-484 certifying
payments to al Subcontractors.

(5) OCR-485. The bidder must submit with the bid proposal alig of dl firms that submitted
quotes for materia supplies or items to be subcontracted.

(6) OCR-487:  Only used by Prime Contractors that are certified DBE firms. Thisform is used in
determining the exact percentage of DBE credit for the specified project. It should be returned to
MDOT with the OCR-481 form, or can adso be returned with the Permission to Subcontract
Forms (CAD-720 or CAD-725).

SANCTIONS

The Department has the option to enforce any of the following pendties for falure of the Prime
Contractor to fulfill the DBE god as stated on the OCR-481 form or any violations of the DBE program
guiddines

(1) Disdlow credit towards the DBE god

(2) Withhold progress estimate payments

(3) Deduct from the final estimate an amount equa to the unmet portion of the DBE god
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-8- Notice to Bidders No. 696 — Cont’d.

(4) Recover an amount equa to the unmet contract goa

(5) Debar the Contractor involved from bidding on Missssppi Department of Transportation
projects.

(6) Deduct from the Contractor's find estimate al or any combination of the following.

Percentage of the monetary
amount disalowed
Offense from (1) above Lump Sum
#1 10% $ 5,000 or both
#2 20% $ 10,000 or both
#3 40% $ 20,000 & debarment
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M1SSISSIPPI DEPARTMENT OF TRANSPORTATION
SECTION 904 - NOTICE TO BIDDERSNO. 777 CODE: (19
DATE: 04/13/2006
SUBJECT: On-The-Job Training Program

Payment for training hours will be handled as outlined in Special Provision 906-6. A pay item
for trainees will not be included in individual construction projects. Payment for training
individuals will be processed in accordance with the conditions in MDOT’'s ON-THE-JOB
TRAINING PROGRAM (Specia Provision 906-6).

On Federa-Aid projects, failure on the part of the Contractor to carryout the terms of the
Alternate Training Specia Provision (Special Provision 906-6) will be considered grounds to
preclude the Contractor from participating in the Alternate On-The-Job Training Program. In the
event the Department is required to preclude the Contractor from participating in the program,
the Contractor will be required to adhere to the requirements of the Training Special Provision
(Specia Provision 906-3), for which purpose the special provision is also made a part of this
proposal.
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MISSISSIPPI DEPARTMENT OF TRANSPORTATION
| SECTION 904 - NOTICE TO BIDDERSNO. 882 CODE: (19
| DATE: 04/06/2006
SUBJECT: DBE Participation and Payment
Bidders are hereby advised that the participation of a DBE Firm can not be counted towards the
Prime Contractor’s DBE goa until the amount being counted towards the goa has been paid to
the DBE.
Form OCR-482 has been developed to comply with this requirement. Bidders are hereby advised
that at the end of the job, the Prime Contractor will submit this form to the Project Engineer

before the final estimate is paid and the project is closed out. This form certifies payments to all
DBE Subcontractors over the life of the contract.

| Form OCR-484 has aso been developed to comply with this requirement. Bidders are hereby
advised that each month, the Prime Contractors will submit this form to the Project Engineer no
later than the 20" of each month. This form certifies payments to all Subcontractors and shows
al firms even if the Prime Contractor has paid no monies to the firm during that estimate period
(negative report). The Project Engineer will attach this form to the monthly estimate before
forwarding the estimate to the Contract Administration Division for processing.

| Forms OCR-482 and OCR-484 can be obtained from the Office of Civil Rights Division, MDOT
Administration Building, 401 North West Street, Jackson, MS, or at www.gomdot.com under the
Business Section, DBE Information, Applications and Forms for the DBE Program, Monthly
Certification Of Payment To Subcontractors (OCR-484)(MDOT).
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MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION
SECTION 904 - NOTICE TO BIDDERS NO. 883 CODE: (19
DATE: 04/28/2006
SUBJECT: Payroll Requirements

Bidders are hereby advised that the Contractor and Subcontractor(s) are required to submit
payroll information to the Project Engineers on aweekly basis.

On Federa-Aid Projects, CAD-880, CAD-881 and certified payroll submissions are required
each week the Contractor or a Subcontractor performs work on the project. Thisis addressed in
Section V, page 6 of Form FHWA-1273.

On State-Funded Projects, CAD-880 is required each week the Contractor or a Subcontractor
performs work on the project.

When no work is performed on either Federal-Aid and State-Funded Projects, the Contractor
should only submit CAD-880 showing no work activities.

The Contractor shall make all efforts necessary to submit this information to the Project Engineer
in atimely manner. The Engineer will have the authority to suspend the work wholly or in part
and to withhold payments because of the Contractor's failure to submit the required information.
Submission of forms and payrolls shall be current through the first full week of the month for the
estimate period in order for the Project Engineer to process an estimate.

Bidders are advised to review the requirements regarding payroll submissions in Section 110 of
the Standard Specifications.
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| SECTION 904 - NOTICE TO BIDDERSNO. 935

MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION

CODE: (1S)

ERRATA AND MODIFICATIONS TO THE 2004 STANDARD

SPECIFICATIONS

| DATE: 06/22/2006
SUBJECT:
Page Subsection
101 201.01
107 202.04
107 202.05
132 211.03.4
200 307.03.7
236 401.01
242 401.02.3.2
‘ 250 401.02.6.3
253 401.02.6.4.2
259 401.03.1.4
‘ 269 403.03.2
278 404.04

Change

In the second sentence of the first paragraph, change “savable’ to
“salvageable’.

In the fourth sentence of the fourth paragraph, change “yard” to
“feet”.

In the list of units measurements for 202-B, add “ square foot”.

In the second sentence of the second paragraph, change “planted”
to “plated”.

In the fourth sentence of the second paragraph, change “lime-fly
ash” to “treated”.

Change the header from “ Section 403" to “ Section 401”.

In the first sentence of the third full paragraph, add “1/8” in the
blank before the inch mark.

In the second sentence of the first paragraph on page 250, change
“rutting over " ” to “rutting over 1/8" .

In the paragraph preceding the table, change “91.0” to “89.0".

In the first paragraph, change “92.0 percent” to “the specified
percentage (92.0 or 93.0)”".

In the table at the top of page 269, change the Pl requirement from
“="to“ <.

In the second sentence, change the subsection from “401.04” to
“403.04".
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283

294

340

349

355

369

427

442

464

570

575

575

596

603

612

616

618

618

409.02.2

413.02

511.04

601.03.3

603.02

604.04

619.04

625.04

626.03.1.2

631.02

682.03

683.10.4

683.10.5

701.02

702.11

703.04.2

703.07.2

703.13.1

703.13.2

-2- Notice to Bidders No. 935 -- Cont’d.

Change “PG 64-22” to “PG 67-22".

In the first sentence of the second paragraph, change “707.02.1.3"
to “ Subsection 707.02.1.3".

In the second sentence of the second paragraph, change “412” to
“512".

In the first sentence, change “804.03.2” to “804.03.5".

Change the subsection reference for Joint mortar from “707.03” to
“714.11".

In the first sentence, change “601.04” to “ Subsection 601.04".
Delete the second paragraph.

In the third paragraph, change “626.04” to “ Subsection 626.04".
Delete the third sentence of the first paragraph.

Change the subsection reference for Water from “714.01.0" to
“714.01.1".

Change the subsection number from “682-03" to “682.03".
Change the subsection number from “683.10.4” to “683.04”.
Change the subsection number from “683.10.5” to “683.05".

In the table under the column titled “Cementations material
required”’, change Class F, FA” to “Class F FA,”.

In the first sentence, change “702.12" to “ Subsection 702.12".

In the fifth paragraph, delete “ Subsection 703.11 and”.

In the Percentage By Weight Passing Square Mesh Sieves table,
change the No. 10 requirement for Class 7 material from “30 - 10”
to “30 - 100".

In the first sentence of the first paragraph, change “703.09” to
“703.06".

In the first sentence, change “703.09” to “703.06".
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671

689

741

827

833

854

859

879

879

962

976

976

985

985

985

986

988

712.06.2.2

714.11.2

720.05.2.2

803.03.2.3.7.5.2

803.03.2.6

804.02.11

804.02.13.1.3

804.03.19.3.2

804.03.19.3.2

814.02.3

820.03.2.1

820.03.2.2

I ndex

I ndex

I ndex

I ndex

I ndex

-3- Notice to Bidders No. 935 -- Cont’d.

In the first sentence, change “712.05.1” to “ Subsection 712.05.1".
In the first sentence, change “412” to “512".

In the last sentence of this subsection, change “720.05.2.1" to
“Subsection 720.05.2.1".

In the first sentence of the second paragraph, change “803.03.5.4”
t0“803.03.2.3.4".

In the first sentence, change “803.03.7” to “803.03.2.5".

In the last sentence of the first paragraph, change “automatically”
to “automatic”.

In the last sentence, change Subsection “804.02.12.1" to
“804.02.12".

In the first sentence of the third paragraph, change “listed on of
Approved” to “listed on the Approved”.

In the last sentence of the last paragraph, change “804.03.19.3.1" to
“Subsection 804.03.19.3.1".

In the first sentence, change “710.03” to “ Subsection 710.03".
In the first sentence, change “803.02.6” to “803.03.1.7".
In the first sentence, change “803.03.9.6” to “803.03.1.9.2".

Change the subsection reference for Petroleum Asphalt Cement
from “702.5" to “702.05".

Change the subsection reference for the Definition of Asphaltic
Cement or Petroleum Asphalt from “700.2” to “700.02".

Change the subsection reference for Automatic Batchers from
“501.03.2.4” to “804.02.10.4".

Delete “501.03.2" as a subsection reference for Batching Plant &
Equipment.

Change the subsection reference for the Central Mixed Concrete
from “501.03.3.2” to “804.02.11".
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988

999

1001

1002

1007

1007

1009

1010

I ndex

I ndex

I ndex

I ndex

I ndex

[ ndex

I ndex

I ndex

-4- Notice to Bidders No. 935 -- Cont’d.

Change the subsection reference for the Concrete Batching Plant &
Equipment from “501.03.2” to “804.02.11".

Delete “501.03.3.3" as a subsection reference for Truck Mixers.

Change the subsection reference for Edge Drain Pipes from
“605.3.5” to “605.03.5".

Change the subsection reference for Metal Posts from “713.05.2”
to“712.05.2".

Change the subsection reference for Coarse Aggregate of Cement
Concrete Table from “703.3” to “703.03".

Change the subsection reference for Composite Gradation for
Mechanically Stabilized Courses Table from “703.8” to “703.08”.

Delete “501.03.3.3" as a subsection reference for Truck Mixers and
Truck Agitators.

Delete reference to “Working Day, Definition of”.
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MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION

SECTION 904 —-NOTICE TO BIDDERSNO. 1122 CODE: (SP)
DATE: 8/8/2006
SUBJECT: Petroleum Products Base Prices For Contracts L et in September, 2006

REFERENCE: Subsection 109.07

The following base prices are to be used for adjustment in compensation due to changes in costs
of petroleum products:

FUELS
Per Gallon Per Liter
Gasoline $2.7695 $0.7316
Diesel $2.8575 $0.7549

MATERIALS OF CONSTRUCTION

ASPHALT CEMENT Per Gallon Per Ton Per Liter Per Metric Ton
Viscosity Grade AC-5 $1.6198 $384.29 $0.4279 $423.60
Viscosity Grade AC-10 $1.6409 $389.29 $0.4335 $429.11
Viscosity Grade AC-20 $1.6318 $387.14 $0.4311 $426.74
Viscosity Grade AC-30 $1.6052 $380.83 $0.4240 $419.79
Grade PG 64-22 $1.6258 $385.71 $0.4295 $425.17
Grade PG 67-22 $1.5867 $376.43 $0.4191 $414.94
Grade PG 76-22 $2.0232 $480.00 $0.5345 $529.10
Grade PG 82-22 $2.1665 $514.00 $0.5723 $566.58

EMULSIFIED ASPHALTS

Grade EA-4, SS-1, AE-P $1.4032 $0.3707
Grade RS-2C, CRS-2 $1.3775 $0.3639
Grade CRS-2P $1.6344 $0.4318

PRIMES
Grade EA-1, MC-70 $1.7937 $0.4738
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MISSISSIPPI DEPARTMENT OF TRANSPORTATION
SECTION 904 - NOTICE TO BIDDERS NO. 1127 CODE: (SP)
DATE: 08/08/2006
SUBJECT: Contract Time
PROJECT: ER-9999-06(008) / 104809-301 — District 6
The calendar date for completion of work to be performed by the Contractor for this project shall
be August 31, 2007, which date or extended date as provided in Subsection 108.06 shall be the
end of contract time. It is anticipated that the Notice of Award will be issued by not later than

October 10, 2006, and the Notice to Proceed/Beginning of Contract Time will be November 9
2006.

Should the Contractor request a Notice to Proceed earlier than November 9, 2006, the date the
Notice to Proceed isissued will also be the Beginning of Contract Time date.

A progress schedule as referenced to in Subsection 108.03 will not be required for this contract.

Bidders are advised that the Scheduled Completion Date will NOT be extended due to
unsatisfactory soil and/or weather conditions.
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MISSISSIPPI DEPARTMENT OF TRANSPORTATION
SECTION 904 - NOTICE TO BIDDERSNO. 1128 CODE: (SP)
DATE: 08/08/2006
SUBJECT: Scope Of Work
PROJECT: ER-9999-06(008) / 104809-301 -- District 6
The contract documents do not include an official set of construction plans but may, by reference,
include some Standard Drawings when so specified in a Notice to Bidders entitled, “ Standard
Drawings." All other references to plans in the contract documents and Standard Specifications
for Road and Bridge Construction are to be disregarded.
Work on the project shall consist of replacing or repairing existing signs at various locations
throughout the District in accordance with the Standard Specifications, contract documents and

drawings attached hereto.

Bidders are advised that all the retroreflective sign sheeting used on this project shall be Type Il
High Intensity Prismatic, or better.
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1-59 Pearl River Gounty Northbountotice to Bidders No.1128 -- Contd
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1-59 Pearl River Gaunty Northbountjotice to Bidders No.1128 -- Contd
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“Headquarters™ E Mod; “Maval Metecrology and™ E Mod; “Oceanography Command™ E Mod;
Standard Arow Custom 24.0" ¥ 8.0" 0%

sgnic] pamid Sgnstockhmbofaia | Sign Height in: 51 [ .
Sign IME Barcode: EnE| Sxgn Width in: prefl VARIABLE COLORS
County Nmor- | Fearn River Instaliaticn Date: (4042001 | Sackgrouns Color Ereen AHD LE GEHD
Routa 1d: Fa Sureey Date: [i 0122005 Legend Color [White )
Begin K 0A7H Sign Mame: PHOTO REQURED
Segin Lat- 30463400
Begin Larg: “E9EeaT1] [ Fizsner
Sign Route Dirzclion: Jorth Sound [ Replace Sign
Sign Face Cirection: Bouln [ Slgn Suppart DamMage .. |
Sign Support Type: [-Beam - Zingie Sign [ zign Damage e
sgnspoetors 4
Sign Legend: HEADQUATERS NAVAL METECROLOGY AND OCEANCERAR

This sign requires new overlay and extrusions. Sign is to be mounted to existing 1-Beams.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 82.50 SF

51



1-59 Pearl River Gaunty Northbountjotice to Bidders No.1128 -- Contd

Sign No. 3

/

10-d 75 k10l 7.5 k10l 7.5 b-10—-k-10.54

ALL TRUCKS
COMMERCIAL

VEHICLES

NEXT RIGHT

108

B4

3. | 29 10 —sh 5a.8 N
231k o7 e 31—
356 728 e a5
2.8 ! a4 10 431 1 268
ke 144 =

0.0" Radius, 1.5" Border, White on Black
“ALL TRUCKS™ E Maod: "COMMERCIAL™ E Mod; “VEHICLES" E Mod; "MEXT RIGHT E Mod;

YARIABLE COLORS

AHD LE GE KD

PHOTO REQLIRED

Sign Id: E sign Stock Mmbr: f21a Sign Haignt In
Sign Indax: j Barcode: Sign Wit In
County Mmibr: | Pear River [55)| Inslaliaion Date: pemnir3gs Background Color: Black
Foute 19: Ea Survey Date: panaizons Legend Color: fumite
Segin Km: 1587 sign Mame: fz1a
Segin Lat: 30473020
Begin Lang: 59 EA4360 [ Frasner
2ign Reute Direction: erth Bound Fieplace Sign
Sign Face Direction: Boutn [ 5lon Suppor: Damage ==

Sign Support Type:
Sign Suppart Cnt:

==

-Beam - Singke Sign Slgn Damage
[ 4

S Legend: [y L TRUCKS COMMERCIAL VEHICLES NEXT RIGHT |
Sign Comment: | |

Pesled Shaeling

This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

630-D Structural Steel Beams, W6 x 15 (18°9”, 19°9”)

630-E Structural Steel Angles &Bars, 3”x 3”x ¥%” Angles

601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x 4”)
602-A Reinforcing Steel

52

1 Each
84.00 SF

38.50 LF
7.75 LF
0.93CY
56.5 Lbs



1-59 Pearl River Gaunty Northbountjotice to Bidders No.1128 -- Contd

Sign No. 4

- 9_J~_12_J._-£.|

12
T2

X

16

r
=

]
il—
w
bl
w
-
3
(=]
o

9.0" Radius. 1.5" Border, Whitz on Green;
SWEIGH™ E Mod: “STATION" E Mod; Standard Armow Custom 21.07 ¥ 8.8 455

Sign Id: E Sign Stock Nmbr: F21a Sign Halgnt in: j
sgningec[ 51 Barcode: P el VARIABLE COLORS
C[’."'T!' Hmibr: Faar Rlver |5c5| Imelaliation Zale: popanion Ela[:ln:grcll.m! Color [Srean HH[:’ LE'-I HD
Foute 19 Ea Survey Date: hanaeooz Legend Color @

Segin Km: 1331 Sign Mame: PHOTO REQLUIRED
Segin Lat: 30.475150

Begln Lang: -88,632210 [ Fiasher
S Route Direction: fiorth Bound [ repace ign
Sign Face Direction: @ [ Slon Suppon DEMage o
Sign Support Typs: m [ sign Damags -
sign supportcnt | 4

Sign Legend: WEIGH STATION GORE DIR. ARROW
3ign Comment: Extrusion Is bent, overay I ok

ny

This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 48.00 SF
630-D Structural Steel Beams, W6 x 9 (16°9”, 16°9") 33.50 LF
630-E Structural Steel Angles &Bars, 3”x 3”x ¥%” Angles 6.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs

53



1-59 Pearl River Gaunty Northbountjotice to Bidders No.1128 -- Contd

Sign No. 5
?,_ -
REST AREA E
+
Mississippil
Center }
1 Mile 43
ko4 7—sk 449 de 12l 497 de 047
Ik 154 i
Logk 136.4 Los]
k—17—ok 106 il a3 ]
k 36 8 e 824 e 36.8 |
k 535 1l g 66 h 535 d
44
156

3.0" Radius, 1.0" Border, White on Blue;
‘REST AREA"™ E Mod; *Mississippi®™ E Mod; “Welcome " E Mod; "Center” E Mad;
“1 Mile®™ E Mod;

L 5545

24—

5 5k 400 g 00 |5 54

3.0" Radius, 1.0" Border, White on Blus;
“SECURITY PROVIDED" D,

54



1-59 Pearl River County Northbountotice to Bidders No.1128 -- Contd

Sign 14: E Sign Stock Kmbr: Faig Sign Helght In-
Sign Index: j Earcode: 309 Sign Widtn In: VARIABLE COLORS
County Nmor: | Pear River (53] mstaliation Date: jupanoon | Backgrouna Caler AND LEGE ND
Routelt:fa | surezy Date: fipriz2iz00s Legend Color:
Seqgin Km: 2687 Sign Name:
Begin Long: @' [ Fiasher
Sir Route Direction: @ [ mepiace Sign
Sign Face Direstion: @ [ 590 Suppor: Damags ..
Sign Support Type: [-eam - Munpie sign | [ Sign Damage -
Sign Suppart Cni: :|
Sign Legend: REST AREA MISZISSIFS| WELCOME CENTER 1 MILE
Sign Commenit: NEEDS A NEW OVERLAY EXTRUSION, BACKSRACE AND WE

This sign requires new overlay, extrusions and back brace. The “Security Provided” sign is to be mounted
under the main sign.

202-B  Removal of Sign 2 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted ~ 151.00 SF
630-E Structural Steel Angles &Bars, 32 "x 3 %2 "x ¥4 Angles 8.42 LF
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1-59 Pearl River Gaunty Northbountjotice to Bidders No.1128 -- Contd

Sign No. 6

=

/|

6.8k 12,4k 5ob—15—skgsk—16—skgoh—16—kgd kg k12l g |
120

REST AREA

Mississippi
Welcome

2

Center

"

MY & S 449 e 12k 497 o7 7

158 |

k12 8-k 136.4 1283

28 ok 106 ke 28
398 824 39.8

L 748 12 .4 ok 748 »

162

| -

12.0" Radius, 2.0" Border, White on Blue;
“REST AREA™ E Mad: “Mississippi® E Mod; “Welcome™ E Maod; “Center” E Maod;
Standard Arrow Custom 16.0" X 8.0" 45%;

b g—d—g—d5-d

2 —

e £ ik 400 e 500 k-5 6

3.0" Radius, 1.0" Border, White on Blus;
“SECURITY PROVIDED" D

56



1-59 Pearl River Gaunty Northbounitice to Bidders No.1128 -- Contd

i I-:I::E Sign Sock Mmbe fzia Sign Heignt i 15
Signingex] 71| Barcods: 03 Sign Wdih in; = VARIARLE COLORS
County Nmor | Pean Rlver [55] Instaliation Date: §217/1986 | Sackground Color Blus AHD LEGEHD
Route Id: Fa Zureey Date: ori22005 Legend Color [Anie
?Egl'l Kt 4 154 Sign Name: PHOTO REQURED
Begin Lat 30483340
Eegin Long: 29571350 [ Fasner
Sign Route Cirection: karth Sound Replace Sign
Sign Face Direchon: Eaulh [ =ign Supper Damage »-
Sign Suppart Type: [-Beam - Mulliple Sign Sign Damage »» Faded Shezling
Sign Suppant Cnt |
Sign Legend: REST AREA MIZSISSIEP|I WELCOME CENTER. DIR. ARROW |
—————— T

This sign requires new overlay and extrusions. The “Security Provided” is to be mounted below the main
sign.

202-B  Removal of Sign 2 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted ~ 156.00 SF

57



1-59 Pearl River @ounty Northbountjotice to Bidders No.1128 -- Contd

Sign No. 7

182
F=15.6 e 101.7 e 13.3 i 45.8 T 15.6—9

42

Industrial Park

The Crosby
Arboretum
-

57.1

14,4k 10k 12,50k 13 4k 9. 9ok 13,4 10.4 f-14.3-k-13,4-k-14.3-

11,9415

—

36.7 ke 353 13,30k 70 36.7
409 ok 110.2 ok 40.9

B66.6 31.?—*—13.3—3-"!—13.3 é 656
9.0" Radius, 1.5" Border, White on Green;

“Industrial Park™ E Mod;

9.0" Radius, 1.5" Border, White on Brown;

“The Crosby™ E Mod; “Arboretum™ E Mod; “EXIT 4° E Mod;

=

. M :|_L

Sign Id: zafﬁg Sign Siock Mmb 7214 Sign Helght in: e
Sign ingex | 3 Baroods: 03 Sign Widih in; el VARIABLE COLORS
Courty Mmbr: | Pearl Rlvar 55 Installatizn Cate: peraa/{0as Sackground Color [Breen AHD LEGEHD
Route 1d: Fa Survey Dale: 0122005 Legend Color: [Athie
pegn 4408 Sign hiame: PHOTO REQUIRED
Begin Lak: 30455560
Begin Long: -0 £702E0 [ Flasher
Sign Rioute Dirzction: Marth Sound [] Replace Sign
Sign Face Dirsctior: Eouth [ sign Suppart D3MAgE .. |
Zlgn Support Type: [-Beam - Mullipls Sign [ sign camage 3z
signsppotcn] 4
Sign Legand: [NDUSTRAIL PARK |

This sign requires new overlays, extrusions and I-Beams. 1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 168.00 SF
630-D Structural Steel Beams, W6x15 (22’9”, 23’9™) 46.50 LF
630-E Structural Steel Angles &Bars, 3 %2 3 ¥2"x 4" Angles 10.17 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size2’ x 5”) 116 CY
602-A Reinforcing Steel 130.7 Lbs.

58



1-59 Pearl River @ounty Northbountjotice to Bidders No.1128 -- Contd

Sign No. 8
72
10.2 f——31.7——8-¢11.9410.2
T
NBEE
ERY
1
oW
4 w
A
M
22w
Ikx
@ —
J o
w 2 =
T o
w [
- o
_l I~
=]
T
0 o
e
o
™~ o
Y
532 oL 36 s g kqaal b ag 1 & 53.2
12,4k 67.3 he—15—ok 33 113.9 124
89.5 Lokgd 305 89.5
4.5
222
6.0" Radius, 2.0" Border, White on Green;
*EXIT 6 E Mod;
12.0" Radius, 2.0" Border, White on Green;
“NORTH" E Mod; “"Morth Picayune™ E Mod; “1 Mile" E Maod;
sign 1t ] 23323 Sign Stock Nmbe: 214 Sign Heignt in: s [ :
Sign ingex | 77| Barcode: g Sign Width i pref| VARIABLE COLORS
County Smor: | Fean River Instaliation Cate: f2061985 | Sackground Colos Freen AHD LEGEHD
Routa I Fa Surey Date” fo12/2005 Lagend Color [ynite
Begn K TET Sign Name: PHOTO REQUIRED
Begin Lat: 20525470
Begin Lang: “E9Esaia] [ Fasner
Sign Rioute Dirzclion: Maorth Sound [] Raplace Skn
Sign Face Direction: Eauth [ sign Suppor D3M3ge ... |
Slgn Support Type: [-Beam - Singls Sign [ sign camage -
Sign Support Cnt: E|
Sigr Legend: EXIT & M3 43 NORTH ROSTH PICAYURE 1 MILE
This sign needs new overlay and extrusions. Sign is to be mounted on Existing I-Beams.
202-B  Removal of Sign 1 Each

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted ~ 172.25 SF
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1-59 Pearl River @eunty Northbountjotice to Bidders No.1128 -- Contd

Sign No. 9
72
10.2——31 7——F811.9410.2
1w
17
EXIT 6 (K&
1o
-y
J’_ ""‘.J o
L
NORTH 13
4 [+
w )
= N T !
North Picavune 7 [§
- o - - _* _F
N o
o3 =
N /B
64.2 36 L 18—*—12—-:]5 ' 46.1 X 502
e 12.5% 67.3 15—k : 113.8 sheg k139485
240
&.0" Radius, 2.0" Border, White on Green;
“EXIT 6" E Mod;
9.0" Radius, 1.5" Border, White on Green;
“MORTH" E Mod; "MNerth Picayune” E Mod; Standard Arrow Custom 18.0" ¥ 9.4" 457
Sign 1ot | 53821 Sign Siock Nmb: foia Sign Hekgnt in: « I} =
Sign ingex: | 17| Barcods: = Sign 'widih in: el VARIABLE COLORS
Courty Nmor | Pean River [55]  Installation Date: 03021365 Background Color [Zreen AHD LEGEHD
Routa 1d: Fa SJPI'E]' Cate: foiia200s Lqﬂ"ﬂ Color |Nnle
Segn K LR Sign Name: PHOTO REQURED
Segin Lak: 230.528471
Eegin Lang: -E9.551570 [ Flasner
Sign Route Cirechon: farih Sound [] Replace Sign
Sign Face Director: Eouth [ =ign Support Damage »-
Sign Support Type: [-Beam - Single Sign [ sign camage -
Sign Support Cnt | a Morth Picayess |
Sign Legend: EXIT & M5 43 NORTH NORTH PICAYUNE DIR. ARRCW | g el
This sign requires a new overlay and extrusions. The sign is to be mounted on existing I-Beams.
202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 155.00 SF

60



1-59 Pearl River @eunty Northbountotice to Bidders No.1128 -- Contd

Sign No. 10

PARKING
AREA

84

325 79 k 325
472 | 496 | 472
374 259 10—k 333 & 374
144

9.0" Radius, 1.5" Border, White on Blue;
‘PARKING™ E Mod; "AREA™ E Med; “3/4 MILE" E Mod;

24

=71 13 l 8 | 439 | 8 509 IT.]—’

3.0" Radius, 1.0" Border, White on Blus;
‘MO SECURITY PROVIDED" D

sgnia ] 348873 Sgn Sck Nmbe 214 Sign Height n:
sgningex | 10eg| Barcods: o Sgnwain yrll VAFIABLE COLORS
:DJF'.'" smr. Fear Rlvar [55] nstallation C&le: 0722005 53':*;;[:'.”3 Color. Blus u"D LEGE "D
Foutz 1d: Fa Sureey Date: fonzzoos Lagend Color: [Wnke
Segn K A Sign Name PHOTO REQURED
Segin Lak 30551760
Begin Long -0 544530 [ Frasner 5
Slgn FRioute Direction: Jorth Sound [] Replace Sgn
S Face Directon: Eauln [ slan Support Camage .. | e
Slgn Suppor Type: |-Beam - Multlple Sign [ sign oamage - e 1 wu
sgnsppotont] g L ——
Slign Legend: PARKING AREA 3/4 MILE | E

This sign requires new overlay and extrusions. “No Security Provided” is to be mounted under the main
sign.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted ~ 108.00 SF
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1-59 Pearl River @aunty Northbountjotice to Bidders No.1128 -- Contd

Sign No. 11

A

b 79—k g2 L 79

24

S S A S

N\,

k5.5 | 13.4 | & | 476 N 95—

B
o4

N\,

3.0" Radius, 1.0" Border, White on Green;
Standard Arrow Custom 13.4" X 8.0" 180%; "McNeill” E Maod;

Sin 1] 29169 Sign Stack Nmbe 214 Sign Heignt in; 2]

signincex | 2a] Barcods: ENE Sign 'widih in: el VARIABLE COLORS
County Mmier | Pear Rlver 5] Instaliation Date: [j1/14/2001 Sackground Color [Breen D LEGEHD
Foute Id Fa S’.IT'I'E"' Catel fovia200s LEgE"I{I Color, Whlte
pegn =2 Sgn Name: PHOTO REQURED
Segin Lat: 3085513
Eegin Lang: -29.581510 [ Flasner
Sign Route Dirzction: fzrik Sound [] Replace Sign
Sign Face Direcion: Eoulh [ =igr suppert Camage =
3ign Suppor Type: |-Beam - Multlplz Sign [ =ign camags 3
Sign Support Er::fj

Sign Legend: BRROW LT. MCNEILL
Slgn Comment: NEED'S ALL MEW EXTRUSION AND A& MEW OVERLAY KATRIN

EET

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
Standard signs shown in photograph (D9-8, Arrow and R5-9) are to be installed by MDOT forces after
completion of the contract.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 14.00 SF
630-D Structural Steel Beams, W6x9 (16’9, 17°9”) 3450 LF
630-E Structural Steel Angles &Bars, 3”x 3”x ¥4 Angles 5.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x 4™) 0.93CY
602-A Reinforcing Steel 56.50 Lbs
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1-59 Pearl River @eunty Northbountjotice to Bidders No.1128 -- Contd

Sign No. 12
108
24 o+ 3T B —p——20.3 ) 24

7/

ke g5k 15— sk gk 15— sk g5 g2k 10k—108
33

e—11—k—10

§.7d— 15— k8.3
30

54

AR

N\

k—11.7—% 84.6 de—11.7—4
J

k 311 Ja 5k—g—k 333
6.0" Radius, 1.5" Border, White on Green;

“EXIT 197 E Mod;

6.0" Radius, 1.5" Border, White on Green;

“Millard” E Mod; “1 MILE™ E Med;

Sign It | 23213 Sign Stack Nmbe 212 Sign Heignt n: 10

—
[#5]
et
"

Sign IME Barcodz: [ aod Sign Widih in: el VARIABLE COLORS
County Mmur- | Peari River [E5]  Installation Date: f021388 | Sackground Color: Ereen AND LEGEHD
Routs Id: Fa Survey Date: 101202005 Legend Color. [nite
segn 2878 Sign Name: PHOTO REQURED
Segin Lat: 30702730
Begin Lang: -2 56115 [ Flasner
Sign Rioube Direclion: Marth Sound [] Replace Sign
Sign Face Direction: Eouth [ sigr Supgert Camage ==
Sign Support Type: -Beam - Mullipls Sign [ sigr camage -
Sign Support Gt |

Sign Legend: EXIT 1% WMILLARD 1 MILE
Sign Comment: CONTRAFLOW 1S LOCATED AT BOTTOMN OF GREEM SIGM NE
This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
A 12’ x 3’ Contraflow sign that is on the existing sign will be mounted under the sign.

202-B  Removal of Sign Including Post & Footing 1 Each
630-O Remove and Reset Signs, All Sizes 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 63.00 SF
630-D Structural Steel Beams, W8x21 (20°3”, 21°3") 4150 LF
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1-59 Pearl River @eunty Northbountjotice to Bidders No.1128 -- Contd

630-E Structural Steel Angles &Bars, 3 %2’ 3 ¥2"x ¥4” Angles

7.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x 4.5”) 1.04 CY
602-A Reinforcing Steel 116.9 Lbs

64



1-59 Pearl River @aunty Northbountjotice to Bidders No.1128 -- Contd

A

75k 15— d754
30

&0

alb—as—d b e d gz dq0—d—10—d—10

N\
I'—‘I?.E R B4.3 L
l 52
6.0 Radius, 1.5° Border, White on Green;

FEXIT 197 E Mo,

6.0 Radius, 1.5° Border, White on Green;

“Millard” E Mod; Standard Arow Custom 2100 ¥ 8.5 457

Slgn Id:: 29213 Shgn Stock Mmbr F214 | Slgn Height In: o]

M\

Sign IrN:IElL :;l,aa Barcods: d Sign Widh in: 1] VRRIABLE COLORS
County Mmor | Fean River Instaliation Date: [4/021285 | Sackgroung Color reen AHD LEGEHD
Foute Id: fa Sureey Date: 10122005 Legend Color. [yniie
segin 20Em S5gn Name: PHOTO REGUIRED
Segin Lat: 0711550
Begin Lang: ~F9.55706] [ Fasner
Sign Route Cirzctior: Jorth Souna Replace Sign
Sign Face Cirzction: Fauth [ sigr Suppert Camage =
Sign Support Type: [-Beam - Mullile Sign | [] Slgn Camage == Paeied Shasiing Millard
Sign Support oot 1

Sign Legand: ExXIT 18 MILLARD NEXT RIGHT
sign Comment: GONTRAFLOW 15 LOCATED AT SOTTON OF S/GN NEEDS ALl

NEXT RIGHT |

This sign requires new overlay, extrusions and I-beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
A 12’x 3’ Contraflow sign that is on the existing sign will be mounted under the sign.

202-B  Removal of Sign Including Post & Footing 1 Each
630-O Remove and Reset Signs, All Sizes 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 75.00 SF
630-D Structural Steel Beams, W8 x 21 (2079”7, 21°9”) 42.50 LF
630-E Structural Steel Angles &Bars, 3 %2"x 3 %2"x ¥4 Angles 7.67 LF
601-B Class “B” Structural Concrete, Minor Structure Footing Size 2’ x 4.5”) 1.04CY
602-A Reinforcing Steel 116.9 Lbs
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1-59 Pearl River @eunty Northbountjotice to Bidders No.1128 -- Contd

Sign No. 14
£
= “H
o
- =i
Poplarville 6 [k
3
&
. 3
Hattiesbur 40 [E
3
.
N 5
k14 4ok 125 - 52.1 dinghis.qd
144k 1225 25 5 —ah—25 1ok 14.44
204
9.0" Radius, 1.5" Border, White on Green;
“Poplarville® E Mod; 6" E Meod; "Haftiesburg * E Mod; "40° E Mod;
Sign It | zazs7] Sian Stck Nmbe fzig Sign Heignt in: = I§ p
Sign ingex | | Barcods: a0g Sign wdih in; gl VARIABLE COLORS
E]:IIH'[}' srnibr: Fearl Rlvar IE Installation Cate: paaTised 3-3':*?1}'.“[’ Color [3reen ﬂ“n LEE‘E "n
Routs 1d: Ba SLIT'-'E]' Cafe: foiiaraans LEQH'I'U Color Whlie
Segn K 22365 Sign Hame: PHOTO REQURED
Segin Lat: 207253600
EBegin Long: -8 547250 [ Fasner
Sign Route Dirzction: fizrin Sound [ Repiace Sign
Sign Face Directior: Bauth [] Sign Suppor D3Mage ... |
Sign Support Type: |[Beam - Single Sign | [ Sign Samage >
ign Support ont: | B
Slgn Legerd: PR ARVILLE 6 HATTIESEURE 40

This sign will require new overlay and extrusions.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 93.50 SF
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1-59 Pearl River @eunty Northbountjotice to Bidders No.1128 -- Contd

Sign No. 15

/|

1a7liol1olizalliasliag

Pearl River
Community College
EXIT 27

TP N— ' EE—
8

§0.8 | E1.5 l13.4l 535 d G0.8
15 ook 120.3 d13 3k 746 k1504
B5.6 dh—ara—doh—sr—d B5.6
240

9.0" Radz, 1.5" Border, White on Green;
“Pear River” E Mod; “Community College™ E Mod: "EXIT 27" E Mod;

Sign 1d: 20267| Sign Stock Nmbr 17214 Sign Heignt In: a@l
Sign Index: 320 Barcode: Sign Width in:
County Nmior: | Pear River [55]|  Instalialion Date: flzizaaed | Background Coler [Sresn

YARIABLE COLORS

AND LEGE ND

Foute 1d: Ea Survey Dale: f4/042002 Legend Solor Jmite _—
segnkm: [ 42009 Sign Mame: PHOTO REQLIRE D
Segin Lat: m'
Begin Lang: -29.518370 [ Fuasker
£ Route Direction: jiorn Boung | Rapiace Sign
Sign Face Direclion; @ [] Slgn Suppor DaMage -
Sign Support Type: |-Beam - Singe Sign Slgn Damags >> Faded Shesting
Sign Support Cnt: 3

Sign Legand: PEARL RIVER COMMUNITY COLLEGE EXIT 27 |

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 140.00 SF
630-D Structural Steel Beams, W6 x 15 (18’97, 19’3, 19°9”) 57.75 LF
630-E Structural Steel Angles &Bars, 3”x 3”x ¥4” Angles 14.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x 4”) 1.39CY
602-A Reinforcing Steel 116.2 Lbs
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1-59 Pearl River @ounty Northbountjotice to Bidders No.1128 -- Contd

3l
Poplarville HE
Necaise

G.0" Radius, 2.0" Border, White on Green;

“EXIT 27" E Mod;

12.0" Radius, 2.0" Border, White on Green;
“Paplarville™ E Mod; “Mecaizse” E Mod; “1 MILE" E Mod;

Sign It ] 2264 Sign Stock Nmbe: f21a Sign Heignt i 18]

Sign ingex | 315 Barcods: — 0 Sgn vdth in; rerll VARIABLE COLORS
County Nmbr: | Fear River Installation Date: [{v24/1364 | Sackground Color [reen AND LEGEHD
Fouta Id: o Zurvey Date: o 202005 Lagend Color [anite
Begn K 41.307] Sign Name: PHOTO REGURED
Segin Lat: 0785000
Eegln Lang: -E8. 2007 [ Frasner
Sign Roube Directior: Jarin Sound Replace Sign
Sign Fams uma-u::@ [ =ign Support Damage »-
mmsww::@ Sign Damage =» [Cracked Shesting
Sign Suppert Cnt |

Sign Legend: FxiT 27 WS 53 POFLARVILLE NECAISE 1 MILE
Sign Comment: NEEDS A NEW EXIT HUMEER IN THE TOP ERIT 27 KATRINA

This sign needs new overlay and extrusions. The “NEXT EXIT 4 MILES” sig will not be replaced.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted ~ 148.75 SF
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1-59 Pearl River @ounty Northbountjotice to Bidders No.1128 -- Contd

Sign No. 17

€ Poplarville

6.9

-—5,9—J-—3,‘|—aL—E—JI—.B—rL—?—|

e
1s]

I+l
&)

Necaise

b—7

13.4 676 | 95—
k—9.5 de 473 e 283 e 134 e 95—
108

0.5

1.5" Radius, 0.5" Border, White on Green;
Standard Arrow Custorn 13.4" ¥ 8.0° 180°; “Poplarville” E Mod; “Necaise” E Mod; Standard Arrow Custom 134" ¥ 8.0" 0%

Sign 1| 2274 Sign Stock Nmbr: 2 Sign Hegnt in; o W :
Sign ingei | 3@ Barcods: r| Sign Width bn; prell VARIABLE COLORS
County Mmor: | Pean Rlvar Installation Date- f2003/1985 | Background Coion Freen AHD LEGEHD
Fouta |d: Fa Zureey Date: [0/ 22008 Legend Color. Junie
BEgn ki 23141 Sign Name: PHOTO REQURED
Segin Lat: 30.805800
Begln Lang: ETESEE [ Fasher
Sign Route Dirzction: forth Sound [] Feplace Sign
Sign Face Direction: Eauth [ sign Suppart D3Mage .. |
Sign Support Type: [-Beam - Single Sign [ sign pamage =
sgnswppotcnt] 4
Slgr Legend: BRROW LT, POFLARVILLE WECAISE ARRCW RT. |

This sign requires new overlay and extrusion. The sign is to be mounted to existing I-Beams.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 27.00 SF
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Sign No. 18

1-59 Pearl River @eunty Northbountjotice to Bidders No.1128 -- Contd

N

Pearl
Community College

River

~

k—g98—k g5k gk g sk gk gk gg

60

k9.5

723

61.5

6.0" Radius, 1.3" Border, White on Green;
“Pearl River” E Mod; “Community College™ E Mod; Standard Arrow Custom 21.0" ¥ 8.5 180°%;

sgnid] paavd Sign Stock Wmbe fzia Sign Helght n: ER
signincex | sa1] Barcods: Sign Width i =]
'GEIIJI'I)' MNmor | Pearl Rlver Insialiation Cate: ! L= bt Bar,tg'u.nﬂ Color Breen
Faoute 12 Fa Survey Date: fanamiz | Lagend Coior [unite
iy MY e r—
Segin Lat- 30811060
Begin Lang: ~E9.51325] [ Fazner
Sign Route Dirzction: fiarin sound Replace Sign

Sign Face Direction |
Sign Support Type: |
Sign Support Cnt: |

S—

[ sigr Suppert Camage =

Sign Damage

B

Eoratoned Shesling

=ign Legend:

FPEARL RWVER COMMUNITY COL. ARROW LT.

Sign Comment:

VARIABLE COLORS

AHD LEGEHD

FHOTO REQIREED

Pearl Riv
Community ©

®

This sign requires new overlay, extrusions and I-beams. 1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted
630-D Structural Steel Beams, W6 x 9 (16°9”, 17°9”)

630-E Structural Steel Angles &Bars, 3”x 3”x ¥4 Angles
601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x4’)

602-A Reinforci

ng Steel

70

1 Each
60.00 SF
3450 LF
7.75 LF

0.93CY
56.5 Lbs



1-59 Pearl River @eunty Northbountjotice to Bidders No.1128 -- Contd

Sign No. 19
an
318 8 27
116 [ T N
- _4od
o
o w3
&5 o
@ -
_tlﬂ
j
™
. -3
3 0 gy
Poplarville [
™
. - —X
Wi NS 7
= ¥
o
X
i
—%
N /I
60 ke 36—k 60
10 5I 132 !10 b
——30.4— 95.2 L3043
74 ok-14.-5k 71
156
G.0" Radius, 2.0" Border, White on Green;
“EXIT 29" E Mod;
12.0" Radius, 2.0" Border, White on Green;
“Poplarville” E Mod; “Wiggins" E Moed;
Standard Arrow Custom 17.9" X 109" 45%;
Sign Id: 20325 Sign Stock Kmbr: F214 Sign Helght In: 174
Sign Inde: a1 Barcode: 309 Sign Wiam In: Tnfl  YARIABLE COLORS
CWI’“‘!‘ Mmibr: Faard Rlver % Imskalation Cate: jooarissd BEHBNIL"IU Color [Sresn pl.l[' LE'E ND
Roueisfs |  suweyoalsfoiamos | Legend Cor Sl
e —— ] B
Begin Lat — Sign Mame: PHOTD REQIIRED
Begin Lang: @ [] Fasher
Sign Route Direction: fuertn Bouna [ mepiace sign
Sign Face Direction: [Bouth [ sign Suppor Damage -
Sign Support Type: |-Beam - Singe Sign | [ Sign Damage =
Sign Suppart Cnt: E
Sign Legend: EXIT 23 MS 26 POPLARVILLE WIGGSING DIR. ARROW |
Sign Comment: NEEDS & NEW OWVERLAY AND NEW |-BEAMS WITH 2 PIC OF 1

BED
This sign requires new overlay and extrusions. MDOT will set new I-Beams for the sign.

202-B  Removal of Sign 1 Each
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1-59 Pearl River @aunty Northbountjotice to Bidders No.1128 -- Contd

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 161.75 SF

72



Sign No. 20

1-59 Pearl River @eunty Northbountjotice to Bidders No.1128 -- Contd

Poplarville
New Orleans
Hattiesburg =»

g—s

S

e

)

g
=

89—k g 1—skpd—nd gl gl g
54

—2a

F—12.8 I

120

6.0" Radius, 1.3" Border, White on Green;
Standard Arrow Custom 22.0" ¥ 8.0" 90°; “Poplarvile™ E Mod; “New Orleans™ E Mod; “Hattiesburg™ E Mod;
Standard Armrow Custom 125" X 5.0" 0%;

sgnic] pased Sign Stock hmbe fzig Sign Hexgnt n; =
sgnincex | = Barcods: Zign Widih in; e
CEIIJI'I}' Nmor | Pearl Rlver Insialiation Date: paraarees Ba.ul:g'nmﬂ Color Breen
Routz It s Survey Date: [01/30:2002 Lagend Color. [Anite
iy T B Er—
Segin Lat: 30847350
Begin Lang: —Eo Ac2aTi [ Flazner
Sign Route Cirection: [yest Bound Replace Sign
Sign Face ﬂmm::E [ sign Support Damage ==
sgn gt Tpe [ e 51 ] [ Sgnoenage o oo
Signsppatonz[ g
Sign Legand:
sign Comment: Fign 1s badly scratcned.

VARIABLE COLORS

AHD LEGEHD

PFHOTO REQLIEED

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

The Route Markers will be replaced by MDOT.

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

630-D Structural Steel Beams, W6 x 9 (16°3”, 17°3")
630-E Structural Steel Angles &Bars, 3”x 3”x ¥ Angles

601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x 4”)

602-A Reinforcing Steel

73

1 Each
45.00 SF
33.50 LF
7.50 LF
0.93CY
56.5 Lbs



Sign No. 21

1-59 Pearl River @eunty Northbountjotice to Bidders No.1128 -- Contd

€ Hattiesburg

79—k g2k 79
—8 —Jl—&—:L—B —
24

e—7.6——133 g—k 735 L —116—
114
30" Radius, 1.0" Border, White on Green;
Standard Arrow Custom 13.4" X 8.0" 180%; "Hattiesburg™ E Mod:
Sign 1d: El Sign Stock Nmbr: fzid Sign Helgnt in: j
Sign Index; 3E0 Barcode: 309 sigmwiamin: [ 1o VARIABLE COLORS
County Nmior: [ Fear River [55]|  nstaliation Cate: fzi0anzse | Background Solon [Gresn AHD LEGE ND
Foute 1d: 3 Survey Date: i azios Legena Color famite_ |
segnkm:[ 57 Sign Mame: PHOTO REQLIRED
Begin Long: @ [ Fiasher Cherlav- 2ol
Zn Route Direction: @ [ mepiace Sign
Sign Face Cirection; @ [ Sign Suppor DamMags ..
Sign Support Typs: m [ 5ton Damags -
Sign Support Ct: :|
Sign Legand: fRROW LT. HATTIESBURS |

This sign is located within the interchange at Exit 35 — Hillsdale Rd. It requires a new overlay and

extrusions.

202-B  Removal of Sign

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

74

1 Each
19.00 SF



1-59 Pearl River @aunty Northbountjotice to Bidders No.1128 -- Contd

Sign No. 22

B4

10.5"‘—31 .E—*11ﬂ.'1r'—2'1.4—°1|l].4
Iz N

30

7.5

7.5

120

Lumberton

14, 1ok~ 15—k 122k 16—k 12— 36—k 149 10k 10k 10+
93.4

-3

1 MILE :
!
1

66 k 36 & 66
17 3 133 4 L1739
57.6 dohqg k333 ik 576
45
168

6.0" Radius, 2.0" Border, White on Greesn;
“EXIT 41" E Mod;

12.0" Radius, 2.0 Border, White on Green;
“Lumberton” E Mod; “1 MILE™ E Mod;

Sign 1| 135125 Sign Stock Nmbe: 14 Sign Heignt in; 4]

Sgnmcex| 354 Barcode: [ agg  Signwidini =] VARIABLE COLORS
County Mmbr: | Pearl River [55]  Installation Date: i0/25/2005 | Sackground Color Breen AHD LEGEHD
Fouta 10 Fa Survey Date [0 82005 Lagend Color: [amie
Hegn K 0458 Sign Name: PHOTO REQUIRED
Egl'l Lak: 20385334
Begin Lang: -£9 475167 [ Frasher
Sign Rioute Direclion: barth Sound [] Replace Sign
Sign Face Directior: Bouln [] =ign Support Camage ==
Sign Support Type: [-Beam - Singie Sign [ sign camage -
Sign Support Crt |

Sign Legend: EXIT 41 M3 13 LUMBERTON 1 MILE
Slgn Comment: fAY MEED MEW FBEAMS WILL SEE WHEN PUT UP KATRINA

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
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1-59 Pearl River @eunty Northbountjotice to Bidders No.1128 -- Contd

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

630-D Structural Steel Beams, W8 x 21 (22°3”, 23°3”)

630-E Structural Steel Angles &Bars, 3”x 3”x ¥4 Angles
601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x 5%)

602-A Reinforcing Steel

76

1 Each
157.50 SF
4550 LF

9.17 LF
1.16 CY
130.7 Lbs



1-59 Pearl River @ounty Northbountjotice to Bidders No.1128 -- Contd

Sign No. 23
r 1 ; ¥
E
ittle Black Creek [
' o
s & i -3
‘\’__‘_.
i + o
\ T
Water Park 2
' 2
,
=
EXIT 41
=4
~
o
J_': v
k1o.3k 55.0 d13.3k 56.1 sh-13 3k 56.8 L1034
k 491 L 58.7 d-133-k 458 Ak 491 4
k 80 ok a7 k10 k14 3k 80
216
9.0" Radius, 1.5" Border, White on Brown;
“Little Black Creek” E Mod; “Water Park™ E Med; “EXIT 41" E Mod,
Slgn 1d: 28457 Slgn 3%0ck Nmbr: 17214 S an '|E|§'I|. n T3
5|§I‘| Imds: 472 Earcode:; S04 Elg'l Width In 204 mlBLE ':U U‘-‘"E
County Nmibr: | pear] River [55)| Instaliation Date: posz1/q999 Backgraund Color Brown AHD LEGE ND
Rouke I-:I:Cl Survey Zal.e: Legend Color
f-:-g Sign Name PHOTO REQILARED
Begin Lang: -89.421910 [] Frasher
Sign Route Direction: forth Bound [] replace sign
Sign Face Direction: Bouth [ sign Suppor Damags ==
Sign Support Typ2: |-Beam - & ngke Sign D Slgn Damage =
Sign Suppart Cnt: 2
Zign Legend: | TTLE BLACK CREEX WATER PARK S3IT 41 |
Sign Comment: NEEDDS ALL NEW CVERLAY EXT. AND I-BEAMS KATRINA |
1178
The sign requires new overlay and extrusions. MDOT will set new I-Beams.
202-B  Removal of Sign 1 Each

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

117.00 SF

I



1-59 Pearl River @ounty Southboungjetice to Bidders No.1128 - Contd

Sign No. 24

A

Pearl River

Community College
DAL

548 ok 51.5 k1345 53.5 L 54.8

7

107410~ 7.5 k13,34 1041335k 13,2+

N

ke gk 1203 k13,34 74.6 kg g
84.1 l 38 e 10-sh—18— 84.1
228

\

9.0" Radius, 1.5" Border, White on Green;
“Pearl River’ E Mod; “Community College” E Med; “EXIT 29" E Meod;

Sign It | 33500 Sign Stock Nmbe: 214 Sign Heignt in; &

signinoesc] g Barcsdz [ 203 Sign 'idih in: e VARIABLE COLORS
County Mmor [ Fean Rlver [55]  Installation Date fa0e1sss | Gackground Color reen AHD LEGEHD
Foutz Id Fa Survey Date: fO/182005 Lagend Color [ynte
Begn K- 48 54 Sgn Name: PHOTO REGURED
Segin Lak: 20.557570)
Begin Long: -89 455424 O Fiazner
Sign Route Dirzchion: Eouth Bound [ Replace Sign
Sign Face Direction: farin [ =ign Support Damage ==
Sign Support Type: [-Beam - Single Sign [ sign Camage a=
Sign Support Gt |

Slgn Legend: PEARL RIVER COMMUNITY COLLEGE EXIT 28
Slgn Comment: NEEDS ALL MEW OWERLAY EXT. AND -SEAMS KATRIMA T X

This sign requires new overlay and extrusions. MDOT will set new I-Beams for this sign.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted  123.50 SF
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Sign No. 25

1-59 Pearl River @ounty Southboungjetice to Bidders No.1128 -- Contd

26

WE'I .E—T—'IE—T—Z?—’EG—_';

29

E XI'T

Poplarville

29

19.5-+
39.4

=

81.3

132

12 ke 150k 120k 150k 120}

&.0" Radius, 2.0" Border, White on Green;
“EXIT 22" E Maod;

12.0" Radius, 2.0" Border, White on Green;
“Poplarville™ E Mod; “Wiggins™ E Mod;
Standard Arrow Custom 14.5" ¥ 8.87 457

Sign It |
Sign inge |

=
=

County Mmr-

Pearl Rlvar

Routz 10

F9

Begin Km:

45257

Segin Lat:

30.551680

Begin Long:

-£0 405360

Sign Route Cirection:

Eoulh Boung

Sign Face Direction:

[arih

Fz14

Sign Stock Nmbe: Sign Heght in: 204

Barcode: 204 Sign Width in: 150

Installation Date: [ior2si1964 Background Color [Zreen

Sureey Date: (V162005 Lagend Colon [ynie

IO R
[ Frasnar

[ Repiace Sgn

[ 5l Support Damage ... |

Slg'lmq:w'tnrpe:_
Sign Support Cnt: |

[ 4

-Beam-Single Sign | [ Sign Camage

B

Sign Legand:

EXIT 22 M5 2E POPLARVILLEVIGGING DIR. ARROW

Sign Comment:

MEEDS ALL MEW OVERLAY EXT. AND |-SEAMS EATRINA 12

VARIABLE COLORS

AHD LEGEHD

FHOTO REQLIEED

This sign requires new overlay and extrusions. MDOT will set new I-Beams for this sign.

202-B  Removal of Sign

79

1 Each



1-59 Pearl River @eunty Southboungjetice to Bidders No.1128 - Contd

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted ~ 179.50 SF

80



1-59 Pearl River @eunty Southboungjetice to Bidders No.1128 -- Contd

Sign No. 26

4

k9885 ok g—dkpg sk gk g kg5
60

Pearl River
Community College

36.5 e 30.8 sh—g—h 32.1 e 365
k—g 54 723 7.9 448
5 b .

61.5

6.0" Radius, 1.3" Border, White on Green;
“Pearl River" E Mod; “Community College” E Mod; Standard Arrow Custom 21.0" X 8.5" 0%

I Sign Stock Mmbn Sign Helgnt in:
mgr?m % S S?;n —— = VAFIADLE COLORS
County Mmor | Pean Alvar Instaliation Date: fronoood | Eackground Color Breen AMD LE GEHD
Foute Id: o Survey Date: lan4/2002 | Legend Color: e e T
Begin Km: 4782 Zign Mame: FHOTO REQURED
Segin Lat: 20.343350
Eegin Lang: ~E9.4574E] [ Fazner
Sign Route Dirsction: Eauth Bound [ Repiace Sign
Sign Face Direction: @ [] sign Support Damage ==
sin support Type [oear Srgesgr ] [ sgnowmsge -
sgnowppetone [
Sign Legend: PEARL RIVER COMMUNITY COLARROW AT
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 60.00 SF
630-D Structural Steel Beams, W6x9 (16°9”, 17°9”) 34.50 LF
630-E Structural Steel Angles &Bars, 3”x 3”x ¥4 Angles 7.75LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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1-59 Pearl River @eunty Southboungjetice to Bidders No.1128 - Contd

Sign No. 27
&
3
y -
Millard 6 )
"
Niew Orleans 69 [E
o =
16.6 | 705 ! 103 |1D.5L15.1¢
FW.B-'L—‘K} J 134 -|= 7a.4 $ EE.E—-‘L— 24—'1'-15.1-'
216

9.0" Radius, 1.5° Border, White on Green;,

“Millard™ E Mod; 6" E Mod: “Mew Orieans " E Mod; "69° E Mod:;

Sign 12| .1.5513 Sign Stock Mmbr [F214 Sign Height in: &4
sgnindex|  7a] Barcods: g Sign Wdth i e[ WAAIABLE COLORS
D:IIJF[}' Smor | Pear Rlvar |E Instaliatizn Daie” poM0oAa00 3a|:tg==u'1|:| Color, Breen n“D lEGE “D
Routa Id: fg Sureey Dates |0/ 182005 Legend Color. White _—
Begn K 42089 Sign Name: PHOTO REGUIRE D
Segin Lak: 30801324
Begin Lang: ~E9.conza] [ Fizsmer
Sign Route Tirection: Eouth Boung [J Renlace Sign
Sign Face Cirection: @ [] sign Supger Camage ==
Sign SLppu‘tTyp-ef@l [ Sign Damage 3=
Sign Support Cnt: :ﬁ
Sign Legard: MILLARD 6 WEW ORLEANS £9
gign comment: IEEDS A NEW OWEALAY KATRINA 58 %18

The sign requires new overlay and extrusion. Existing beams will be used. Existing Contraflow signs
facing the same direction as this sign is to be mounted under the new sign. Existing Contraflow Sign on
back of mileboard is to be reset on back of new sign.

202-B  Removal of Sign 1 Each
630-O Remove and Reset Signs, All Sizes 2 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 99.00 SF
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1-59 Pearl River @eunty Southboungjetice to Bidders No.1128 - Contd

Sign No. 28
R
3
Mc Neill 4 E
o
4
New Orleans 62 [E
1E.EtI 793 | Bz.3 |12.3|'I15-.1 -
F1E.B-‘L—4ﬂ J1:3.-1-|-= Ta.4 $ 28.3—4'—24—4'15.14
L 216 J

90" Radws, 1.57 Border, Whitz on Green;
“McMeil” E Mod; 4" E Mod; “New Oreans * E Mod; “62° E Mod;

sign 1t ] 4536g Sign Stock Nmbe: fzia Sign Heignt n: ]
Sign Index: | m;.l Barcads: g Sign Width n: prefll VARIABLE COLORS
courty Mmor | Pean River[55]  Installation Cate: [0000000 | Sackground Color. Breen AHD LEGEHD
Routa Id: fa Sureey Dates [| 062005 Legend Colom junite _— 0
Begn K 20261 S5ign Name: PHOTO REQUIRED
Segin Lak: 20705240
Begin Lang: R [ Fazner
Sign Route Direction: Eoulh Boung [] Replace Sign
Sign Face mmnum::@ [] slgn Support Camage ==
Sign Support Type:'m‘ [ sign camags .
Zign Support Cnt: E

Sign Legend: MCHEILL 4 MEW ORLEANS 62
Sign Comment: NEEDS A KEW CVERLAY KATRIMA 56X 16

This sign requires new overlay and extrusion. Existing Contraflow signs facing the same direction as this
sign is to be mounted under the new sign

202-B  Removal of Sign 1 Each

630-O Remove and Reset Signs, All Sizes 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 99.00 SF
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1-59 Pearl River @eunty Southboungjetice to Bidders No.1128 - Contd

Sign No.29

12
78

18.2

k6.4-2k

79
L 292 ok 496 k 292 |
449 18.2 449
108

o

9.0" Radius, 1.5" Border, White on Blue;
“PARKING™ E Mod; "AREA™ E Mod; Standard Arrow Custom 24.0" ¥ 947 457

Sign It ] zsu:@ Sign S%nck Nmbe 7214 Sign Height in: o
signingexc [ 3] Barcods: e Sign width in: el WARIABLE COLORS
County Mmbr: | Peari River [55]  Installation Date: prrise200s Sackground Color: Biue AND LEGEND
Routa 1d- Fa SJ"u'E"g' Cate: pa1s/2005 LEgE"Iﬂ Color White
Begin Km 21245 -
"5 Sign Mame PHOTO REQUIRED
Segin Lat 30532241
Begin Lang -5 5140 [ Flasner
Sign Roube Director: Eguth Bound [] meplace Sign
Sign Face Directior: orth [ =kgn Support Damage == PA
Sign Support Type: [-Beam - Single Sign [ sigr Camage - RKING
Sign Support Cnt | g AREA
Sign Legend: PARKING AREA GORE DIR. ARRCW ;
Sign Comment: NEEDS MEW OVERLAY AND EXT. KATRINA ]

- _-_ﬁ. = :

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 58.50 SF
630-D Structural Steel Beams, W6x9 (17°3", 17°3") 34.00 LF
630-E Structural Steel Angles &Bars, 3”x 3”x ¥4 Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs

84



Sign No. 30

1-59 Pearl River @ounty Southboungjetice to Bidders No.1128 - Contd

E-10.8 T 3T = 10 T 20.?—1*—10.8—’

6.5 k—15—k-8,54
30

454

10
72

N

k—14, 1—sb— 15—k — 12—k 15—k —14 9—ste— g —k—10—k—11—

k—16.6

100.8 N 18.6—

42.6

Y Y 333 A 426

4.5

138

&.0" Radius, 2.0" Border, White on Green;

‘EXIT 107 E Mod;

9.0" Radius, 1.5" Border, White on Green;
“Carriere” E Mod; *1 MILE” E Mod;

Sign It | 47314 Sign Stock Nmbe fz14 Sign Heignt i 103

N
County Mmibr- | Fearl River
Fouts 10 Fa
Begn Krt 10,064
Segin Lat: 30515600
Begin Long: -ES.E0747]

Sign Route Direclion: Bauth Boung

Sign Face Direclion: plarth

Bacods:[  and  Signwidinin: gEf| VARIABLE COLOAS
Installation Cate: pead7i19as Sackground Color [Zreen AHD LEGEMD
Sureey Date: pa/s2108 Lagend Color (whie
Sign Mame: FHOTO REQUIRED
[ Frasner
[] Replace Sign

[] Slgn Support Damage: ...

Sign Support Type: [-Beam - Single Sign [ sigr Camage -

signswppotons [ g

Sigr Legend: ExXIT 10 CARRIERE 1 MILE

Sign Comment: NEEDS OWERLAY AND EXT. KATRIMA

70

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 86.50 SF
630-D Structural Steel Beams, W8x21 (17°9”, 18°9") 36.50 LF
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1-59 Pearl River @eunty Southboungjetice to Bidders No.1128 - Contd

630-E Structural Steel Angles &Bars, 3”x 3”x ¥%” Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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1-59 Pearl River @eunty Southboungjetice to Bidders No.1128 - Contd

Sign No. 31

Picayune

New Orleans 53

16.14 040 003 —s
16 1e—— 01— 134 b 78.3 - 40 e oi—be15 1

12613 ake12d 13.4] 135

9.0" Radius, 1.5" Border, White on Gresn;
‘Ficayune” E Mod: °5" E Mod; “New Oreans " E Mod: °53° E Mod;

Slgn 1| 4?;@ Sign Stock Mmbr F214 Slgn Height In: [
Sign. Inuex:i 5;13 Barcodde: ang Sign Width in: 27 VARIABLE COLORS
County Mmr- | Fearl River [55]  Installabion Date: jaig7i1ge1 | Sackground Color [Zreen AHD LECEHD
Fiouta Id: Fa Survey Date: [10V1E:2005 L=gend Color nite .
Begn K 15725 Sign Mame: PHOTO REQUIRED
Begin Lat: 30 50360
Begin Lang: ~F9Ezaa] [ Fazner
Sign Route Cirection: Eouth Bouna [ Replace Sign
Sign Face mmnum::@ [ sigr Suppert Camage s '
Slgn Support Type: [-Beam - mulligle 5ign | [ Slan Damage - e
Sign Support Cnt: | 7| [Hew arisaas 51
Sign Legend: PICAYUNE 5 NEW ORLEANS 53 |
Sign Comment: NEEDS A NEW OVERLAY RATRINA 58 X 12

This sign requires new overlay and extrusion. Existing Contraflow signs facing the same direction as this
sign is to be mounted under the new sign.

202-B  Removal of Sign 1 Each

630-O Remove and Reset Signs, All Sizes 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 104.50 SF
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1-59 Pearl River @ounty Southboungjetice to Bidders No.1128 - Contd

Sign No. 32

s

™
: :
lcayune |
-}1 2
1
B [ &
NEXT 2 EXITS [
@
/|
246 -J- 106.3 -!- 24 5—
13.6 - 431 - 12—1'9.5 ‘L—12—J‘750.14L—13.ﬂ—'
- 156
6.0" Radius, 1.3" Border, White on Gresn;
‘Picayune” E Mod: ‘MEXT 2 EXITS E Mod:
Sign I-:I:: 47351 Sign Stock Wmbe 214 Sign Height in: &1 [ :
sign ingex: | = Barcods: e Sign Width in; e | VARIABLE COLORS
County Mmgr: | Pean River [55]  Installation Date: [307neet Sackground Color Ereen AHD LEGEHD
Feoute 10 F3 survey Cate: fionezIos Legend Color [anie
Segn e 12868 Sign Mame: PHOTO REQUIRED
Begin Lat: 30565160
Begin Long: _Fa 527550 [ Fiasner
Sign Route Cirection: Eouth Bound [ Replace Sign
Sign Face Dirzction: Horin [J 5lgr Support Damage ... |
Sign Support Type: [-Beam - Single Sign | [ sign camage e
Slgn Support ont ] ﬂ

5ign Legand: FICAYUME NEXT 2 EXITS
Sign Comment: NEEDS & NEW OVERLAY FATRINA 55 13

This sign requires new overlay, extrusion and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 65.00 SF
630-D Structural Steel Beams, W6x15 (16°9”, 17°9”) 3450 LF
630-E Structural Steel Angles &Bars, 3”x 3”x ¥4 Angles 8.25LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x 4) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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1-59 Pearl River @ounty Southboungjetice to Bidders No.1128 - Contd

Sign No. 33

24

-'42-1-—"31 .'."—T-1E-'1 11.2 r—1i.21

EXIT 6

M E
12dasb=—m—

NORTH

1%

a2

North Picayune

1 MILE

bis—dorsdgadadrnd — zs Ladadiodqid

M O N SEN— T Y T

N

N

3.2 & 3 s 19—4--:-43 | MR L 3.2
K]
h—15.4-4 573 L5 1139 Ljzs—
906 141-—--1- 33—k 06
i |

£.0° Radius, 2.0° Sarder, White on Sreee; -
EXIT & E Mog:

120" Radiuz, 210" Bondar, Whits on Gresn;

MORTL E Mo “Nerth Pisayura” E Mod: *1 MILE" £ Mad:

Sign Id:: .1?;@ Sign Siock Nmbr 7214 Sign Height in: 134

Sign Inuex:: 500 Barcoeds: N Sign Width in: = VARIABLE COLORS
County Mmor- | Fean River[55] Instaliation Cate: fmoogg | Sackoround Color: [ereen AND LEGEND
Foutz Id: Fa Sureey Date: {0 E2005 Legend Color: White
Begin K 120Eg Sign Wams: _ FHOTO RECHARED
Segin Lat: A0 EEaEI0
Eegin Lang: -89 541110 [ Frazner
Sign Route Direclion: Eauth Bouna [] Replace Sign
Sign Face Direction: arin O =ign Suppert Damage -
Slgn Suppert Type: [FBeam - Mulliple Sign O skgn Damage 3
Sign Support Cr::ij

Skgn Legend: EXITE MS £3 NORTH NORTH PICAYUNE 1 MILE
Slgn Comment: NEEDS & KEW OWERLAY KATRIMA 38X 13

This sign requires new overlay and extrusions. Hospital Symbol Sign (D9-2) will also be required.
202-B  Removal of Sign 1 Each

630-A Standard Roadside Signs, Sheet Aluminum, 0.125” Thickness 6.25 SF
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 202.75 SF
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1-59 Pearl River @eunty Southboungjetice to Bidders No.1128 - Contd

SigﬁnNo.34

z

The Crosby :

la

Arboretum
Industrial Park [&
E_]aa

]

I

N

=—15.6 101.7 X 13.3 458 A ‘15.'6—'J
= 65.7 -'L 31.7 ] §—m-13.9 )‘L 65.7 J
6.0" Radius, 1.3" Border, White on Brown;
“The Crosby™ E Mod; “Arboretum™ E Mod,;
9.0" Radius, 1.5" Border, White on Green;
“Industrial Park™ E Mod; “EXIT 4™ E Mod;
sinic] essad] Sign Steck Nmbe fizzig Sign Helgnt in; &0
Sign Inuex:i 725 Barcode: ENE Sign Wit in: e VARIABLE COLORS
County Mmbr: | Pear River [55]  Installabion Date: fdia4/1963 Sackground Colon Breen OHD LEGEHD
Route 1o o Survey Date o1 w2005 Legend Color [Nhie
segnim == Sl TRTRN PHOTO REQURED
Segin Lak: 30533100
Eegin Lang: e [ Frasner
Slgn FRioube Direction: Eoulh Boung [] Replace Sign
Sign Facs mmnum::@ [] sign Support Damage =-
Sign Supgort Type: [-Beam - Mulliple Sign | [] Sign Damage -
signswppotont] 4
Sign Legend: [NDUSTRIAL PARK EXIT 4
Sign Commeznt: NEEDES & KEW CWEALAY KATRINA 5% 15

37

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 168.00 SF
630-D Structural Steel Beams, W6x15 (22°9”x 23°9”) 46.50 LF
630-E Structural Steel Angles &Bars, 3 %2 "x 3 %2 "x ¥4 Angles 10.17 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x 5%) 1.16 CY
602-A Reinforcing Steel 130.7 Lbs
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1-59 Pearl River @sunty Southboungjetice to Bidders No.1128 - Contd

Sign No. 35

de-7 34

L
k10 7k ok Bk fke o734
54

Kiln
Hattiesburg

24
35.1

_!

New Orleans i

=3 ed b

o

=> [k

™~

“:_‘

.J i

7 7-k—g 1—sh—g—k 233 d 63.8 e qaa—d 77

238 ! 73.5 ' 347
23.8 L 24 1 sl 47 L 29.1

13.

6.0" Radius, 1.3" Border, White on Green;

Standard Arrow Custom 24.0" X 8.0" 20% “Kiln® E Mod; “Hattiesburg” E Mod; “Mew Oreans™ E Mod;
Standard Arrow Custom 13.4" X 8.0" 0%

=ign |u::E Sign Stock Mmbn E Sign Hegnt in; = :
Signingex: | ol Barcodz [ a0g Zign Width in; = WARIABLE COLORS
County Mmor | Pear River [55]  Installation Cate: l@/271385 | Sackgrount Color reen AHD LEGEHD
Fouta Id: ji3 Survey Date: 10102005 Lagend Color [ynie
segn e Sign Name: PHOTO REGURED
Segin Lak: L5750
Begin Lang: -5 £65371] [ Flazner
Sign Route Dirzction: Eauth Bound [ Replace Sign
Sign Face Directior: Farin [ sign Supgor Camage ==
Sign Support Type: [-Beam - Mullple Sign [ =ign camage e
Sign Support Cnt |
Sign Legend ]
Slgn Comment: NEEDS & NEW OVERLAY AND ONE PIC. OF EXT. KATRINA 4

This sign requires new overlay and extrusions. Existing Route Shields will be replaced by MDOT forces.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 49.50 SF
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1-59 Pearl River @aunty Southboungjetice to Bidders No.1128 - Contd

Sign No. 36

=
|
Nicholson LS
I8z |
NASA ENE
John C. Stennis LS
Space Center e
I MitE E:_ 2
¥ 151s]
'—TE.E—J'(—BE—)J 18 L—dﬁ é 735
62.6 | 120.8 L 62.6
L 234 J
LBB.E—’L—ETA—'L—BB.B;E
- 3! 60 'ls!m 16| a4.1 "Izu :
'—38.1—'1'(—?1.4—)ﬁﬂ b ap4— L 3515
96.6 A 15k 33 34 96.6
45
246

€6.0" Radius, 2.0" Border, White on Green;

“E¥IT 1" E Mod;

12.0" Radius, 2.0" Border, White on Green;
“Micholson™ E Mod; “NASA™ E Mod;

“John C. Stennis” E Mod; “Space Center” E Mod;
“1 MILE™ E Mod;

NEXT EXIT 7 MILES

k—g—d—g—sk—g—
24

e—11.8— 30 gL 254 k—g—sk g aok—a—k 346 k118

3.0" Radius, 1.0" Border, White on Green;
"NEXT EXIT 7 MILES" E Mod,;
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1-59 Pearl River @sunty Southboungjetice to Bidders No.1128 - Contd

sgua] st Sign Stock Nmbr a1 Sign Height in: 19
Signingex:] saq| Barcods: EiE Sign widih in; =] VARIADLE COLORS
:-IZIIH'[}' ~mbr: Fearl Rlver |E;T_| Installation Cate: prraniges 53'5“??}“’1[’ Color. [Sreen n"n LE GE "n
Route Id: Fa Zurvey Date: o w2005 Legend Color: [amie
segnKm 315 Sign Name: PHOTO REQURED
Segin Lat 30464700}
Begin Lang: -ea 574360 [ Fiasner
Slgn Fioube Directior: Eouth Boung [] Replace Sign
=ign Face Cirechion: Narin [ =ign Suppert Damage -
3ign Support Type: |-Beam - Mulllple Sign [ =ign Damage »=
Sign Support Cr::fj

Sign Legend: EXIT 1 US 11 M5 607 MNICHOLSOM MASA JOHM C. STENNIEl
Slgn Comment: NEEDIS & NEW OVERLAY KATRIMA 16 X 13 |

This sign requires new overlay and extrusions.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 397.75 SF
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1-59 Pearl River @ounty Southboungietice to Bidders No.1128 - Contd
Sign No. 37
( Head t )
_ g - E
- . _-'_ o o - o 2 = 17}
Naval Meteorolgy and [k
L |8
Oceanography Command [E
i
!fl -
EXIT 1 Ze
=+ .
- U
L J ]
70.8 1. 1404 L T0.8
pe— 24 T | 56.4 | 134 | 114.3 | 134 l 351 il 24 T =
1[).1L 148.4 ‘L13.3‘J' 100.1 ‘I'I[J.1
1178 L 31 7— kg4l | 117.9
45
282
12.0" Radius, 2.0" Border, White on Green;
*Headquarters” E Mod; “"Maval Meteorolgy and” E Mod; *Oceanography Command” E Mod; “EXIT 1" E Mod;
Slgn Iu:I:: 4a11ﬂ Sign Stock Nmbr {17214 Slgn Height In: o = 3 =
Sign ingex | = Barcods: ERE Sign Width in; pref WARIABLE COLORS
D‘JUF[}' Mmor | Pear Rlver |Eﬂ Instaliation Cate: pdaoss2001 EI-HIZ*MLI'II! Color [Breen n”n LEE!E “D
Fouts Id: B3 Survey Date: [011%2005 L=gend Colon Wnife
Begin Knt 2124 AT TRl PHOTO REQUIRED
Begin Lat: 20477320}
Begin Lang: -£0 EE0EC [ Flazner
iign Route Dirzctior: Foulh Boung [ Repiace Sign
Sign Face Direcor: Morih [ sign Suppert Camage ==
Sign Support Type: [-Beam - Single Sign | [] sign camage e
Sign Support Cnt | a
5ign Legend: HEADQUARTERS NAVAL METOGROLDGY AND OCEANAGRA
Sign Comment: NEEDIE A NEW OVESLAY AMD MEW [-DEAMS FATRIMA 3 X 2]
This sign requires new overlay and extrusions. MDOT will set new I-Beams.
202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 176.25 SF
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1-59 Pearl River @aunty Southboungjetice to Bidders No.1128 - Contd

72
E'?‘Hd_ K E—

EXIETE

Sign No. 38

m @ Tj
Nicholson Co
=
18
NASA £l
John C. Stennils To
Space Center T
NEXT RIGHT S
1=
73536 18 k—a5—sk 735
62.6—t 120.8 —
. 234 d
893 e 7 4 b 89.3 2
sk go—digk—sigl— 94— Sk
g e 71.4— 6k 82.4 h3g 1
777 l a?.ﬁ-JmL—43.1 | 77.7
246

6.0" Radius, 2.0" Border, White on Green;

“EXIT 1" E Mod;

12.0" Radius, 2.0" Border, White on Green;
“Micholson™ E Mod; "MASA™ E Mod;

“John C. Stennis” E Mod; “Space Center” E Mod;
“MEXT RIGHT E Mod;

Slgn Il:l:: 4a1@ Sign Siock Nmbr [F214 Sign Heignt in: 193

Sign Inu&x::E Barcods: EE Sign Widih in: g VARIABLE COLORS
County Nmier: | Peari Rlver 5] Installation Datz: feovonod | Sackground Colon Jireen AND LECEND
FRoute Id pa Survey Dates po1e200s Lagend Color. |Whie -
Begin Kt 160 Zign Mame: PHOTO REQUIRED
Segin Lat: 30473730
Begin Lang: -£2 EE2240) [ Frasher
Slgn Route Cirzction: Eaulh Boung [] Replace Sign
Sign Face Cirection: Marth [] sign Support Camage =
Slgn Support Type: |-Beam - Single Sign [ sign camage P
Sign Support Cr::ij

Sign Legend: EXIT 1 US 11 M 607 MICHOLZCH MASA JOHN C. STEMKIS]
Sign Comment: NEEDS A KEW CWERLAY KATRIMA 16 X 13 |

This sign requires a new overlay and extrusions.

202-B  Removal of Sign 1 Each
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1-59 Pearl River @eunty Southboungjetice to Bidders No.1128 - Contd

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 363.50 SF
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1-59 Pearl River @eunty Southboungjetice to Bidders No.1128 - Contd

Sign No. 39

L

11 6078

a

4
Nicholson £y
NASA e

John C. Stennis Efj;
Space Center el
27|

e @55 sk 35 ks 45k 735
746 ke 120.8 Y —
18k 222 L1ga
1013 - 67.4 .5 89.3
Ll s0— 16193l 16 k 94 1 PTARTY
Ok 714 16 k 2.4 (R
258

6.0" Radius, 2.0° Border, White on Green;

“EXIT 1" E Mod;

12.0" Radius, 2.0" Border, Whitz on Green;

“Micholzon™ E Mod; "NASA™ E Mod; “John C. Stenniz™ E Med;
“Space Center” E Mod; Standard Arrow Custom 21.0" X 8.5" 45%

Sign 1t | 45124 Sgn Stock Nmbe a1 Sign Heignt in; 1= [ :
signincex | san] Baede: [ and  Signwwdthn el VARIADLE COLORS
County Mmbr: | Pear Rivar Installation Date: pE:08 1991 Background Color [Zreen AHD LE GEHD
Foute 1 Fa Sureey Date: 1202008 Legend Color: [nite
Begn K 122 g Hame: PHOTO REGURED
Segin Lat: 20472550
Eegin Lang: ~EG.EE53E [ Fasner
Sign Route Dirzction: Eoulh Boung [ Replace Sign
=ign Face Cirection: Marih [ Sign Support Damage ... |
Eign Support Type: [-Beam - Singis Sign [ sign camage =
sgnswppotont] 4
Sign Legend: EXIT_1US 11 M5 £07 NICHOLSCN NASA JOHN C_STENNIS §
sign Comment: HEEDS A NEW OVERLAY KATRIMA 18 X 20

This sign requires new overlay and extrusions.

202-B  Removal of Sign 1 Each
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1-59 Pearl River Gounty Southboungjetice to Bidders No.1128 - Contd

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 336.50 SF
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1-59 Pearl River Gounty Southboungjetice to Bidders No.1128 - Contd

214 h 36
214 l 5\.341!—5—‘!_23.5 | 15.8

T2
6.0 Radus, 1.57 Border, White on Gresn;

“EXIT™ E Mod: *17 E Mod; Arow 133 - 30.07 457

St 45121 Sign Siock Mmbre 214 Sign Heignt in; =

Sign |mj1 Bacode: [ 20 Sign widin in; = VARIAE LE COLORS
COIJI'I}' Mmor | Pear Rlver Instaliation Date: ! QEM3ET Ba.ﬂiw.l’lﬂ Color. Breen ﬂ.HD LEE!E HD
Fout Id: Fa Survey Cate: @ Legend Color: [ymie
Segn ke 25 S5gn Name: PHOTO REQURED
Bagin Lat: 30.471280
Begin Long: -8 56552 [ Fiazner
Sign Route Direction: Eouth Boung [] Replace Sign
Sign Face Dirzctior: Marin [ sign Suppart D3Mage .. |
Slgn Support Type: [-Beam - Single Sign [ =ign Camage -
sgnswpotone] 4

sign Legand: EXIT 1 GORE DIR. ARROW
sign comment: NEEDS A NEW OVERLAY AND ALL NEW EXT. KATRINA & X3

This sign requires new overlay and extrusions. MDOT will set new I-Beams for this sign.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
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1-59 Pearl River Geunty Southboungjetice to Bidders No.1128 - Contd

Sign No. 41
r 1 &
;T
Headquarters 3
_T
Naval Meteorology and [
_q? @
Oceanography Command (K
0w
~+
o
3
@
L J k'
478 A 842 k 478
L 16.7—k 33.8 gk 75.8 L gk 21 67—
1.4k 89.1 Lgk §0.1 k11,44
78 e -4 ke 78
180
9.0" Radius, 1.5" Border, White on Green;
“Headquarters” E Mod; “Maval Metecrology and™ E Med; “Oceanography Command” E Mod;
Standard Armmow Customn 24.0" X 8.0" 180%;
Sign 1] 43133 g0 Stock Nmbe: 14 Sign Heignt in; e I ;
Sign ingex: | =2 Barcods: G| Sign widih n: | VARIABLE COLORS
County NI"I'IJ:I'.- Fearl Rlver [55] Installation Cate: p4i04.,2001 Background Color [2reen AHD LEGEHD
Routs Id: fg Survey Date: j0r10/2005 Legend Color [Wnie
Begn 1229 SN TRl PHO10 REQURED
Segin Lat: 204712008
Begin Lang: -89 585321 [ Fasner
Sign Route Direction: Eaulh Boung [ Replace Sign
Sign Face Directior: forin [ sign Support Damage -
Sign Supgort Type: [Beam - Single Sign [ sigr camage -
Sign Support Cnt | a
Sign Legand: HEADQUATERS RAVAL METEROGOLY AND CCEAMDERAPH
Slgn Comment: HEEDS ALL NEW EXT. AND A MEW OWERLAYT KATRINA & X |
This sign requires new overlay and extrusions.
202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 82.50 SF
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1-59 Pearl River Geunty Southboungjetice to Bidders No.1128 - Contd

Sign No. 42

N
/|

Stennis Space Center
Hattiesburg
New Orleans =»

kg.9k7od63k— 22— kggd

k8.6 8.5k sk g ke 5ok—g 5.9
54

N

k—11.8—k-8 581 a7 g 358 8 411 118
283 L 735 i) 783
118k 24 Lgsk 47 gk 14—k 67.3
180

6.0" Radius, 1.3" Border, White on Green;
Standard Arrow Custom 22.0" X 8.5" 90°; “Stennis Space Center” E Med; "Hattiesburg” E Mod; “New Qrleans™ E Mod;
Standard Arrow Custom 14.0" X 8.5 07;

Sign Id: 48157| Sign Stock Nmbr: Sign Height In:
Sign Index: Barcode: ]:| Sign Width In: VARIABLE COLORS
County Nmbr: [ Pearl River [55]  Installation Date: P3/29/1988 | Background Color: AND LEGEND

_‘I

Sign Support Cnt:

Route Id: Survey Date: Legend Color:
Begin K. Sign Narme: /214 B PHOTO REQUIRED
Begin Lat:
Begin Long: [] Flasher
Sign Route Direction: [] Replace Sign
Sign Face Direction: m [] sign Support Damage >= | |
Sign Support Type: |-Beam - Multiple Sign | [] Sign Damage o> | |

Sign Legend: | |

Sign Comment: | |

This sign requires new overlay and extrusions. Existing Route Markers will be replaced by MDOT.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 67.50 SF
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1-10 Hancock Coaunty Westbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 1
a0
14— 317 10— 20.3—p— 14—
N
- o
EXIT 16 (3%
14
O
11
@ @
D i J+ _l
lamondhead
- = =
_‘i i
A ||
195k 167 ke 15—k 1875
228
&.0" Radius, 2.0" Border, Whitz on Gresn;
“EXIT 16" E Mod;
6.0" Radius, 1.3" Border, White on Green;
‘Diamondhead” E Mod; Standard Amrow Customn 24.07 X 8.0" 45%;
Sign It | 22859 Sign Stock Nmbe fz1s Sign Height in: 73 W -
Sign ingex | | Barcods: Sign Width in; el VARIABLE COLORS
E:CIIJF[}' Smor: Haroos lE Instaliation Caie: po/onaoog ﬂﬁmmﬂ Color, Breen HHD LE':‘E “D
Routa Id: [0 '-Sl.ll'l'E]' Dale: D4/ 1V2006 LEgE'H:I Color, [Nnite
Segn 27227 S5gn Name: PHOTO REQURED
Segin Lat: 20374270
Begin Lang: -Eo 37233 [ Flazner
Sign Route Direction: [yzst Bound [ Repiace Sign
Sign Face Direction: East [ Slan Suppart D3amage .. |
Slgn Support Type: |-Beam - Single Sign [ sigr camage 2
Sign Support Cnz | 7|
Sign Legend: EXT 1€ DIAMONDHEAD DIR ARROW
Slgn Comment: NEEDS MEW CWERLAY AND CME PIC OF EXT. KATRINA
This sign requires new overlay and extrusion.
202-B  Removal of Sign 1 Each

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted  94.75 SF
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1-10 Hancock CoEinty Westbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 2

N
/|

17—k 10sl 12,5 k13 3k 105k 13,4 9.9 k13 45k 14 54

Headquarters
Naval Meteorolgy and
Oceanography Command

B84.5

114

EXIT 2 2
0
3
L J T
=
L]
70.9 | 140.3 L 70.8
248k 56.4 k133 114.4 k133351248
10l 148.4 3.4k 100 Jd10.1
114.1 L 318—kiod11.9] 114.3

282
12.0" Radius, 2.0" Border, White on Green;

“Headquarters™ E Mod; “Maval Meteorolgy and” E Mod; “Oceanography Command”™ E Mod; "EXIT 2° E Mad;

s.gr?m;fjmm = m s 2:1HT£$ : ,‘: VARIABLE COLORS
County Mt Harcocs 23] Instaliation Date: f4302001 Sackground Color [Ereen D LEGEMD
Routz Id: fig Survey Date: P4/ 1002005 Legend Color [White
segn ke 2501 S5gn blame: PHOTO REQURED
Segin Lat 0EiaTE]
Begin Lang: “E9 565550 [ Fasnzr
Sign Route Cirection: [vest Bourd [0 Replace Sign 3
Sign Face UMM::E [ =ign Support Damage == '
s st e [rem SroRsg ] Clsgrommigs - siourie
Sign mﬁ al Metearsiogy and

#ansgraphy Command
Sign Legend: HEADQUARTERS MAVAL METEROROLOGY AND OCEANOGEH ’ Exr 2

Sign Comment: NEEDS NEW OVERLAY AND -BEAMS KATRIMNA

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted ~ 223.25 SF
630-D Structural Steel Beams, W 10 x 22 (22°4”, 22’107, 23’4™) 68.49 LF
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16” Angles 17.25LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x 8.5”) 295CY
602-A Reinforcing Steel 704.8 Lbs

103
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Sign No. 3
r 1 &
o
NASA *
@
"~
5
g
- )
Stennis Space Center [k&
w
=
1°
:: 3
€ Tours 33
22
(] - L ) _* _l
Official Business
4+
oo
=g
L J L4
70.1 e 338 L 70.1
17— 47.1 L5 35.8 L7.94 411 —17.1—
6.5k 161 lg.s
7 5ok—13.4—k—5—k 336 ke 111.4
29 | 448 k7.9 553 k—12—k—134—k—1154
174
9.0" Radius, 1.5" Border, White on Green;
“MASAT E Mod; “Stennis Space Center” E Mod; Standard Arrow Custom 13.4" X 8.0" 180%; “Tours™ E Med;
“Official Business” E Mod; Standard Arrow Custom 1347 ¥ 80" 0°;
Zign It ] 35224 Sign Stock Nmbe firzig Slgn Hegnt in: ]
st oex |1 i AN | \F140LE COLOFS
LZounty Mmibr: Hancook [23]  Installation Date: psraai2000 Sackground Solor [Zreen AND LECEHD
Feout 1d: fin Survey Date: farinianos Lagend Color: [ynie
Begn K 4447 Sign Name: PHOTO REGUIRE D
Begin Lat: 30.317500
Begin Long: -89 523350 O Fasner
gn Route Dirzction: [N=st Bound [ Replace Sign
sign Face Directior: East [ sign Support Damage ==
Sign Support Type: [-Beam - Mulliplz Sgn [ sigr camage -
Sign Support Cnt |
Gign Legend: MASA STENMIS SPACE CENTER <<—— TOURS OFFICIAL H
glgn Comment: NEEDS MEW CVERLAY AND ADD £ HIGH AND EXT KATRINA
This sign requires new overlay and extrusions.
202-B  Removal of Sign 1 Each

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted ~ 101.50 SF
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Sign No. 4

1-10 Hancock County Westbound Notice to Bidders N0.1128 -- Cont'd

N

=59

Slidell
New Orleans

A

9 g gl 5 Ll g L g

7
12
37

Eq
S

—11.8—k 236 L 785 e 4k—11.8—]
k—11.8— 38.9 A 58.8 sk 10.8—k—11.8—
k—11.8—sk 24 kg 47 e 5k 45—k 118

6.0" Radius, 1.3" Border, White on Green;
‘l-59" E Mod; “7" E Mod; “Slidell” E Mod; “12" E Meod; “Mew Crieans™ E Mod; “37" E Mod;

Sign 1ot | 35339 Sign Stock Nk

214 Slgn Hegnt in: = o
sgningec|  1ag Barcods: Sign Wdth in: =] VARIABLE COLORS
County Mmir: [ Hancook [23]  Installation Date: f3/221392 | Sackgrouna Color: Breen AND LECEHD
Route Id: Ho Survey Date: p410:2005 Legend Color White
Begin 1053 Sgn Name: PHOTO REGUIRE D
Segin Lat: 302050
Eegin Lang: -EEE31231] [ Frasner
Sign Route Cirection: [yest Bound [7] Replace Sign
Sign Face Directon: Fast [ 5lgr Support Damage ... |
Sign Supoort Type: [Beam - Singls Sign [£] 5ign Damage == [ent Blank
sgappetont 4
Sign Legend: [-58 7 SLIDELL 12 NEW ORLEARS 37
Sign Comment: NEEDS MEW OVERLAT FATRINA

This sign requires new overlay and extrusions.

202-B  Removal of Sign
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

1 Each
49.50 SF
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1-10 Hancock Caainty Eastbound Notice to Bidders N0.1128 -- Cont'd

4 Kiln
€= New Orleans

J

b—g13—db—a 75— b sEak— 10— 55—
95—

S

L 7L g
42

A

w
N\ A1
k—10.13—k—B.75—sk—10.88 —k 2325 ! &

k—7.25—k 145 s 24 h—g—d 47 k1125

B8.00" Radius, 1.25" Border, White on Green;
Standard Arrow Custom 10.00° X 875" 90°% Kiln" E Med; Standard Arrow Custom 14.50° X 8.75" 180%; “New Oreanz” E Mod:

Sign Id: 22354 Sign Stock Nmbe: 214 Sign Hegnt n; 4
Sign indes | | Barcods: 313 Sign Widih in: pyfl VARIABLE COLORS
Cl:lultj' Mmbr Harooe p Insialiation Date: ! iy et Ba-:tguﬂﬂ Color Prean HHD LEE‘E HD
Foute Id: fio Survey Date [igr11/2008 | Legend Color: [wniie

Begn K 22,040 Sign Name: PHOTO REQUIRED
Begin Lat: 30258170

Begin Lang: ~E9.4734E0] [ Fasner

Sign Route Direction: [uast Bound [ Replace Sign

Sign Face Dirsclion: |

[ sigr camage

fatn ]
Sign Suppont Type: [Beam - Mulligls Sign_|
El

Slgn Suppart Snt

[ sign Suppor Damage ==

EE

Sign Legand:

Sign Comment:

MEEDS ALL MEW SIGN AND -EZAMS KATRINA 25 X 12

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
The Route Markers and Evacuation signs will be placed by MDOT.

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

630-D Structural Steel Beams, W 6 x 15 (18’9”, 19'9™)
630-E Structural Steel Angles &Bars, 3% "x 3 % "x ¥4 ” Angles

601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x 4.5%)

602-A Reinforcing Steel

106

1 Each
223.25 SF
38.50 LF
7.67 LF
1.04 CY
116.9 Lbs



1-10 Hancock Carinty Eastbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 6

N
A

k—q7—k10d 12.5 k13 3k10:k13 44 9.9 k13 4k 14 54

Headquarters
Naval Meteorolgy and
Oceanography Command

84.5

114

EXIT 2 2
o
4
L J T
=
¥
70.9 | 140.3 & 70.8
k24,5 sk 56.4 k13,35 114.4 shizak 35—k zaa
10.1h 148.4 L3 ad 100 d1a
1141 318—k1od 110l 114.3
282

12.0" Radius, 2.0" Border, White on Green;
“‘Headguarters” E Mod; “Maval Meteorclgy and” E Mod; “Cceanography Command” E Med; “EXIT 2" E Mod;

It Sign Sinck Nmbr: Sign Heignt in;
Euﬁmfjfm L = S:,, o ==l VAFIADLE COLORS
{:c-url:].' Smbr: Haroock p3] Installation Cates 0400372301 Bactgn.nu Color [Breen HHD LEE‘E HD
Routa Id: Ho Sureey Date: 1302002 Legend Color. |Nnie R
Begn K 3259 g0 Mame: PHOTO REQURED
Segin Lak: 30312100
Begin Long: -89 505350 [ Frazner
Sign Route Dirzctior: East Bound [0 Replace Sign
Sign Face Director: Tyest [ =ign Support Camage =
Sign Support Typer [ Beam - Single Sipn | [ sign Damage 3=
Sign Support Cnt |
Sign Legand:
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted =~ 223.25 SF
630-D Structural Steel Beams, W 10 x 22 (22°4”, 22°10”, 23’4™) 68.49 LF
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16” Angles 17.25LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ x 8.5”) 295CY
602-A Reinforcing Steel 704.8 Lbs
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Sign No. 7

I_lo Hancock %:untv Eastbound Notice to Bidders No0.1128 -- Cont'd

uccaneer
State

80

-

ok 539 L—134—k 458 h—154—
451 ok 31.8 ke 10—k 119k 453
144
12.0" Radius, 2.0" Border, White on Brown;
“Buccaneer” E Mod; “State Park” E Mod; “EXIT 2" E Mod;
sagn 1t ] 25357] Sign Slock Nmbe: 214 Sign Height in: 7
signinge | e Barade: [ emll VARIABLE COLORS
County Mmar Hancock [23]  Installation Cate: fai221908 Sackground Colon Brown AHD LEGEHD
Route 1d: i SJ"u'E"g' Cale: pd/ 12006 LE§E1J Color, Wnite
segn km 3124 Sign Name PHOTO REQUIRED
Segin Lat 30.311560
Begin Lang B0 510500 ] Flasner Ches 0] E
Sign Roube Direction: East Bound [7] Replace Sign
Sign Face Direchor: [yt [] sigm Support Damage .. ] EUCCAH[EHI'

Sign Support Type
Slgn Support Snt
Sign Legend

Slgn Comment:

[-E=am - Muiglz Sign Sign Damage

Bent Blank

EES

STATE PARK

EUCCAMNEER STATE PARK EXIT 2

MEEDZ A KEW CVERLAY KATRIMA

This sign requires new overlay and extrusions. The Camping Symbol (D9-3, 30” x 30”) will also be

required.

202-B  Removal of Sign

630-A Standard Roadside Signs, Sheet Aluminum, 0.125” Thickness
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

1 Each
6.25 SF
90.00 SF
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Sign No. 8

D

Headquarters
Naval Meteorolgy and
Oceanography Command

=]

63 h-8.75-sh-5—sh—8—s5—th—8—th-6-b—5

\

2025k 1388 bzl 50.63 gk 21 k2005

\

ar o8 X ss25 I 708

15—k 59 e 60 d—115—
795 & 21 &

9.00" Radiuz. 1.50" Border, White on Green:
“Headquarters™ E Mod; “MNaval Meteorolgy and™ E Med: “COceanography Command” E Med; Standard Armow Custom 21.00% X B.75" 180°;

Sign I 35279 Sign Stock Nmbr: [i7aig Sign Heignt e
Sign IME Barcods: EE Sign Width in: el VARIABLE COLORS
County Mmbr- | Hancoos [23]  Installabion Date: faiarmon] | Sackground Color: Freen KD LEGEHD
Routz Id: o S.H'I'E]' Canta: [iof1/2005 LWE"H Color Whlie
Begn Km: 4484 g0 Mame PHOTO REQURED
Segin Lak- 30314100
Begin Lang: -FasoETo [ Fasner
Sign Route Cirzclion: East Bound [] Raplace Sign
Sign Face Direchon: [yest [] sign Suppert D3Mage .. |
Sign Support Type: [-Beam - Singls Sign [ =ign Damage e
Signsuppotonz] g
Sign Legand:

Sign Comment: NEEDS A NEW OWVERLAY AND A NEW SET OF -SEAMS

This sign requires new 1-Beams. 1-Beam Lengths are estimated, the contractor will be responsible for
performing field survey to determine exact beam length required prior to manufacture.

202-B Removal of Sign Footing 1 Each
630-O Remove and Reset Sign 1 Each
630-D Structural Steel Beams, W 6 x 15 (17°9”, 18°9”) 36.50 LF
630-E Structural Steel Angles &Bars, 3 %2 “x 3% "X %" Angles 9.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size 2’ X 57) 116 CY
602-A Reinforcing Steel 130.7 Lbs
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Sign No. 1

Sign Id:
Sign Ingex:
County Mmor:

Foouta |d

Begin K

Segin Lak:

Begin Lang:

gn Route Cirection:
#ign Face Cirsction:
2ign Support Type:
Sign Support Cnt
Sign Legend:

Sign Comment:

Bernard Bayou
Industrial
1

1-10 Harrison cerinty Westbound Notice to Bidders N0.1128 -- Cont'd

Lorraine
Cowan Rd.

] ll|llr,--

e

MII|I5E

Dist.

12

12
1834
210

12112

12

|12

15kl 16 ksl 16 kallesl 16 bl 15 eske— 35—l [

4.1
6.610

e ga5— sk 45k 94.5
65— 104 k65

e 533k 760 16k 345k 533

14k 206 14

23 5l 96.8 '15 {_: 743—l23 5
L 122 =15 k—54 5k

208 oa sk diskasak 726200

44 209

~234
6.0" Radius, 2.0" Border, White on Green;

“EXIT 38" E Mod;
12.0" Radius, 2.0" Border, White on Green;
“Lorraineg” E Mod; “Cowan Rd.” E Mod;
“Bernard Bayou™ E Mod; “Industrial Dist.”™ E Med;
“1 Y2 MILE" E Mod;

[-Eeam - Mulliziz Sign [ sign camage

] 2naszd Sgn Stock Nmbe: fi7zia Sign Hexgnt in: zad]
jjgﬁ Barcode: Sign Wit in: gl VARIABLE COLORS
Harrison l24 Insialiation Datel {02200 ﬂﬂmmﬂ Color Brean M!D LE |:1E “D
AT Zurvey Date: J4/10/2005 Legend Color [yniie
227 Sign Name: PHOTO REQURED
30443533
-E9,002817] [ Fiasner
Ji=5t Bound [ Replace Sign
East [ 5ar Support Damage ... |

B

FOS Lomaine- Cowan Rd. ¢ Bemard Sayou Indusinal Dist.

MEEDS ALL MEW AND UP SIZE THE HEEAMS KATRINA |
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I_lO Harrlson Gwl’]tv Westbound Notice to Bidders No0.1128 -- Cont'd

This sign requires new overlay, extrusions and I-Beams. This sign will be mounted on 3 I-Beams. 1-Beam
Lengths are estimated, the contractor will be responsible for performing field survey to determine exact
beam length required prior to manufacture. The Hospital symbol (D9-2, 30”x 30”) is also required.

202-B  Removal of Sign Including Post & Footing 1 Each
630-A Standard Roadside Signs, Sheet Aluminum, 0.125” Thickness 6.25 SF
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted  361.25 SF
630-D Structural Steel Beams, W10 x 26 (30°4”,30°10”,31°4™) 92.50 LF
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16” Angles 1450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 117) 3.82CY
602-A Reinforcing Steel 1149.4 Lbs
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Sign No. 2

=133 -
;3.3‘ 218 Tmn = ‘Fag

ExiT 38 (miE
@ T
=
4
Lorraine 25
Cowan Rd. £|s
Bernard Bayou [E¢
Industrial Dist. J:?;?;
. 1065 45— ok 945 . ]
77 k 104 A 65
e 653k 76.9 A 16 k—34 6—sk——533—
15l 210 184
195k 9.8 ook 743 A18.9k—
ke 122 P2 gk 545k agEoo
16.5
246

6.0" Radius, 2.0" Border, White on Green;

“EXIT 38 E Mod;

12.0" Radius, 2.0" Border, White on Green;
“Lorraing” E Mod; “Cowan Rd.” E Med;

“Bermnard Bayou™ E Mod; “Industrial Dist.” E Mod;
Standard Ammow Custom 21.0" ¥ 85" 45°%;

s |

k9.6 —k—10.8—k—9.6—]
e 30 N

7

[\

1—k 74 —
%

3.0" Radius, 1.0" Border, White on Blue;
“BEACHES" E Mod;
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I_lo Harrlson GWntv Westbound Notice to Bidders No0.1128 -- Cont'd

Sign 1| EE‘JE_@ Sign Stock Nmbe T4 Sign Height In: 240
Sign '"[’E*:TE Barcode: Sign Width in: 254 VARIABLE COLORS
Courty Nmibr: Hamison [24 Installation Date: hoviar2o0e Sackground Color [Zreen AHD LEGEHD
Fiouta Id- o Sureey Date: 4102006 Legend Coior. (Nhite
segn K 24 S0 Name: PHOTO REQURED
Segin Lal: 30.445400)
Eegin Long: -0 0zEssd [ Frasner
Sign Rioube Direction: [yest Bound [] Replace Sign
Sign Face Direction: East [ Sign Suppart D3Mage ... |
Sign Suppon Type: |-Beam - Multiple Sion [ sign camage _—
signswgpetont] 3

Sign Legend: fOS  Lamalne - Cowan Rd.  Bermard Bayou Indusirdal Dist.
Slgn Comment: NEEDS ALL MEW AND P SIZE -SEAMS KATRINA

This sign requires new overlay, extrusions and I-Beams. The sign will be mounted on 3 I-Beams. I-Beam
Lengths are estimated, the contractor will be responsible for performing field survey to determine exact
beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted  373.25 SF
630-D Structural Steel Beams, W10 x26 (29°4”,29°10”,30°4™) 89.50 LF
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16” Angles 15.75 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 10°6") 3.65CY
602-A Reinforcing Steel 1095.1Lbs
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Sign No. 3

e
.
Lorraine j&E’N
Cowan Rd. °g |
48] 3
Bernard Bayou ﬁE“
Industrial Dist. N
E;E
s b as ke as '
65 | 104 L &5
e 533k 769 1k 346k 533
14k 206 d14
23 5 96.8 kb 743 |23.5
L 122 15'9415L_54_5_,L_,
20.8 Jl L- | 208
90.5 15 k33 3 b 90.6
b 234

6.0" Radius, 2.0" Border, White on Green;

“EXIT 38" E Mod;

12.0" Radius, 2.0" Border, Whitz on Green;
“Lorraing” E Mod; “Cowan Rd.” E Mod;

“Bernard Bayou™ E Med; “Industrial Dist.” E Mod;
“1 MILE™ E Mod;

sign 1| 2[-]5@ Sign Saock Nmbr fra1d Sign Height in: 124
i mcex [ 554 S AR | VARIADLE COLORS
l::c-ur't}' Mrnbr: Hamisan lEd.] Installation Cates (i1 32008 33':*??&“[’ Color. [Sreen ﬂ.‘n LEEE "D
Routz Id: 1o Sureey Date: p4/10v2008 Legend Color it _—
Begn Km: 2822 Sign Name: PHOTO REGUIRED
Segin Lat: 3044113
Begin Lang: -E0.052117] O Fasner
Zign Route Directior: Fast Bouna [ Replace Sign
Sign Faoe Direction: [yest [] sign Support Damage ==
sign Support Type: [Beam - Mulliple Sin [] sign camage =
Sign Sugport Cr::ij
Sign Legend: XIT 28 M5 505 LORAIANE-COVIAN RO BERNARD BAYOU |
sign Comment: NEEDS MEW OVERLAY AND UPSIZE THE FECAMS KATRMA c

This sign requires new overlay, extrusions and I-Beams. The sign will be mounted on 3 I-Beams. The
Hospital Symbol (D9-2, 30” x30”) will also be required. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
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I_lO Harrlson %ntv Eastbound Notice to Bidders No0.1128 -- Cont'd

202-B  Removal of Sign Including Post & Footing 1 Each
630-A Standard Roadside Signs, Sheet Aluminum, 0.125” Thickness 6.25 SF
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted  361.25 SF
630-D Structural Steel Beams, W10 x 26 ( 30’4”,30°10”,31°4") 92.50 LF
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16” Angles 1450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 117) 3.82CY
602-A Reinforcing Steel 1149.4 Lbs
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Sign No. 4

26

318 27 %
13.d ho' ha

o i ]
LL]

Lorraine
Cowan Rd.

137
180

2

Bernard Bayou

13l 18 112l 18 l12ll12] 16 112l 16 [12k—235 —

©
& (]
Industrial Dist. M
[t
/IR
106.5 k45— 945
T é 104 é 65
65.3 | 769 | 16 L—B-LE—'L—ES.S—-
153k 210 k184
19.5L 96.5 -|= rJn 743 J'1E€."E!l'|—l'|
| 15.9 | | | 1598
122 16 4.5 w36 .8
16.8
246
6.0" Radius, 2.0" Border, White on Gresn;
“EXIT 38" E Mod;
12.0" Radius, 2.0" Border, White on Green;
“Lorraing” E Mod; "Cowan Rd.” E Mod;
“Bernard Bayou™ E Mod; “Industrizl Dist” E Mod;
Standard Armow Custom 21.0" ¥ 8.5" 457
sign 1 | 200seg S0 Steck Mmbe: fizaia Sign Heignt in; zai]
Sign IM:E Barcode: Sign Widin in: 54 VARIABLE COLORS
{:‘:ll]l'l}'“m. Harrison [24] Inisialiation Cate: Hiovd 3esa0s Background Color [Sreen AHD LEGEHD
Routs Id: io Surey Date: 401042005 Lagend Color: [Anite
Begn Km 05 ATl FHOTO REGURED
Sagin Lak: I0.443567]
Eegin Lang: “ES0EsT T [ Fazner
Sign Route Direction: East Bound [ Replace Sign
Sign Fase Dirzclion: Juzsl [] sign Support Damage =-
ETSWT?PE::-BHH-MUMW [ sigr camage -
Sign Support Cnt 3
Sign Legend: EXIT 38 M3 505 LORRIANE-COWAN RD —-BERNARD BAYOU 1
Slgn Comment: NEEDS ALL MEW AND UP SI2E THE FEEAMS KATRINA |
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I_lO Harrlson %ntv Eastbound Notice to Bidders No0.1128 -- Cont'd

This sign requires new overlay, extrusions and I-Beams. The sign will be mounted on 3 I-Beams. |-Beam
Lengths are estimated, the contractor will be responsible for performing field survey to determine exact
beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted  373.25 SF
630-D Structural Steel Beams, W10 x26 (29°47,29°107,30°4”) 89.50 LF
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16” Angles 15.75 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 10°6") 3.65CY
602-A Reinforcing Steel 1095.1Lbs
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Sign No. 5

/|

16,5k 0 9k 13,813 Gl 10k 13, 4=k 12, 9

Biloxi
National Cemetery

609

an
i

cn.
=
3
)
879 l 58.3 L 87.8
17,4k 87.1 doqz gk 98.6 17,5
76.8 N 31.8 159k 258 76.8

12.0" Radius, 2.0" Border, White on Green;
“Biloxi” E Mod; “Mational Cemetery” E Mod; "EXIT 44" E Mod;

Sign It | G2ag| Sgn Stack Nmbe: fi72ia Sign Heignt in; [

sgnmcex| o] Bancods: Sign Width in: el VARIABLE COLORS
DZIIH'[)' smbr: Harison 124 Installatizn DaEle p4/24018a5 BEE*MLH[’ Color PRreen an LEEE “n
Routa Id: i Survey Date: [4/1 v2005 Legend Coior. [WhHe
Begn K 40 g4 Sign Name: PHOTO REQUIRED
3’E§I’I Lat: 30452820
Begin Long: -E5.342021 [ Fiasher
Sign Route Dirsction: East Bound [] Repiace Sign
Sign Face mmnnm::@ [] =ign Support Camrage =»
Sign Suppert Typ-efMl [ sign zamage -
=ign Support -.':r--.::—zl

Sign Legend: BILOM MATIONAL CEMETERY EXIT 44
Slgn Comment: NEEDS ALL MEW OVERLAY AND EXT KATRINA

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted ~ 146.25 SF
630-D Structural Steel Beams, W6 x 15 (19°9”,20°3”,20°9") 60.75 LF
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16” Angles 14.42 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 6°6™) 2.26 CY
602-A Reinforcing Steel 257.9 Lbs
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[This page left intentionally blank.]
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1-59 Forrest Coumnty Southbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 1

/

Collins
EXIT 67-B

2

132

University of

Southern Miss.
EXIT 67-A

ke 105k 10k 105k 13,35 105k 13,45k 104 [7.5k 104 9.9 k13, 4541254

N

ir_

e0.5 e 71

605
574 L 316— k104t 356 | 57.4
2': 188 42
265k 108.6 133517 1-k— 26 5—3
k17 85—k a4 de13gok— 49—k 4754
56.9 h——31.8—shk104 36.4 A 56.9
192

12.0" Radius, 2.0" Border, White on Green;
“Collins™ E Mod; “EXIT &67-B" E Mod; “University of” E Mod; “Southern Miss”™ E Mod;
“EX¥IT 67-A" E Mod;

sgnid] i7ased SignStock Nmbe frz2ia Slgn Helght in: 13
Sign IME Barcods: Sign Width in; T VARIABLE COLORS
mul’l}'“ﬁ'ﬂ'. Famest [1 Instaliation Cale: 0s/16/2008 Baﬂgﬂ.ﬂﬂ Color. Freen .H.HD LEGE HD
Route 1d- Fa Sureey Date: @ Legend Color: Tynie
segn 12371 S5ign Name: PHOTO REQURED
Sagin Lat: 31365063
Eegin Long: -E8 227629 [ Fiazner
Sign Route Director: Eouth Bound [] Replace Sign
Sign Face Dirzctior: farih [ 5tgr Support Camage ... |
Slgn Support Type: [-Beam - Single Sion [ sign camags - T &7-B
Sign Support ot | | University of |
Sign Legand: Faling EXIT 67-5 ¢ Universsy OF Soulham Mss EXIT 67-4 Southern W sil
Sign Comment: HEEDS THE FOOTING RESET RATRINA . e

This sign requires new footings for the beams. The existing sign and beams iII be placed on the new
footings

601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 57) 1.16 CY
602-A Reinforcing Steel 130.7 Lbs
630-O Remove and Reset Signs, All Sizes 1 Each
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Sign No. 2
1l:-.Erl—31 .E—l| 9.91:8— -15.1—l|1I:I.E

\EEA
Tl
2 |
223
m SOUTH  [IEg
Hattiesburg &

:

5.0" Radius, 2.0° Border, White on Green;

*EXIT 6TA" E Mod;

12.0" Radius, 2.0° Border, Whnite on Green:

*SO0UTH™ E Mod: "Hatesburg™ E Mod; Standard Ammow Custom 21.07 ¥ 8.5 457

Sign 1| 2346d g Stock Nmbe: f21s Sign Heignt in: 103
sgnincex| o] Barcode: 0 Sign Widih i iz VARIABLE COLORS
County Nmr- Farest[1g] Installation Cate: 122000 | Sackgrouns Color: Breen AND LECEND
Routa Id: fa Sureey Date: [4/04:2008 Legend Colom Junite _— 0
Begn K 1355 S5ign Name: PHOTO REQUIRED
Segin Lat: 31.357550
Begin Lang: ~£8.245360] [ Fasher
Sign Route Direction: Eoulh Boung [] Replace Sign
Sign Fase Cirection: fiorin [ =kgn Support Camrage ==
Sign Support Type::m [ =ign camage 2z
sgnsweaters[ 4 Hattiesburg
Sign Legend: FxIT 67-A US 43 S0UTH HATTIESEURG NEXT RIGHT T

Sign Comment: NEEDS A KEW OVERLAY AND HEEAMS AND RELOCATE FOR

R

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
It will be located south of existing sign on south end of bridge. The Hospital Symbol (D9-2, 30”x30") will
also be required.

202-B  Removal of Sign Including Post & Footing 1 Each
630-A Standard Roadside Signs, Sheet Aluminum, 0.125” Thickness 6.25 SF
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted  165.0 SF
630-D Structural Steel Beams, W8 x 21 (21°9”,22°9”)) 4450 LF
630-E Structural Steel Angles &Bars, 3 1/2”x 3 1/2”x 1/4” Angles 9.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 5) 1.16 CY
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602-A Reinforcing Steel 130.7 Lbs
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1-59 Forrest Coumty Southbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 3

13

—13

b 75— 54,13

£.00" Radiuz, 1.50" Border, White on Gresr
TEXITT E Modt "ETAT E Mod; Arow 133 - 300007 457

sone] etdaed Sgnsocknmbefizza | Sgn Heignt in: e [ .
. Baode | Sgniwanm = VAFIABLE COLORS
County Nmir: Forest[ig] Installalion Date: paveazane | Sackground Color freen AHD LEGEHD

Routz o Fa Survey Date: [[1:01/2005_| Lagend Color: [Anite e
Begin K 13483 Sign Mame: PHOTO REGUARED
Segin Lat: 313542210

Begin Lang: “Es 34723 [ Fizsner

Slgn Route Dirsclion: Eaulh Beung [] Replace Sign

Sign Face umm::@ [ =ign Support Camage =
St Support Type [Beam -Srgesign ] [ Swnoemage
signswppotont g
Sign Legand: EXIT §74 DIR S0RE ARACW
Sign Comment: NEEDS & NEW CVERLAY AND EXTRUSION AND FEEAMS Ka]

This sign requires new overlay and extrusions. MDOT to set new |-Beams.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted ~ 45.00 SF
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1-59 Forrest Coumty Southbound Notice to Bidders N0.1128 -- Cont'd

1E63 L 8 L 17.38
b 4.5 33 dzzh =5 bzs—

£.00" Radus, 1.50" Border, Whits on Srean;
"ExXIT E Mod; 50 E Miod Anow 133 - 30.00° 457;

S I 23579 Sign Stuck Nmbe f7zg Sign Heignt 1n: = W :
signingex| 1o Baode: [ a0 Sign widih in: )| VARIABLE COLORS
County Mmbr: Forest [1 Installation Cate: p2iase2a0d Background Solor [Breen AHD LEGEHD
Foouta I Survey Date [11:01:2005 Legend Color [inite
Segrn K 10,26 =5gn hame: PHOTO REQUIRED
Segin Lat 3126153
Begln Long: ~£9.32a7E]] [ Fasner
Sign Route Dirzction: Eaulh Bound [ Replace Sign
Sign Face Directior: Jarin [ Sigr Suppart Damage ... |
Sign Supgort Type: [-Beam - Single Sign [ sign camage =
signsuppotcrt 4
Sign Legand: EXIT 50 SORE DIR. ARACW
Sign Comment: NEEDE & =W OVERLAY AND NEVW EXT AND -BEAMS WATH

This sign requires new overlay and extrusions. MDOT will set new I-Beams.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted ~ 30.00 SF
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Tom

Camp Shelby
Gulfport

EXIT §9

Sign No. 5

A

ah-13 258

dya 1525

A

TE B8
BT
el

b—1a sa—db 1oLtz rsdbraosd bz sad— s — L 45 Lg3 254
1

r—
N
h—15 38— 15—k

a8 RNTIREY, T ——— 35 4 48
17 12— 55 2B hiaze-h 7028 d1722
4478 A 4.1 L 3478
1263 ok 3179 10—k 7 4 1263

12.00" Redus, 2.00° Eorder, Whis on Grasr;
TS E Mod; “Camp Shalby” E Mod; "Gufiporm E Mod; EXIT 857 E Miod;

Sign | 252361 Sgn Stock Nmbe fi7a1e Sign Heignt in: 120 [ .
sign 'ME Barcede: [ and Sign Widih in: prel WARIABLE COLORS
County Mmbr: Forest[1€] Instaliabion Date: f302/2005 | Background Color Breen AHD LEGEHD
Route Id: Fa Survey Dale- [3022006 Legend Color. juniie S—
Begn K. 5.3 Sign Mame: PHOTO REQURED
Begin Lak: 31.250730
Begin Lang: ~E8 331020 [ Fasner
Sign Route Dirzction: Eaulh Beung [] Replace Sign
Sign Face umm::@ [] =ign Support Camage ==
Sin suppen e [Ben-srgesg | ] swroamage
sgnswppotcnt 4
Sign Legend: To US 43 Camp Shelby  Guifpart EXIT 52
Sign Comment:

This sign requires new 1-Beams. 1-Beam Lengths are estimated, the contractor will be responsible for
performing field survey to determine exact beam length required prior to manufacture

202-B  Removal of Sign Post and Footing 1 Each
630-D Structural Steel Beams, W6 x 15 (22°9”, 23°9”) 46.50 LF
630-E Structural Steel Angles &Bars, 3 %4” x 3 %" x ¥ Angles 8.17 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5) 1.04 CY
602-A Reinforcing Steel 116.9 Lbs
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Sign No. 6

96

13.5"—31.5—* 10 I'—ZT—'I'IE.E

30—

8.5

:

1541133
124 16.3

m EAsT [EE
Lucedale [H¥E
g e

13,9k 125 15k 125k 15k 12— 35—d13.3| 9 |10l 11

5.
"

130
6.0" Radius, 2.0" Border, White on Green;

“EXIT 89" E Mod,;

12.0" Radius, 2.0" Border, White on Green;

“EAST™ E Mod; “Lucedale” E Mod; “Mobile™ E Mod;
Standard Arrow Custom 18.0" X &.8" 457

Miss. Gulf Coast

I 75 ke 3E.88 10 e 30.5 ale o £2.1 d 725

—1iz—d—1o—b—13—d
=

- 144
2.00" Radius, 1.00" Boedar, Whils on Blue;
Mizs. Guif Coast” E Mod;
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Sign I
Sign Ingex

County lenhr:.

Foouts |d:

Begin Kt

Sagin Lat

Eegin Long:

Signi Route Dirzcon:
Sign Face Direction:
Sign Support Type:
=ign Support Cnz. |
Sign Legend:

Sign Comment:

1-59 Forrest Coumty Southbound Notice to Bidders N0.1128 -- Cont'd

[ ameq signSeck Mmbe fizaig Sgn Heignt in: 169
: 11 Barcads: 209 Sign Wadih in: 144
Fomest[16] Installation Date: pz/0ge2000 Sackground Color [Zreen
=] Sureey Date: p404/2005 Lagend Color. [Nnle

21.243420

-£2.308220] [ Fasner
Eoulh Bound [ Repiace Zign
@ [ =ign Support Camage ==
[enwigesg ] Oomoomge
EXIT 55 L% 98 EAST LUCEDALE MOBILE DIR ARSOW
MEEDZ ALL MEW OWVERLAY EXT ANMD FSEAMSE MDOT TO ZET|

This sign requires new overlay and extrusions. MDOT will set I-Beams.

202-B  Removal of Sign

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

127

VARIABLE COLORS
AHD LEGEHD

PHOTO REGURED

1 Each
199.75 SF



1-59 Forrest Cosmty Southbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 7
96
13.5"—31.8—-‘110 r—2?—=1'|3.6
- Lq
ERY
E XIT 5 9 ees
o ol
o e
m o) -
EasT [IEE
i
w T —F
_T
i
—
= I ¢
’ &
ucedale [FHE
= =
» 3 e
Mobile R
w
%
i
-
5 _x
- =
3/4 MILE 22
-5
P =]
L J T %
238k 35— k-1gskdk 354k 035
1L 11149 1
=19.9 110.3 =198
k—35.6— 78.8 L 356
b 314—sk 35— kqsk 33z L 313
150
6.0" Radius, 2.0" Border, White on Green;
“EX¥IT 59" E Mod;
12.0" Radius, 2.0" Border, White on Green;
“EAST” E Maod:; “Lucedale” E Mod; “Mobile™ E Mad;
“34 MILE™ E Mod;
Sign Id:: 24341 Sign Stock Nmbe fi7214 Sign Height in: 174 | % =
signince| 11| Barcods: Sign Width in; =l VARIABLE COLORS
CEIIH'[)' smbr: Farmrest [15 Installation Cate [ 1/13:2000 3-3':*?1&“[’ Color. [Sreen HHD LEE‘E “D
Routa 1 Fa Survey Date: [4/2802002 Legend Colos Wnlie
Begn Km: @ 57 L T Il PHOTO REGURED
Gegin Lat 31756500
Eegln Lang: Fo.332a50] [ masner
Sign Route Direclion: Eaulh Bouna [ Replace Sign
Sign Face Dirzchion: Marth [ slan Suppart DaMage .. |
Sign Suppert Type: [-Beam - Mulfiple Sign | [] Sign Damage =
sgnswppetonz] 4
5ign Legend:
Sign Comment: [THIS S5 15 THE TOR SIEH IN THE FICTURE.

128

This sign requires new 1-Beams. |-Beam Lengths are estimated, the contractor will be responsible for
performing field survey to determine exact beam length required prior to manufacture.
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1-59 Forrest Cogmty Southbound Notice to Bidders N0.1128 -- Cont'd

630-O Remove and Reset Signs, All Sizes

630-D Structural Steel Beams, W10 x 22 (30°10”,31°10”)
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16” Angles
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 5.5)

602-A Reinforcing Steel

129

1 Each
62.66 LF
7.75 LF
1.28 CY
296.3 Lbs



1-59 Forrest Cosmty Southbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 8

1
/|

L 11,6k-13.4=k-10-k-13.4- 11 5
g

Purvis 8
New Orleans 98

-
Bl

k—16.4—sk 65 e 107.6 10 5k—16.4—
k—16.4—k 40 134k 78.4 75— 24— k153

6.0" Radius, 1.3" Border, White on Green;
“Purvis” E Mod; “8" E Mod; "New Oreans” E Mod; "898 E Mod;

s zagod SignStmckmmbrfzia | Sign Helgnt in: &= [ -
Sign ingex | 145 Barcode: 204 Sgn Width in; el VARIABLE COLORS
County Mrmbr: Forest [18] Installation Date: pi/i22000 | Sackground Color reen AHD LE GEHD
Fouts 1o 2 Survey Date: 40472005 Lagend Color. Tunie
SEgn KR Sign blame: PHOTO REQURED
Segin Lak: 31207330
Eegin Lang: -E8_ 223860 [ Frasner
Sign Route Dirschion: Eautn Boung [] Replace Sign
Sign Face Dirzclion: Marth [ 5ign Suppart D3Mage ... |
Slgn Support Type: [-Beam - Mullicle Sign [ sign Camage .
sgnspsotont]

Sigr Legend: FURVIS 3 NEW ORLEANS 56
Sign Comment: HEEDS A NEW OVESLAY KATRINA

This sign requires new overlay and extrusions. Existing Contraflow Sign is to be removed and replaced
after the new overlay are installed.

202-B  Removal of Sign 1 Each

630-O Remove and Reset Signs, All Sizes 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 90.00 SF
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1-59 Forrest Cogmty Southbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 9

AT 13 ! 4375 J a7

ST iz gt E275

12007 Radus, 2.00° Border, White on Blus
TPARKINGT E Mog; "ARER” E Miod Standamd Arrow Custom 22007 X 11.357 &5°

Eign 1d ZE-IJ:EE Sign S2ock Nmbe 17214 Sign Hekght in: o

Sgningex| a7y Barcods: o] sgnwdnm eyl VARIADLE COLORS
Cl:l.lrl'" smior Fomrest [16 netallation Cale: p7en200s 53(1‘;;[:”13 Color Breen n"n LEGE "D
Route Id: Fa Zurvey Dat2: [11:01/2005 Legend Color Wnie -
segn ki 225 Sign Name PHOTO REQURED
Segin Lat 31201550
Eegin Lang -£8 23732 [ Frasner
Sign Roube Direction: Eguth Boung |:| Faplace Sign
Sign Face Dirzclion: farih [ =igr Suppart Damage s=

Sign Support Type ml [ sign camage -
Sign Support Cnt —:|
Sign Legand: PARKING AREA GORE
Zign Comment: NEEDS A KEW OVERLAY KATRIMA EX12

This sign requires new overlay and extrusions.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 96.00 SF

131



1-59 Forrest Costy Northbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 10
‘13.4T—31_8—1 89 r—2?.5—T13_4a
uy
= (e}
L

114

South Hattiesburg

k15, 4 -sbe1 5 k-2 o 465 o1 2 o 35 7 g gk 40 e 14
86.4

2/3 :
5 MILEE -
1
=
L J i
117 ke 36 k 117
1835k 70.5 15—k 147 d18.3
91.9 y 38—k 5333 L 918

270
6.0" Radius, 2.0" Border, White on Green;

“EXIT 80" E Mod;

12.0" Radius, 2.0" Border, White on Green;

“South Hattiesburg™ E Mod; “2/3 MILE™ E Med;

Sign It | 34961] Sign Stock Nmbe: 214 Sign Heght in: 13

Sul'l "-m:'ﬂ Barcode: W SE" Width - 774 1-Jﬂrllﬁ|:lL[ ':::D LDHS
County Nmr: Forest[15] Instaliation Dates [igri4noer | Sackoround Color Ereen AND LEGEHND
Roube 1d: Fa Survey Date: p4004/2005 Legend Color: [Whnie
segn S444 Sign Name: PHOTO REQURED
Segin Lat: 31.243350
Begin Lang: -£8.323171] [ Flasner
Sign Rioube Direclion: Maorth Sound [] Replace Sign
Sign Face Direction: Eouth [ sign Supgert Camage ==
Sign Support Type: [-Beam - Single Sign [ sign camage e
Sign Support Crt |

Sigr Legend: EXIT 60 US 11 S0UTH FATTIESEURE 203 WILE
Sgn Comment: NEEDS ALL NEW OVERLAY EXT AMD FSEAMS MOOT SETTIN

This sign requires new overlay and extrusions. MDOT will set new I-Beams and has removed old sign..

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted  233.75 SF
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1-59 Forrest Cosmty Northbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 11

William Carey
College

EXIT 60

/|

13,8k 9.9k 11,35k 133k 10k 134k 124

)
B

w164 16.53—
52.8 & 74.5 4 528
60 | 318 g9k —18.4— 50.9
180
9.0" Radius, 1.5" Border, White cn Green;
“William Carey” E Mad; “College”™ E Mod; “EXIT 60" E Mod;
sgnid] oesed SignStockNmbefrzie | Sign Helgnt in: = W .
signingex:| 201 Baodz [ a3nd Sign Widih in: eyl WARIABLE COLORS
County Mmer: Forest [18] Imstaliation Date: fovagiiage | Sackground Color Freen AHD LEGEHD
Feoutz 1t Fa Survey Date: lanar2005 | Legend Color: [unite
Begn 2004 Sign hlame: PHOTO REQURED
Begin Lak: 212527
Begin Lang: ~E9.331860] [ Fazner
fign Route Dirzclior: Morth Sound [] Repiace Sign
Sign Face mmm::@ [ sign Support Camage ==
Sen support Type [Rean Srgesgr ] [ sgnoemeee -
Sgngwppotcnt] 4
Sign Legand: |WILLIAK CAREY COLLEGE EXIT 0
Sign Comment: NEEDS A NEW SET OF I-BEAMS MDOT SETTIN GEAMS KATH
This sign requires new overlay and extrusions. MDOT will set new I-Beams.
202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted  105.00 SF
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Sign No. 12

/|

1 e oo a3 ook e 17 5 bt et e 13 2ebi ket 3 ke 12 54
k 132

University of

Southern Miss.
EXIT 67-A

2

Collins
EXIT 67-B

L ses—4& 1085 Lizgdtri-d— s
175~k 34 b1334 291 b i7.5s
6D b a1a—dod— 354 L 5.9
2' 188 '2
£0.3 L 71 i £0.3
4 s p—dipd—sap—A— i ——

132

12.07 Radius, 2.07 Bordier, White on Gresan;
“Unrearsity of E hod; “Southam Misz" E Mod; "EXIT 67-A7 E Mod; “Colling” E Mod;
“EXIT 67-B" E Mad;

Slgn 1] 1@ Sign Stock Wmbr 7214 | Sign Height In: 13 = Z
Sign ingex: | 2] Barods: d  Sgnwainm: gzl VARIABLE COLORS
County Mmar: Forest[1g] Instaliation Date: f5Her2004 | Sackground Colon Ereen AHD LE GEMD
Foutz 1d: Fg Sureey Date: @ Lagend Color: Tynie
Begn ki 12577 Sign Name: PHOTO REQURED
Seghn Lat 31350119
Begin Larg: ~F9.351429 [ Faznzr
Sign Route Cirectior: Jorth 5ound [] Feplace Sign
Sign Face Direction: Eouth [ 5¥gr Support Damage ... |
Sign Suppert Type: [FBeam - Single Sign [ 5ign Damage o
sgrowseton] 4
Sign Legend: [iniversty of Souhem Mss EXIT 67-A./ Collns EXIT 678
Sign Comment: NEEDIS A NEV OVERLAY AND EXT FATRINA

This sign requires new overlay and extrusions.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted  176.00 SF
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Sign No. 13

96
R=13.6 1 31.8 T 10 f 27 | 13.6-4

r EXIT 69

Glendale
Eatonville Rd.

5.5k—15—d 85
30

90

ek 14—k 12k —16—k-12-k 16—k 14— g-k-10k-11

N

546 106.8 k 546
55—k 126.4 15—k 346 195
101 de14—d 101
216

6.0" Radius, 2.0" Border, Whits on Green;

“EXIT 83" E Mod;

12.0" Radius, 2.0" Border, White on Green;

“Glendale” E Mod; “Eatonville Rd.” E Mod; Standard Arrow Custom 18.0" X 9.4" 45°;

Sign It | 2256 ign Stock Nmbe f21a | Sign Heignt in: 120]

san IME T Sign wdtn prefl VARIABLE COLORS
County Mmbr: Famest [1 Installation Date: [ oeosi1eoa Background Colo Ereen NHD LEGEHD
Fouts 1d: F3 Sureey Date: 100112008 Legend Colon Whiie - .
Begin Knt 16 254 Zign Name: PHOTO REQURED
Segin Lat 21373120
Eegin Lang: “E0.32570] [ Fasner
Sign Route Dirzction: arih Seuna [] Replace Sign
Sign Face Dirzction: Eaulh [ Sign Suppont Damage ... |
Sign Support Type: [-Beam - Mulliplz Sign [ sign camage w=
Sign Support St | ]

Sign Legend: EXIT 69 GLEMDALE EATONVILLE RD. DIR. ARROW
Slgn Comment: NEEDIS A NEW CVESRLAY AND 3 PIC EXT KATRINA 8X18

This sign requires new overlay and extrusions.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted  155.00 SF
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Sign No. 14
a 11
() 17
Eatonville
() Ej
Hattiesburg [
Laurel 1
\ A1
F—14.5 | 88 e 12 e 53.3 & 21.4
353 | 735 k113
17.8 ) 38.4 sk 3459 e 14.5 4 14 4—
120

6.0" Radius, 1.3" Border, White on Green;
Standard Arrow Custom 220" X 88" 90° “Eatonwille” E Mod; “Hattiesburg” E Mod; “Laurel” E Mod;
Standard Arrow Custom 14.5" X 88" 0%

Sign It | 22579 Sign Stock Nmbe f21a Sign Heignt i & I ;
Sign Ingex | 27| Barcode: 0d Sign Width in: = VARIABLE COLORS
County Mmor: Famrest [1 Insiallation Dates % Sackground Color [Zreen AHD LEGEHD
Foute 1d: Fa Survey Date: flimir2005_| Legend Color [ynie EE
Begn Km: 170 Sign Name: PHOTO REQUIRE
Segin Lak: 31 360720
Begin Lang: 89 322250 O Fizsner
Sign Foube Direcion: Marth Sound [] Replace Sign
Sign Face Direction: E [] sign Suppor Damage -
sin st ype [pem -Srgesign | [lswnosmae
sgnswpotcnt[ g
sign Legend: RAROW UF EATONVILLE HATTIESSURG LAUREL ARROW R
Sign Commznt: HEEDS A NEW CWERLAY KATRINA SX10

This sign requires new overlay and extrusions. This sign is located in the interchange at Exit 69.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 50.00 SF
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Sign No. 15

1-59 Forrest Cossty Northbound Notice to Bidders N0.1128 -- Cont'd

Eastabuchie =p

-—B—J:—B—!L—B—h
-—?,9—-L—8,1—-L—8—-
24

13

76.6

3.0" Radius, 1.0" Border, White on Green;
“Eastabuchie” E Mod; Standard Amow Custorn 13.4" X 8.0" 0%

120

amla::E Sign S0ck Wmbr a4 Sign Heignt in; 2]
Sign Inn&x::E Barcods: Sign Widih in: 133
DZIIJFIZ}' smior: F|:||'|"E5t[15] Installation Date: Qorasy{ 399 33':*?1}'.“[’ Color [3reen
Routz 1d: Fa Sl.ll'l'E'!f Cates pi/34/2002 LEgE"I{I Colon |Wnle
Segin Lat: 31 430500)
Eegin Long: -£9.314521] [ Flasner
Sign Route Dirzcbion: Marik Sound [] Feplace Sign

Zign Face Direction: Eouth

[ sign Support Damage -

Sign Support Type: [-Beam - Single Sign [ sign Camage

Sign Support Cnt |

B

Sign Legand:

Slgn Comment:

VARIABLE COLORS
AHD LEGEHD

PHOTO REOURED

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
The sign is located in the interchange at Exit 73.

202-B  Removal of Sign

1 Each

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 20.00 SF

630-D Structural Steel Beams, W6 x 9 (13’9”, 14’9”) 28.50 LF
630-E Structural Steel Angles &Bars, 3”x 3”x ¥4 Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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1-59 Lamar Coaoity Southbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 1
192
r—‘I?.B | a4 | 13.3 f 481 ¥ 17.8—
F 26.5 e 1086 * 13.3—“—1?.1—’1‘—26.5—-
Fa ™|

University of
Southern Miss.

60

36.4

fftas
feu]

k—47.4—k g 9-k-13.8-k-13.3-L 11,94 11,6413 4-d10-k-13 4L 11 64

N\

=—17.4 \ 88.5 4 133 e 55.5 4 1?.3—J
= 58.8 = 31.6 A 15.1 A 27.8 -L 58.8 1
6.0" Radius, 1.3" Border, White on Green;

“University of” E Mod; “Southern Miss.” E Mod;

9.0" Radius, 1.5" Border, White on Brown;

“Longleaf Trace™ E Mod; "EXIT 65" E Maod;

sgnic] geoszd Sign Stock Nmbe faig Sign Heght in: 14
signincex | 17| Barcods: Zign Widih in; el VARIABLE COLORS
County Mmar: Lamar [37] Instaliation Cate: 0a1 02005 Sackground Color Breen AHD LEGEHMD
Route I Fa Survey Dale: [4/04/2006 Legend Color [Whiie
segn S Sgn Name: PHOTO REQUIRED
Segin Lat: 31337850
Begin Lang: -Eo 352350 [ Flazner
Sign Fioute Direction: Eouth Bound [] Replace Sgn
Sign Face Cirsction: @ [ sign Support Damage =
Sign SLppu‘tTypefMl [ sigr camage -
Sign Support Cnt :—zl

Slgn Legend: INIVERSITY OF SOUTHERM MISS LONGLEAF TRACE EXITH
Slgn Comment: NEEDS UP SIZE HBEAMS KATRINA

s

This sign requires new 1-Beams. 1-Beam Lengths are estimated, the contractor will be responéible for
performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Post and Footing 2 Each
630-O Remove and Reset Signs, All Sizes 1LS

630-D Structural Steel Beams, W8 x 21 (22797, 23°9”) 46.50 LF
630-E Structural Steel Angles &Bars, 3 1/2”x 3 1/2”x 1/4” Angles 10.17 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 57) 1.16 CY
602-A Reinforcing Steel 130.7 Lbs
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1-59 Lamar Coanty Southbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 2
114
E—ZE—T—E'I.B—TE.’BT—ZH.S—T—ZE—F
Fa NEEE
3%
EXIT 51 &
_cfa_“'-ﬂ.
< w
N
2
-+
B
BE:
L]s
1
_| —
© o
11
Vs
L 3 4

I\

315k 45 &
k183 77.4 183
L—SD.E—J'HL—15 a8 333
£.0" Radius, 2.8 Border, White on Green;
“EXIT 51" E Mod;

12.0" Radius, 2.0" Border, White on Green;
“Purvis” E Mod; “1 MILE™ E Mod;

|
w
=
@
x

Sign It | 25544 Sign Saock Nmbe 214 | Sign Heignt in: i -
signincex | 17q] Barcode [ aod Sign widih in: = ARIABLE COLORS
County Nmr: Lamar [37]  Instaliation Cate: 20202000 | Sackground Coler reen AHD LEGEHD
Fouta I pa Survey Date: f404/2005 Lagend Color. [nie N £
Begin K 1773 Sign Mame: FHOTO RECIARE D
Sagin Lat: 31.155230
Begin Lang: 5926010 [ Flazner
Sign Route Dirzction: Eoulh Boung [ Replace Sign
Sign Face Direction: farin [ sign Suppor Damage =
Sign Support Type: [-Beam - Single Sign [ sign camage ==
B —
Sign Legand: EXIT 51 M2 588 PLUAVIS 1 MILE
sign comment: FIEEDS & NEW CWEALAY FATRINA

This sign requires a new overlay and extrusions.

202-B  Removal of Sign 1 Each
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|_59 Lamar Co,gmtv Southbound Notice to Bidders No0.1128 -- Cont'd

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted  114.00 SF
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1-59 Lamar Coggity Southbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 3
w
I N
umoper N 3
o o
_'*_ w
New Orlear :
w Orleans :
1
N\ /I
k—16.8— 1111 o 608 k10.5k—16.5—
k—16.8— 40 13,4k 78.4 265 24 k—16.8—
216
6.0" Radius, 1.3" Border, White on Green;
“Lumberton” E Mod; “9" E Mod; “New Orleans " E Mod; 92" E Med;
sign 1t ] 2552 gn Stock Nmbe f21g | Sign Hegnt in: &
= | . VARIABLE COLORS
Igm Ind&u._ 1@ Barcode: Sign Width In: 1
County Nmor Lamar [37] Instaliation Date: [21v2000 | Sackground Color Breen AMD LE GEHD
Route Id: fa Sureey Date: [i 10012005 Legend Color. [white N
segn 14473 LS T FHOTO REOURED
Segin Lat 31123321
Begin Lang: ~E8.375410 [ Fianer
Sign Route Direction: Eouth Boung [J Renlace Sign
Sign Face Dirzclion: | [] sign Supgor Damage ==

[arth
Sign Support Type: [Beam - Mulipie Sign | [ Sign Damage -
Slgn Support Cnt ﬂ
Sign Legend: | UMBERTOMN 9 NEW ORLEANS 82
Slgn Comment: MEEDS & KEW DVERLAY KATRIMA 5EK13

This sign requires new overlay and extrusions. Existing Contraflow Sign is to be removed and replaced

after the installation of the new sign.

202-B  Removal of Sign
630-O Remove and Reset Signs, All Sizes

1 Each
1 Each

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 90.00 SF
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1-59 Lamar Coamty Southbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 4

30

1-13.5-1!—31.6—\110.1[‘—21.4—11-13.44-
Fa |

k1585
e

6.5

114

Lumberton

15, 1ok 15—de- 12k 15—k 12— 35— 7 gl gl 1pa 114
86.4

1 %
MILE 2
I —
1
.
~
|
69 Ak 36 AN 69
— 20 3—oh 1334 k203
606 44 5|-(—15 MR ¥ S— 60.6
' 174

6.0" Radius, 2.0" Border, White on Green;
“EXIT 41" E Mod;

12.0" Radius, 2.0" Border, White on Green;
“Lumberton” E Mod; “1 MILE™ E Mod;

Sign It | 35608 Sign Stack Nmbe: 214 Sign Heignt in; 120]

signingexc [ ag| Barcod=: [ 30 Sign Width in: 7=l VARIABLE COLORS
County Nmbr: Lamar [37] Installation Cate: f2/19/2000 | Sackground Color reen AHD LEGEHD
Route 1d: Survey Date: p40d/2005 Legend Color: [whnle
Begn e 150 Sign blame: PHOTO REQURED
Segin Lat: 3101880
Begin Lang: -£9.410347] [ Flasner
2ign Route Direction: Egulh Bound [ Replace Sign
Sign Face Direction: Jarin [ =ign Support Damage =
Sign Support Typer [-Beam - Single Sign [ sign camage a=
Sign Support Cnt |

Sigr Legend: EXIT 31 M3 13 LUMBERTON 1 MILE
Sign Comment: ]IEEDS A NEW CVERLAY AND NEW -BEAMS FATHAINA

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
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|_59 Lamar Co,gs}tv Southbound Notice to Bidders No0.1128 -- Cont'd

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

630-D Structural Steel Beams, W 8x 21 (21’97, 22’9”)

630-E Structural Steel Angles &Bars3 ¥%2"x3 %2”x ¥4” Angles
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5%)

602-A Reinforcing Steel

143

1 Each
156.50 SF
4450 LF
9.42 LF

1.04 CY
116.9 Lbs



1-59 Lamar Coaeity Northbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 5

162

13.6 I"(—41 .EI-—"I 9.9 r—ZT.ﬂ—iT(ﬂ 5-’1‘5— 40.4—’1 13.5

EXITS 65 A-B

15
B.
30

#

15133
124 16.3

X
S
o
—
b
o
[ar]
[ar]
—
m West [IEE
—T
[n]
—
. %
Columbia [RiE
4 > | 2
- @
-
H d St &®
[(s] -
o
a r y - 4
[at]
—
¥ _l
— -
1 MILE i
—+ T
o
M=
L ..‘ Y
k—313—k—— 35— k18- 158 | k—265—d—313—
31
L—23.4 é 1151 é 23.5—"l
k-20.8-4 72.9 e 16-sk—31.5—sk-20 8-
L 846 ‘-J I"-15 A 33.3-‘1(—54.6—)]
6.0" Radius, 2.0" Bdtder, White on Green;
*EXITS 85 A-B™ E Mod;
12.0" Radius, 2.0" Border, White on Green;
“West™ E Meod; “Columbia™ E Mod; “Hardy St.” E Mod;
“1 MILE" E Mod;
sign I | 25119 Sign Stack Nmbe: fz1a Sign Heignt in: 163
sign |ME Barcads: Sign Wdih in: ypll WARIABLE COLORS
Gourt)'llrmc I_,ajﬂarp Instaliation Date: ! ID0I00 Ba.-:tgnnﬂ Colon Breen HHD LEEEHD
Route 1d: Fa Sureey Date: @ Lagend Color: [unie
Begn e 2310 PSS TRl FHOT0 REQURED
Gegin Lat 31301220
Begin Lang: “£9.352360] [ Fizsner
Sign Route Cirechon: farih Sound [] replace sign
Sign Face Directon: Eouth [ sign Suppor DEMage .. |
Sign Support Type: [-Beam - Single Sign [ sign camage .
sgnswppotcns] g
Sign Legend: EXITS E54-8 US 3 WEST COLUMEIA HARDY ST 1 MILS
Zlgn Commert: IEEDS ALL NEW EXT AND OWERLAT FATRINA

This sign requires new overlay and extrusions.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 202.50 SF
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|_59 Lamar Co,lgnty Northbound Notice to Bidders No0.1128 -- Cont'd

Sign No. 6

Military Order
of The
Purple Heart

Memorial Bridge

/|

k-12.3-k-13.4d g g-k—13.4-k 104133k 10-k—133-12 4

108

N\

263—k B1. k133 563 263
69.1 A7 Nome=13 ke 353 & 69 1
345 65. de 13,45k 556 e 3456
—155 938 L33 659 k—15.5—]
204

12.0" Radius, 2.0" Border, White on Blus;
“Military Order” E Mod; “of The™ E Mod; “Purple Heari” E Mod; “Memorial Bridge” E Mod;

Sign Id 25117 Sign Stock Nmbr 7214 Slgn Helght in: 24
sgninsex[ 5 Barcods: Sign Widih in: = VWARIABLE COLORS
County Mg Lamar [37] Installation Date: fiori7i2000 Sackground Colon Blus NHD LEGEHD
Fouts Id: Fa Sureey Date: 4042005 Legend Color [Nhite
Begin kK 23 A0 Sign Mame BHOTO REGUIRED
Begin Lak 31.203350
Eagin Lang -£9.362350] [ Fiasnar
Sign Rouke Direcliorc Morth Sound |:| Replace Sign
Sign Face Dirsctior: Bouth [ =ign Support Damage ==

Sign Support Type [-Beam - Single Sign [ sign camage -
Sign Support ot :'
Sign Legend: MILITARY QFRDER OF THE PURPLE HEART MEMORIAL BRIDY
2ign Comment: NEEDS MEW CVERLAY

This sign requires new overlay and extrusions.

202-B  Removal of Sign
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

145

1 Each

153.00 SF



|_59 Lamar Co,lgﬂ_tv Northbound Notice to Bidders No0.1128 -- Cont'd

Sian No. 7
Longleaf Trace 1l
Jackson Rd. Station H
26.9 ! 53 l B 334 251 IE—’Iﬁ.E —

3.0" Radius, 1.0" Border, White on Brown;
“Longleaf Trace” E Mod; “Jackson Rd. Station” E Mod; Standard Amow Custom 21.0" ¥ 8.0" 457

Zign 1|

Sign Ingdex:

County Mmbr
Raube 1o

Begin K

Segin Lat

Begin Lang

Slgn Roube Direchon
Sign Face Directon
Sign Support Type
Sign Support Cnt
Sign Legend

Sign Comment

25155
Lamar [37
=]
25837
21323350
-89.351967]
plorth Sound

Eoulh

Sign S20ck Nmbr
Barcods:
nstallation Cate
Sureey Datz

(7214

DOAIDNDO00

D4/04:2005

Sign Heignt in:
EiE Sign Width in:

£
165

Sackground Color. Brown

Legend Colon. Nhite

Sgnnane

[ Frasner

Replace Sign
O a

[ 5ign Suppart D3Mage ... |

[ 4

[Frost - Single Sign [ sign camage 2

LOKGLEAF TRACE JACKSON RD. STATICIN DIR ARROW

MEEDSZ & KEW CVERLAY AMD LSEAMS KATRINA

VARIABLE COLORS

AHD LEGEHD

PHOTO REGUIRED

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted
630-D Structural Steel Beams, W6 x 9 (14°9”,15’9”)

630-E Structural Steel Angles &Bars, 3”x 3”x 1/4 ” Angles
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.0%)

602-A Reinforci

ng Steel

146

1 Each
42.00 SF
30.50 LF

9.00 LF
0.93CY
56.5 Lbs



1-59 Lamar Coasity Northbound Notice to Bidders N0.1128 -- Cont'd

EXIT 65 A

Sign No. 8
I: 52 'y 31.75 N 10 l:-gz 4825 T 52 ;
r—1?.?£ " o 13.38 49.13 T 1?.?5—1
r—26.5 T 108.63 T 13.25-1-—1?.13—1-— 2!’:‘.5—1
]
L L] _;:
University of o
. 5
1T 8 !
Southern Miss. HE
4
:E
o
uw

13.38+k—15

Longleaf Trace
EXITS 65 A-B
N\

—17.38— 88.5 sh-13 354 55.38 h—17 38—
7863 41,63 sk 10-s——27 75 15—k 40.38 h—— 26 53

5.00" Radius, 1.50" Border, White on Green;

“University of E Mod; “Southern Mizs.” E Med; "EXIT 854" E Mod;

59.00" Radiuz, 1.50" Border, White on Brown;

“Longeaf Trace” E Med; "EXITS &5 A-B” E Mod;

b-1g3e-d-10-d 137513251263

bisgad—15—h— 743
g6

\

Sign 1] 251@ Sign Sdock Nmbr; [f214 Sign Helght In: 114
Sign Inu&x:iE Barcods: 03 Sign Widih in: ] VARIABLE COLORS
DZIIH'[)' smior: Lamar |3.- Installation Dal2: OOAooAIa00 ﬂal:*mu"lﬂ Color [2reen n“n I.EGE "n
Foutz [0 Fa Zurdey Date: [4:04/2008 Legend Color [unite
segn == S Name: PHOTO REQUIRED
Begin Lak: 21311220
Eegin Lang: ~£9 352260 [ Fasner
Sign Route Cirzction: fiorik Sound [ Replace Sign
Sign Face Dirzcion: Bouth [] Sign Suppar D3M3ge . |
Slgn Supgort Type: [-Beam - Single Sign [ sign camage .
signsppotonr] 4

Sign Legend: NNVERSITY OF SOUTHERN MISSISSIPR EXIT 65-A 1216
Sign Comment: NEEDS UP SIZE FBEAMS TO 218 KATRINA

144

This sign requires new overlay , extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
The Existing sign has been changed since the inventory photograph was taken.
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|_59 Lamar Comtv Northbound Notice to Bidders No0.1128 -- Cont'd

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

630-D Structural Steel Beams, W8 x 21 (25’3”, 26°3")

630-E Structural Steel Angles &Bars, 3 %2” x3 %2” % Angles
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 5.507)

602-A Reinforcing Steel

148

1 Each
208.00 SF
57.50 LF
10.17 LF
1.28 CY

144.4 Lbs



1-59 Lamar Cetmty Northbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 9
186
'—26—'1'—41.E—jE.Hr—E?—T—15—T—4D.4—T—25.9—t
T
EXITS 67 A-B B
@
Hattiesburg KE
_"_
Jackson $
- _"-_u
| MIEE 3%
N\ B
k 75 36—k 75 .
19,5k 147 k1954
(T, Y — 1013 e 403
| 66.6 d kq5ok—333—k 66.6 |

6.0" Radius, 2.0° Border, %Phite on Green;

“EXITS 67 A-B" E Mod;

12.0" Radius, 2.0" Border, White on Green;

“Hattiesburg” E Mod; “Jackson” E Mod; 1 MILE" E Mod;

Sign It | 25124] Sign Stock Nmbr 214 Sign Heignt in: & [ :
sgnineex[ o Bacodz [ 209 Sign Width in; = VARIABLE COLORS
County Nror Lamar [27] Instaliation Date: pavaaiiges | Sackground Color [ereen AHD LEGEHD
FRouts 1a: Fa Survey Date: fAI42005 | Legend Coler: [While R X
Begin Knt 2759 Zign Mame: PHOTO REQURED
Segin Lat 31341750
Eegin Lang: “E025030] [ Fasner
Sign Route Dirzcbion: Jarih Sound [] Replace Sign
Sign Face Directon: Eauth [ Sign Support D3M3ge ... |
Slgn Support Type: [-Beam - Mulligle Sign [ sign camage >
signswpotcont
Sign Legend: EXITS €7 A5 US 49 HATTIESEURG JACKSOM 1 MILE
Slgn Comment: HEEDS A NEW OVEALAYAND EXT LD TOP RATRINA

This sign requires a new overlay and extrusions. The Camping Symbol (D9-3, 30”x 30”) will also be
required.

202-B  Removal of Sign 1 Each

630-A Standard Roadside Signs, Sheet Aluminum, 0.125” Thickness 6.25 SF
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 208.00 SF
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1-59 Jones County Northbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 1

11.9 L. 36.3 11.8
12.1 35.8 i 121
&0

3.0" Radius, 1.0" Border, White on Green;
“Jones”™ E Mod; “COUNTY™ E Mod;

Id: 27 Sign Sanck Nk Sign Heght in:
s.g?mfﬂm ? Barcode: = = S:L wEm o : WARIABLE COLORS
County Mmibr: Jones [34]  Installation Date: povand13e9 Background Color [2reen AND LECEHD
Fouta 1d: Fa Survey Date: @ Legend Color [WnHe
Segn 22367 S5gn Mame: PHOTO REQURED
Segin Lak: 31.422000
Eegln Lang: £ 21937 [ Fasner
Sign Fioube Diraction: farth Sound [] Replace Sign
Sign Face Direcion: Eauth [ Sign Suppor D3M3ge ... |
Slgn Support Type: [-Beam - Single Sign [ sign Camage -
snswppetcnt] g

Sign Legend: JOMES COUNTY
Sign Comment: NEEDS ALL NEW OWERLAY EXTRUSION AND I-BEAMS MDOT|

This sign requires new overlay and extrusions. MDOT will set new I-Beams.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 15.00 SF
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1-59 Jones Coungy Northbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 2
1356 ,-—31.8—::01-—2?—1 13.6
D
EXIT 76 [
% [Ts)
| o 1
Hattiesburg - Laurel [§
Regional Airport ik
_‘*_
1 MILE i3
N K
18,1} 147 15 —kgake—15-k 76.8 k18,103
448 L 105.9 gk 88.5 L 448
1236 i_é—m—l—sa.a L 123.6
300

6.0" Radius, 2.0" Border, White on Green;

"EXIT 76" E Mod;

12.0" Radius, 2.0" Border, White on Green;

“Hattiesburg - Laurel” E Mod; *Regional Airport” E Mod; “1 MILE" E Mod;

Sign 12| ms_ﬁ Sign Stock Mmbr 17214 Sign Height in: 144
S ncex [ 774 S P 1 VARIABLE COLORS
County Nmr- Jores 4] Instaliation Cate: fManegy | Sackpround Color Freen AND LEGEND
Routs Id: fg Survey Date: [4004/2008 Legend Color pnite S
Begn K 1584 Sign Mame: PHOTO REGURED
Segin Lat: 31443230
Eegin Lang: EEERE [ Fazner
Sign Route Cirection: fiorth Souna [ Replace Sign
Sign Face mmnum::@ [] sign Support Damage ==
Sign ELPFMWE:'M [ =ign Camage 3z
Sign Suppart Gt :ﬂ
Sign Legend: EXIT 76 HATTIESSURG-LAUREL REGIONAL AIRPORT 1 MILE
sign Comment: NEEDS NEW OVERLAT AND FBEANS RATRINA

This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
The existing Contraflow Sign is to be removed from the existing sign and placed on the new sign.

202-B  Removal of Sign Including Post & Footing 1 Each
630-O Remove and Reset Signs, All Sizes 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 232.50 SF
630-D Structural Steel Beams, W6 x 21 (20°9”,21’3",21°9") 63.75 LF
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16 ” Angles 18.17 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 5.5”) 191CY
602-A Reinforcing Steel 216.6 Lbs
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1-59 Jones County Northbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 3

96

138 r—31.3—1&10T—27—l| 13.6

L1555

Hattiesburg - Laurel

9%

Regional Airport
7

ok 15—k 12k 15k 123k 15—k 16—k gk 10:k114]

k12,14 147 sk 15—k ok 15—k 76.8 k1814
k448 e 105.9 ke 15—k 885 ok 448
142 e 15—k 142
300

6.0" Radius, 2.0" Border, White on Green;

“EXIT 76™ E Mod;

12.0" Radius, 2.0" Border, White on Green;

“Hattiesburg - Laurel” E Mod; “Regional Airport” E Mod; Standard Armow Custom 21.0" X 8.87 45%;

g It ] ms_@ Sign Stock Nmbe {7214 Sign Height in: 144

signincex | 7ee] Barcode: Sign tin el WARIABLE COLORS
County Nmor: Jones [34] Instaliation Cate: 0151997 Sackground Color Ereen AHD LEGEMD
Routz | B Sureey Date: [4004/:2005 Legend Color. Vhite S
Blegh K 3254 Sign Name: PHOTO REQUIRED
Segin Lat: 21463370
Begin Lang: -£0 372061 [ Flasner
Sign Route Cirzction: iorin Souna [] Replace Sign
Sign Face Direchon: Eouth [ sign Support Camage = .
Sign Support T!l'P'Ei:-Elearr - Muligiz Zign [ sign camage - : 3 illrm:::-' i
Sign Suppoet Cnt | |

Sign Legend: EXIT TE HATTIESSURG-LAUREL REGICHAL AIRPORT DIR. &5
Sign Comment: NEEDS ALL NEW OWERLAY AND FBEAMS KATRINA

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to
manufacture.Existing Contraflow Sign is to be removed from existing sign and placed under new sign.

202-B  Removal of Sign Including Post & Footing 1 Each
630-O Remove and Reset Signs, All Sizes 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 220.00 SF
630-D Structural Steel Beams, W6 x 21 (20°3”, 20°9”,21°3") 62.25 LF
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16 ” Angles 18.17 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ X 5.5”) 191CY
602-A Reinforcing Steel 216.6 Lbs
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1-59 Jones Counsy Northbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 4

96

*13.ET—31.B—T1UT—2?—T'13.E"

2910588

Ellisville
] MILE

S
/|

15,12k 15—sk 12k 16—k 12k 35— d7 9k gl 10sk11
86.4

e 17 5 -k 10

k158 5
30

5.5

114

N

055k 35— e 13k 45 ko055
20— 109.8 e—20 1—
486 LﬁL—m | 333 | 486

150

&.0" Radius, 2.0" Border, White on Green;
*EXIT 88° E Mod;

12.0" Radius, 2.0" Border, White on Green;
“Ellisville™ E Mod; “1 MILE™ E Mod;

Id: 20800 SN Stack Nk Sign Heignt in;
Slgr?m E N Barcods: EL o3 S:In wﬂm - :: VARIABLE COLORS
County Mmir: Jones [34] Installation Cate: fO000000 | Sackpround Color: [Ereen AHD LEGEHD
Fouta 1 Fa Zurvey Date: @ Legend Color: [unte
Segn K Eial Sign Name: PHOTO REQUIRED
Begin Lat: 31601200
Eegin Lang: -F9.213300 [ Fasner
Sign Fioube Dirzctior: Maorth Sound [] Raplace Sxgn
Sign Face Direcion: Eauth [ Sign Suppar D3M3ge ... |
Slgn Support Type: [Beam -Single Sign | [ Skgn Damage ==
sgnsgpetcnt] 4

Slgn Legand: FXIT 88 M3 23 M5 538 ELLISVILLE 1 MILE
Sign Comment: NEEDS A NEW OVERLAY AMD NEW |-BEAMS MDOT T0 52T §

This sign requires new overlay and extrusions. MDOT will set new I-Beams.
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|_59 Jones CO'U—DQ\/ Northbound Notice to Bidders No0.1128 -- Cont'd

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 191.00 SF
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1-59 Jones County Northbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 5

96

‘—13.4*]!—31.3—'] 9.9 r—2?.5—=r—13.4-'
Fe N

d—15-lg5
30

6.5

108

Ellisville Blvd.

kb q6—k12sh—1g—kqob— 35— Lgdgdqgbqi

N

N\

93 A 6 X a3
L 185k 109.8 A 15—k 58.9 k188
103 A 16—k 103
222

£.0" Radius, 2.0" Border, White on Green;

“EXIT 90" E Mod;

120" Radius, 2.0 Border, White on Green;

“Ellizville Blvd." E Mod; Standard Arrow Custom 21.0" X 8.8" 45,

zign 1t ] maﬂ Sign Siock Mmbr: 214 Sign Heignt n: 13
sign |m = Barcads: T Sign Wdth in: | VARIABLE COLORS
County Mmr- Jones [34]  Installation Cate: [2724/2000 | Sackground Color freen AHD LE GEHD
Raute 1d: Sureey Date: D4:04/2006 Legend Color: [Aniie A
Begin Km: 26.361 Sign Mams: PHOTO RECHUARED
Segin Lak: 31623360
Begin Lang: -g 1E5230 [ Frazner
Sign Rioute Direction: forth Sound [] Replace Sgn
Sign Face Direction: Fouth [ =ign Support Damage ==
Sign Suppent Type: [-Beam - Single Sign [ sign oamage =
S supportoni 2
Slgn Legend: EXIT 90 US 11 ELUSVILLE ELVD. NEXT RIGHT
Sign Comment: NEEDS & NEW OVERLAY AMD NESDS NEW -BEAMS KATRIY

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
The new sign will be located north of existing sign.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted ~ 186.50 SF
630-D Structural Steel Beams, W6 x 21 (21’3, 21°9”, 22’3") 65.25 LF
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16 ” Angles 13.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ X 5.0”) 1.74CY
602-A Reinforcing Steel 196.0 Lbs
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162

p—10.4 f 4.8 IB.‘.-‘I T1.8 1 194

EXITS 95 A-B

l 12—1—15.4—-:‘—:’4—15—-'&.5
1513 g 30—

e 17k 15, 4

WEST NORTH

84515,

1156
1156

l6th Ave

1 MICE

L 13 4o 15— 12—t —d-qzb— a5 06— 49 3 b—15—de 13 a0 10k-114
BOB

15, 5ok ek

btra—detsaad b—a2a—deqsoodeq2-d | 45.1 L173-d
g e asi— e ag—h—ap—d
L—sss—L 491 g gg— L g
L 54.5 kg5l 333 | 4.6 d

5.0 Radus, 2.0" Border, Wiikd on Green;

SEXITE 95A-E” E Mod:

12.0" Radiuz. 2.0° Border, Whitz on Green;

SWEST E Mod: *MORTH" E Mod; 16th Ave” E Mod; *1 MILE™ E Mod;

ld: Sign Zock Nmhbr Slgn Helgnt in:
o % ? = T Sl urian L COLORS
County Nmbr: Janes [24]  Instaliation Cate- fo0n000d | Sackground Color Freen AMD LEGEHD
Fouts 1o o Survey Date: 4042008 Legend Color: [Wnite R X
Begin K. 32114 Sign Mame: PHOTO REQUIRED
Begin Lak: 3167070
Begin Lang: ~E8. 157500 [ Fizsner
Sign Route Dirzction: Jarin Sound [ Replace Sign
Sign Face Cirection: Eaulh [ sign Suppert Damage . |
Eign Support Type: [-Beam - Singie Sign [ sign camage ==
Sign Support Cnt | q

Sign Legend: EXITS 05 AB WEST US 84 NORTH MS 15 16TH AVE 1 MILE
Sign Comment: NEEDS A NEW OVERLAY KATRIMNA

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
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630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

|_59 Jones CO'U—DQ\/ Northbound Notice to Bidders No0.1128 -- Cont'd

630-D Structural Steel Beams, W6 x 21 (24’3”, 25’3”)

630-E Structural Steel Angles &Bars, 3 1/2”x 3 1/2”x 1/4” Angles
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 5.5%)

602-A Reinforcing Steel

157

195.75 SF
49.50 LF
8.67 LF
1.28 CY
144.4 Lbs



1-59 Jones Coumby Northbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 7

13.6 r—31.ﬂ—"1 10 r—2T—1113-.E

EXIT 97

m EAST

PP S RTINS SR
120

Waynesboro

Chantilly St. 4

14.8korebqpdggabazdh 3 dqaakoad ok

e 55 5k 15— 4T ——se- 15 13 3ok 1 5ok

N

L

65.2 s —L—qa—di .1”;—:35.4 J— 538
27—k 147.8 - 24 B—J'—1E—J'—'
13,94 1168 Lis gz 5—-1.—339—-

222

50" Radius, 2.0° Border, White on Green;

SEXIT 97" E Mod;

12.0" Radius, 2,07 Border, White on Green;

SEAST™ E Mod; “Waynesboro™ E Mod; *Chantilly 31 E Mod:
Standerd Arrow Custom 21.07 X B.37 457

Sign Il:l:: 3.?313 Sign S30ck Mmbr 7214 Sign Height in: 144

Sign Inu&x::E Barcode: 203 Sign \Widih in: | WARIABLE COLORS
County M Jores [24]  mstallabion Date: fooomodod | Sackground Colon Ereen IND LEGEND
Routz Id- B Zurvey Date: [404/2005 Legend Color nie e
Begn ki 37251 Zign Mame: PHOTO REQUIRED
Segin Lak: B
Begin Lang: -£9.11727] [ Flazner
Slgn Route Cirzction: fiarn Sound [ Replace Sign
Sign Face Direclor: Bauth [ sign Supgort Camage == Lol
Sign Support Type: [-Beam- single sign | [ Sign Damage - ) ‘ m Em :
Sign Suppaort Cr::_j I Wayreshars l‘ ¢
|

Sign Legend: EXIT 97 US 84 EAST WAYNESBORE CHANTILLY ST. DIR. ARR
Slgn Comment: NEEDS & NEW OVERLAY AND HBEAMS KATRINA

chantu'.'.a 5t

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 205.00 SF
630-D Structural Steel Beams, W6 x 21 (22°3”, 22°9”, 23’3") 68.25 LF
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16 ” Angles 13.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 5.5”) 191CY
602-A Reinforcing Steel 216.6 Lbs
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Sign No. 8

31

WY N

SEXITT E Mod: *97° E Mod; Armow 133 - 30,07 457

Sign Ik | 37219 Sign Stock Nmbr 214 Sign Heght in: 1 [ :
s ingex [ vz — = S =] VARIADLE COLORS
County Nmbr: dones [34]  Instaliation Date: io0no00d | Sackground Color Freen AHD LEGEHD
Fouta 1d: Fa Survey Date: @ Legend Color: [Whie
Begn Km 37 A0 Sgn Name: PHOTO REQURED
Segin Lak: 1.655500
Eegin Lang: R [ Fasner
Sign Route Cirechon: karih Sound [] Feplace Sign
Zign Face Dirzction: Eauth [ Sigr Support Damage ...
Sign Support Type: [-Beam - Zingie Sign [ zign Damage e
sgnappotont
Sign Legend: EXIT 37 GORE DIR. ARROW
Slgn Comment: NEEDS ALL MEW EXT AND OWERLAY AND -BEAMS KATRINA

This sign requires new overlay, extrusions and I-Beams. 1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (15’9”, 15’9") 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3”x 1/4 ” Angles 4.50LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.0”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 9

102

11.4 r'—3-1.E—T1l]'T—3?.E—111.4

d15-dgs

5

EXIT 104

— [ —

E

Sandersville

b7tk 15— 12— 15— 155 sk 10 k1 1

b—18.3 155.5 18,3~
28 15—k 25
192
£.0" Redius, 2.0° Border, Whits on Green;
EXIT 104" E Mod;
9.0" Redius, 1.5 Border, Whits on Green;
*Smndersville” E Mod, Stendard Armow Customn 21.0° ¥ 8.8 457
Sign "I:E Sign Stock Mmb fz1g Sign Heignt 1 [ :
signingex | 112q] Barcods: 0 S wathn g WAAIABLE COLORS
DEIIH'[}' smor: Janes |34] Installation Cates paiies2oo 33':*?1}“’1[’ Color. [Sreen M!D I'.EE'E "D

Route Id: Ba Survey Date: [4004/2006 Legend Color: fwnite

Begin K 49067 Sign Name: PHOTO REQURED

Begin Lak: 31760321

Eegin Lang: -89 055730 [ Fraznzr
ign Route Direchion: Marth Sound [] Feaplace Sign
Sign Face Dirsction: Bouth [ sign Support Damage ==
Sign Support Type: [-Beam - Singls Sign [ sign camage .
Sign Support Cnt: j
Sign Legend: EXIT 108 SANDERSVILLE  DIR. ARROW
Sign Camment: NEEDS & NEW OVERLAY WATRIMA

This sign requires a new overlay and extrusions.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 109.25 SF
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1-59 Jones Coumty Southbound

Sign No. 10

4 Meridian

< Hattiesburg

R S - S
i

h— 5 3—J 5.3 L—?’ DT —-T 5o

"-E.1-'LE.3-J"—E|.5 53.4 L 0.8
ks gd-g.q—d—g—d T34 L1054
106
3.0" Radiuz, 1.0° Border, White on Green;
Standard Amow Custom 7.0° ¥ 6.07 90°% “Meridian” E Mod;
Standard Armow Custom 9.4 ¥ 547 1807 “Hattiesburg™ E Mod:
Sin |-::'E Sign Sanck Nmbe fzia Sign Helgnt in: e
Sign Inu&x:fj Barcode: 203 Sign Widih in: gl VARIABLE COLORS
Dc-urt'_r smiGr. Janes |3n1.] Installation Cane: Oosam0o00 3-3':*?1}'.“[’ Zolor Breen n"n I.E GE "D
Routz Id: {15 Sureey Date: [11/17/2005 Legend Color. White
Begin K 2402 S50 Name: PHOTO REGURED
Segin Lak: 21.68:3800
Begin Long: -29.123180) [ Frasner
Sign Route Dirzction: Eguth Bound [] Raplace Sign
Sign Face Directior: parth [ =kgn Support Darage =
Sign Support Type: [-Beam - Muliplz Zign [ =ign camage .
Sign Support Ot j
Sign Legend:
Sign Comment: NEEDS ALL NEW EXT. AND OVERLAY AND HEEAKS KATRINA

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
The Route Markers will be replaced by MDOT. This sign is located on MS 15 at Cook Avenue in Laurel.

Notice to Bidders N0.1128 -- Cont'd

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 27.00 SF
630-D Structural Steel Beams, W6 x 9 (139", 14°9”) 28.50 LF
630-E Structural Steel Angles &Bars, 3”"x 3”x 1/4” Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2" x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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A

135—d—— gk 12 k55
|

31

235

=5 A 4.5 k 41 23.5—*—9—'

=

B.0" Radiuz, 1.5" Beorder, White on Green:
'EXIT® E Mod; "0EA E Mod: Amow 133 - 30,07 457

st iaesg S0 Stock Nmbe fz1g Sign Hexgnt i &l
sign Inu&x:iE Barcode: Sign Width in: r| VARIABLE COLORS
County Nmbr: Jares [34]  Installation Cate: foAdnmood | Sackorouna Color: Breen AIND LEGEHD
Route 1d: Fa Zurdey Date: [4:06/2002 Legend Color. Wnie
Begn K B Sign Mame: PHOTO REQUIRED
Segin Lat: 31885170
Begin Lang: ~£9 128500 [ Fasner
Sign Route Dirzclion: Eoulh Bound [[] Raplace Sign
Sign Face Dirschion: farth [ Sign Suppart D3M3ge .. |
Slgn Support Type: [-Beam - Single Sign [ sign camage e
signsupotonr] 4
Sign Legend: EXIT 26-A GORE DIF. ARROW
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. |I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 40.00 SF
630-D Structural Steel Beams, W6 x 9 (159", 15’9”) 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3”x 1/4 ” Angles 6.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 12
o 234
r TO.3 T T4.5 T 7O
r AT 5 lrl 130 *r- 47.5 L
r—

Southeastern
College

P-4
A

]
o
=
g
=
=
o
T
BE!
o
o
. =
Veterans Memorial (g
- &
Museum LR
@
=
o =
&=
£ =
e y7 5o o1 d1z.zk 035 doyrgqd
L 75.8 & B2.5 us 75.8 d
73.3 d—zie—digh 440 4 73.3 d

12.0" Redius. 2.0° Border, Whitz on Green;

“Southeaztern® E Mod; “College” E Mod;

12.0" Redius. 2.07 Border, Whits on Brown:

“Jeterans Memorial” E Mod; “Muzeum” E Mod, “EXIT 958° E Mod;

sinic ] 4aged Sign Stock Nmbe fir2ie Sign Helgnt in: ]
sgnincex| g Barcodz: a0d Sign Widih in: gz VARIABLE COLORS
County Mmibr: Janes [34 Installation Date: 472005 Background Colom [Zreen AHD LEGEHD
Route 10 Fa Sureey Cate: [4:04/2006 Legend Color: [nie
segn 4 207 Sign Name: PHOTO REQURED
Segin Lat- 1 ee5220)
Eegin Long: -E0_12a4:) [ Frasner
Sign Fioute Direction: Eauth Bound [] Replace Sign
Sign Face Direction: larih [ Slgn Suppar Damage .. |
Sign Support Type: [ -Beam - Muliple Sign | [] sign Damage =
signsppotont] 4

5Sign Legend: EOUTHEASTERN COLLEGE EXIT 258
Sign Comment: NEEDS A& KEW OVERLAY AND HEEAMS KATRINA

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
The Hospital Symbol (D9-2, 30”x30") is also required.

202-B  Removal of Sign Including Post & Footing 1 Each
630-A Standard Roadside Signs, Sheet Aluminum, 0.125” Thickness 6.25 SF
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 243.75 SF
630-D Structural Steel Beams, W6 x 15 (23’97,24’3”,24°9”) 72.75 LF
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16 ” Angles 1442 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 6”) 2.09 CY
602-A Reinforcing Steel 237.3 Lbs
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Sign No. 13

96

ol E.EITI—31 & - 10114— 27 —T'IS.E L

15—-las
30

4
5

114

South Laurel

15, 115 e 12k 16— 12— 35—y g ke 100k 11
A 4

=

=

3

w

ki

=

N\ .

84 b 36 h &4
e 20 470§ | G 6.8 203+
——————5d.4 - 38 dojsb—zaz—d—sa3—
204

6.0" Radus, 2.0° Border, White on Green;
SEXIT 93" E Mod;

12.0" Radiuz, 2.0° Border, White on Green;
“South Laurel” E Mod; 34 MILE™ E Mod;

la: E ‘Sign Siock KWmbr Slgn Height in:
s.gr?mf:ﬂa;m E Barcods: B =3 3:1,, wﬂm - ;T; WARIABLE COLORS
County Nmr: Jones [34] Instaliation Cate: fONOIG | Sackground Cuior: [reen AHD LEGEMD
Routz Id: Fa Survey Date: @ Legend Color: Jynie
segn 32801 S5gn Mame: PHOTO REQUIRED
Begin Lak: 316773008
Eegln Lang: R [ Frasner
Sign Foute Dirzchion: Fautn Boung [ Repiace Sign
Sign Fase Dirzclior: porh [ sian Suppar D3Mage .. |
Sign Support Type [ Beam - Singie Sign | [] Sign Samage -
sonswpetont] 4

Sign Legend: ExIT 53 US 11 SOUTH LAUREL 34 MILE
Sign Comment: NEEDS A NEW OVEALAY AND HINGE PLATS AND 2 BIC OF

This sign requires new overlay and extrusions.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 181.50 SF
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Sign No. 14

€ Laurel
€ Fairgrounds

/

5ok sokgdghgdlsols qbgds 17 s

Industrial Park

gz b g g sk
72

264 - 433

' 17

-
™

1 8
44 L 32 L 44

120

00" Radius, 1.5 Border, Whte on Green:

Standard Arrow Custom 13.47 ¥ 8.0 180°% “Laurs” E Mod;

Standard Arrow Custom 134" ¥ 8.0" 180°; “Fairgrounds™ E Mod; “industrial Park™ E Mod:
Standard Arrow Custom 3207 X 867 0%

signid] qaied Swgn Stock Nmbe fzig Sign Helgnt in: 7
Sign inge | 426 Barcods: 203 SHign Widih in; =) ARIABLE COLORS
[:DIH'[}' smor: Jores |3.I. Instaliation Date: po/anaoon ﬂﬂmmﬂ Color Breen ﬂHD hEEE “D
Foutz 1 Fa Zureey Date: [i 11712005 L=gend Color fnite
Begn K H1.440 Sign Name: PHOTO REQURED
Segin Lat 31 664800
Begin Lang: ~E9.160600 [ Fazner
Sign Route Direction: Eouln Boung [] Replace Sign
Sign Face Dirzcton barih [ 5tgn Support Camage ... |
Slgn Support Type:_-ﬂearr - Mulfiple Sign [ =ign camage fes
signswpatons] 4

Sign Legend: RRROW LT. LAUREL ARROW LT. FAIRGROUNDS INDUSTRIA
Sign Comment: NEEDS ALL NEW OWERLAY EXT. AND |-BEAMS KATRINA

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
This sign is located on the southbound ramp at Exit 93. Route Markers to be replaced by MDOT.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 60.00 SF
630-D Structural Steel Beams, W6 x 9 (169", 17°9™) 34.50 LF
630-E Structural Steel Angles &Bars, 3”x 3”x 1/4 ” Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 15

1-59 Jones Coumgy Southbound

=153
104

K13.6 | 31.8 27 | 138

Notice to Bidders N0.1128 -- Cont'd

7

EXIT 88 1

1518 5

2 50—

13,5 k—16—sk-1 2k~ 16k 12— 36—k 14,50 9 ode 10ode 11

120

253 36 18 43 25.5—
F—20.1 - 109.8 e 20.1—=
&7 | 18 L 67
150

6.0" Radius, 2.0" Border, White on (Green;

“EXIT 88" E Mod;

12.0" Radius, 2.0" Border, White on Gresn;

“Ellisville” E Mod; Standard Arrow Custom 21.0" X 8.8" 457

signic] zosed Sign Stock Nmbe firzie Sign Heignt i 139
sgnincex | o Barode: S5gn Width in: =1 VAFIADLE COLORS
County Mmr- Jones [34]  Installation Datec f40813e8 | Sackground Color Ereen AMD LEGEHD
Foutz 10 Fa Surey Date: fa/0E2002 Lagend Color. [Anie
segn 24465 Sign Hame: PHOTO REQURED
Segin Lat: 1617360
Begin Lang: ~£8.203250] [ Fiasner
Sign Route Direction: Eaulh Boung [ Replace Sign
Sign Face Direction: farih [] Slgr Support Damage ...
Eign Suppert Type: [-Beam - Singie Sign [ sign camage =
signmppatonz| g
Sign Legend: EXIT 88 M2 23 MS 533 ELLISVILLE DIR. ARACW
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing
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1 Each



630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

|_59 Jones Cwmv Southbound Notice to Bidders No0.1128 -- Cont'd

630-D Structural Steel Beams, W8 x 21 (22’3”, 23’3")

630-E Structural Steel Angles &Bars, 3 ¥2"x3 ¥%2"x1/4” Angles
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5”)

602-A Reinforcing Steel

167

145.00 SF
55.50 LF
8.17 LF

1.04 CY

116.9 Lbs
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Sign No. 16

a5
=1 E.S-T— 31 .E—T'Iﬂ.‘IT— 2?.3—1— 1334

sh—15—das
30

b 15945k 10-L11

-

116.4

144

Ellisville
STATE SCHOOL

1 MILE

5 t—oh— 15—k 12—k 10 12— 15— 12

17 G—oke 102k

N

\
-

I 45 35.9

55.5
ok

P—23.1 1095 ; 23.1—
p—20.5 | 45.8 | 9.5 | 394 ! 20.4—
51.&—*—*—15—*—3&.3 é 1.6

4.3
156

.07 Radiuz, 2.07 Border, White on Green;

‘EXIT 85" E Mod;

12.0" Radius, 2.0" Border, White on Green;

*Ellizville” E Mod; “53TATE SCHOOL™ E Mod; “1 MILE™ E Mod;
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J
]

NEXT EXIT
6 MILES

=

L 110 05—k —95—d 10e-k 119

N

h—11.8 40 10.6 33.9 11,8
b oia— g ad oL 461 L 21.3
108
6.0 Radws, 1.0" Border, White on Gresn;
MEXT EXIT™ E Mod; *6 MILES™ E Mod:
Slgn I-:I:'E Sign Sfock Nmbr [Fz14 Slgn Helght In: 154
Sign Inuex:i BE Barcods: 20 Sign Width in: Pl VARIABLE COLORS
County Nmior: Jones [34]  Installation Date: [14/4711999 Sackground Color [Zreen AHD LEGEMD
Routz 1d: g Sureey Date: [i117/2005 Lagend Coler: [nnite
Begn K 21503 SHign Name: PHOTO REQUIRED
Segin Lat: 31.5573
Begin Lang: ~£G 224401 [ Fiasner
Sign Route Cirection: Fouth Boung [J Replace Sign
Zign Face Dirsction: fgrin [ sar Suppert Damage ... |
Sign Suppert Type: [Beam - Muliple 5ign | [ Sign Damage =
signswppotons]
Sign Legend: EXIT 85 MS 530 ELLISVILLE STATE SCHOOL 1 MILE
3lgn Commeant: RESET STUBES KATRINA

This sign requires new 1-Beams. 1-Beam Lengths are estimated, the contractor will be responsible for
performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Post and Footing 2 Each
630-O Remove and Reset Signs, All Sizes 1 Each
630-D Structural Steel Beams, W10 x 26 (29°10”, 30°10") 60.66 LF
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16 ” Angles 8.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 5.5”) 1.27CY
602-A Reinforcing Steel 368.5 Lbs
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Sign No. 16

1-59 Jones County Southbound Notice to Bidders N0.1128 -- Cont'd

60

4 ok

3z2.4 . 4 ok 23.6

£8.0" Radius, 1.5" Border, White on Green;
“EXIT" E Mod; “88" E Mod; Armow 133 - 30.0" 45%

sgnid]  oosed Sign Stock Nmbe fzig Slgn Helght In: &4
sign ingex: | 423 Barcode: 03 Sign widin in; g VARIABLE COLORS
County Nmar: Janes [34]  Installabion Cate: i 0171389 | Sackground Color [Ereen AHD LEGEMD
Foute Id: o Sureey Cate: i /1702005 Legend Color: [vnite R
Begn K 2415 Sign Name: PHOTO REQURED
Segin Lat: EEEHE:
Begin Lang: ~F9.205540 [ Fazner
Sign Route Cirzction: Eaulh Bound [ Feplace Sign
Sign Face umm::E [ sign supper Damage ==
sin suppont Tpe o Srgese ] O sgromge -
sgnsuppatont g
Sign Legend: EXIT 88 GORE DR ARROW
Sign Comment: NEEDS ALL NEW OWERLAY EAT AND HSEAMS KATRINA 5X5

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (15’9”, 15’9") 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3”x 1/4 ” Angles 450 LF
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601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 16
rF—13.6 i 31.8 i 10 e 27 T 13.6—
1 &
1l
14
0w
o
=
w x
T3
. ® .
L
_] —
1 MILE
| I
4 @
< @
||
636 Lk g5 333 A 636
4.5
180
6.0" Radius, 2.0" Border, White on Green;
“EXIT 78" E Med;
9.0" Radius, 1.53" Border, White on Green;
“Sanford Rd.” E Mod; “1 MILE" E Mod;
Sign |u:: 211@ Sign Stock Nmbr [f214 Sign Heignt in: = B ™
signingex | 2 Barcods: 303 Sign Wadih in: =l VARIABLE COLORS
‘County Mmor: Jones [34] Instaliation Date: fi1/1201392 Background Color [Zreen AND LEGEHD
Raoute 1d: Fa Sursey Dale: 0440442006 Legend Color. [Nhite
segn ke 225 =5gn Hame PHOTO REQURED
Segin Lat: 31507670
Begin Lang: _B0.297570 [ Fiasner
Sign Route Direclion: Fouth Bouna [ Replace Sign
Sign Fase Dirzclion: Narth [ sian Suppart D3amage .. |
Slgn Support Type: [-Beam - Single Sign [ =sign Camage .
sgnmwppotcns] 4
Sigm Legend: EXIT 78 SANFORD RD. 1 MILE
Slgn Comment: NEEDS & KEW OWVESRLAY AMD FSEAMS KATRINA
This sign requires new overlay, extrusions and I-Beams. |I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 110.00 SF
630-D Structural Steel Beams, W8 x 21 (17°9”, 18’9") 36.50 LF
630-E Structural Steel Angles &Bars, 3 %2"x3 ¥2” ¥4 Angles 9.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 77.5 Lbs
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Sign No. 17

F—13.8 i 318 N 10 i 27 T 13.6—

30

65k—15—lg 5

ee
o

7k 15—k 12k 15—k 452 9L 10k 11—

6.0" Radius, 2.0" Border, White on Green;

“EXIT 78" E Mod,;

9.0" Radius, 1.5" Border, White on Green;

“Sanford Rd.” E Mod; Standard Amow Custom 21.07 X 88" 45°;

sqr?m;fjjf” T e PN irian £ coLORS
County Mmibr- Jones [34]  Installation Date: 112241309 | Sackground Color: ereen AND LEGEHD
Raute Id: Fa Sursey Dale: 0440442005 Legend Color pwhite
segn TEET Sign Hame: PHOTO REQURED
Segin Lat: 31459050
Bagin Lang: -£9.311250) [ Frasner
Sign Route Direction: Fauln Boung [ Replace ign
Sign Face Direction: Jarin [] skgr Support Damage =
Sign Support Type: [-Beam - Single Sign [ sign Damage >
senswpetcri]

Sign Legend: T 76 SANFOAD RD. DAL ARROW
gign Comment: HEEDS ALL NEW OVERLAY AND EXT AND -EEANS

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 102.50 SF
630-D Structural Steel Beams, W8 x 21 (173", 18’3") 35.50 LF
630-E Structural Steel Angles &Bars, 3 ¥2"x3 ¥2” ¥4 Angles 9.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 77.5 Lbs
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Sign No. 17

26

1386 r—31.8—TIUT—27—=| 13.6

T o
_ &l
EXIT 76 [
ER 0
& 7]
&
Hattiesb L | &
- -
iattiespurg aureil [
<
. ) -+ A
Reqgional Airport 0%
4
w o
1 MILE i3
473
T3
18,1k 147 sk (G sk § ok G ok 76.8 18,12
148 ke 105.9 e 16—ok 88.5 ok 448
123.6 d L—‘Iﬁ & 33.3 A 1236
45
300
6.0" Radius, 2.0" Border, White on Green;
“EXIT 76" E Mod;
12.0" Radius, 2.0" Border, White on Green;
“Hattiesburg - Laurel” E Mod; *Regional Airport” E Med; *1 MILE” E Mod;
S‘g’l IIZIZ: 2115.ﬂ Slgn Z%0ck Nmbe i7214 Slg'l |'Elg|1|: n: 120 - : %
Sign ingex: | =] Barcads: Sign Wdth i ] VARIABLE COLORS
[:EIIH'[}' smbr: Jones |34] Installation Cate: 0fi4/1997 ﬂﬂmmﬂ Color Breen n”n LE|:1E “D
Route Id- fa Survey Date: 040412005 Legend Color. [vhite
Begin Kt 6,072 Tign Mame: __ FHOTO BEOUEED
Segin Lat: 31 4E3620
Begin Lang: -£0.332530) [ Fiasher
Sign Route Cirection: Eouth Boung [ Replace Sign
Sign Face Cireclion: Marth [] sign Supgort Camage ==
Sign Support Type: |-Beam - Single Sign [ sigr camage Fe
Slgn Support -.':r".:: a
Sign Legend: EXIT 76 HATTIESSURG-LAUREL REGICMAL AIRPORT 1 MILE
Slgn Comment: NEEDS MEW OWVERLAY AND -BEAKS WATRIMA
This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 232.50 SF
630-D Structural Steel Beams, W8 x 21 (20°9”,21’3",21°9") 63.75 LF
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16 ” Angles 18.17 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 5.5”) 191CY
602-A Reinforcing Steel 216.6 Lbs
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Sign No. 18

6

138 r—3‘|.8—ir10'r—27—l| 13.6

L 1585

Hattiesburg - Laurel
Regional Airport
7

95

e Bok— 15—k 120 15—k 1 2k— 15—k 160 k 10k 115

7
N

k18,14 147 sk 15—k g 15—k 76.8 1g 14
44.8 L 105.9 L 15k 88.5 & 448
142 kg5 142
300

6.0" Radius, 2.0" Border, White on Green;

“EXIT 76" E Mod;

12.0" Radius, 2.0" Border, White on Green;

“Hattiesburg - Laurel” E Mod; "Regional Airport” E Mod; Standard Arrow Custom 21.0" X 8.8" 45%;

Sign 1| 211@ Sign Siock Nmbr {7214 Sign Height in: 120

O —_— A, e | VAAIADLE COLORS
County Nmbr: Jones [34]  Installation Cate: [iaregy | Sackgrouna Color Freen AND LEGEND
Foute Id: Fa Survey Date: [404/2006 Legend Colon [inite
Begn K 425 Sign Name: PHOTO REQURED
Segin Lat: 31.47347
Eegin Lang: ~E9.3234E0] [ Fazner
Sign Reute Direction: Eoulh Bouna [0 Replace Sign 4
Sign Face Cirecbion: arin [ 5ign Suppori Damage ... |
Slgn Support Typ-e:_-ﬂearr - Single Sign [ =ign Camage Fe.
signswppotons] 4

Sigm Legend: EXIT TE HATTIEESURG-LAUREL REGIOMAL AIRPORT DR, A
Sign Comment: NEEDS ALL NEW EXT AND OVERLAY AND -BEAMS KATRINA

This sign requires new overlay, extrusions and I-Beams. |I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 220.00 SF
630-D Structural Steel Beams, W8 x 21 (20’3”,20°9”,21°3") 62.25 LF
630-E Structural Steel Angles &Bars, 4”x 4”x 5/16 ” Angles 18.17 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 5.5”) 191CY
602-A Reinforcing Steel 216.6 Lbs

175



1-59 Jones Coupgy Southbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 19

F—13.6 e 318 i 10 Y 27 F 13.6—9

L8541

30

6.5 k—15

16—k—14.9——9—k—10—k—11—

12—
454
72

Je

15

k— 16,6 —sk—10—

k14, 1k

174
6.0" Radius, 2.0" Border, White on Green;

*EXIT 73" E Mod;
9.0" Radius, 1.5" Border, White on Green;
“Monroe Rd.” E Mod; "1 MILE" E Mod;

I 204 Sign Stock Nk Sign Heignt n:
sgr?m j ? Barcods: = 03 5::1 wﬂm - 1: VARIABLE COLORS
County Nror: Jores [24]  mstallation Date: [i1:231399 | Sackgrouns Color reen MO LECEHD
Routz Id: Fa Survey Date: D4a04:2006 Legend Color: [Mnite
B K - S50 Name: PHOTO REQUIRED
Segin Lat: 31443201
Eegin Lang: -£8. 221500 [ Fra=ner
Sign Route Dirzchon: Egulh Boung [] Replace sign
Sign Face Dirzchon: Morth [ sign Support DEM3ge .. | | 13
Slgn Support Type: [-Beam - Single Sign [ sigr camage - M ONroe R
sgewpootont ) | 'R
Sign Legend: EXIT 73 MOMRIOE RD. 1 MLE o

Slgn Comment: NEEDS A KEW OVERLAY AND KEW [-BEAMS KATRINA

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 107.00 SF
630-D Structural Steel Beams, W8 x 21 (17°9”,18°9™) 36.50 LF
630-E Structural Steel Angles &Bars, 3 %2” x3 %2” x ¥ Angles 9.25LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2" x 4”) 0.93CY
602-A Reinforcing Steel 77.5 Lbs
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Sign No. 20

)—-‘ID.“"l 31.75 Y 10 Y 27
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——18.13——k 87.13
7a.88 k1625 78.88
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900" Radius, 1.50" Border, White on Green;

“EXIT 73" E Mod:

900" Radius. 1.50" Border. White on Green;

‘Monroe Rd.” E Mod; Standard Arrow Custom 21.007 X 10.13" 45%;

signig: [ 21208 Skgn Stock Nmor fa1g Sign Helgnt In: 0]
Sign Indsi: jl Barcode: Sign Wiam in: el VARIABLE COLORS
County Nmior | sones (2] Instaliaion Date: 12311392 | Background Color [resn LND LEGE ND
R ] sweou Legenacar ikt v e
segn ko Sign Name: PHOTO REOLIRED
segn i
Begin Long: [] Fasher
Sign Route Direction: @ [ mepiace Sign

Sign Face Direction: fyorth [ =ign suppan Damags ==

Sign Support Typ: f-aeam - Singe sign | [ Sign Damage =
signSuppericrt[ 1|

2ign Legend: ExIT 73 MONROE RD. DIR. ARROW |

sign comment: NEEDS MEW FOCTINGS KATRINA |

This sign requires new 1-Beams. 1-Beam Lengths are estimated, the contractor will be responsible for
performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Post & Footing 1 Each
630-O Remove and Reset Signs, All Sizes 1 Each
630-D Structural Steel Beams, W8 x 21 (17°9”,18°9™) 36.50 LF
630-E Structural Steel Angles &Bars, 3 %2” x3 %2” x ¥ Angles 9.25LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 77.5 Lbs
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Sign No. 1

de—g—sk 55 kg5

..L -

g—k 9o

AL

€ Paulding
Vossburg =

sk 13.9 se—g—sk 545 d—g 35—
ok 56.1 N 14 A

6
42

X
e

99

0.6

N

F—10.3

9.4

8.5—

2]

a6
=

6.0" Radius, 1.3" Border, White on Green;
Standard Arrow Custom 14.0" X 8.5" 180% “Paulding™ E Meod; “Vessburg” E Mod; Standard Amow Custom 14.0° ¥ 85" 0°;

Iat: 43253 Sign Stock N Sign Helgnt in:
Slgr?mijl ’ Barcode: = 3::1 wﬂm - z VARIABLE COLORS
County Nmbr: Jasper [21] Installalion Cate: pa/zaz00 Background Color [Ereen AHD LECEHD
Faoute 1d: Fa Zureey Date: f4/16/2008 Legend Color: [ynie
Beghn K 18815 Sign Mame: PHOTO REQUIRED
Segin Lat: 31.963800]
Eegin Long: -5 26571 [ Frazner
Sign Roube Director: MNarth Sound [] Faplace Sign
Sign Face Directon: Fouth [ Slor Support Damage ... |
Sign Support Type: [-Beam - Singlz Sign [ sigr camage »a
sgnsupotort 4

Sign Legend: RROW LT. PAULDING  WOSSBURG ARROW RT.
Sign Comment: heeds a new overiay and ext. Kadina

This sign requires new overlay and extrusions. It is located on the northbound exit ramp at Exit 118. The
Wrong Way (R5-1a, 36” x 42”) mounted on the back of the sign will be replaced by MDOT.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 28.00 SF
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[ This page left intentionally blank]
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Sign No. 1

MS 57, US 90 and M82609 Jackson Coliage to Bidders No.1128 -- Contd

Mississippi Vietnam
Veterans Memorial

Park

Gulf Islands

National

Seashore

/

656l 8.8 kgskgkgdk kg kgdegakgk g kgkssd g

2
102

PRI 68.3 gk 51.4 k1134
k—15.4 -k 55 k-5 sk 56.3 1534
k 613 e 57.4— 3k 61.3

| 146 ]
E 366 de 245 sk gol 443 e %6 3
k—16.9—k 523 A 7.0k 56.1 k—15 58—
k 63 T 63 ,

150

12.0" Radius, 2.07 Border, White on Brown;
“Mizsissippi Vietnam™ E Maod; “Veterans Memorial” E Mod; “Park” E Mod;
“Gulf Islands™ E Mod; “National Seashore” E Mod;
Standard Amow Custom 24.0" ¥ 88" 0%

Sign Id

Sign Ingex

Counky Mrmbr
Route 1a

Begin K

Segin Lat

Eegin Lang

Sign Raube Direction
5ign Face Direchon
Sign Support Type
Sign Support Cnt
Sign Legend

Slgn Comment:

This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

| 716311| Sign Stk Nmbr: 7z Slgn Hedgnt in; ]
] 202 Barcods: 313 Sign Width in: =
T Jackeon 0] Installabion Cate: fZmimane | Sackoround Color Broan
E7 Surdey Cate: [307/2005 Lagend Color: [anie
20404517
-E& 719450 [ Flasher
Eauth Bouna [] Replace Sign
Poin ] O skan Suppor Damage ==

fiss. Vistnram Memorksl

i Gulf Islands Watl Seashares

MEEDZ & KEW CVERLAY AND A NEW LEG ON RT KATRINA

VARIABLE COLORS

AHD LEGEHD

PHOTO REQUIRE D

It is located on MS 57 at US 90. The Camping Symbol (D9-3A, 30” x 30”) is also required.
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MS 57, US 90 and M83609 Jackson Coliage to Bidders No.1128 -- Contd

202-B  Removal of Sign Including Post & Footing 1 Each
630-A Standard Roadside Signs, Sheet Aluminum, 0.125” Thickness 6.25 SF
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 106.25 SF
630-D Structural Steel Beams, W8 x 18 (20°9”, 21°9”) 42.50 LF
630-E Structural Steel Angles &Bars, 3 %2"x 3 %2” x ¥ Angles 8.17 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 67) 1.39CY
602-A Reinforcing Steel 205.9 Lbs
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Sign No. 2

_/

-—10.3—-L—B—L—E—1L—B—-L—E—:JI g—ﬁ—wL—B—-L—E—'L—B—JL—‘IU.S—’
78

Northrop Grumman
Ship Systems

Facilities

Naval

NEXT LEFT

k— 11—k 549 k-7 9k 593 k—10.9-+
284 e 27 gk 523 k 283
k13,5 17 k135
223 ok 338 gk 57.8 L 22.1
389 ke 3o gk 28.1 e 39
144

9.0" Radius, 1.5" Border, White on Green;
“Morthrop Grumman™ E Mod; “Ship Systems” E Mod; “Naval Facilities” E Mod; "NEXT LEFT” E Mod;

stgﬂu:: 151913 Sign Stock Mmbr 7214 Sign Height in; 72 [ :
Sign inges: | S| Barcods: Sign Widih in: el WARIABLE COLORS
County Nmbr: | Jackeon [30]  Installation Date: f&iiei2003 | Sackground Coior: Freen AMD LEGEHD
Route Id: k7 Survey Date: j2:07/2005 Legend Color [Wnie
Begn K L= Sign Name: PHOTO REQUIRED
Bagin Lat: 3040586
Begin Lang: -88 713850 O Fasner
Sign Route Dirzction: Eoulh Boung [ Replace Sign
Sign Face Directior: forin [ =ign Suppor Damage ==
Sign Suppert Type: [Eeam - Single Sign [ sign Camage =
S
Sign Legend: NORTHROP GRUMMAN SHIE SYSTEMS NAVAL FACILITIES 1
Sign Comment: NEEDE & NEW CVERLAY FATRINA

This sign requires a new overlay and extrusions. It is located on MS 57 Southbound.

202-B  Removal of Sign

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

182

1 Each

78.00 SF



MS 57, US 90 and M85609 Jackson Coliage to Bidders No.1128 -- Contd

Sign No. 3
r 1 o
;‘,F
Northrop Grumman |k
w
. .
Ship Systems 1
w
—
e
w
o g e g e E
Naval Facilities 1
_F
(a7
o
\ E
<
k11—l 545 k7.9 59.3 k1094
284 e 27 sk 8 & 523 ke 283
F—13.5 k 117 ok 13.5—
223 L 338 kg 578 L 22.1
83 & 14 1 83
144
9.0" Radius, 1.5" Border, White on Green;
“Morthrop Grumman™ E Mod; “Ship Systems” E Mod; “Maval Facilities” E Mod; Standard Arrow Custom 18.0" X 88" 45
Sign |u:: zzmj Sign Ssock Mmbe 7214 Sign Height in: = [ =
signinoexc [ ggg] Barcode: BE Sign Widin in: = VARIABLE COLORS
LCounty Mmbr: Jackson [30]  Insiallation Date: {202 1/2004 Background Color [3reen AHD LECEHD
Raoutz 1d: pa Sureey Date: DA072008 Lagend Color [(Nhie
Begin Km: 27003 LR TRl PHOTO REQUIRED
Begin Lat: 20374717
Eegin Lang: 58 574250 O Fazner
Sign Route Dirsction: East Bound [ Replace Sign
Sign Face Direction: [est [ sign Support amage ==
Sign Suppert Type: [-Beam - Single Sig [ =ign camage -
Sign Support Cni | a
Sign Legend: Morihrop Grumman Ship Systams Maval Faclities
Sign Comment: NEEDS ALL MEW EXTRUSION AND OVERLAY KATRINA
This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
It is located on US 90 Eastbound in Pascagoula.
202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 78.00 SF
630-D Structural Steel Beams, W6 x 15 (189", 19°9”) 38.50 LF
630-E Structural Steel Angles &Bars, 32" x 3 ¥%2” x %" Angles 792 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 5”) 116 CY
602-A Reinforcing Steel 130.7 Lbs
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MS 57, US 90 and M86609 Jackson Coliage to Bidders No.1128 -- Contd

Sign No. 4

J

+E,3-aL—13,g—Jl—E—lL—E—Ji—E—J L—E—hL—.E—uL—E—-L—B—lL—Ej—!

Northrop Grumman
Ship Systems

1.5
78

Naval Facilities

11—k 549 k7.9 593 k1094
284 e 27 kg 523 & 283
k—13.5—ok 17 k135
223 L 338 kgL 578 L 221
&5 A g—k 85
144

9.0" Radius, 1.57 Border, White an Green;
“Morthrop Grumman™ E Med; “Ship Systems”™ E Mod; “Maval Facilities™ E Mod; Standard Arrow Custom 180" ¥ 88" 45°;

WIH::E Skgn Sock Mmbe fizaig Sign Helgnt in: = [ - =
signnaex oo : E Sign Width i = WARIABLE COLORS
County Mmr: Jackeon [20]  Installation Date: faraz20os | Sackground Colon reen AND LEGEHD
Routs o B Zurvey Date: f30702008 Legend Colon White -
Begin K 2723 Sign Mame: PHOTO REQUIRED
Segin Lat: 20374267
Eegin Lang: -£8.570300] O Fiasner
Sign Reute Direclion: [uest Bound [ Replace Sign
Sign Face Directior: East [ sign Support Damage
Sign Support Type: |-Beam - Single Sign | [ sign Camage 3>
Sign Support Cnt |

Sign Legend: NORTHROP GRUMMAN SHIP SYSTEMSMAWVAL FACILITIES Of
Slign Comment: NEEDS A& NEW CVERLAY KATRIMA

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
This sign is located on US 90 Westbound in Pascagoula.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 78.00 SF
630-D Structural Steel Beams, W6 x 15 (189", 19°9”) 38.50 LF
630-E Structural Steel Angles &Bars, 32" x 3 ¥%2” x %" Angles 792 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size —2’ x 57) 116 CY
602-A Reinforcing Steel 130.7 Lbs
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MS 57, US 90 and M87609 Jackson Coliage to Bidders No.1128 -- Contd

Sign No. 5

Mississippi Vietham
Veterans Memorial
Park
TURN LEFT

1/2 MILE
N\

/|
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k——15.4—sk 55 kg sk 56.3 k153
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415 ' 30.9 L7 gk 283 | 41.4
495 h——16.4— kg5 sk 266 .| 495

150
9.0" Radius, 1.5" Border, White on Brown;

“Mississippi Vietnam™ E Mod; “Veterans Memorial” E Mod; “Park™ E Mod; “TURN LEFT" E Med; “1/2 MILE™ E Maod;

Sign Id z--sgcg Sign Stock Wmbr 17214 Sign Helght In: o3

e S BT, e | VARIAGLE COLORS
County Nmbr Jackgon [20]  Installation Date: i1/30v2002 | Sackground Colon Froan AHD LEGEHD
Foutz Id: Fgz Sureey Date: [307/2005 Lagend Color Wnite S
Begn km pe11 S ame PHOTO REQURED
Segin Lat 30473277
Begin Lang ~E8.823050 [ Fasner
Sign Rioute Dirzction: Fouln Boung [ Fepiace Sign _ N T eiea |
Sign Face Dirzclion: Jiarin [ Sign Suppart Damage .. Veters :u -
Sign Support Type: [FBeam - Single Sign [ sign oamage o Park
Sign Support ont: | ] TURM LEFT

1/ MLE

Sign Legend: Mis Vietnam Memonal TURN LEFT 142 MILE
Zign Comment: MEEDE MEW CVERLAY AND -EEAKS KATRIMA

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

It is located on MS 609 approaching US 90.

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted
630-D Structural Steel Beams, W6 x 15 (193", 20°3")

630-E Structural Steel Angles &Bars, 3 %2” x 3 %" x ¥4 Angles

601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 57)

602-A Reinforcing Steel

185

1 Each
87.50 SF
39.50 LF

8.17 LF
1.16 CY
130.7 Lbs



MS 57, US 90 and M88609 Jackson Coliage to Bidders No.1128 -- Contd

Sign No. 6

TO NORTH [

o
~
5 @
won U
3

u
205 - 7.33—*3&—6.# - 16 e 3075 a
34

165 -

24

—T5

185 A 45 R S

9.00" Radiuz, 1.50" Border, 'White on Green;
“TO" E Mod: “"NORTH™ E Mod: "RIGHT LANE"™ E Meod:

Slgn Id: 121855| Slgn Stock Nmbr: f214

Sign Index: 2E7 Barcode:

County Nmibr: Jackson [30] Instaliation Date: [az1994
Roule |d: B Sureey Date: 07212003

Slgn Width In: YARIABLE COLORS

Background Color [Grean

30.5
sgnHegatmn:[ g
|

AHD LEGE NIy

Legend Color janile

PHOTO REGLIRE [

Seqin Lat:
Begin Lang:

Sign Route Directon:
Sign Face Direction:
Sign Support Typsa:
Sign Suppart Crit:
Sign Legend:

Sign Comment:

0416315
-88.616333
piest Bound

East [ Slon Suppon DEmMags ..
P@ - uutléle s@n [ Sign Damags -
[ 4

[ Fiasner
[] Replace 2ign

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
This sign is on US 90 Westbound approaching MS 609.

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

630-D Structural Steel Beams, W6 x 15 (18°3”, 19°3”)
630-E Structural Steel Angles &Bars, 3 %4” x 3 ¥%2” x ¥4 Angles

601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 57)

602-A Reinforcing Steel

186

1 Each
87.50 SF
37.50 LF

7.67 LF
1.04 CY
116.9 Lbs



MS 57, US 90 and M8%09 Jackson Coliage to Bidders No.1128 -- Contd

Sign No. 7

TO NORTH

24

o
~
5 @
won U
3

RIGHT LANE |

N

uy
I
205 - 7.3B—J-—-|-—1 =675 - 16 — ézé- 3075 a
165 - 34 o 175 L 20 L 20
185 A Hs ek 305 4 165
108
9.00" Radiuz, 1.50" Border, 'White on Green;
“TQ" E Mod: “NORTH™ E Mod: “RIGHT LANE" E Mod:
Sign 1d: 121384 Slgn Stock Nmbri F214 Sign Helgnt in: 5
Sign Index: 245 Barcode: Sign Width iIn- i VARIABLE COLORS

County Mmior: Jackson [30]]  Inslaliation Date: pazirgad Background Color [Green AND LEGE ND
Foute |d: pa Sureey Date: priz1/2003 Legend Color punite
Segim Km: -
snm[ 2254 Sign Name: PHOTO REOUIRED
Segin Lat: 0416315

Begin Lang: -85 E16933 [ Fasner
Sign Reute Cirection: fwrest Bound [ reptace sign
Slgn Face Directlon: East [ slgn Suppor Damags -
Sign Support Typs: PlE - 'ulur.léle s@n [ slgn Damags >
Slgn Support Crit: b
Sigm Legand:
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
This sign is on US 90 Westbound approaching MS 609.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 87.50 SF
630-D Structural Steel Beams, W6 x 15 (18’37, 19°3”) 37.50 LF
630-E Structural Steel Angles &Bars, 3 ¥%2” x 3 ¥%2” x ¥4 Angles 7.67LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 57) 1.04CY
602-A Reinforcing Steel 116.9 Lbs
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US 49 Harrison Geunty Northboungjotice to Bidders No.1128 - Contd

\Ii
_J ‘{
[=]
2 4
—F —
-+
o
_J
o
@ g
_J
woe
S W ®
_1
<+
p=3
o~
229 1 239 e p—k gk 30.8 i 20.1
| 23 L
k—12.4 a7.9 98—
120
90" Radius, 1.5" Border, Whits on Green;
*NORTH™ E Mod; “Hattiesburg” E Mod;
Sign It | 115247 Sgn Stock Mmbr 214 Sign Hegnt In: & =
Sign inges: | 2] Barcode: =14 Sign width i; =0 VARIABLE COLORS
County Mmior: | Rarison [24]  Installation Date- J000000 | Sackground Color: [reen IND LEGEHD
Routa |d: pa Sursey Cale: Eammm Legend Color. |White
Segn BE4 S5gn Mame: PHOTO REQURED
Segin Lat: 30425377
Eegin Lang: -8 05226 [ Fiasner
Slgn Rioute Direction: Marth Sound [] Replace Sign
Sign Face Direction: Eauth [ =ign Support Damage =
Sign Suppert Type: Pverneaad Truss Mounted] [ Sign Camage -
Sign Support Cnt |
Sign Legend: |15 49 NORTH HATTIESBURG
Sign Comment: HEEDS ALL NEW EXTRUSICH AMD OVERLAY KATRINA
This sign requires a new overlay and extrusions.
202-B  Removal of Sign 1 Each

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Overhead Mounted  60.00 SF
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Sign No. 2

US 49 Harrison Geunty Northboungjotice to Bidders No.1128 - Contd

Gulfport - Biloxi

/|

k-8, 1-sk-8 5k 7.9k~ 10,8-sk—8 —sk—10.6d—12 1

Far=3

Int’l Airport

L 106454 k1064

67.5

304

iR ke 105k

55

Je 1

7358

21
168

9.0" Radius, 1.5" Border, White on Green;
“Gulfport - Biloxi® E Med; “Intl Airport” E Med; Standard Arrow Customn 21.0" X 8.5" 0%

Sign 1t | 175324 Sign Stock Nmbr: fr7ane Sign Helgnt in; & [ :
Sign ingex: jl Barcods: 3 Sgn Width in; 63 VARIABLE COLORS
Routs 10 ia Survey Date: fariancs | Legend Color [unie S
Begn K 2578 Sign Name: PHOTO REQURED
Segin Lat 30473389
Begin Lang: “E9.05235T] [ Fzsner
Sign Route Direchon: farih Sound [] Replace Sign
Sign Face Direction: @ [ =ign Support Damage -
Sgnsupon e [ -srgete ] Ll woamage =
sgnswppotont g
Sign Legend: BULFFPORT-BILON INTL ARFORT ARROW AT
Slgn Comment: NEEDS A NEW OVERLAY Katina & x 15

This sign requires new 1-Beams. 1-Beam Lengths are estimated, the contractor will be responsible for
performing field survey to determine exact beam length required prior to manufacture.
MDOT will install the sign.

202-B  Removal of Sign Post and Footing 2 Each
630-D Structural Steel Beams, W 6 x 15 (16°9”, 17°9”) 3450 LF
630-E Structural Steel Angles &Bars, 32" x 3 ¥%2” x ¥4” Angles 9.17 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5”) 1.04 CY
602-A Reinforcing Steel 116.9 Lbs
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US 49 Harrison @eunty Southboundotice to Bidders No.1128 - Contd

Sign No. 3

/|

k-9 3-k—g kg 15k-10,6-k—g—sk—10.6-de— 11,4

Gulfport - Biloxi
Int’'l Airport

s
s]

LEFT EANE

135 675 d106-d54k-106-4 46.8 135
34 sk 304 ke 106k 59 8 34
50.6 ke 28.3 L7k 305 & 508

49.0" Radius, 1.5" Border, White on Green;
“Gulfport - Biloxi® E Maod; “Intl Airport™ E Med; “LEFT LANE”™ E Maod;

sgnic] 170449 Sign Stock Nmbr: 214 Zign Heignt in: [y f
s Im:ji : =3 R —— =l VARIABLE COLORS
County Mmor | Harson [24]  Installation Date: fanangss | Sackground Colon Freen AND LEGEMD
Reauts 1d: g Sureey Date: pa07/2006 Lagend Color Junite e,
Begin K &.500) Sign Mame: PHOTO REGUARED
Segin Lat 2042356
Begn Lang: ~EG05282 O Fasner
2ign Route Dirzction: Eoulh Soung [ Replace Sign
Sign Face Dirzction | [ =ign Support Camage ==

o ]
Sign Supgort Type: [-Beam - Mullple Sign | [ Sign Damage w
Sign Support Cnt: 7
Sign Legend: [3ULFFORT-BILON INTL AREORT LEFT LANE
Sign Comment: NEEDS ALL NEW OWERLAY AND FBEANS KATRINA

This sign requires a new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor
will be responsible for performing field survey to determine exact beam length required prior to
manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 77.00 SF
630-D Structural Steel Beams, W 6 x 15 (16’9, 17°9™) 34,50 LF
630-E Structural Steel Angles &Bars, 32" x 3 ¥%2” x1/4” Angles 9.17 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5%) 1.04 CY
602-A Reinforcing Steel 116.9 Lbs
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US 49 Harrison @etinty Southboungfotice to Bidders No.1128 - Contd

Sign No. 4

Gulfport - Biloxi
Int’l Airport

o

F3
o

-8, 1-sk-8, 55k 7 9 ke 10,5 -3k—8—sk— 10,65k —12, 1
=

13,5k 675 d106-454k-105-4 468 135
34 L 30.4 L 106k 59 1 34
735 & 21 & 735

49.0" Radius, 1.5" Border, White on Green;
“Guifport - Biloxi® E Maod: “Intl Airport” E Mod; Standard Arrow Custom 21.0" X 85" 180%;

Sign Ik 1 Sign Stock Nmbr [f214 Sign Height in: 2
Sign IME@ Bancode: 314 Sign Widih in: 163 VARIABLE COLOHS
CountyMmer | Hamson [24] Installaion Date-fSi7i13es | Background Color: Freen AHD LEGEHD
Fouts Id- 2 Zureey Date: Ewmm Legend Color pwnite S ——
Begn Knt £.223 Sign Name: PHOTO REQURED
Segin Lat: 30 42160
Beqin Lang: “E0.0%2579 [ Fasner
Sign Route Dirzchon: Foutn Bouna [ Repiace Sign

Sign Face Dirzction: Norih | [ sign Support Damage -
mmsww::a&aﬂ_nqumgm [ =ign Camage .

Sign Support Cnt |
Sign Legend: BULFPORT- SILCK INTL AIRPORT DIR ARRCW
Zlgn Comment: HIEEDS NEW STUSES AND RESET -GEAMS KATRINA

This sign requires a new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor
will be responsible for performing field survey to determine exact beam length required prior to

manufacture.

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted
630-D Structural Steel Beams, W 6 x 15 (16’9, 17°9”)

630-E Structural Steel Angles &Bars, 32" x 3 ¥%2” x1/4” Angles

601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5”)

602-A Reinforcing Steel

191

1 Each
77.00 SF
3450 LF
9.17 LF
1.04 CY
116.9 Lbs



Sign No. 1

US 49 Forrest County Northbound\lotice to Bidders No.1128 -- Cont'd

N\

\EEL

EAST [IEE

Lucedale [Hi&
Mobile [k
EXIT V2 MILE [§

215k 36 ke 18—kg gl k——20 5— k153
23 9—l 1.8 9 k173
36 e 655 b 305
19,3 318 k-9 gsk—14 —ske-10-ok 333 L1384
132

12.0" Radius, 2.0" Border, White on Green;
"EAST" E Mod; “Lucedale” E Mod; “Mobile” E Mod; “EXIT Y2 MILE™ E Mod;

Sign It 127223 Sign Stock Nmbe: f21a Sign Heignt in: = W )
sgningex|  og Barcode: Sign Widih in: el WARIARLE COLORS
Lounty Mmor: Forest[16] Instaliation Cate: [7i231393 | Sackground Color [Ereen QKD LEGEND
Foute |- k3 Surdey Date: [3/23/2005 Lagend Color: [unie
Begn ey Sign Name: PHOTO REQUIRED
Segin Lat. 31-233007]
Eegin Lang: -E8 270517 [ Fiazner
Sign Route Cirecion: farih Sound [[] Replace Sign

Sign Face Direction: Eouth

[ sign Supper D3Mage .. |

Sign Support Type: [-Beam - Single Sign [ =ign Camage .

sgnswppotcns] 4

LUceEpALE |
MOBILE

Sign Legand: U5 93 EAST LUCEDALE MOSILE EXIT 112 MILE

EXNT 2 WiLE |
-

Slgn Comment: NEEDS UP SIZE OK LETTERS AND MEW I-BEAMS

This sign requires new overlay, extrusions and I-Beams. |I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing

1 Each
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630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

US 49 Forrest Cownty Northbound\otice to Bidders No.1128 -- Contd

630-D Structural Steel Beams, W6 x 15 (22°9”,23°9”)

630-E Structural Steel Angles &Bars, 3 ¥%2” x 3 ¥%2” x ¥4 Angles
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5%)

602-A Reinforcing Steel

193

115.50 SF
46.50 LF
7.67 LF
1.04 CY
116.9 Lbs



US 49 Forrest Cownty Northbound\lotice to Bidders No.1128 -- Cont'd

/

12.4 k101001334 10k 13 45k 10— 36—k gk 125k 13,94

L 10sk-15,04
12k 13,94
L 10sk-15,9#

150

124.1
124.1
124.1

Columbia

Laurel
SECOND RIGHT
o J

21, 1—1'l 126 | L—EE E—‘L—EEE—Jﬁﬂl |EI- EL—ZEE—!

A AL e 20 5—ak % k291
01—k 96 b o1
37 ! 64 L 37
12.8 k 59 4 Leige—a31— 128

38

12.0" Radius, 2.0" Border, White on Gresn;
"WEST™ E Mod; “TO™ E Mod; “Columbia” E Mod;
“Laurel” E Mod; "SECOND RIGHT™ E Mod;

Sign It | 127408 Sign Stock Nmb: fz14 Sign Heignt in: 104
Suﬂ ||'Hﬂ.'. 1g§§ Barcode: SEI'I WwWidih - 120 UFI.FI]HB L[ {I}LUFIS
C‘:ll]l'l}'“l"l'ﬂ'. F{HTESI['I Installation Cate: pEiods19as Baﬁg‘nt.nl:lcunc [=reen ﬂ.HD LEEEHD
Fooute I b Survey Date: p32302005 Legend Color [wnite

Begn 27250 =5gn Hame: PHOTO REQURED
Begin Lat: 31.237140

Begin Long: “F9.7234] [ Fizsner

Sign Figute Direction: figrik Sourd [] Replace Sign

Sign Face Direclion: :| [ sigr Suppert Damage =

Sign Support Type: W O =ign oamage -
Sign Support Cnt: COLUMBIA
Sign Legend: [y=5T gsmsg-:m_wamuurﬂ SECOMND RIGHT { LAUREL

Sign Comment: NEEDS ALL NEW OWERLAY EXTRUSION AND | -BEAMS KATH "\ SECOND RIGHT :

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
It is to be located 200’ south of the existing sign.
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US 49 Forrest County Northbound\otice to Bidders No.1128 -- Contd

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 143.75 SF
630-D Structural Steel Beams, W6 x 15 (24’9”,25’9”) 50.50 LF
630-E Structural Steel Angles &Bars,3 ¥%” x 3 %" x ¥ Angles 7.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 5.0”) 1.16 CY
602-A Reinforcing Steel 130.7 Lbs
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US 49 Forrest Cowaty Northbound\lotice to Bidders No.1128 -- Cont'd

Sign No. 3

/|

k08— k g L 79k 108k 115

To Jackson
SECOND RIGHT
NS

e 124— 17 k—10.8— 67.4 k14—
15 ok 475 k gk 345 L 15

A8
o

120
©.0" Radius, 1.3" Border, White on Green;
“To Jackson™ E Mod; “SECOND RIGHT™ E Mod;

Ia: 23305 Sign Stock N Sign Heignt in;
EE?ij H o S:,, wﬂm o 12 VARIABLE COLORS
County Nmbr: Farest[16] Installation Caie: [&04/1393 Background Color [Ereen AND LEGEMD
Route Id: fta Sureey Date: p40za008 Legend Color. {uniie
segn e 2806 =5gn Hame PHOTO REQUIRED
Segin Lak: 31237800
Begin Lang: -29 272580 [ Fiasner
Sign Route Direction: karih Sound Replace Sign
Sign Face Direction: Eouth [] sign Support Damage ==
£lgn Suppert Type: [Beam - Singlz Sign [] sign Camage 3z
Sign Suppan Cnt |
Sign Legand:
Sign Comment:

This sign requires a new overlay, extrusions and 1-Beams. I-Beam Lengths are estimated, the contractor
will be responsible for performing field survey to determine exact beam length required prior to
manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 40.00 SF
630-D Structural Steel Beams, W6 x 9 (15°9”, 16°9”) 32.50 LF
630-E Structural Steel Angles &Bars, 3”x 3”x 1/4  Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.0”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 49 Forrest Cownty Northbound\lotice to Bidders No.1128 -- Cont'd

Sign No. 4

EAST

ucedale
Mobile

N\

S

é 11—

ok 12—k 1

e 10 sk— 13—

36

6.4k—15,9—sk-10k-13 4k 9 9d-13 4l 10k

103
103

126

21.9 é 36 L 1!3-—"]"('3.9;'l g—EB.ﬁ—'L—IB.S—’
23—l 918 : k173
e 36.1 L 65.5 304
60.9 Jﬂ 16 é 551
132
12.0" Radius, 2.0" Border, White on Green;
“EAST" E Mod; “Lucedale” E Mod; “Mobile” E Mod;
Standard Arrow Custom 21.0" ¥ 8.5" 457;
Sign Ik 127408 Sign Stack Nmbe: [f214 Sign Heignt in: 103
Sign “m_ EE Barcods: Sign Width in: 2 WAFRIABLE COLORS
CCIUI'I)' Mmbr: Farrest [13] Installation Cate: 07aniisas Bi.ﬂmﬂ Color Breen .H.HD LEE‘E “D
Routs Id: b Zurvey Date: f3232005 Lagend Color [nie
segn e Sign Mame: PHOTO REGUIRED
Segin Lat: 21240070}
Begin Lang: -£0 273554 [ Flasner
Sign Route Direction: jarth Sound [] Replace Sign
Sign Face Dirzcior: Fouln [ sigr Suppert Cemage ==
Slgn Support Type: [Beam-Sngle Sign | [ Slgn Damage -
Sign Support Cnt | a
Sign Legand: 15 03 EAST LUCEDALE MOSILE OIS ARROW
sign Comment: [IP SZE LETTERS 10 123310

TR

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

197



US 49 Forrest Coignty Northbound\otice to Bidders No.1128 -- Contd

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

630-D Structural Steel Beams, W6 x 15 (2279”,23°9”)

630-E Structural Steel Angles &Bars, 3 %2 x 3 ¥%2” x ¥4 Angles
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5%)

602-A Reinforcing Steel

198

1 Each
115.50 SF
46.50 LF

7.67 LF
1.04 CY
116.9 Lbs



US 49 Forrest Ctalaty Northbound\lotice to Bidders No.1128 -- Cont'd

Sign No. 5

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

Sign Id: E Sign Stock Nmbr: F1oo Sign Haignt in: j : o
signingex [ 2023 Barcode: signwiamin: [ 4 VARIABLE COLORS
County Nmibr: @l Inskaliation Sate: psqar2o04 Background Color [Srean AND LEGEND
Routeld:fa | SuveyDate:psiazong Legena Color [amile |
segn ke 5559 Sign Name PHOTO REGURED
Segin Lat: 31245537
Begin Lang: -89.275822 [ Fiasher
S¥gn Route Drection; jvortn Boung__| Replace Sign
Sign Face Direction: wI' [ slon Suppon Damags .
Sign Support Typs: m [ slgn Damage e
Sign Suppart Cnt: :|
Sign Legend:
Sign Commant:

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture. It
is located on US 49 Northbound at the US 98 Eastbound Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (159", 15°9”) 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 49 Forrest Ctazty Northbound\lotice to Bidders No.1128 -- Cont'd

Sign No. 6

/

k14613 4ok 101335k 10— 35—k g k12 45k 136

k25— sk 159k gsa4— J101k-156-
106.3
106.3
132

12,1136
110.1l—15.6—

WEST ToO

Columbia
Laurel
A\ /|

"f—3'1.B—l"l"-'h?.ﬁ"'l L—EE.B—J'(—ZE.S—J 3.92| :LPB_S I"—EI-{:I.E—!II

| 23 | | 1
346 36.1 209 36 7Y —
k7 —dk 96 de13.45k—150-78
33 --|= od - 53
150

12.0" Radius, 2.0" Border, White on Green;
“WEST™ E Mod; “TO” E Mod; “Columbia” E Meod; “Laurel” E Mod;
Standard Arrow Custom 21.0" X 8.5 45%;
This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will

be responsible for performing field survey to determine exact beam length required prior to manufacture.
The existing sign is not in the sign inventory, but a temporary sign is in place that this sign will replace.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 137.50 SF
630-D Structural Steel Beams, W6 x 15 (23’3”, 24°3”) 47.50 LF
630-E Structural Steel Angles &Bars, 3 %4” x 3 %" x ¥ Angles 8.17LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5%) 1.04 CY
602-A Reinforcing Steel 116.9 Lbs
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US 49 Forrest Ctasaty Northbound\lotice to Bidders No.1128 -- Cont'd

Sign No. 7

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

Sign 1d: 1315@ Sign Stock Nmbr: F100
Sign Inde: 79232 Barcode:

County Nmibr: Faorrest[18)| Instaliation Date: psri4r2004

Sign Halght in:
Slgn Width in:

YARIAB LE COLORS
ANHD LEGEND

Fioute Id:
Segin Km:

Seqin Lat

Begin Long:

=ign Route Cirection:

R
—
e |

Sureey Date: fsraons

Legent Color

[«
[«
Backgrouna Coler- [aresn |
|

[] Frasher
[+] Replace Sign
[] rep g

PHOTO REQURED

Slgn Face Directlon: Bouth [ Slgn Suppon DamMags ..
Sign Suppart Type: Pips - Singls Sign [ sign Damags .
Sign Support Ct: 1

Sign Legand:
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture. It
is located on US 49 Northbound at the US 98 Westbound Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (159", 15’9”) 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 49 Forrest Ctagnty Northbound\lotice to Bidders No.1128 -- Cont'd

Sign No. 8
r 1 T T
w o |
~ o~ 2
. =
NORTH L
0 ‘g
[==]
m I
=
o
0
2
= = - @
_ . o
0 5 o
: . 4 88
0
o
@
o
@
P~
L L
245 & 24 k12— g Jéi- 308 i 244
k—10.9—sk 75.3 - kg 9k 19 k—10.9—
56.1 13.9—k 56
126

9.0" Radius, 1.5" Border, White on Green;
‘NORTH" E Mod; “Broadway Dr.” E Mod; Standard Amow Custom 18.0" X 8.5" 45%;

soue] ] s ] sonvegin o Em_m——m
sgn ncex [——715q Baote [ Sgnwetn el VARIABLE COLORS
County Mmibr: Farest [1£] Installation Date: faiz1/1392 | Sackground Color [Ereen AND LEGEHD
Routz 1 i3 Survey Date: 3002005 | Legend Color: [untte -
Begn K 45619 Sign Mame: PHOTO REQIARED
Segin Lat: 31305104
Begin Lang: 59 312103 [ Flasner
Sign Route Dirzctior: Farth Sound [ Replace Sign
Sign Face Direction: Foutn [ sign Suppor Damage ==
Sign Support Type: [-Beam - Single Sign [ =ign oamags =
s spatcni 3
Sign Legand: [15 11 NORTH BROADWAY DR DIR ARROW
slgn Comment: NEED'S A NEW DVESLAY AND EXTRUSION KATRINA

This sign requires new overlay, extrusions and I-Beams. |I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 68.25 SF
630-D Structural Steel Beams, W6 x 9 (18°3”,19°3") 37.50 LF
630-E Structural Steel Angles &Bars, 3”x 3”x 1/4 ” Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.0%) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 49 Forrest Ctasaty Northbound\lotice to Bidders No.1128 -- Cont'd

Sign No. 9

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

Sign Id: E Sign Stock Mmbr: fesz Sign Helght in: 3]
Sﬂl’l Imdia: 1168 Baroodde: -5|g"| Wit In: 43
County Wmior: [ Famest[15]] Instalation Cate: fopamoon | Background Coler [Gresn
Route 1d: ga SUPI'E'!' Dale: prizaizins LEﬂEﬂﬂ Color. mite
Segin K 45508 Sign Name:
Begln Lat 31.305832
Begin Lang: 59314560 [ Fiasher
Zign Route Directon: porth Baund |:| Raplace Sign
Sign Face Direction: [Eouth [ sign Suppon Damags =
Sign Support Type: Pipe - Singie Sgn [ sign Damag= >
signsuppartcnt[ 4|
S Legand: | |
Sign Camment: | |

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture. It
is located on US 49 Northbound at the US 11Northbound Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (15’9”, 15’9") 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥ Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 49 Forrest Ctasaty Northbound\lotice to Bidders No.1128 -- Cont'd

Sign No. 10

7.5

10—k
g—k o5

de 7.5

18.5

ke
425

13.6— ok 239 S PRSP S A: J 206 k118
146 ok 489 =L g9~ 16 e qo5—f
102

6.0" Radius, 1.3" Border, White on Green;
“SOUTH" E Mod; *Purvis" E Mod; Standard Arrow Custom 21.0" X 8.5" 457;

Slgn Id: El Sign Stock KWmbr: F214 Sign Helgint in: ar
Sign Indes: ed Barcode: Sign Widtn In: el YARIABLE COLORS
County Nmor: [ Fprrest 18] Instaliaion Date: paziigey | Backgrouna Coloe [Gresn AHD LE GE ND
rousiefp | sweyou [y | Legewecoor fruie ] |
Segn Sign Name: PHOTO REOUIRED
segn Lot
Begin Lang: [ -20.31635]] [ Fiasner
Sigr Route Drestion: [orth Bound. | [ meptace Sign
Slgn Face Directlon: Baouth [ slgn Suppor Damags -
Son support pe-[meam srge o | [l Swmoamess
sign suppartcnt: [ 3
Sign Legend: |
Sign Commend: |

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 68.25 SF
630-D Structural Steel Beams, W6 x 9 (16°9”, 17°9") 3450 LF
630-E Structural Steel Angles &Bars, 3”x 3”x 1/4 ” Angles 7.00 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.0%) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 49 Forrest Ctamty Northbound\lotice to Bidders No.1128 -- Cont'd

Sign No. 11

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

signig:[ 134308 Sign Stock Nmor: fiog Sign Helght In: 2t [ N
Slgn Index: 451 Barcode: Slgn Width In: 45 VARIABLE COLORS
County Wmor: | somest[ig] stalation Date: focriziez | Background Color [reen AND LEGEHD
Foule 1d: D Sureey Date: Legend Color
S Sign Name: PHOTO REQURED
segn Lt
Begin Lang: @ [ Fiasher
sign Route Drection: |iorn Baung | [ mepiace =ign
Slgn Face Direction: South [ =ign Suppori Damage >

Sign Support Type: Pipe - Single Sign [ sign Damage ==
1

Sign Support Crt:
Sign Legend: |
sign Comment: frucy 3503806nD 05/17/2004 put It back up |

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture. It
is located on US 49 Northbound at the US 11 Southbound Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (159", 15°9”) 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY

602-A Reinforcing Steel 56.5 Lbs
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US 49 Forrest Casaty Northbound\lotice to Bidders No.1128 -- Cont'd

Sign No. 12
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i8¥:
© 17
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o
New Orleans 3
1
=
4714
EXIT /2 MILE 23
P
2w
L J Ly
81 36 81
B60.6 ok 76.8 A 50.6
199 48 1 k15— 94 1 k9.9
436 s 31.6— 10.1 k—20.9—k—15—k——333—k 43.5
196
12.0" Radius, 2.0" Border, White on Green;
“Laurel” E Mod; “Mew Orleans” E Mod; "EXIT ¥z MILE™ E Mod;
Zign 1| 2951g Sign Stock Nmbe 213 | Sign Heignt in: 14
sgrncex | aq| Bacode | o  Sgnwadinm: vl VAFAIADLE COLORS
‘Courty Nmbr: Famest [1 Installation Cate: EEH]D'EI]III Sackground Color. [Zreen NHD LECEHD
Routz Id: pg Survey Date: E 140112005 Legend Color (Nnie R,
Segn K S2.457 L AP FHOTO REQURED
Giegin Lak: 31.349870
Begin Lang: _Eo.3378500 [ Flasner
Sign Route Cirechon: Marih Sound [] Replace Sign
Sign Face Dirzction: Eaulh [ =ign Support Damage =
SlmSLq:meype::.ﬂean_Munpesm [ =sign Camage .
Sign Support onz: | E|
SlgnLegend: [-59 LAUREL NEW CRLEANS 172 MILE i /2
Slgn Comment: NEEDIS ALL MEW EXT AMD OWERLAY AND I-BEAMSE KATRINA 5 n ‘
This sign requires new overlay and extrusions. MDOT will set new 1-Beams and install the Airport
Symbol.
202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 198.00 SF
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US 49 Forrest Cgnty Southbound\‘mice to Bidders No.1128 -- Cont'd

Sign No. 13
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e 19 il
326 48.8 326
—11.4 | 431 k—10 L 381 L 14—

114

29.0" Radius, 1.5" Border, White on Green;
“SOUTH” E Mod; “Purvis” E Mod; “RIGHT LANE™ E Mod;

Sign It | 123159 g0 Stock Nmbe fa1s Sign Hexght n: o]

Signingex | 254 Bacode:[ and Sign Widih In: prell VARIABLE COLORS
County Mmar: Forest [16] Installation Date: f7/201384 | Sackground Color reen AHD LE GEHD
Routs Id: g Zureey Cate: pa0z200s Legend Color. [ynite
segn 27424 Sign blame: PHOTO REGUIRED
segin Lat 31207
Begln Lang: ~£9.31935 [ Fasner
Sign Route Dirzction: Eoulh Bouna [ Replace Sign
Sign Face Dirsction: :@ [ =ign Support Damage ==
SinSuprat e [Ben-srgsg ] lswomase
sgnsppotent] 4

Sign Legend: IS 11 SOUTH BURVIS RIGHT LANE
Sign Comment: [ATRINA

R

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 61.75 SF
630-D Structural Steel Beams, W6 x 15 (17°3”, 18’3") 35.50 LF
630-E Structural Steel Angles &Bars, 3” x 3” x ¥ Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 49 Forrest Cgnty Southbound\‘mice to Bidders No.1128 -- Cont'd
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13.8 | 239 | 12 8 '1 ; 306 b q1.8—
14.6 L 48.9 =L gk 16 S p-p—
102
6.0" Radius, 1.3" Border, White on Green;
“SOUTH" E Med; “Purvis” E Mod; Standard Arow Custom 21.0° X 8.5" 45%
Sign It | 128188 Sgn Stock Nmbr: 214 Sign Heignt in: = [ :
Sign II'HEK_ Ea Barcods: Shgn Widih in: o VARIABLE COLORS
GEIIJI'I}' Mmbr: Farmrest [1 Insiallation Cate: ! L=hein g fe1=t Ba;:,tg'nm:l Color. [Sreen .n.HD LEE'E HD
Route Id: g Sureey Cate: E?.'mua Legend Color. [l e
Segn e 47317 S5gn Name: PHOTO REQUIRED
Segin Lat 31.309843
Eegin Lang: Eoaioiod [ masner 3
Sign Route Dirsction: Bauln Bound [ Replace Sign sl
Sign Fase Direction: forin [ sign Support Damage -
sin suppen Type [pear—Sogesign ] ] sanommgs
Sign Support Cnt: 7|
Sign Legend:
Sign Comment:
- |
This sign requires new overlay and extrusions.
202-B  Removal of Sign 1 Each

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 42.50 SF
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US 49 Forrest Cinty Southbound\‘mice to Bidders No.1128 -- Cont'd

Sign No. 15

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

Sign I: E Sign Stock Nmbr: Fesz Sign Halgnt In:
Sign Indax: E Barcode: Sign Widtn In:
County Wmar: @ instaliation Date: poronior | Background Color
Foube [d: Cl Sureay Date: priaaeo0z Legend Color
seain ot i
Begin Lang: @ [ Fiasher

=ign Route Drection: foutn Sound | [ Repiace sign
Slgn Face Direction: :' [ slon Suppor: Damags .
Sign Support Typs: M' O 5l Damags .
Slgn Support Cnt: :|

SN Legand:
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
This sign is located on US 49 Southbound at the US 11 Southbound Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (159", 15°9”) 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥ Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 49 Forrest Coznty Southbound\‘mice to Bidders No.1128 -- Cont'd

Sign No. 16
a 2
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56.1 e 13, | 56
126

9.0" Radius, 1.5" Border, White on Green;
“NORTH" E Mod; “Broadway Dr.” E Mod; Standard Amow Custom 18.0" ¥ 8.5" 45°;

Sign 1t | 125169 540 Stock Nmbe: 212 Sign Heignt m; = :
Sign IME Barcodz | 304 Sign Width m; prrfl VARIABLE COLORS
County Mmor: Famest [1 Installation Date: p4r1842001 Sackground Color [2reen
Foute Id: g Zurvey Date: 13:02/2005 Legend Color funite S
Begn ki 26214 Sign Name: PHOTO REQUIRED
Segin Lat 31306953
Begin Lang: “E5.31525] [ Fiasnzr
Sign Route Dirsction: Fouin souna [ Replace Sign
Zign Faes Dirzclion: Martn [ Slgr Supperi Damage = |
Sign Support Type: [-Beam - Single Sign [ =ign oamage e
sgnspootors )
Sign Legandt: (15 11 NORTH ERCADVIAY DR, DIR ARRCHW
Sign Comment: IEEDIS A NEW DVERLAY AND ALL NEW EXTRUSTION KATRI

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estima_te*d, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 68.25 SF
630-D Structural Steel Beams, W6 x 15 (18°3”,19°3") 37.50 LF
630-E Structural Steel Angles &Bars, 3” x 3” x ¥4” Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 49 Forrest Casnty Southbound\‘mice to Bidders No.1128 -- Cont'd

Sign No. 17

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

Sign Id: E Sign Stock Wmbr: fass Sign Halgnt in: 4]
Sign Indax: E Barcode: Sign Widtn In: &0
County Nmibr: m‘ Instaliation Zate: horpomoon Background Color [Srean
rowinf— | sweyouefmome | Lagenncon e ]
PO — el —
segn ot
Begln Lang: [ Frasher
2ign Route Direction: @ [ m=piace ign
Sign Face Cirection: E [ =lgn Suppori Damage -
SIgn Support Type: Pips - Singe 5ign | [ Sign Damage ==
Sign Support Cht: |
Sign Legend: |
Sign Comment: |

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture. It
is located on US 49 Southbound at the US 11 Northbound Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (15’9”, 15’9") 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 49 Forrest Conty Southbound\‘mice to Bidders No.1128 -- Cont'd

Sign No. 18
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12.0" Radius, 2.0 Border, White on Green;
“WEST E Med; “TO" E Mod; “Ceolumbia” E Mod; “EXIT 1 MILE™ E Meod;

Sign Id:

Sigr index: |

County Mmar-
Routs Id:

Begn K

Segin Lak:

Begin Long:

Sign Route Direction:
=ign Face Direelion:
Sign Support Type:

Sign Legand:
Sign Comment:

This sign requires new overlay, extrusions and I-Beams.

podn ]
[p= - Single Sign [ sigr camage

Simmwutm:'

] 123233 Sign Stack Nk fz1g Sign Hesgnt in; = .
— I Sgn Wt el VARIABLE COLORS
Farmrest [1 Insialiation Date: paigar 9oz Bar,tgnnﬂ Color. Rreen HHD LE':‘E HD
g Survey Date: f323/2008 Legend Color [WhHe =
=t Sgn Name: PHOTO REQURED
31261129
-Eo 2E2ad [ Frazner
Eauth Bouna [ Repiace Sign
Harin [ sign Supgor Camage ==

e

LS 83 WEST 1-59 TO DOLUMBLA EXIT 1 MILE

MEEDS TC P SIZE THE LETTERS 13.3310

I-Beam Lengths are estimated, the contractor will

be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 120.75 SF
630-D Structural Steel Beams, W6 x 15 (22°9”,23°9”) 46.50 LF
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US 49 Forrest Cmsnty Southbound\otice to Bidders No.1128 -- Contd

630-E Structural Steel Angles &Bars, 32" x 3 ¥%2” x %" Angles 7.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5%) 1.04 CY
602-A Reinforcing Steel 116.9 Lbs
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US 49 Forrest Cmsnty Southbound\‘mice to Bidders No.1128 -- Cont'd

Sign No. 19
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F-12.8 | 59.4 | 10 | 431 L 12.8-4
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12.0" Radius, 2.0" Border, White on Green;
EAST™ E Mod; “Lucedale”™ E Mod; “Mobile”™ E Meod; “SECOND RIGHT™ E Mod;

This sign requires new overlay, extrusions and I-Beams. |I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
The existing sign is not in the sign inventory.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 120.75 SF
630-D Structural Steel Beams, W6 x 15 (22’9”,23’9") 46.50 LF
630-E Structural Steel Angles &Bars, 32" x 3 ¥%2” x %" Angles 7.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5%) 1.04 CY
602-A Reinforcing Steel 116.9 Lbs
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US 49 Forrest Carnty Southbound\‘mice to Bidders No.1128 -- Cont'd
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Sign No. 20
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12.0" Radius, 2.0" Border, White on Green;
"WEST™ E Mod; “TO" E Mod; “Columbia” E Mod;
Standard Arrow Custom 21.0" ¥ 8.8" 457

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
The existing sign is not in the sign inventory.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 120.75 SF
630-D Structural Steel Beams, W6 x 15 (22°9”,23°9”) 46.50 LF
630-E Structural Steel Angles &Bars, 3 %4” x 3 ¥%2” x ¥ Angles 7.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5%) 1.04CY
602-A Reinforcing Steel 116.9 Lbs
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US 49 Forrest Casnty Southbound\‘mice to Bidders No.1128 -- Cont'd

Sign No. 21

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

Sign Id: E Sign Stock Kmbr: fess Sign Helght in- 4]
Sign Index: E Barcode: Slgn Widin In- &0
County mor: [ Fprest[ig] Instaliation Date: foromion | Backgrouna Color [Gresn
rousifs— ] sueyoserfonany ] egenaconr e —]
Segin Km: 45 56 Sign Name: F
segin Lot [ v saeery e
e R L
Sin Route Direction: @ [ mepace Sign
Slgn Face Direction: @ [ sign Support Damags =
snswpon e P sy ] Dsmoemase
signswppartcnt| 4|
=ign Legand: |
Zign Comment: |

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture. It
is located on US 49 Southbound at the US 11 Northbound Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (15’9”, 15’9") 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 49 Forrest Cgnty Southbound\‘mice to Bidders No.1128 -- Cont'd

Sign No. 22

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
There is no sign inventory data for this sign, but it is located on US 49 Southbound at the US 98
Westbound Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (159", 15’9”) 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 23
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12.0" Radius, 2.0" Border, White on Green;
“EAST” E Mod: “Lucedale” E Mad; “Maobile™ E Mod;
Standard Arrow Custom 21.0" ¥ 88" 457

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
The existing sign is not in the sign inventory.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 115.50 SF
630-D Structural Steel Beams, W6 x 15 (22°9”,23’9") 46.50 LF
630-E Structural Steel Angles &Bars, 3 ¥%2” x 3 ¥2” x ¥4” Angles 7.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5%) 1.04CY
602-A Reinforcing Steel 116.9 Lbs
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US 49 Forrest County Southbound\‘mice to Bidders No.1128 -- Cont'd

Sign No. 24

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

There is no sign inventory data for this sign, but it is located on US 49 Southbound at the US 98 Eastbound
Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (159", 15’9”) 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 25

Wiggins
Gulfport 55
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3.0" Radius, 1.0" Border, White on Green;
“Wiggins™ E Mod; “25" E Mod; “Guifport” E Mod; “55° E Mod;

B S bl T B I | 1 coons
County Mmor: | Fomest[iE] Instaliation Date: [liZeass | Sackgroung Color: [Breen ANDLEGEND
Routz Id: jg SJPI'E]' Cate 03262008 an"ﬂ Color White ——
segn e 3752 Sign Hame PHOTO REQURED
Begin Lak: 31.234025
Begin Lang: -Ea7180 [ Fasner
Sign Route Cirzction: Foulh Bouna Replace Sign

Sign Face Cirection: Norih [ sign Supper Damage =
S upee pe ot e s ] O owoeme -

Sign Support Cnt
Sign Legend: [wisGING 25 GULFFORT 55
Sign Comment: NEEDS F-BEANS

This sign requires new I-Beams. 1-Beam Lengths are estimated, the contractor will be responsible for
performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Posts and Footing 2 Each
630-O Remove and Reset Signs, All Sizes 1 Each
630-D Structural Steel Beams, W6 x 9 (14’9”,159™) 31.50 LF
630-E Structural Steel Angles &Bars, 3” x 3” x ¥4 Angles 6.00 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 1

/|

14, 3ok 1 010,95k 13.4 k10513 3k 10— 36 1— kg, 14

1009
101.9

126

Hattiesburg
Gulfport
EXIT 1 MILE

k13.3-k11.9-k
14,32k 9,941

N

&0 35 ! 60

—16.8— 1225 A 16.8—
358 | 844 L 358
28 ok 316 de1p- k—12-k 33.3 &k 32.8
%58

12.0" Radius, 2.0" Border, White on Green;
“Hattiesburg™ E Mod; “Gulfport™ E Mod; "EXIT 1 MILE™ E Mod;

Sign It | 103361 Sign S0ck Nmbr fizaid Sign Hesgnt in: = [ =
sign lm:ji Barcods: Sign wtn n: pprll VARIABLE COLORS
County Mmbr: Forest [16] Installation Cate: f7r201393 | Sackground Color freen AHD LEGEHD
Route 1o b Sureey Date: 312302005 Legend Colom White _
Begn K .85 Zign Mame: PHOTO REGINRE D
Gegin Lak: 31245100
Eegin Lang: ~E9.25362 [ Fazner
Sign Route Dirzction: fuzst Bound [ Feplace Sign
Sign Face umm::@ [ =ign Support Damage s=
Sn Suppert Type [Beam -srgesign | (] Spdamage =
sgnsugpatont | 4 HATTIESBURG |
Sign Legand: IS 49 HATTIESBURS GULFPORT EXIT 1 MILE GULFPORT
Sign Comment: iEEDE UP 5122 LETTERS 70 132310 ¥ [ B0 o1 M

SN

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 136.50 SF
630-D Structural Steel Beams, W6 x 15 (22°9”,23°9”) 46.50 LF
630-E Structural Steel Angles &Bars, 3 ¥%2” x 3 ¥%2” x ¥4 Angles 8.42 LF
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601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5”) 1.04 CY
602-A Reinforcing Steel 116.9 Lbs

222



US 98 Forrest Qaenty WestboundNOtice to Bidders No.1128 -- Cont'd

Sign No. 2

_/

14 53—k gk gbg—k gd kgabgL 1435
72

Camp Shelby

15

Multi Purpose Center
NEXT RIGHT

\

421 X 336 gk 423 k 42
1 |5 189 Il
5.8k 306 e, 1k 488 gk 413 de 155
478 L 30 gk 344 L 478

165

9.0" Radius, 1.5" Border, White on Green;
“Camp Shelby” E Mod; "Multi Purpose Center” E Mod; "NEXT RIGHT" E Mod;

sur?m;j :ma o mmrdmr = iinm: : 1; VARIABLE COLORS
County M Fomest[16] Installation Cate: fa01/2006 | Sackground Colon Breen AHD LEGEMD
Route d: B3 Sureey Cate: [3/232006 Legend Coler: [Wnite
S = Sign Hame: PHOTO REGUIRED
Segln Lat: 31245164
Begin Long: -0 263503 [ Fiasner
Sign Route Cirector: [West Bound [] Feplace Sign
Sign Face Direction: Fast [ 5gr Support Damage ... |
Zlgn Support Type: |-Beam - Single Sign [ =kgn Camage -
sgnswppotcnt|

Slgn Legend: Camp Sneloy ——— WUl Pumpose Cenler MEXT RIGHT
Sign Comment: NEEDS NEW HSEAMS

o

This sign requires new I-Beams. I-Beam Lengths are estimated, the contractor will be responsible for
performing field survey to determine exact beam length required prior to manufacture.
Existing sign will be removed and reset on new I-Beams.

202-B  Removal of Sign Post and Footing 2 Each
630-O Remove and Reset Signs, All Sizes 1 Each
630-D Structural Steel Beams, W6 x 15 (17°9”,14’9") 32.50 LF
630-E Structural Steel Angles &Bars, 3” x 3” x ¥4 Angles 9.00 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5”) 1.04 CY
602-A Reinforcing Steel 116.9 Lbs
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Sign No. 3

/.

126

attiesburg
ulfport

kg gd— 150k 10l 134-kggl 13410k 359 Lggd

\

N\

60 | 36 | 60
e 16.8—k 122.5 k16 85—
35.8 L 84.4 A 358
70 16—k 70
156

12.0" Radius, 2.0" Border, Whitz on Green;
“Hattiesburn” E Mod: “Guifport™ E Mod: Standard Arrow Customn 21.0" ¥ 8.5 457;

surﬁmm;f 115 = MB;K L i:,,ﬁgﬂ: : :i VARIABLE COLORS
Gc-url)'Nr'mn Farrest [1 Instaliation Date: pEiod/ 1993 Ba.-::l:g‘mnu-:nmc [=reen .n.HD LEEEHD
Routa Id: Bs SJI'I'E]' Cale: 3232008 an'ﬂ Color [While
Segn K 2235 Sign Mame: PHOTO REQURED
Segin Lat: 31245259
Begin Long: -0 2EA254 [ Fasner
Sign Roube Direction: {Nest Bound [] Raplace Sign
Sign Face Direction: [nest [ 5ar Support Damage ... |
Slgn Support Type: [-Beam - Single Slgn [ =igr Camage -
sgrsppotont] 4

Sign Legend: |15 49 HATTIESBURG GULFRORT DIR ARROW
Sign Comment: NEEDS MEW SIGN AND SEAMS AND UP SIZE LETTERS TO 13

A

This sign requires new overlay, extrusions and I-Beams. |I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
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202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

630-D Structural Steel Beams, W6 x 15 (2279”,23°9”)

630-E Structural Steel Angles &Bars, 3 %2 x 3 ¥%2” x ¥4 Angles
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5%)

602-A Reinforcing Steel

225

1 Each
136.50 SF
46.50 LF

7.67 LF
1.04 CY
116.9 Lbs
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Sign No. 4

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

Sign |u:'E =ign Stock Nmbe fese Sign Heignt in; ]
signmcex | 13g] Barcode: Sign Width in; B
CEIIJI'I}'NIT.H'. FMUB] Insialiation Date: paoe 9oz B-aﬁgnnﬂ Color. Erean
Fouta I s Survey Date: fazevzons Legend Color [vnite
o578 e ——
Segin Lat: 3124510
Begin Long: -59.270307] [ Fasner
Sign Route Cirechior: [vest Bound [0 Replace Sign
Sign Face Cirectior: Tyast [ sigr Suppert Camage =
Slgn Support Type: Pipe - Single Sign | [ sign oamags 2>
Sign Suppont Cnt | 1
Sign Legand:
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture. It
is located on US 98 Westbound at the US 49 Northbound Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (159", 15°9”) 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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r Camp Shelby
N Gulfport

Multi Purpose Center A
Hattiesburg A

o

5.6 k—B—ke 7. 3ok—8 k-6l l4.gk-10.5-d4 8k-10.5-15.1

72

L 10.5-4,8k-10.5-ok—] 3 3—ok-7.9-k7 3ok—8— 6.4

N\

N :
=T
k—10—sk-10.5-sk—g—ok 335 L 423 o 556
286 L 50.6 L 88.8
168
k— 10—k 84.3 gk 411 L gl 10561
b 10—k 735 gl q0.5-k 66

168

9.0" Radius, 1.5" Border, White on Green;

Standard Arow Customn 13.4" X 8.0" 135% “Camp Shelby” E Mod; Standard Arrow Custom 134" ¥ 8.0 135°%;
“Guifport” E Mod; “MultiPurpose Center” E Mod; Standard Arrow Custom 13.4" X 8.0" 45% “Hattiesburg™ E Mod;
Standard Arrow Custom 13.4" ¥ 8.0" 45%

sgnid ] geased Sign Stock Nmbe frzig Sign Heignt i =
sgnmasc [ eqy Barcat: Sign Wit i IEj| VARIABLE COLORS
County Mmer: Forest[16] Installation Date: f301/2006 | Sackground Colon ereen AND LEGEHD
Routz 1 Bs Survey Date: 3232006 Legend Color Jvnite _—
Begin Km: 5.354] Sign Hams: FHOTO REOURED
Begin Lat: 31245763
Begin Lang: Ea7512 [ Fasner
Sign Reute Cirectior: [west Bound [0 Replace Sign

Sign Face umm::@ [ sign supper Damage =
Skn Supger ype [oeam g sgn | [ swnomiss
sgnswpatont]
Sign Legend: amp Sheloy | Guliport -— Mulil Purpase Canter § Hatiesburg
Sign Comment: NEEDS NEW FSZAMS

AR

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 84.00 SF
630-D Structural Steel Beams, W6 x 12 (17°9”,18°9”) 36.50 LF
630-E Structural Steel Angles &Bars, 3” x 3” x ¥%” Angles 9.00 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 77.5 Lbs
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Sign No. 6

/

Elks Lake Rd.

Dixie
EXIT /2 MILE

N

k9.4 —sk— 10—k— 10—k—13.3—k— 10—k —13 4—k—11.9

78

L

e 15 4 L

464

e Je

134 133 289
614 ' 513 ) 513
375 ok 318 de 10—k —13.5—l— 10k 333 ok 37.5

174

15.1—

9.0" Radius, 1.5" Border, White on Green;
“Elks Lake Rd.” E Mod; “Dixie” E Mod; “EXIT Yz MILE™ E Meod;

This is a new sign that requires overlay, extrusion and I-Beams. I-Beam Lengths are estimated, the

contractor will be responsible for performing field survey to determine exact beam length required prior to

manufacture.

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 94.25 SF

630-D Structural Steel Beams, W6 x 12 (18°3”, 19°3"") 37.50 LF
630-E Structural Steel Angles &Bars, 3 ¥%2” x 3 ¥2” x ¥4” Angles 9.25LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 77.5 Lbs
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Sign No. 7
a NE
=}
Elks Lake Rd. [
. B
.
| XIé il
1
[=2]
1
=
151 ok 41.8 ke 13.4 e 46.4 -k 133 ok 28.9 e 15.1—
B1.4 | 51.3 ! 61.3
79 de 15—k 79
174
9.0" Radius, 1.5" Border, White on Green;
“Elks Lake Rd.” E Mod; “Dixie” E Mod; Standard Arrow Custom 21.0" ¥ 8.8" 45%;
Sign It | 1psang Sign Stock Mt 7214 Sign Height in: = =
Sign ingex | 311 Barcode: Sign Vi i el VARIABLE COLORS
G':lul'l)' Mmibr: Fﬂﬂ"Eﬁt“ Imstaliation Cate: 079 Ba.-.ﬂ;gnnﬂ Solor [Breen .“.HD LEEE Hn
Foute Id: B Survey Date: paR32005 Legend Colom. (Nhite
Begn Kt 3.260) VSTVl PHOTO REOURED
Segin Lat: 31242374
Begin Lang: -E9.28570 [ Fasner
Slgn Raute Cirection: [vest Bound [ Replace Sign
Sign Face umm::@ [ sigr Suppert Damage =s
Son Support Tpe [ Srgesign ] [ sgnoamage
signmppetent [ o
Sign Legend: ELKS LAKE RD. DIXIE DIR ARROW
Sign Comment: NEEDS UP SIZE AND MEW HEBEAMS 13.3310
1R
This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 94.25 SF
630-D Structural Steel Beams, W6 x 12 (18°3”, 19'3"") 37.50 LF
630-E Structural Steel Angles &Bars, 3 ¥%2” x 3 ¥2” x ¥4” Angles 9.25LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 77.5 Lbs
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Sign No. 8

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

sgnic] apszi] Sign Stock nmbr fess Slgn Height a7
sign |mj| Barcods: Sign Widih in: &
Courty Mmibr: Famrest [1 Installabon Cate: pasoceigas Background Color [2reen
Route 1d: ba Sureey Date: [5/05:2003 Legend Color: [Anie
i e =
Segin Lat 31.241344
Begin Long: -£8. 287104 [ Frasner
Slgni Rioute Dirzclion: [Mest Bound [] Replace Sign
Sign Face Directon: [pest [ sign Supper D3M3ge .. |
Sign Suppert Type: Fipe - Single Sign [ =igr camage -
sgnopgotont]
Sign Legand:
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture. It
is located on US 98 Westbound at the Elks Lake Road Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (159", 15’9”) 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 9

66

3.0" Radius, 1.0 Border, White on Green;
Standard Arrow Custom 13.4" ¥ 8.0" 135% “Dixie” E Mod;

This is a new sign that requires overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the
contractor will be responsible for performing field survey to determine exact beam length required prior to
manufacture.

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 11.00 SF
630-D Structural Steel Beams, W6 x 9 (13’97,14°9”) 28.50 LF
630-E Structural Steel Angles &Bars, 3” x 3” x ¥4 Angles 4.00 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 10
© (=2}
11
1‘ Lucedale [&
11
687
. 41
Columbia =9 [§
1
o
N\ DA 1T
F—10.5 sk 8.1 L 8 e 55.1 A 143
b 10.5—sk 57.6 de gk 134 kg5
96
6.0" Radius, 1.3" Border, White on Green;
Standard Arrow Custom 13.4" ¥ 8.0" 90%; “Lucedale” E Mod; “Columbia” E Mod; Standard Arrow Custom 13.4" ¥ 8.0" 0%
sq?m;jﬂ o mﬂ;ﬁ == S;;m : .,z VARIABLE COLORS
County Mmir: Fomest [18] Installation Date: [71413e3 | Sackground Color [reen AND LE GE D
Fouts 1d: b3 Sureey Date: Oa282008 Legend Color. [Mnie
Begn Km 278 STl PHOTO REQURED
Segin Lat: 31.242560)
Begin Lang: -E9.301657] [ Fiasher
Sign Route Direclion: [zst Eound [J Replace Sign
Sign Face Direcion: Eauth [ sign Suppor D3M3ge .. |
Sign Support Type: Fost- Single Sign [ sign camage o [ 4 LUCEDALE
signsppet ez g | COLUMBIA =+
Sign Legend: BRRCW UP LUCEDALE COLUMIE ARROW RT.
Sign Comment: CHANGE LETTER SIZE AND SET FBEAMS
This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
This sign is in the interchange at Elks Lake Road.
202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 28.00 SF
630-D Structural Steel Beams, W6 x 9 (15’3", 16°3") 31.50 LF
630-E Structural Steel Angles &Bars, 3” x 3” x ¥4” Angles 6.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 11

€ | ucedale

7|

:—?,g—-l(—g,1—-ln—8—.
gk gk g

24

N\ oA
4.8k 134 gk 55 L 55—
a0

3.0" Radius, 1.0" Border, White on Green;
Standard Armow Customn 13.4" ¥ 80" 180° “Lucedale” E Mod;
i |-:|:'E Sign Saock Nmbr fi7eag Slgn Helgnt in: ]
sgninex [ aaq Barcode: Sign Wt in; =] WRIABLE COLORS
County Mmar: Famest[16] Installaion Date: fi7iis1993 | Sackground Color [Ereen NHD LEGEHD
Routs |d: bs Sureey Date: D328/2005 Legend Color: [yhie
Segn K 2524 S Name: PHOTO REGURED
Segin Lat: BEIEE
Begin Long: 50 301353 [ Flasner
Sign Route Cirechon: |vast Bound [[] Replace Sign
Sign Face Direction: Eouth [] =ign Supgort Damage =
Sign Support TyYpe: Past - Single Sign [ sigr camage -
Sign Support Cr::fj

Sign Legend: BRRCW LT LUCEDALE
Sign Comment: ERANGE LETTER SIZE AND SET FBEANS

TN

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
This sign is in the interchange at Elks Lake Road.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 15.00 SF
630-D Structural Steel Beams, W6 x 9 (13’97,14°9™) 28.50 LF
630-E Structural Steel Angles &Bars, 3” x 3” x ¥4 Angles 6.00 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 12

4 Columbia
Lucedale =»
N\

11, 4——k—8 | —k—g, 1k 57.5 e 11.3—
k14— 55.1 gk 134 k54—

“

5.4

kB 3—k— g1k BE—k— gk g
42

h—g—k——133

8

A

=

96
6.0" Radius, 1.3" Border, White on Green;

Standard Arrow Custom 13.4" ¥ 80" 90°; “Columbia” E Mod; “Lucedale” E Mod; Standard Arrow Custom 13.4" X 80" 0°;

sgnic] 10182 Sign Stock Mmbr: fi7zia Sign Feignt in: H B :
s e [ - S g =l VARIABLE COLORS
County Mmr: Fomest[16] Installation Date: pocdood | Sackground Colon Freen AHD LEGEHD

Fout= 1d- B Survey Date: 3282005 | Lagend Color. [wnte e ——
Begn Km: 2.547] Sign Mame: FHOTO REQUIRED
Segin Lat: 31237604

Begin Lang: “E0.201323 [ Fasner

Slgn Rioute Direchon: Fast Bound Raplace Sign

Sign Fams umm::@ [] =ign Support Damage ==
Son support Type Post-Singesgr | [ Swnoemage -
Signswpotcont[ g
Sign Legend: kRROW UP COLUMSIA LUCEDALE ARROW RT
Sign Comment: EHANGE LETTERS AMD SET -BEAMS

n

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
This sign is in the interchange at Elks Lake Road.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 28.00 SF
630-D Structural Steel Beams, W6 x 9 (153", 16°3") 31.50 LF
630-E Structural Steel Angles &Bars, 3” x 3” x ¥ Angles 6.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2" x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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A

"—7-9—’]'—3.1—-11—&—!
8
24

o
o

A

e

—

b o |
F—5.5 AL 134 L 8 L 576 1 10.5—
96

3.0" Radius, 1.0" Border, White on Green;
Standard Arrow Custom 13.4" X 8.0" 180°, “Columbia”™ E Mod;
sgnid]  iois] Sign Stock Nmbe fizeia Sign Helgnt in:
sgnincex] o Barcode: Sign Wi in; WARIABLE COLORS
County Nmor: Famest [16] Installation Date: p7s1993 Sackground Color [Zreen AHD LEGEHD
Feoutz Id: b3 Sureey Dale: p31262006 Legend Color: [Whie
Begin K 2557 Sign Mams: _m PHOTO REGURED
Segin Lat: 31239333
Eegin Long: F9 301724 [ Fiasner
Sign Route Dirzchion: East Bound [] Replace Sign
Sign Face Direction: Eoulh [ 5tgn Support Camage ... |

Slgn Support Type:
Sign Suppart Cnt:
Sign Legend:

Sign Comment:

st - Single Sign [ =ign camage -

BARCWW LT COLUMBLA

EHANGE LETTERS AMD SET |-BEAMS

This sign requires new overlay, extrusions and I-Beams. |I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
This sign is in the interchange at Elks Lake Road.

202-B  Removal of Sign Including Post & Footing
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 16.00 SF
630-D Structural Steel Beams, W6 x 9 (13'9”,14°9™)
630-E Structural Steel Angles &Bars, 3” x 3” x ¥4 Angles
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel

235

1 Each

28.50 LF
6.50 LF

56.5 Lbs
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Sign No. 14

Elks Lake RdAd.

Dixie
EXIT

/2 MILE

/

k-9.4-k—10—b—10—d—133—k—10—Lk—13 4—k—11.94
78

A 134 e k 133 sk

289 A

418 164 15.1—
61.4 ' 51.3 N 613
375 Ak 318 d 1ok 139k 1ok 333 ok 375
174
9.0" Radius, 1.5" Border, White on Green;
“Elks Lake Rd.” E Mod; “Dixie” E Mod; “EXIT 2 MILE" E Mod:;
sinic] pasvd Sagn Stock Nmie fizia Sign Hexgnt i = :
Sign II'IGEIL 3ﬂ Barcode: Sign Widih in: 133 WARIABLE COLORS
County Mmar- Farrest [1£] Installation Cate: frvonin0ed | Sackground Color Breen AND LEGEMD
Route Id: s Survey Date: [3/28/2005 | Legend Color: [umite
segn 1251 Sign ame: PHOTO REGURED
Segin Lat: 312373008
Eegin Lang: £ 312320 [ Fazner
Sign Route Direction: East Bound Replace Sign

Sign Face uma-u::@ [ sign Support Damage ==
S Suppert Type [oeam Segesgn ] [ sgnoamage
Sgnswpotont| o
Sign Legend: ELKS LAKE RD. DIXIE EXT 1/2 MILS
Sign Comment: NEEDS UF SIZE LETTERS AND FSEAMS

=

This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted
630-D Structural Steel Beams, W6 x 12 (18°3”, 19°3"")

630-E Structural Steel Angles &Bars, 3 %" x 3 %" x ¥ Angles

601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”)

602-A Reinforcing Steel

236

1 Each
94.25 SF
3750 LF

9.25LF
0.93CY
775 Lbs



US 98 Forrest @sunty Eastbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 15

Dixie

Elks Lake Rd.

/

4.8k—159—sk—q0—Lk—134—k 99k 133k 108

78

—15.1—k 418 L 134k 46.4 133k 289 15.1—|
61.4 | 513 N 613
79 15—k 79
174
9.0" Radius, 1.5" Border, White on Green;
“Elks Lake Rd.” E Mod; “Dixie” E Mod; Standard Arrow Custom 21.0" X 8.5" 45°%;
signid ][ 4pisz Sign Stock Mmbe fiz2ie Slgn Helght In: W :
Sign ingex | Q Barcode: Sign Width in; yrfl VARIABLE COLORS
County Nmr: Farrest [16] Installation Date: i7/1301993 | Sackground Colon Ereen AHD LEGEMD
Foutz d: Bs SJI'I'E]' Cate: 0302802008 LWE'KI Color |\Whie
segn 2024 Sgn Name: PHOTO REQURED
Sagin Lat: 31235034
Begin Lang: EETRERE [ Faznzr
Slgn Rioute Dirzction: Fast Bound [ Feplace Sign
Sign Face Direction: |yest [ 5¥gr Support Damage ... |
Sign Supgort Type: [-Beam - Single Sign [ =ign camage >
signsupatons] o
Sign Legend: ELKS LAKE RD. DIXIE DIR ARROW
Sign Comment: NEEDS A WEW OVERLAY AND FEEAMS KATRINA

L]

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted
630-D Structural Steel Beams, W6 x 12 (18°3”, 19'3"")

630-E Structural Steel Angles &Bars, 32" x 3 ¥%2” x %" Angles

601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”)

602-A Reinforcing Steel

237

1 Each
94.25 SF
37.50 LF

9.25LF
0.93CY
77.5 Lbs



US 98 Forrest @aunty Eastbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 16

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

sonid] ietsed Sign Stock Nt fesz Sign Helgnt in: e
signincex | aaq] Barcode: Sign Width in; I
CEIIJI'I}'NI"I'.H'. FMU Insialiation Date: psi4/2008 B.aﬂtgnnu Color, Brean
Foute I iz Survey Date: p&/ananne | Legend Color: [yniie
e e ——
Begin Lat: 31 2354963
Begin Long: ~E9.305570 [ Fasner
Sign Route Dirzchion: East Bound [ Replace Sign
Sign Fae Dirzction: Juest [ sign Supgar Damage ==
Sign Support Tyrpe:::npe - Single Sign [ =ign Camage 2>
sgnsuppatont]
Sign Legand:

sign Comment: Fnanged sion ob o oy 802306

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture. It
is located on US 98 Eastbound at the Elks Lake Road Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (159", 15’9”) 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 98 Forrest @aunty Eastbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 17

R

104 308 7a 10.5 A 64—

3.0" Radius, 1.0" Border, White on Green;
“Dixie” E Mod; Standard Arrow Custom 13.4" X 8.0" 45%;
This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
It is located on the Eastbound off-ramp at Elks Lake Road.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 11.00 SF
630-D Structural Steel Beams, W6 x 9 (13°97,14°9”) 28.50 LF
630-E Structural Steel Angles &Bars, 3” x 3” x ¥4 Angles 4.00 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 98 Forrest @onty Eastbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 18
—ery
—g
0
[ap]
¥
=
L - _ﬂ-
— —
Wiggins [EE
o
®
Gulfport |E
2
3 =
EXIT 24 MICE [KER
N A LS
N
45 he—— 35—k 45
233 ,.'J: 79.4 J"n 233
20,8k 84.4 k20 84
12_Enl"—3'l.Ei—‘J 10 | 15.6 | 10 L—SB.E—‘“E.E
126
12.0" Radius, 2.0" Border, White on Green;
“Wiggins™ E Mod; “Gulfpert” E Maod;
*EXIT ¥ MILE" E Mod;
F ~
L] [ L) » _*
Mississippi K
oo B
Gulf Coast [B
—
L
N
k1. 6E.3 ki1o.a4
11gk— 24— g 2 Lo
ke L% E
30" Radiuz, 1.0° Border, White on Blug;
‘Mezziszippt E Maod: *Gulf Coast™ E Mod:
Sign Il:l:: 01 Ea Sign Stock Mmbr iT214 Sign Helght in: 109
Sign ingex: | 3 Barcods: ‘Sign Width in;: prrfl VARIABLE COLORS
DZIIJFIZ)' smior: Faorrest [15 Imsialiation Cate: priaasgas ﬂalﬂimmﬂ Color PRreen n"D I.EGE "D
Routa Id: B3 Survey Date: [3/26:2008 Legend Color funite
o = SLCS TRl PHOTO REQURED
Segin Lat: 31242163
Eegin Long: B9 20467 [ Fiasher
Sign Route Direchion: East Bound [ Repiace Sign
Sign Face Direction: |vest [] Sian Suppart DaMage .o |
Sign Support Type: [-Beam - Single Sign | [ sign camage e
=ign Support Cnt: | B
Sign Legand: [15 49 MISSIZSIPR GULF COAST GULFPORT EXIT 34 MILE
sign comment: EEDE MEW IBEAME AMD U2 SIZE LETTERE

17

This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
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US 98 Forrest @asinty Eastbound Notice to Bidders N0.1128 -- Cont'd

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 105.00 SF
630-D Structural Steel Beams, W6 x 15 (25°9”,26°9”) 52.50 LF
630-E Structural Steel Angles &Bars, 3 ¥%2” x 3 ¥%2” x ¥4 Angles 7.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5”) 1.04 CY
602-A Reinforcing Steel 116.9Lbs
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Sign No. 19

US 98 Forrest @aunty Eastbound Notice to Bidders N0.1128 -- Cont'd

N

Camp Shelby
NEXT RIGHT

Multi Purpose Center

/|

15

=3

6.3k-8-k7 54 10-k7 54 k7.5k 10-k7 84

N

10,6k 385 b qp—k 0.8 L qo—-k 51.5 10,64
192
136 e 42 d—10-k 52.8 ke 436
50.8 ok 30 degde 34.4 A 59.8
192
2.0" Radius, 1.5" Border, White on Green;
“Multi Purpose Center” E Mod; “Camp Sheloy™ E Mod; “NEXT RIGHT™ E Mod;
signie ] pesay] Sign Stock Nmbe f7zig Slgn Helgnt in; 7
Sign ingex: | 2l Barcods: =g Wdin i ] VARIABLE COLORS
County Mmbr: Famest[18] Installation Date: [300/2008 | Sackgrouna Color reen AHD LEGEMD
Fouts Id: b Sureey Date: DE26/2006 Legend Colom (Whie
Begin K 2810 Sign Mame: _m PHOTO REQUARED
Segin Lat: 31242477
Eegln Lang: ED2ED1TH [ Fasner
Sign Route Dirzcbion: East Bound [] Replace Sign
Sign Fams mmnﬂm::@ [ =ign Support Damage -
Slgn Supnort Type: [Beam - Sngle Sign | [ Sign Damage -
signsppertone] g
Sign Legend: pull Purpose Center / Camp Shelby MEXT RIGHT
Sign Comment: NEEDS LIFSIZE SEAMS AMD LETTER SIZE CHANGE
22

This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

630-D Structural Steel Beams, W6 x 9 (17°3”,18°3")

630-E Structural Steel Angles &Bars, 3 ¥%2” x 3 ¥2” x ¥4 Angles
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”)

602-A Reinforcing Steel

242

1 Each
88.00 SF
34.50 LF
10.00 LF
0.93CY
56.5 Lbs



US 98 Forrest @osinty Eastbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 20

0 =T
Wiggins (B
Gulfport [E

N -~

30— sk 36— k39

€17.3 794 k17 34
148k 84.4 l148
49 16-k—a90
L 114 A

12.0" Radius, 2.0° Border, White on Green;
“Wiggins™ E Mad; “"Gulfport™ E Mod;
Standard Amow Custom 21.0" ¥ 85" 457

F N —F
k=~
- L3 L] L _*
Mississippi [
_}ﬂ &
Gulf Coast K
b~
n
100k 6.3 k1084
1.9 24.4—=b-gob———33.5—-11.94
3 90 l'
30" Radiuz, 1.0 Border, White on Blus;
‘MezziszipgT E Mod: *Gulf Coast™ E Mod:
Sign Il:l:: 01 5@ Sign Stock Mmbr 7214 Slgn Height in; 120)
Sign Inges: | = Barcode: Sign Width in: e VARIADLE COLORS
l:.‘::-ur't)' smior: Farrest [1 gl Imsiallaion Cate priiasigas 33':*91}“1[’ Color. Preen n"D LEGE "D
Route |d: s SI.II'I'E'!' Dale D338/ 2006 LEgE"Iﬂ Color. [Amie
Begn Knt 4 447
= : =ign Mame: firz14 PHOTO REQIRRED
Segin Lat 31242550
Eegin Long: ~E9.2E382 [ Fazner
Slgn Route Cirzction: East Bound [ Repiace Sign
Sign Face Directon: [vsst [ Sian Suppar D3M3ge o |
Sign Suppert Type: [-Beam - Single Sign [ sigr camage e
Sign Suppert Cnt | B
Sign Legend: 15 49 MISZIZSIPFI GULF COAST GULFOORT DIR ARROW
Sign Comment: NEEDS ALL NEW EXTRUSION DVERLAY AND IEEANS KATRI

120

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
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US 98 Forrest @asinty Eastbound Notice to Bidders N0.1128 -- Cont'd

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 95.00 SF
630-D Structural Steel Beams, W6 x 15 (25°9”,26°9”) 52.50 LF
630-E Structural Steel Angles &Bars, 3 ¥%2” x 3 ¥%2” x ¥4 Angles 7.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5”) 1.04CY
602-A Reinforcing Steel 116.9Lbs
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US 98 Forrest @ounty Eastbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 21

-
3]
n
=
5]
5
3
n

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

sgnic] o153 Sign Sck Nmbe fiess Sign Helght i ad i
sign IM?E Barcods: Sign Width in: &
Courty Nmibr: Farrest[1 Installaton Cate: paiazriacs Sackground Color [Zreen
Routs I b3 Survey Date: RAIT4/2003 Lagend Color [Amiie
iy m— B = —
Segin Lak: 31243020
Eegin Lang: “EG.2E1324 [ Fasner
Sign Rioute Dirzelion: East Bound [ Repiace Sign

Sign Face umm::@ [] sign Support Damage ==

Son SupsetType i Shgesgn ] [l swosmage o
sgnsppotens]

Sign Legend:

Sign Comment:

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture. It
is located on US 98 Eastbound at the US 49 Southbound Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (159", 15°9”) 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x %" Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 98 Forrest Goginty Eastbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 22
168
23 f T35 ) 715
;;—10.5 T 8 o 308 T 79 T 486 * 8.1 T 411 T 8.5+

W Multi Purpose Center
W Hattiesburg

am
o

Camp Shelby

s4krodkrak g dpa|sikaos-lesk-105-151
5.1k-10.5-44.8k-10.5-15.1| 6.4 k7.9 7 3k 55l 6.4

bt
Gulfport
keod 335 kg ik 423 ok 299 ke 10,5k 6.9 d
LS.S‘L 0.6 L 110.5 d
3.0" Radius, 1.0" Border, White on Green;
Standard Arrow Custom 13.4" X 8.0" 135% "Multi Purpese Center” E Mod; Standard Arrow Custom 13.4" X 8.0" 1357
“Hattiesburg™ E Mod;
3.0" Radius, 1.0" Border, White on Green;
“Camp Shelby” E Mod; Standard Arrow Custom 13.4" X 8.0" 45% “Guifport” E Mod; Standard Arrow Custorn 13.4" ¥ 8.0" 45%;
sg?m;fjﬁ T e PN Y varuanLE coLons
County Mmibr: Famest [1 Installatizn Cate: paiad2ans Background Color [2reen AHD LEGEHD
Raoutz Id: g Survey Dale: Da282008 Legend Color |Whlte
segn 435 Sign Hame: PHOTO REQURED
Segin Lak: 31242370
Eegin Lang: £ 70T [ Fazner
Sign Route Cirection: Eouth Bound [] Replace Sign
Sign Face umm::@ [ sign Support Camage =-
St Support Type [ -srgesgn ] [ sgroamage -
Sgrsuppetcnt[
Sign Legend: full Purpase Cerfer f Hattiesburg ——— Camp Shelby § Guifpor]
Sign Comment: NEEDS MEW -5EAMS
This sign requires new 1-Beams. I-Beam Lengths are estimated, the contractor will be responsible for
performing field survey to determine exact beam length required prior to manufacture.
202-B  Removal of Sign Post and Footing 2 Each
630-O Remove and Reset Signs, All Sizes 1 Each
630-D Structural Steel Beams, W6 x 12 (17°9”,18°9”) 36.50 LF
630-E Structural Steel Angles &Bars, 3” x 3” x ¥4 Angles 9.00 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 77.5 Lbs
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US 98 Forrest @ounty Eastbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 23
w
Ia N 4;
New Augusta i
?;o
Lucedale i1
_‘1?
Mobile, AL 7
- ’ _&
N oA ¢
1
e—11. 17— 24.1 ke gl 51.3 ' 25.5 k—q14—k—126—f
F—11.1 351 -k 52.3 A 14.4 L 11.1—
—11.1— 426 L g k156 6.8
144
6.0" Radius, 1.3" Border, White on Green:
“Mew Augusta " E Mod; "14” E Mod; “Lucedale” E Mod; “52° E Mod; “Mobile, AL" E Mod; “82" E Mod;
zign 1] 1[:.15@ Sign Stock Nmbe [7214 Sign Height in: 43
signincex 3] Barcodz: Sign Wi in: vl VARIABLE COLORS
{:DIJI'I)'NI'T“—. Fm“ﬁ] Installation Cate: paigd/ 1993 Baﬂgnnﬂcunc [Zrean ﬂ.HD LEEEHD
Foute Id: fs Sureey Date: Dazez00s Lagend Color: [unte
Bean Kt E74d] S PPl FHOT0 REQURED
Segin Lak: 31.245335
Begin Lang: -89 260717 [ Flasner
Sign Route Direction: East Bound [ Replace Sign
Sign Face Direction: [est [ sign Supgor Camage ==
Slgn Supgort Type: [-Beam - Single Sign [ sigr camage -
Sign Suppert Crt | a
Sign Legend: NEW ALGUSTA 14 LUCEDALE 52 MOBILE, ALA &2
Zign Comment: MEEDS MEW FSEAMS
IR
This sign requires new I-Beams. I-Beam Lengths are estimated, the contractor will be responsible for
performing field survey to determine exact beam length required prior to manufacture.
202-B  Removal of Sign Post and Footing 2 Each

630-O Remove and Reset Signs, All Sizes 1 Each
630-D Structural Steel Beams, W6 x 9 (15°9”,16°9”) 3250 LF
630-E Structural Steel Angles &Bars, 3” x 3” x ¥4” Angles 7.75LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 77.5 Lbs
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US 11 Forrest Czngnty Southbound\‘mice to Bidders No.1128 -- Cont'd

Sign No. 1
r_ “‘ T T 1
E:i? n
S o U |
» I I I 1
&
L
o
) B
Ly
- =
]
= g
: {‘
N [ ]
18.5 . 238 L - '1 ; 106 ST -
N — £33 : b 1155 — 5.4
6.0° Radius, 1.3" Border, Whits on Gresn; -
“SOUTH E Mod; “Gulfpor” E Mod; Standard Amow Custoen 2107 X 857 457
Slgn I | 1@ Sign Stock Nmbr [F214 Slgn Height In: 52
-EEI'I "m:: 155 Barcoda: SE" wWidih e 144 1'-““F!IRE! L[ |:::'] L[IF!S
D:uurl'_r Mmbr: Farrest [1 Installation Cate: Qaras9as Ba.nl;g‘nmﬂ Color Breen .H.HD LEEE Hn
Fouta Id: [ Survey Date: 08/ 1/2003 Legend Color: [Anie
Segn K A3 Sign Name: PHOTO REQUIRED
Begin Lak: 31307569
Begin Lang: ~£9.315449 [ Fazner
Slgn Rioute Cirection: Foulh Boung [] Replace Sign
Sign Face Dirzction: Marih [ 5¥gr Support Damage ... |
Slgn Support Type: [-Beam - Single Sign [ sign Camage 3z
Sign Support Cnt: | 3|
Sign Legend:
Sign Comment:
nT
This sign requires new overlay and extrusions.
202-B  Removal of Sign 1 Each

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 45.00 SF
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US 11 Forrest Czinty Southbound\‘mice to Bidders No.1128 -- Cont'd

Sign No. 2

2 75 - 75 L 2225

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

Sign Id: E Sign Stock Kmbr: Fesz Sign Helght in- j
Sign Index: 561 Barcode: Slgn Widn In- j E I T
County Nmor: [ =omest[1g] Instalafon Sate: fanszooz | Backgrouna Color [Gresn | 4o
Foute |d: D Sureey Date: far 172002 Legend Color @ ’
O —— R R
seon ot [
Begin Long: @ [ Fiasher
Sin Route Direction: @ [ mepace Sign
Slgn Face Cirection: feorin :' [ sign Suppor Camags -
s supportype B sgesn ] [JSmoemaz
Sign Suppart Cnt: :|
Zign Legand:
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture. It
is located on US 11 Southbound at the US 49 Northbound Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (159", 15°9”) 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 11 Forrest Czznty Southbound\‘mice to Bidders No.1128 -- Cont'd

Sign No. 3
r “T ]
wow |
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I H A ]
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- L B X o = —
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18.5 | 24 k12 8 '23| 30.8 k124
124k 53.3 : sk 10—k 159 6.4
108

6.0" Radius, 1.3" Border, White on Green;
“NORTH" E Mod; “Jackson™ E Med; Standard Amow Customn 21.0° X 8.5" 45

Sign 1t | 123588 S0 Sack Nmbe: fzia Sign Heignt in; = .
sign |ME : R — el VARIABLE COLORS
County Mmer: Forest[18] Installabion Date: fiai24i1395 | Sackorouma Color [Ereen AHD LE GEMD
Feouta 1d: 1 Zurvey Date: a1 112003 Lagend Color Junite -
Begin K 5719 Sign Mams: FHOTO REQURED
Segin Lat: 31309755
Eegin Lang: ~EG.31336 [ Fazner
Sign Route Dirzction: Eauth Beung [ Repiace Sign

Sign Face uma-u::@ [] sign Support Damage =-

Son SppetType [Beam Srge s ] [ sgnoamage =
sgEppetont[ 4

Slgn Legend:

Sign Comment:

17

This sign requires new overlay and extrusions.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 45.00 SF
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US 11 Forrest Czgnty Southbound\‘mice to Bidders No.1128 -- Cont'd

Sign No. 4

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

Sign I El Sign Stock Nmbr: Fess Sign Halgnt In: 4|
Sign Indax: E Barcode: Sign Widtn In: &0
C[’JI"" Wmibr: Farrast [13] Instaliation Zake: paizargas B\anl:grmrm Color [Sresn
Route 14d: |11 Sureay Date: par1/2003 Legend Color fmite
Segin K et Slgn Name:
Seqgin Lat: 31.306827
Begin Lang: .80.317254 [ Fuasher
=ign Rowte Direction: Eouth Bound [ meptace sign
Sign Face Cirection: forn [ slon suppon Damage =
Sign Suppart Typ=: Pipe - Single Sign [ slgn pamage .
signsuppartcrt| |
Eign Legend: | |
Sign Comment: | |

This sign requires new overlay, extrusions and I-Beams. |I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture. It
is located on US 11 Southbound at the US 49 Southbound Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (159", 15’9”) 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 11 Forrest County Northbound\lotice to Bidders No.1128 -- Cont'd

Sign No. 5

@ SE

m SoUuTH |[jif

Gulfport y
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- : 18
P £33 L in—ak L Y- —

6.0° Radius, 1.3" Border, Whits on Gresn;
“S0UTH™ E Mod; “GuHfpor” E Mod; Standard Amow Custom 21.07 X 857 45%;

sgnic] 1eavrd Sign Stock Wmbe fzig Sign Helght in: ER
sgnincec]  7ad] Barcode: 203 Sign Wt i vl VARIABLE COLORS
County Nmor: Famest [16] Installatien Date: pOAODOI0D Sackground Color [reen AHD LEGEHD
Foute 1d: T Survey Date: D3022006 Legend Color: fynite
Begn K 7254 Sign plame: PHOTO REQURED
Segin Lat- 31.204524
Begin Long: EERE R [ Fasner
Sign Route Cirection: orih Sound [] Replace Sign
Sign Face Direction: [Eauth [ 5gr Support Damage ... |
Sign Support Type: [-Beam - Zingls Sign O sign camage -
signswppotcns] 4

Sigm Legend: LIS 49 SOUTH GULFPORT DIR ARROW
Sign Comment: NEEDS MEW FEET SET AND A NEW OVERLAY KATRINA

a7 -

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 45.00 SF
630-D Structural Steel Beams, W6 x 9 (16’9”, 17°9”) 34.50 LF
630-E Structural Steel Angles &Bars, 3” x 3” x ¥4 Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 11 Forrest Czsaty Northbound\lotice to Bidders No.1128 -- Cont'd

EXIT

Sign No. 6

17 h 35 i 17
2225 d 75 & 2225

8.00" Radiuz, 2.00" Border, White on Green;
“EXIT™ E Mod: Arow 133 - 30.00" 30°;

Sign Id: E Slgn Stock Nmbr: Fesz Sign Helght In: 9]
Sign Index: E Barcode: Slgn Widtn In: 7]
C[’.II“]' Wmior: Farrast [1 B] Inetaliation Dale: pamii2io0z B\Elﬂiglﬂlﬂﬂ Color. [Gresn
Route Id: 1 SUI'I'Ej' Dale: paM2iz103 LEgE'ﬂI] Coolor. e
Segin 210 Sign Name:
Segin Lat: 31.3035362
Begin Lang: -59.3151%8 [] Fiasher
2ign Route Cirection: feorin Bound [ reptace sign
Sign Face Direction: Foumn [ slon Suppart Damags »-
Sign Support Typs: Pipe - Singis Sign [ slgn Damage >
signsuppartcnt | 4|
Sign Legend: | |
Sign Comment: | |

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture. It
is located on US 11 at the US 49 Northbound Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (159", 15°9”) 31.50 LF
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US 11 Forrest Cangnty Northbound\otice to Bidders No.1128 -- Contd

630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 11 Forrest Caamty Northbound\lotice to Bidders No.1128 -- Cont'd

Sign No. 7
Va \HY
w0 o
oD
—] ]
i
O R I I I ]
T @
= = = = = -5
&
)
@
o
3 w
w
e —
0
l N 5
a c k S n 1]
| — = — - —
N\ /Il
18.5 24 | 12 a8 |2 3' 308 L 12.4—~
k24— sk 533 : 10—k 159 k6.4
108
6.0" Radius, 1.3" Border, White on Green;
“NORTH" E Mod; “Jackson™ E Med; Standard Amow Customn 21.0° X 8.5" 45
sign 1] 129777 Sign Stack Nmbe: fa1s Sign Hesgnt in: 4]
Sign Ingest: E Barcode: Sign Width in: R VAAIADLE COLORS
mul'l}' Smbr: Forrest ['I Installation Date: Daras{9as Ba.l.‘,tg'nt.nﬂ Color Breen .n.HD LEGE HD
Foouta Id: 11 Surey Date” a1 22003 Legend Color. [nle
Segn 2 Sign Mame: PHOTO REQURED
Begin Lat 31307109
Eegin Lang: F9.31E773 [ Fizsner
Sign Route Direclion: forth Sound [] Feplace Sign
Sign Face Cirzction: Faulh [ sigr Support Camage ==
sinsuppor e [ Sgesr ] lsmnomage o
Sign Support Cnt: 7|
Sign Legend:
Sign Comment:

=2

This sign requires new overlay and extrusions.

202-B  Removal of Sign
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

1 Each
45.00 SF
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US 11 Forrest Czsaty Northbound\lotice to Bidders No.1128 -- Cont'd

Sign No. 8

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

Slgn Id: 134752| Slgn Stock Nmbr: f109 Sign Helgit in:

4
Sign Index: 557 Bareode: Sign Widkn in: 7 WARIABLE COLORS
Counsy Nmibr: Famzst (18] nEtalation Date: § n72003 Backgroung Color AND LEGEND
Foute 1d: i1 Sursey Date: fi 0142003 Legend Color
——— S T —
Segin Lat: 31.30791
Begin Lang: -89.313867 [ Fiasher
Sign Route Direction: jiorth Bowng | [ Reptace sign
Slgn Face Direction: @ [ slgn Support Damags ..
Sign Support Type: Pipe - Single Sign [ sign Damags o=
Sign Suppart Cnit :|
Zign Legand:
Sign Comment:

This sign reuquires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor
will be responsible for performing field survey to determine exact beam length required prior to
manufacture. It is located on US 11 at the US 49 southbound Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (159", 15°9”) 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 84 Wayne osmnty Eastbound Notice to Bidders No.1128 -- Cont'd

Sign No. 1

/|

45

Maynor Creek
Water Park
RIGHT LANE

N\

h—10.1—sk 45.8 7.0k 341 d 101
17.9— 35.1 b5 —d 275 15—
17 5—k 5 h—g—k 30.5 4 7.5—
. 108 .
6.07 Radius, 1.3" Border, White on Brown;
“maynor Creek” E Mod; “waler Park™ E Mod, "RIGHT LANE™ E Mod;
Sign Id 101004| Skgn S2ock Nmbr 7148 Sign Height in:
Sign Index 550 Barcods: Sign Width in: 1 WARIABLE COLORS
County Mmr W, 177] Instaliation Date: p1rzaeznl Sackgroung Color
by Wayne 142202003 Sackg Brown ANDLEGEND
Fooube |d: ft Survey Dale: p4/16:2006 Legend Color [White
seonk]___i7 L TrR— P07 FEOUIRED
Segin Lak 31864173
Begin Long -£& 657353 [ Frasner
Ign Route Direclon: Fast Bound [] Replace Sign
3ign Face Dirzclion: fyest [ =ign Support Damage =
Sign Suppert Type: Fost- Single Sign [ sign camage -
Sign Support Cnz: | 3|
Slgn Legend: (MAYNOR CREEK WATER FASK RIGHT LANE
Slgn Comment: FY6" Replace sign put an -beams

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted
630-D Structural Steel Beams, W6x 9 (15’97, 16°9”)

630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles

601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47)

602-A Reinforcing Steel
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1 Each
36.00 SF
32.50 LF

7.50 LF
0.93CY
56.5 Lbs



US 84 Wayne ©aomnty Eastbound Notice to Bidders No.1128 -- Cont'd

Sign No. 2
108
7B 6.6 — B 739 |
r 1 j{i
—T 3
o
L
L
o
—T
IVIano Creek by
;T
Water Park 11
b
u
o
i
L -‘ s
<
k—10.1— 45.8 7 g 34.1 d—10.1-4
b——1g 353 gl 275 13—
[ 435 | 21 L 435
6.0" Radius, 1.3" Border, White on Gresn;
Arrow Custom - 8.0° 907 “Waynesboro™ E Mod;
6.0° Radius, 1.3" Bondsr, Whnite on Brown;
‘Maynor Creek” E Mod: “Water Park™ E Mod; Stendard &row Custemn 21.0° ¥ 8.5 0%
Sign I-:I:: 101 ::g Sign Stock Nmbr [F150 Sign Height in: 43
Sign Inuex:: 531 Bancode: Sign Widih in: = VARIABLE COLORS
County Mmr: Wayne [77] Installabicn Cate: poeonooog Sackground Color Brown LHD LEGEND
Routa |1d: fa Sur.wey' Cale: pdi14r2003 LEQE'I{I Color. [Whie
Begin Kt 24 165
Begn K SN Tl 11070 REQURED
Begin Lat: 31683047
Begin Long: -E5 523830 [ miazner HEAWY GUAGE AL
Sign Route Cireclion: [East Bound [] Replace Sign --‘
Sign Face Direchor: [est [ sian Support D3Mags ... |
3ign Support Type: Past - Mulipie Sigr [ =igr camage e
Sign Support Cnt | 3
Sign Legend: MAYNOR CREEK WATER PARK
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

The new sign will be located at the taper point 100°+ west of the existing sign.

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted
630-D Structural Steel Beams, W6 x 9 (179", 18°9”)

630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles

601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47)

602-A Reinforcing Steel
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1 Each
54.00 SF
36.50 LF

7.50 LF
093 CY
56.5 Lbs



Sign No. 3

1-3.4"1'—2'-3

dogde

US 84 Wayne @aunty Eastbound Notice to Bidders No.1128 -- Cont'd

4 Silas. AL
West Waynesboro =9

)
R TR T —

36

l-T-L—&—i—ﬁ-L-a

"E.4J 6.6 LF.?‘*‘—SS. E—LB—L—1 5.5 J--‘

D

T3.9

& ?.EHII—1 3.4—{;—;

144

3.0 Radiuz, 1.0° Border, White on Green;
Armow Custom - 8.07 90%; “Silas, AL E Mod; “West Waynesboro™ E Mod;
Standard Armow Custormn 13.4° ¥ 8.07 05

Slgn Id:

Sign ingex: |

County Mmbr:

Foute |d

Begin Kt

Siegin Lak:

Begin Lang:

Sign Route Cirectior:

Sign Face Direction

Slgni Support Type: |
Sign Support Cnt
Sign Legend:

Sign Comment:

] 1027Ed] Sign Stock Nmbr: fzig Slgn Helght in: ]
108 Barcoda: Sgl’l Width In: 120
Wayne [77] Installation Date: foromo0o0 Sackground Color. Ereen
b Sureey Cate: D4/16/2006 Legend Color. funite
= B T—
31 6E2ery
-E& EE0314 [ Fiasner
East Bound [] Feplace Sign
@ [ sigr Suppert Damage ==
-Beam - Single Sign [ =ign Camage -
E|
FILAS, ALA WEST WAYNESEOROD
E/E" replace ovenay and one Hbeam Tooling good (kalrna)

WARIABLE COLORS
AHD LEGEHD

PHOTO REGUIRE D

Silas. aja
A West Waynasiors »

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted
630-D Structural Steel Beams, W 6 x 9 (14’97, 15°9”)
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”)
602-A Reinforcing Steel

259

1 Each
36.00 SF
30.50 LF

7.75 LF
0.93CY
56.5 Lbs



US 84 Wayne ©aemnty Eastbound Notice to Bidders No.1128 -- Cont'd

Sign No. 4
®
5

120

Quitman

State Line
3/4 MILE

e 1104 ol o 1) 13, i O a1 3. e 100

374 - 26 e 10 e 33.3 ; 37.3

12.0" Radius, 2.0" Border, Whnite on Green:
*Quitman™ E Mod; “State Ling” E Mod: “3/4 MILE™ E Mod;

sgnie] qis3zy Sign Swck Nmbe fizaig Sign Heignt n: 12 I _'
sign ingex | = Po— Sign Wdth 1: el VARIABLE COLORS
“County Mmr: Wayre Instaliation Cate: [7/02/2003 | Sackground ol [Ereen AHD LEGEMD
Foute Id: p2 Sureey Date: 041642005 Lagend Color [Wnite S
Begin Kt 2850 Zign Mame: PHOTO REQURED
Segin Lat 31703500
Begin Larg: “EA E45TEY [ Fazner
Sign Route Dirzction: East Bound [0 Replace Sign
Sign Face Directon: :@ [ =ign Support Damage ==
Sin suppe ype [Bean—Sgesign ] [ sgnomge
sgpmpotont] g
Sign Legend: [1.5. 45 QUITMAN STATE LINE 3 MILE
Sign comment: NEEDE A OWERLAY AND EXTRUSICN KATRINA

This sign requires new overlay and extrusions.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 120.00 SF
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US 84 Wayne ©asnty Eastbound Notice to Bidders No.1128 -- Cont'd

@ SOUTH

Wayne County
High School
NEXT RIGHT

Sign No. 5

/

k105k-10d 75 0d 75k aoal7sb— 3 Lo

T T D
b 10114

108

&7
&7

\

154 —sk 359 15— b5 54 b 36.4 154
13 3ok 431 T 55.3 k1034
23 5—h 339 10 49.9 ke—208

25.1—k 7S Lqp-d 431 R W

138
12.0° Radiuz. 2.0° Border, White on Green;
“B30UTH" E Mod; “Wayne County™ E Mod; “High School” E Mod;
SMEXT RIGHT' E Mod:
sgnie ] 1183z1] Sign Stock Nmbe f7zig Sign Helgnt in: o]
sgningex] 1o Barcode: Sign Width in: =] VARIABLE COLORS
CEIIH'[}' ~rbr: Wayr'e | T Imstallation Date: D7i0s2103 ﬂﬂwu’lﬂ Color [Breen n”n I'.EE'E “n

Foute Id: fa Zurvey Date: [e/302004 Legend Color: Whife

SEgn e 28577 Sign Name: PHOTO REQURED

Begin Lat: 31 705267

Eegln Lang: & Eaaid [ Fasner
Zlgn Route Direction: Fast Bouna [ Replace Sign
Sign Facs mmnnm::@ [ =ign Suppor Damage
Slgn Supnort Type: [Beam -Sngle Sign | [ Skgn Damage -
=ign Support TRt :ﬁ
Sign Legend: |5 South Wayne County Hgn School NEXT RIGHT
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 103.50 SF
630-D Structural Steel Beams, W6 x 15 (213", 22’3") 43.50 LF
630-E Structural Steel Angles &Bars, 3 ¥2”x 3 %2” x ¥4 Angles 7.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5”) 1.04CY
602-A Reinforcing Steel 116.9 Lbs
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US 84 Wayne Caunty Westbound Notice to Bidders No.1128 -- Contd

@ SOUTH

Sign No. 5

108

Wayne County
High School
SECOND RIGHT

a7
a7

k1 05k—10-d 7.5 k-10-d 75 k1o 75 |

\

b 154k 5.3 b 1g—deggd k 36.4 b5
1334 49.1 T 553 b1o.24
N S N Y SN 400 k08

41— sos d1o-L 43.1 124

138

12.0" Redius, 2.0° Border, White on Green;

“B0OUTH E Mod; "Wayne County” E Mod; “High School” E Mod;
3ECOND RIGHT™ E Mod;

sgnic] 11882 Sign Stock Nmbe fr7zig Slgn Helgnt in: o]
sgnincex| 124 Baroods: Sign Widih in; e VARIABLE COLORS
County Mmbr: Wayne [77] Insialiation Cate: pri0es2003 Sackground Color Breen AHD LEGEHD
Routa Id: s Survey Date: f41E2006 Legend Color. [Mhite
S — 2125 S50 Name: PHOTO REQUIRED
Segin Lat: 77T
Eegin Lang: “E6. 512527 [ Fasner
Zign Rioute Dirzction: East Bound [[] Replace Sign
Sign Face Direction: [vest [ Sign Suppart D3Mage ... |
Sign Support Type: [-Beam - Single Sign [ sign Damage = .
signsppot o] g =

5ign Legand: B3 South Wayne County High School Second Right
Slign Comment: Lip slze letters fo 10°08" shigld and Hoeam H nesded

This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 103.50 SF
630-D Structural Steel Beams, W6 x 15 (21’3, 22’3") 43.50 LF
630-E Structural Steel Angles &Bars, 3 ¥2”x 3 %" x ¥4 Angles 7.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5”) 1.04CY
602-A Reinforcing Steel 116.9 Lbs
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Sign No. 6

Maynor Creek
Water Park
LEFT LANE

/|

IR S 0 S A0 T S
48

N\

\

m—10.1 e 45.8 A 7.8 A, 34.1 i ‘-Z.I—OI
13.6 = 35.3 -!- & -!- 27.5 L 13 E—'I
2006 i 28.3 7.9 ok 30.5 i 208 |
- 108 -

6.0" Radius, 1.3" Border, White on Brown;
“saynor Cresk” E Mod: “Water Park™ E Mod; “LEFT LANE™ E Mod;

Slgn Id E Sign Stock Nmbe 145 Sign Helght in: 3
Sign Ingex jl Barcods: Sign Widih bn: e WARIABLE COLORS
County Nmbr Wayne [77]  Instaliation Dats: f1/22/2003 | Sackground Color Erown ANDLEGEND
Foute 1d: f2 Sureey Date: [4/16/2005 Legend Color: [ynie E
Fleg Km 24 5 g0 Name PHOTO REQUIRED
Segin Lat 31662823
Begin Lang -E8.55205] [ Fiasner
Sign Route Cirzclion: [yast Bound [] Renlace Sign
Sign Face Dirsctor: East [ 5lr Support Damage ... |
Slgn Support Type: Post - Single Sign [ =igr Zamage -
signsuppetont | g =
Sign Legend: jaynor Creek Waler Park Left Lang )
Slgn Comment: FY8° replace sign and Ins:all Foeame H

This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 36.00 SF
630-D Structural Steel Beams, W6x 9 (15’97, 16°9”) 3250 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 84 Wayne Caanty Westbound Notice to Bidders No.1128 -- Contd

Sign No. 7

Maynor Creek
Water Park

B

/|

P S S S A N
45

-

6.0" Radius, 1.3° Border, White on Brown;
“Maynor Creek”™ E Mod; “Water Fark™ E Mod;, Standard Arrow Custom 24.0° ¥ 8.5 180%;

Sign Id ‘[52:3 Sign Stock Nmbr 71432 Slgn Heght in: 43

Sign Index E Barcode: Sign Widih in: =] YARIAGLE COLORS
County Mmr Wayne [77] Installation Cate: 0000000 | Backoround Color Broan IND LEGEND
Foute Id: fe Sureey Date: pa1e2008 Lagend Color: [ynie
Begin K 24 257 Sign Name PHOTO REQURED
Segin Lak 3166315
Begin Lang -2 552513 [ Frasnar ;
Sign Fioute Direclion: [West Bound [] Renlace Sign
Sign Face Direclion: East [ sign Support Damage =

Slgn Suppert Type: Posi - Single Sign [ sign Camage -

Sign Suppoet Cn |
Sign Legend: [Maynor Creek Waber Park
Zlgn Comment: FE” Replace sigr Irstall beams

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 36.00 SF
630-D Structural Steel Beams, W6x 9 (15’9”, 16°9”) 3250 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No, 1

US 49 Stone Caunty Northbound Notice to Bidders N0.1128 -- Cont'd

Facility

RIGHT LANE

Regional Correctional

el ol Bi-ale 4
48

=

gk

I

760
1

=0 19

o4,

3

47.4

156

54.3

a7 .5—41—34.5—4'-8-*— 3&.5—*—4 15—

6.0° Radius, 1.3" Border, White on Green;
‘Regional Comectional”™ E Mod: *Facility” E Mod; *RIGHT LAME" E Mod:

Sign Ia:
Sign Inden-

County Mmbr:

Route 1d:

Begin Kt

Segin Lat:

Begin Lang:

Sign Raube Direction:
Sign Face Direclion:
Slgn Support Type:
Sign Support Cnt:
Sign Legend:

Sign Comment:

Fauln

[rp=- Single Sign [ zign camage
L 1

| 1225?’3 Slgn E%ock Nmbr Fi57 Slg'l I'Elght i 45
| Ezq_.l Barcode: Sign Width In: 1424
Stane [E6] Installation Date: oAO0v0000 Background Color |2reen
pa Surey Date: [418:2005 Lagend Color Whie
= e T a—
20829713
-E2 135353 [ Fiasner
izrin Souna [] Replace Sign

[ sign Supper Camage ==

B

Fagional Comesional Faginy Rignt Lane

Meeds new sign and I-0eams on pipe Kainna

WARIADLE COLORS

AND LEGEND

PHOTO REQUIRED

Reqlonal Correct anal

Facility
RIGHT LANE

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted

630-D Structural Steel Beams, W6 x 9 (15’9”, 16°9")
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles

601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47)

602-A Reinforcing Steel

265

1 Each
52.00 SF
3250 LF

8.25LF
093 CY
56.5 Lbs



US 49 Stone Caulaty Northbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 2
B
Regional Correctional [k
Facility 3%
1

¥ 9 19

76.0
474 l 54.3

e

136

L

6.0° Radius, 1.3° Border, White on Gresn;
‘Regional Comrectional™ E Mod: *Facility” E Mod; Standard Arrow Custom 2407 ¥ 8.5 07

Sign It | 1225@ Sign Stock Mmbr: 157 Sign Heignt n: 43
Signinoex:| aog| Barcods: Sign 'Widdth in: )| VAWABLE COLORS
County Mmbr: Stane [55]  nstallation Cate: fiovzzzant Sackground Color [Ereen &ND LEGEND
Routz 1d: g Suréey Date: D4/ 162006 Legend Color Whie .
Begin Kmc 1727 Sign Mame: PHOTO RE GUIRED
Begin Lat: 30.832380
Eegin Lang: -£9.135457] [ Fiazner
Sign Route Direclion: fiartk Sound [] Replace Sign
5ign Face Direction: Eauth [ =igr Support Camage s
sign Suppert Type: Pips - Single Sgn | [1] sign Damage =
sgnswpetcnt] |
Sign Legend: Regional Comectional Faciiny ==e=x
Slgn Comment Meeds new slgn and [-oeams an pipe Katrna

iTh

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 52.00 SF
630-D Structural Steel Beams, W6 x 9 (15’9”, 16°9”) 32,50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 8.25LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2" x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 3

Downtown Wiggins

NEXT RIIGHT

P—13.5 o 1.4 - a o 47.6 -L 13.5—
L

7l gale-g -7
35

356 & 30 &

-

A4
3.0 Radiuz, 1.0° Border, White on Green;
‘Divamitoam Wiggins® E Mod; “MEXT RIGHT™ E Mod;

Sin |-:|::E Sign S0ck Mmbr: 154 Sign Helght in; B
Signingex | ga| Bartode: Sign Width in: gl VARIADLE COLORS
C‘ZIIH'[}' Nmor: Shane |EE.] Instaliation Cale: 2032004 33(*?1}'.“[’ Color, Breen
Faouta |d: kg Suréey Date: 04162008 Legend Color. White
iy —_ L N
Segn Lat 30835200
Begin Lang: -59.135333 [ Fraznzr
Sign Route Cirzclion: fgrth Scund [] maplace Sign
Sign Face Direclion: Eaouth [ =ign Support Damage =
Sign Support Type: Post - Single Sign [ =sign camage .
Sign Support Gt j
Sign Legend: Downiown Wggns REXT RIGHT
Slgn Comment: b u-post nescs -b2ams and new sign

=T

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 36.00 SF
630-D Structural Steel Beams, W6 x 9 (14°9”, 15’9”) 30.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 7.75LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2" x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 4
144
356 - 353 T B 275 'F 36.6
356 2E.8 -I-?.EI-I— 34 T 36.8

~
/

5 5h 5 ol ool 5 ol il o ol 5 ol = 7 5 o 10 =i s 5 e o= 1)

Flint Creek

Water Park ﬁ
Department of
Wildlife Fisheries
and Parks ?

District Office

N

[P T — 731 sh-gk1p3s——253—d
h—tge—eh— 45 g s5.5 h—15.8—d
k 40.4 e 383 J- 40.3 N
k 25.8 A 469 b7 9ok 356 A 26.8 i
" 50 gt 50 J

5.0" Radius, 1.5" Border, White on Brown;

‘Frnt Cresx”™ E Mod; “Water Park™ E Mod:

9.0" Radiuz, 1.5 Border, White on Green;

‘Department of E Mod; “Wildiife Fisheries® E Mod; “and Parks™ E Mod:
‘District Office™ E Mod; Standand &rrow Custom 240 X 2.5 07

Slgn Id:| 11—25@ Sign Stock Mmbr 7160 Slgn Height In: 120
signincer [ ae1] Barcods: Sign wattn n: gEj VARIABLE COLORS
County Mmbr: Stone [E6]  Installation Cate: Darzzr200z Sackground Color [Ereen BHD LEGEHD
Route 1d: ka Sureey Date: [4/16:2005 Legend Colon Junite -
Begn K 17714 Sign Name: PHOTO REQURE D
Segin Lat: 20.835360
Begin Long: 20137270 [ Flasnsr HE&WY G UAGE aLU.
Sign Route Direction: fiorn Gouna [ Replace Sign ]
Sign Face Direclor: Bouth [ sigr Suppert Damage =
Sign Support Type: [Beam - singie sign | [ Sign Damage o Fpamank
Sign Support Cr::.d F 3 ’:::: :I.
Slgn Legend: Fiint Cresk Water Park Depariment Of Wildife Fisheres and Pari 1! oistelet Ofiice
Slgn Comment: Reset new fooling Hoeams and sign s good Katrina

Anin

This sign requires new footings.
202-B  Removal of Sign Footing

630-O Remove and Reset Signs, All Sizes
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5”)

268
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602-A Reinforcing Steel 116.9 Lbs
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Sign No. 5
r *‘ ] o
g

ara

120

Poplarville

Lucedale
EXIT 1 MILE

11, 3ok 10k 105013 4k 10-k1 33k 10k

10311 94
11, Foke0 5ok

54 L. 6 L 54
k—15.3—ds 112.5 d—15.3—
26.1 4 91.9 &
el — 3.6 Lg-d b1z 333 | 6.3
3E
14
12.0" Rediuz, 2.0° Border, Whits on Green;
‘Foplarville™ E Mod; SLucedale” E Mod; “EXIT 1 MILE® E Mod;
sgnie]  iozasa] Sign Stock Nmbe fiso Sign Helgnt in: g
Sign ngex | — I g ain I e=l WARIABLE COLORS
GOIH'[}' smor: Shane |EE\ Insialiation Cate: peiag 1398 El-al:*ml.l"lﬂ Color Breen J:“:“.:' Ll:'..'ll:"u
Foute I ba Zureey Date: Da/16/2005 Legend Color: [uniie
Begn e e Sign Name: PHOTO REQUIRED
Segn Lat: 30 830263
Begin Lang: -E9.123137] [ Fiasner HEsW G LIAGE AL
Sign Route Direction: orih Sound [] meplace Sign
Sign Face mmnﬂm::@ [ =ign Support Camage =
Sign Support Type: [-Beam - Mulipie Sign | [ Sign Damage -
sgnsuwppatcnz] 4
Sign Legend: paplarvile Lucedale EXIT 1 MILE
Sign Comment: NEEDS ALL NEW EXT. CVERLAY AND I-SEAMS KATRINA

AF

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
The Hospital Symbol (D9-2, 30” x 30”) is also required.

202-B  Removal of Sign Including Post & Footing 1 Each
630-A Standard Roadside Signs, Sheet Aluminum, 0.125” Thickness 6.25 SF
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 120.00 SF
630-D Structural Steel Beams, W6 x 15 (253", 26”3") 51.50 LF
630-E Structural Steel Angles &Bars, 3 ¥2”x 3 %" x ¥4 Angles 7.92 LF

601-B Class “B” Structural Concrete, Minor Structure (Footing Size —2’ x 5”) 1.16 CY

602-A Reinforcing Steel 130.7 Lbs
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Sign No. 6

Bond - Harvison
Historical Cemetery

NEXT RIGHT

IT'SL']'j I'IT'5|I 1':IJT'5|I 1-3"? 'E-l

47.8 L 374 10 d 43.1 4 A7.8

5.0" Radiuz, 1.3" Border, White on Brown;
*Bond - Hanvison™ E Mod: “Historical Cemetery” E Mod; *MEXT RIGHT™ E Mod

sgnic] 1zvicg Sign Stock Wmbe [ Sign Heght in;: 4]
signncec [ 3 Barcads: Sign Wdin 1 el VARIABLE COLORS
:':lnlrt" smr Shone [BE nslallation Daie: Desg /1908 53fﬁ§r=|.|'|= Color Brown nm I_EﬁE"D q'
Fouts 14 i3 Survey Date: faie2005 Legend Color [Wnie
segn km 21473 Sign Name PHOTO REOURED
Segin Lak 30881253
Eegin Long ED. 162369 O Fiasner
Slgn Rioube Direction: Eouth Boung [#] Replace Sign
=ign Face Direction: fzrin [ Skn Support Damage .. |

Sign Support Type: [-Beam - Single Sipn | [ Sign Camage .
Sign Support Cnt: | :
Sign Legend: Band  Handnson Histoncal Cemetery EXIT 102 MILE
Slgn Comment: heeds overiay and new -Hbeams should be 10V3 leters

This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 77.50 SF
630-D Structural Steel Beams, W6 x 15 (16°9”, 17°9”) 34.50 LF
630-E Structural Steel Angles &Bars, 3 %2"x 3 %" x ¥4 Angles 9.75LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Inf
LE

De Soto National
Forest

o Center
FT LANE

L]

gk g gk s ded s Led s L o5

105k 458 g 523 104
L 443 A 75 4 443 J
o7 d mE g sk 411 4 27
296 o 28.3 7ol 0.5 os 203
125

5,07 Radius, 1.5 Barger, Whits on Erown:

‘DeSotw MNational® E Mod, “Forest” E Mod; “Info Center” E Mod; “LEFT LANE™ E Mod;

Sign Id | ':2;[% Sign Stock MmbT 7160 Sign Helght in:
sign mcex | - Barcods: Sign Vi in: VRRIABLE COLORS
County Mmgr Stane J55]  Installation Date: poie1ges Sackground Colon Eroan BND LEGEND
Route Id: kg Sursey Date: p4/16:2006 Legend Color. Whie S
Begn K 19,203
g ko S ame PHOTO REQURED
Seghn Lat 20 842550 '
Begin Lang EERFEEER [ Fiasner HEAL Y G AGE ALU.
sign Route Cirection: fiorin sound Replace Sign
Sign Face Direction: Fouln [ sign Suppori Camage == "'ﬂ
Slgn Support Type: Fips - Single Sign [ =zign Damags == . E:F:'.-:WMIL
E Ll
Sign Support Cnt 1 INFO CENTER
Sign Legend: Da Solo Mational Forest Info Canter Mext Lt | NEXT LEFT
Sign Somment: [ip slze to 206 keilets sign ks on pips row and nescs small Hosams] e

[§=1=1 alilh, ﬁl (=9

This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 57.75 SF
630-D Structural Steel Beams, W6 x 9 (17°3", 18’3") 35.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4” Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 8

De Soto National
Forest
Info Center

N

L2

ke gdgsdhgdgdhed s ded g dignd

p=10.5 L 446 ok & ke 323 L 104+
443 I 37.5 L 44.3
27 e 228 e & o 1.1 - 271
e 52.5 s 21 N 52.5 5
126

9.0" Rediuz. 1.5" Border, White on Erown;
‘DeSoto Mational® E Mod;, “Forest” E Mod; “Info Center” E Mod;
Standard Amow Custom 21.0° ¥ 8.5™ 180°;

Sign Id ':2;@ Sign Siock Mmb [7150 Sign Height in: 43

Sign ingex: | 267 Barcods: Sign widih in; el WRLABLE COLORS
County Mmior Stone [55]  Imstallation Date: f@ieriges | Sackground Color Frown AHD LEGEHD
Foute Id: fra Sureey Date: pas1e2005 Lagend Color: Junite

segnm = SP S TRl FHOTO REQUIRED
Segin Lat 30.847071)
Begin Lang 59151369 [ Frasner HEAWT G UAGE AL,
Sign Route Dirzclor: fiorin souna Faplace Sign vy
Zign Face Dirzction: outh Slgn Support Damage == [iraightan Posl DE s01q ' -
Sign Suppert Type: Pps - Singe Sgr [ sign camage - 7 ':'T":lhl.l
Sign Support Cn :' REST
Sign Legand: Pe Solo National Forest Info Canter <===< Ik INFQ CEWTER

Slgn Comment: |y slze to 896 letlers sign IS on pipe now needs Emal --beams L v, p—

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 57.75 SF
630-D Structural Steel Beams, W6 x 9 (17°3", 18’3") 35.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x %" Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 9

359

120

Poplarville

Lucedale

s h—15 9 —sbe—1 0-sk—13 4—be-g 9-ske—1 3.4~k 10

b 152l 125 d 153
26.1 | 818 4 26—
54 d—ys—id &4

12.0° Radius, 2.0° Border, White on Green;
‘Poplardie” E Mod: ‘Lucedale™ E Mod: Stendard Armow Custom 21.0° X B.5" 457

S,g?m;fjg 1 mﬂ;ﬁ = S;:I"':Ex : ; VARIABLE COLORS
County Mmibr: Stane [ Installabon Cate: peioay1gad Background Color [2reen GHD LEGEHD
Routs 1d: g Sureey Date: DA 82008 Lagend Color [White
e —— - 71070 REQUR
segn st — S S FHOTO REQURED
Begin Lang: -80.153249 [ Fiasner HE&W GLUAGE AL,
Sign Rioute Cirzction: Morth Sound [] Replace Sign
Sign Face ummm::@ [] =ign Support Camage ==
S suppcrt Tpe [ srgesgn ] [l swrosmege -
sgnsgpotont] 4
Sign Legend: |28 Poplaniile Lucedale seaes
Sign Comment: NEEDS ALL MEW EXT. CVERLAY AND -FSEAMS KATRINA I

=

%

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 120.00 SF
630-D Structural Steel Beams, W6 x 15 (25’3”, 26°3") 51.50 LF
630-E Structural Steel Angles &Bars, 3 %27x 3 %2” x ¥ Angles 792 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 57) 116 CY
602-A Reinforcing Steel 130.7 Lbs
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Sign No. 10

E.00" Radiuz. 1.25" Bordar, Wiils om Graan;
AT E Mod; Arow 133 - 30.00° 30%;

st apsend] S0 Stock Nmbe fess Sign Hexgnt i e
sign |miji Barcods: Sign Widih in: e
County Mmar- Stone [56]  Installation Cate: fionizaone | Sackground Color Freen
Routa Id: ftg Sureey Cate” 100132008 Legend Color [\hite
iy T B ——
Segin Lat: 20854200
Begin Lang: ~E9 15784 [ Fazner
Sign Route Cirection: Eouth Bound [] Replace Sign
Sign Face uma-u::@ [ sign Support Camage »»
Sgnsipre e Ppe Sngesgy ] swommsge -
Signsppotonz[ |
Sign Legand:
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
It will be placed on the Northbound exit ramp to MS 26.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (15’9”, 15’9") 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 11
e e L S
Fa SR
€ Poplarville EE:
g1 0
Lucedale =» i3
Bond Harvison 3
- : g
Historical Cemetery [k
1
q g
\ /e
L—Z'.':-...- 20.3 J‘.T.EI'l 4L-B ok S54.3 h 2EI.3—J
LB.JJI 80.3 J-! ] i-L 59.1 ILE.E-J
L 61.5 d 21 é 61.5 d

.07 Radiuz, 1.3 Border, White on Green;

Standard Amow Custom 14.07 ¥ 8.5 180°%; “Foplamville™ E Mod; “Lucedals” E Mod;
Standard Armow Custom 14.07 ¥ 8.57 0%

£.0" Radius, 1.3" Border, White on Brown;

‘Bond - Harvison™ E Mod; “Historical Cemetery™ E Mod;

Standard Amow Custom 21.07 ¥ 8.5 0%

g I
Sign Indes:
County Mmibr:

Raouta Id

Begn Km

Segin Lat:

Begin Lang:

Sign Foute Direction:
Sign Face Direclion:
Slign Support Type:
Sign Support Snt:
Sign Legend:

Slgn Comment:

a3e

[Fauth
|Beam - Singiz Sign [ sign camage

| 122351 Sign S2ock Mmb 7130 Sign Helght in: ks
E{ Barcods: Sign widin in; =f] VARIABLE COLORS
Shane [E8 Installation Cate: pe/14/139L Sackground Color Erown ANDLEGE KD
4] Survey Date: [l4/1E/2005 Lagend Coior: [unite
= Sign Name: PHOTO REQURED

EECE

-E9.153373 [ Fasner
hartn Sound Replace Sign

[ =ign Support Damage =

B

Band - Haningon Hisloncal Camelsry ==

Eombine the three seperales signs o ane remove the 3 signs

Zign -
Sign Ingex:
County Nmgr:

Routz 1d

Begin Kt
Segin Lak:

Begin Lang:

Sign Route Cirection:
Sign Face Director:
Slgn Support Type:
Sign Support Cnt:
Sign Legend:

Sign Comment:

FAn

] 122321| Sign Stock Nmbe 133 Sign Helgnt in: =
= Barcod: Sign wtin in: pef] YARIABLE COLORS
Shane |EE. Insialiation Cates pa1E/1385 53(}:;1:“1[1 Color. Breen .l.HI] LEGENU
pa Survey Date: 41E/2005 Legend Color: [Whie
o Sign Hame: PHOTO REQURED
30250724
-F9 152024 [ Flasner
Morih Sound [] Replace Sign
Eouth [ skar Suppert Damage ... |

[-B=am - Muttigiz Sign [ =sign camage

B

_ucedalg srsms

femove when Itls added to the new ramp sign

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
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Three existing sign will be combined into the new sign. The Hospital Symbol (D9-2, 30” x 30”) and the
Arrow (30” x 8”) will be required.

202-B  Removal of Sign Including Post & Footing 2 Each
630-A Standard Roadside Signs, Sheet Aluminum, 0.125” Thickness 7.93 SF
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 84.00 SF
630-D Structural Steel Beams, W6 x 15 (22°3”, 23°3") 45,50 LF
630-E Structural Steel Angles &Bars, 3 %2"x 3 %" x ¥4 Angles 7.92 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5”) 1.04 CY
602-A Reinforcing Steel 116.9 Lbs
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Sign No 12

Hattiesburg 32

Jackson 124

b7dg—rh gl
35

koo 73.4 b1z 5—d—12.4—dk-g34
_— 50.6 - 20.9 b jgs— kg3
- 120 =

3.07 Radiuz, 1.0° Border, White on Green;
‘Hatvesburg™ E Mod; 327 E Mod; “Jeckzon” E Mod: *124° E Mog,

Sign ":':.E Sign Sanck Mmbr fi3s Slgn Helgnt in: EE
Sign ingex | 250 Barcode: Sign Widih in; =] YARIABLE COLORS
CEIIH‘[}' smor: Shane |EE] Installation Cale: paraaigas 3-3':*?1}'.“[’ Colof [Breen ...Nn LEGEND
Foute |d: o Suréey Cale: p4/16:2006 Legend Color. [wnie TR O e Y
Begn Km: 20764 Sign Name: PHOTO REQUIRED
Begin Lak: 30355023
Eegin Lang: -59 155254 [ Fraznzr
Sign Route Direclon: Jiarth souna [] Feplace Sign
Sign Face Dirzction: Bauth [ =ign Support Camage =

Sign Support Type: st - Single Sign | O sign camage .
Sign Supporn ont | q

Sign Legend: hatilesburg3Z Jacksan 124
Slgn Comment: Meeds new sign and |-beams on u-post now 3/ letters

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (149", 15°9”) 30.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 7.75LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 13
r *‘ 15
;é
Lei] E’!
53

120

Poplarville

Lucedale
EXIT 1 MILE

11, 3ok 10k 10 5h13 410k 13310k

0311 9
11, ah-5 5ok

54 ke 36 L 54
k—15.8—k 112.5 L1534
26.1 k 91.9 4
6.6 ! 316 Ltgd b1z 333 | 26.8
36
1
12.0" Redius, 2.0° Border, White on Green;
‘Poplarville™ E Mod; “Lucedale” E Mod; “EXIT 1 MILE" E Mod;
sgnid]  iziged Sign Stock Nmbe fris Slgn Helgnt in: o]
Sign Inu&x:fji Barcods: Sign Widih in: el WLRIABLE COLORS
CCIIH'[}' Nmor: Shane |EE. Instaliation Dale: ped /1998 33':*?1:'.[1[’ Color. Breen ﬁHu Ll:'..'ll: HI.'I
FRoutz 1d: ja SLIT‘-'E]' Cae: 4162008 LEgE"H‘.I Color. |Nniie
segn ke 2247 Sign blame: PHOTO REQURED
Segin Lat: 30.BE0TET
Eegin Lang: -ED. 15520 [ mazner HE&W GUAGE AL
Sign Route Dirzction: Bguth Boung [] Replace Sign :
Sign Face Direclor: farin [ sign Suppart D3Mage .. |
Slgn Supgort Type: [-Beam - Mullipi Sign [ =sign camage .
sgnswppetcnt] 4
Sign Legend: b5 Poplarvile Lucedale EXIT 1 MILE |
Zign Comment: fizeds new ovenay and l-beams upsizs 1o 13,3310 and 35°sniek]

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
The Hospital Symbol (D9-2, 30” x30”) will also be required.

202-B  Removal of Sign Including Post & Footing 1 Each
630-A Standard Roadside Signs, Sheet Aluminum, 0.125” Thickness 6.25 SF
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 120.00 SF
630-D Structural Steel Beams, W6 x 15 (253", 26’3") 51.50 LF
630-E Structural Steel Angles &Bars, 3 ¥2”x 3 %2” x ¥4 Angles 792 LF

601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 57) 116 CY

602-A Reinforcing Steel 130.7 Lbs
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Sign No. 14

Bond

Harvison |
Historical Cemetery (i

Uk

SECOND

RIGHT

Y — 26.5 pdskn 7.8 53—
o3k 75 1ok 74 d10.2
k 338 s 504 T A 431 L 336 ]

£.0" Radius, 1.3" Border, While on Brown;
‘Beond - Harvison® E Mod; "Historical Cemetery” E Mod; “"SECOND RIGHT™ E Mod;

s 1z1i0g Sign Stock Nmee 157 Sign Helght i a3
signincex | 3 Baroods: Sign Width in; ] MARIABLE COLORS
Cournty Nmibr Stane (86 nstallation Date: pesgq/19oe Sackground Color Brown AHD LEGEHD g
Fouts o g Zurvey Date: fAE2008 Lagend Color: [aniie
SEgn 21472 Sign Name PHOTO REQURED
Segin Lat 30.86123
Begin Long -9 162365 [ Frasner
Sign Rioube Direction: Eoulh Bouna [F] Replace Sign
Sign Face Dirsclion: Marth [ Slgn Suppar D3Mage .. |
ign Suppon Type: |-Beam - Single Sign [ sign camage -
signswgpetont] 4
5Sign Legend: Band Harvireon Historical Cemetery EXIT 142 MILE

Zlgn Comment: heeds gveriay and new beams should be 1003 leters

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 75.00 SF
630-D Structural Steel Beams, W6 x 15 (16°9”, 17°9") 34,50 LF
630-E Structural Steel Angles &Bars, 3 ¥2”x 3 %" x ¥ Angles 9.75LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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&

120

Poplarville
Lucedale

[ TRV IS PR P O M £ PR A, TN M Y S—

b 1s.2—k 1125 1534
26.1 | o1.9 d 26—
g4 b 5—ok 64

12,07 Radius, 2.07

Border, Whie on Green:

‘Poplarvi®e” E Mod: “Lucsdals” E Mod: Stendard Amow Custom 21.07 X B.5" 457

sur?ﬂﬂ;i% - mﬂaﬁ — Sslinﬁ:: : :i VARIABLE COLORS
‘County Nmor: Shone 6] Installation Cate: fE01/1304 Background Color. Ereen AND LEGEND
Fouts Id: g3 Survey Date: f41E/2008 Legend Color Tynie
e ——— STeammmmmml F1I0T0 REQUR
Seonlst| oaeead Y T Il PHOTO REQUIRED
seginiong | -9 1esn] [ Frasner HEAMT G UAGE ALL.
Slgn Fioute Ciraclion: Eouth Boung [] Replace Sign L F
Sign Face Director: farik [ 5tgn Support Camage ... |
Sign Support Typer [Beam - Singla Sign | [ =ign Damage .
sign suppotcnt 4
Sign Legend: |25 Poplanvile Lucedale
Slgn Comment: Meeds all new overiay and 2t and Hoeams Katina

a1

This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 120.00 SF
630-D Structural Steel Beams, W6 x 15 (253", 26’3") 51.50 LF
630-E Structural Steel Angles &Bars, 3 ¥2”x 3 %" x ¥4 Angles 7.92 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 57) 116 CY
602-A Reinforcing Steel 130.7 Lbs
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Sign No. 16

E.00" Radiuz. 1.25" Bordar, Wiils om Graan;
AT E Mod; Arow 133 - 30.00° 30%;

st apsend] S0 Stock Nmbe fess Sign Hexgnt i e
sign |miji Barcods: Sign Widih in: e
County Mmar- Stone [56]  Installation Cate: fionizaone | Sackground Color Freen
Routa Id: ftg Sureey Cate” 100132008 Legend Color [\hite
iy T B ——
Segin Lat: 20854200
Begin Lang: ~E9 15784 [ Fazner
Sign Route Cirection: Eouth Bound [] Replace Sign
Sign Face uma-u::@ [ sign Support Camage »»
Sgnsipre e Ppe Sngesgy ] swommsge -
Signsppotonz[ |
Sign Legand:
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
It will be placed on the Southbound exit ramp to MS 26.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (15’9”, 15’9") 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 17
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LE.JJI 80.3 JLI & D-L 59.1 !LIE.E-J
! 60 - 24 A &0 .
3.0" Radiuzs, 1.07 Border, White on Green;
Smandard Armow Custom 12.57 ¥ 8.07 180°%; “Lucedale” E Mod; “Fopianville” E Mod;
Smandard &Amrow Custom 12.57 ¥ 307 0%
.07 Radiuz, 1.3" Border, White on Brown;
‘Bond - Harvison™ E Mod; *Historical Cemetery™ E Mod;
Standard Arrow Custom 2407 ¥ 8.5 180%;
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Sign Face Direction: porih |:| Sign Support Damage .. ]
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Sign Support Cnt | B
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heeds 1o put all new signe togethar on the ramp In one sign and n
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&
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This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
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It will replace the existing sign on the ramp. The Hospital Symbol (D9-2, 30” x 30”) and the advance left
arrow will also be required.

202-B  Removal of Sign Including Post & Footing 1 Each
630-A Standard Roadside Signs, Sheet Aluminum, 0.125” Thickness 7.93 SF
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 84.00 SF
630-D Structural Steel Beams, W6 x 15 (22°3”, 23°3") 45,50 LF
630-E Structural Steel Angles &Bars, 3 %2"x 3 %" x ¥4 Angles 7.92 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5”) 1.04 CY
602-A Reinforcing Steel 116.9 Lbs
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Sign No. 18
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Slgn Commeant: bn pipe change to & letiers and put on small -beams :

AT - S

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
It will replace the existing “Next Right” sign and will be in conjunction with the “Right Arrow” sign
below.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 57.75 SF
630-D Structural Steel Beams, W6 x 9 (17°3", 18’3") 35.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x %" Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 19
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This sign is a new sign that requires overlay, extrusions and I1-Beams. I-Beam Lengths are estimated, the
contractor will be responsible for performing field survey to determine exact beam length required prior to
manufacture.

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 57.75 SF
630-D Structural Steel Beams, W6 x 9 (173", 18°3") 35.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs

286



US 49 Stone Cesaty Southbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 20
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This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 52.00 SF
630-D Structural Steel Beams, W6 x 9 (15’9”, 16°9”) 32,50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 8.25LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 21
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This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
It needs to be relocated from its current location to south of the Regional Correctional Facility Directional.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 24.00 SF
630-D Structural Steel Beams, W6 x 9 (14°9”, 15’9”) 30.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥ Angles 6.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 22
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This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 52.00 SF
630-D Structural Steel Beams, W6 x 9 (15’9”, 16°9”) 32,50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥ Angles 8.25LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs

289



US 49 Stone Ceunty Southbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 23
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This sign requires new overlay, extrusions and I-Beams. I-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
The new sign will be relocated approximately 500” north of existing sign.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 27.00 SF
630-D Structural Steel Beams, W6 x 9 (149", 15’9™) 30.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 1
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This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 59.50 SF
630-D Structural Steel Beams, W6 x 9 (18’9, 19°9”) 38.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 7.00 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 84.00 SF
630-D Structural Steel Beams, W6 x 9 (18’9”, 19°9") 38.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 7.75 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Sign No. 3
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This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
It will have an 8” tall CMS sign mounted under it.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 84.00 SF
630-D Structural Steel Beams, W6 x 15 (2079”7, 21°9”) 42,50 LF
630-E Structural Steel Angles &Bars, 3 ¥2”x 3 %2” x ¥4 Angles 792 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5”) 1.04 CY
602-A Reinforcing Steel 116.9 Lbs
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Sign No. 4
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This sign requires new overlay and extrusions.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 48.00 SF
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Sign No. 5
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This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 59.50 SF
630-D Structural Steel Beams, W6 x 9 (189", 19°9”) 38.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 7.00 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 84.00 SF
630-D Structural Steel Beams, W6 x 9 (18’9”, 19°9") 38.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x %" Angles 7.75LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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Slgn Route Cirechion: [East Bound [] Replace Sign
Sign Face Director: [yest [ sign Suppert D3Mage ... |
3lgn Suppor Type: [-Beam - Mulliple Sign [ sign camage -
sgnswpatcnz] 4
Sign Legend: feeigh station rignt Iane
Zlgn Comment: NEEDS ALL NEW OWERLAY AND EXT AND -BEAKS

oA

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.
It will have an 8” tall CMS sign mounted under it.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 84.00 SF
630-D Structural Steel Beams, W6 x 15 (20°9”, 21°9”) 4250 LF
630-E Structural Steel Angles &Bars, 3 %2"x 3 %2” x ¥ Angles 792 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4.5”) 1.04CY
602-A Reinforcing Steel 116.9 Lbs
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US 98 George @60inty Eastbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 8

/|
]

ash—w— & o b e b ook gz kogs

T2

-
\

20.9 e 54.3 - 208
—10.9—k 74.1 by —
40 e #0
e

53.0" Radius. 1.5° Border, Whitz on Gireen;
SWENGH™ E Mod: *STATION™ E Mod; Standard arrow Custom 21.07 ¥ 887 457

sagn 1t ] 1050sq Sign Stock Nmbe 160 Sign Hegnt i EE
signncex |25 Barcods: g wth i: =1 VRIAELE COLORS
County Mmbr: Gaorge [20]  Installation Date: f7/anv2000 | Sackground Color: Ereen BND LEGEND
Routz Id: by Survey Date: f404:2005 Legend Color. [Anie
Begin Km: 26743
Seon L2t 1 kgn Mame: PHOTO REGUNRE Dy
Eegin Long: -E5 443523 [ Flasner HE&W G UAGE AL,
Sign Route Direction: Fast Bound [J Renlace Sign
Sign Face Cirection: [yest [] sign Supger Camage ==
Sign Supgort Type: [-Beam - Single Sign [ sigr camage -
Sign Support Cnt |

Sign Legand: [eeigh siation
Sign Comment: NEEDS & NEW OVERLAY

This sign requires new overlay and extrusions.

202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 48.00 SF
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-251- Notice to Bidders No.1128 -- Cont'd

MS 63 George County Northbound

Sign No. 1
r ‘
w0
L=3}
. . _|
Miss. Gulf Coast 3
_‘t’“
Comm. Colleqge i
. ) _i
_T
Georqe Cunty 3%
_‘f
Center 1
5
uy
[ea]
N\ A ;
)
!-B.1-‘11725.544*—84—24.5—4!—8—'11733.84'1!-8.1-'
13,5 40.3 k7.9 44.8 L 135
F—13.3 ‘J-='- 41.3 .J_:‘, g é 443 é 13.1—
304 | 41.3 L 383
49.5 ke 21 ok 495
120
20" Radius, 1.5" Border, White on Green;
“Mizs. Gulf Coast™ E Mod; “Comm. College” E Mod; “George County™ E Mod;
“Center” E Mod; Standard Arrow Custom 21.0" ¥ 8.5" 07
Sign 1| zzguﬁ Sign Stock Nmbr: fiz214 Sign Heignt in: &
Slgn "“‘E‘LE Barcods: 311 Sign Widtth in: )| VARIABLE COLORS
County Mmbr: Zaorge [20]  Installation Date: p4/12/2005 Sackground Color [Zreen AND LECEHD
Routz Id: 3 Survey Dates 20152005 Lagend Color: [amie
Segin 17800 SN Pl PHOTO REQURED
Segin Lat: 20251163
Eegin Lang: -55.512563] [ Fazner
Sign Rioute Direclon: Jarth Sound [] Feplace Sgn
Sign Face Direction: Bauth [ sign Support Damage =
Sign Support Type: [-Beam - Single Sign | [ Sign Damage -
Sign Sugport TNt | E|
Sign Legend: Miss. Gulf Coast Comm. Coliege George Courty Cenler -——-—-
Sign Commert: NEEDS & KEW CVERLAY KATRINA TX10
This sign requires new overlay and extrusions.
202-B  Removal of Sign 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 70.00 SF
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-252- Notice to Bidders No.1128 -- Cont'd

MS 63 George County Southbound

Sign No. 2
r '
w
@
. . _|
Miss. Gulf Coast 3
<. . _ . .
_‘*’“
Comm. College i
- - 3
_T
George County [k
_‘f
Center °
$
uy
3
a0
N\ VA -
)
=81 -Jn 295 - 8 --|= 245 "J: g é 33.8 ..|:. 8.1
13,5 40.3 k-7.9-4 44.8 k135
F—13.3 é 41.3 ke a8 ok 443 é 13.1—
39.4 | 41.3 L 393
495 ke 21 ok 49.5
120
9.0" Radius, 1.5" Border, White on Green;
“Miss. Guif Coast” E Med; “Comm. College” E Mod; “George County™ E Mod;
“Center” E Mod; Standard Arrow Custom 21.0" X 8.5" 1807
2ign 1t | 273024 Sign Stock Nmbe 7214 Sign Heignt in: &
Sign IME Barcads: 211 Sign widin in; = VARIABLE COLORS
County Mmr- George Jg]  Imstaliation Date: fizizoos | Sackgrouns Colon Breen AND LEGEMD
Foute |4 3 Sureey Date: fzis2005 Lagend Color: [anite
Begn K 16243 LS Tl PHOTO REGURED
Segin Lak: s
Begin Lang: 621613 [ Fasner
Sign Route Direchon: Eouth Boung [ Replace Sign
Sign Face Dirzclion: arik [ sign Suppert D3Mage ... |
Sign Support Type: [-Beam - Single Sign [ sigr Camage -
signswppotonz [ g
Slgn Legend: piss. Gull Coast Comm. Colege George County Cenler s—-——
Slgn Comment: NEEDS A NEW CWVERALAY KATRINA 710
This sign requires new overlay and extrusions.
202-B  Removal of Sign 1 Each

300
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630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 70.00 SF
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US 98 Perry Cosmnty Westbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 1
A NEEFEEE:
WEST
)
Beaumont 3 s

111
111
111

Laurel

87

14 1ok 14.8:11.31 13.4] 081 13,4 k15— L9

] S -
MILEE 2
=
3
©
N\ e
4

k—18.1- 45.1 ! 18—J12_52| !_;—26.9 k18—l 36 ! 13—-19_5?![;—33_4—412.1

79.9 & : 1043 & —— 738
100 | 64 k 94

105.6

a9 6

d b5k 333k
45

12.0" Radius, 2.0" Border, White on
“WEST" E Mod; "NORTH" E Mod; *

258
Green;

Beaumont” E Mod; “Laurel” E Mod; “1 MILE™ E Med,

WIH::E Sign Stock Nmbe f7214 Sign Helgnt i | [ . .
=ign Imjl Barcode: Sign Width In: 354 VARIABLE COLORS
County Mmbr: Femy [55]  Installation Cate: ! SH201395 Background Color [2reen AHD LE GEHD
Foute Id- s Survey Date: fayi4/2005 | Legend Color: [yniie
Begin K 26305 Sign Mame: FHOTO REQIIEED
BGegin Lat: 31.14545
Begin Lang: 255825700 [ Flazner
Sign Route Direction: [yast Bound [ Replace Sign
Sign Face Direction: East [] sign Supgort Camage ==
Sign Suppert Type: [-Beam - Single Sign [ sigr camage -
sgusppaters[
Sign Legend: J5 193 WEST M5 15 NOATE BEAUMONT LAUREL S4IT 1 MIL
Sign Comment: NEEDS ALL MEW CNERLAY AND SXT AND HEEANS KATRINA

RAn

This sign requires new over

lay, extrusions and I-Beams. 1-Beam Lengths are estimated, the contractor will

be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing

630-B Interstate Directional

630-D Structural Steel Beams, W6 x 15 (233", 23’9”, 24’3")

630-E Structural Steel Angl
601-B Class “B” Structural
602-A Reinforcing Steel

1 Each
Signs, Bolted Extruded Aluminum Panels, Ground Mounted 236.50 SF
71.25LF

es &Bars, 4”x 4” x 5/16” Angles 15.67 LF
Concrete, Minor Structure (Footing Size — 2’ x 67) 2.09CY
237.3 Lbs
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US 98 Perry Cosmty Westbound Notice to Bidders N0.1128 -- Cont'd

I~ B
Richton ]
NEXT RIGHT §

\ /b

276 A 58.8
k——11.8—k 374 T — 431 18—

©.0" Radius, 1.3" Border, White on Green;
“Richton™ E Med; “NEXT RIGHT" E Mod;

I Sign Siock Mmbr Sign Hexgnt in:
sqr?m % g Barcods: = S;:“ wﬂm - : WARIABLE COLORS
County Wmr Pemy (58] Insiallation Date: fzzra00 | Sackground Color: Freen AMND LEGEND
Route I ks Survey Dates f404:2005 Lagend Color [Amie el T
Begin Knm: 26 457] Sign Mams: PHOTO REGURED
Sagin Lat: 31.143863
Begin Lang: -£5.3846537] [ Flasher J
Sign Route Dirsction: [est Eourd [ Feplace Sign
Sign Face Direction: East [ =ign Support Damage ==
Sign Suppert Type: Fost- Single Sign | [ sign amage -
Sign Support Gt |

Sign Legend: RICHTON NEXT RIGHT
Slgn Comment: NEEDIS P S1ZE LETTERS AMD ON HEEAMS

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 59.50 SF
630-D Structural Steel Beams, W6 x 9 (159", 16°9”) 32.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 98 Perry Cosmty Westbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 3
- Nontw EEEEE
NORTH 13;5%
i
Beaumont LN
Laurel EARE:
3
L 3

I

k18 1ok a51— sk g 126b—20—k—1a—k— 35—k qadogl b——334— d121
79.9 I 104.3 4 =2 73.8
100 | 64 ! 94
124 5k 118

258

12.0" Radius, 2.0" Border, White on Green;
“WEST" E Mod; "NORTH" E Mod; “Beaumont™ E Mod; “Laurel” E Mod; Standard Amow Custom 21.0" ¥ 85" 45%

I Sign ek Mmbr: Sign Heignt in;
County Mmbr: PenTy[S6] Instaliation Date: l32011397 | Sackgrouna Color: reen AND LEGEND
Route Id- big Survey Date: farnaraaos | Legend Color: e
Segn 25551 Sgn Hame: PHOTO RE QURED
Segin Lak: 3115125
Eegin Lang: -£6 820543 [ Fiasner
2ign Reute Dirsction: [west Sound [ Replace Sign
Sign Faoe Direction: East [ =ign Support Damage =
Slgn Support Type: [-Beam - Single Sign [ skgn Camage =
Sign Support Gt |

Sign Legend: M5 198 WEST MS 15 NORTH BEALUMONT LAUREL DIR ARROY
Sign Comment: NEEDS UP SIZE LETTERS AND KEW OVERLAY AND RESET |

R74

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 223.75 SF
630-D Structural Steel Beams, W6 x 15 (22’97, 233", 23°9”) 69.25 LF
630-E Structural Steel Angles &Bars, 4”x 4” x 5/16” Angles 15.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size —2’ X 67) 2.09CY
602-A Reinforcing Steel 237.3 Lbs

304



US 98 Perry Cosnty Westbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 4

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

Sign |u:'E Sign S2ack Nmbr: fess Sign Helght n: ad i
signincex |59 Barcods: Sign Width in; B
GEIIJI'[)' Mmior: PE"I'!' [EEJ Instaliation Cate: I S21M1995 Baﬂ;gu.nu Color, Breen
Faoute Id: Ba Survey Date: [s0i2005 | Lagend Color: nite
Begin K 25.757] Sign Mame: El
Sagin Lat: 31.152100
Begin Long: -54.80228 [ Fiasner
Sign Route Cirzction: [Nest Bound [0 Replace Sign
Sign Face Dirzclion: East [ sigr Suppert Damage =
Sign Support Type: Fipa - Single Sign | [ =ign Camage 2z
Sign Support Cnt | 1
Sign Legend:
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture. It
is located on US 98 Westbound at the MS 15 Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (15’9”, 15’9") 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 98 Perry Coasty Eastbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 5
LA A A 2
b bl
da A
8o | o0
45 | 5
(1=} w
o« Larl
~l -
(=3
e
. )
B t g 3
eaumon e3 o
2 | L1
& | = | =
I S | T T T
(4]
Laure LN
G
-
_1'._
S -
o
1 MILE E
24
Y
k—18.1- 45.1 L1126 b—26 9—k—18— 36 L—1g—doglkb——aga—ddi21
| 23 N 29
799 1043 738
100 | 64 k 94
105.6 d b5k 333k 996
45
258

12.0" Radius, 2.0" Border, White on Green;
"WEST" E Mod; "NORTH" E Mod; "Beaumont” E Mod; “Laurel” E Med; “1 MILE™ E Med,;

It 77| Sign Stock Nmbr: Sign Heignt in:
sur?mf::T e 1 321,, —— =1 VARIABLE COLORS
County Hmor- Pemy[E5] Insiallation Dae: [[5/2011595_|  Sackground Color: [areen AND LEGEND
Foute Id- s Survey Date: fayi4/2005 | Legend Color: [yniie
segn 26523 Sgn Hame: PHOTO REGURED
Segin Lat 31145959
Begin Lang: 255825700 [ Flazner
Sign Route Direction: [yast Bound [ Replace Sign
Sign Face Direction: East [] sign Supgort Camage ==
Slgn Support Type: |-Beam - Singls Sign [ sigr camage -
Sign Support Crt |

Sign Legend: M5 133 WEST M5 15 NORTH SEAUMONT LAUREL EXIT 1 MIL
Slgn Comment: NEEDS ALL NEW OVERLAY AND EXT AND FEEAMS KATRINA

RAn

This sign requires new overlay, extrusions and I-Beams. I1-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 236.50 SF
630-D Structural Steel Beams, W6 x 15 (233", 23’9”, 24’3") 71.25LF
630-E Structural Steel Angles &Bars, 4”x 4” x 5/16” Angles 15.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 67) 2.09CY
602-A Reinforcing Steel 237.3 Lbs
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US 98 Perry Ceasty Eastbound Notice to Bidders N0.1128 -- Cont'd

Ve B
Richton ]
NEXT RIGHT §

\ /b

276 A 58.8
k——11.8—k 374 T — 431 18—

©.0" Radius, 1.3" Border, White on Green;
“Richton™ E Med; “NEXT RIGHT" E Mod;

I Sign Siock Mmbr Sign Hexgnt in:
sqr?m % g Barcods: = S;:“ wﬂm - : WARIABLE COLORS
County Wmr Pemy (58] Insiallation Date: fzzra00 | Sackground Color: Freen AMND LEGEND
Route I ks Survey Dates f404:2005 Lagend Color [Amie el T
Begin Knm: 26 457] Sign Mams: PHOTO REGURED
Sagin Lat: 31.143863
Begin Lang: -£5.3846537] [ Flasher J
Sign Route Dirsction: [est Eourd [ Feplace Sign
Sign Face Direction: East [ =ign Support Damage ==
Sign Suppert Type: Fost- Single Sign | [ sign amage -
Sign Support Gt |

Sign Legend: RICHTON NEXT RIGHT
Slgn Comment: NEEDIS P S1ZE LETTERS AMD ON HEEAMS

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 59.50 SF
630-D Structural Steel Beams, W6 x 9 (159", 16°9”) 32.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥4 Angles 7.50 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 47) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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US 98 Perry Coamaty Eastbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 7
r “éj.,i_é;.}_
N - L ]
NORTH |[JEEREE
@ B
1]
Beaumont 2l00] e
@22 |22
Laurel ERRE:
L=
3
?11
\ =

I

k18 1ok a51— sk g 126b—20—k—1a—k— 35—k qadogl b——334— d121
79.9 I 104.3 4 =2 73.8
100 | 64 ! 94
124 5k 118

258

12.0" Radius, 2.0" Border, White on Green;
“WEST" E Mod; "NORTH" E Mod; “Beaumont™ E Mod; “Laurel” E Mod; Standard Amow Custom 21.0" ¥ 85" 45%

I Sign ek Mmbr: Sign Heignt in;
County Mmbr: PenTy[S6] Instaliation Date: l32011397 | Sackgrouna Color: reen AND LEGEND
Route Id- big Survey Date: farnaraaos | Legend Color: e
Segn 25551 Sgn Hame: PHOTO RE QURED
Segin Lak: 3115125
Eegin Lang: -£6 820543 [ Fiasner
2ign Reute Dirsction: [west Sound [ Replace Sign
Sign Faoe Direction: East [ =ign Support Damage =
Slgn Support Type: [-Beam - Single Sign [ skgn Camage =
Sign Support Gt |

Sign Legend: M5 198 WEST MS 15 NORTH BEALUMONT LAUREL DIR ARROY
Sign Comment: NEEDS UP SIZE LETTERS AND KEW OVERLAY AND RESET |

R74

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture.

202-B  Removal of Sign Including Post & Footing 1 Each

630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 223.75 SF
630-D Structural Steel Beams, W6 x 15 (22’97, 233", 23°9”) 69.25 LF
630-E Structural Steel Angles &Bars, 4”x 4” x 5/16” Angles 15.67 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size —2’ X 67) 2.09CY
602-A Reinforcing Steel 237.3 Lbs
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US 98 Perry Coalnty Eastbound Notice to Bidders N0.1128 -- Cont'd

Sign No. 8

E.00" Rodius, 1.25" Bordar, Whils on Seean;
BT E Wod; Amow 133 - 30,007 307;

sgnic [ psrad Sign Stock Nmbe fesz Sign Hegnt n; 4
signincex | o] Barcode: Sign Widih in; e
County Mmbr: Fery Installation Dwte: [7/252002 | Sackoround Color reen
Routz Id: g Survey Date: P5i14/2003 Legend Color [ynte
il B =
Segin Lat: 21152013
Begin Long: —ES.BEE3ET [ Frasner
Sign Route Dirzction: East Bound [ Repiace Sign
Sign Face Direclion: Tuest [ sign Suppor Damage =
3ign Suppert Type: Fipe - single sgn [0 sign camage -
sgnsppotent]
Sign Legand:
Sign Comment:

This sign requires new overlay, extrusions and I-Beams. |-Beam Lengths are estimated, the contractor will
be responsible for performing field survey to determine exact beam length required prior to manufacture. It
is located on US 98 Eastbound at the MS 15 Exit Ramp.

202-B  Removal of Sign Including Post & Footing 1 Each
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted 30.00 SF
630-D Structural Steel Beams, W6 x 9 (15’9”, 15’9") 31.50 LF
630-E Structural Steel Angles &Bars, 3”x 3” x ¥ Angles 450 LF
601-B Class “B” Structural Concrete, Minor Structure (Footing Size — 2’ x 4”) 0.93CY
602-A Reinforcing Steel 56.5 Lbs
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MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION
SECTION 904 - NOTICE TO BIDDERS NO. 1137 CODE: (SP)
DATE: 08/08/2006
SUBJECT: Estimated Quantities
PROJECT: ER-9999-06(008) / 104809-301 -- District 6

Attached is the estimated quantities for this project.

310



T1€

ESTIMATED QUANTITIES FORI-1@

HANCOCK COUNTY

STATE | PROJECT NO.
R-3999-06¢008)

PAY ITEM NO PAY ITEM UNIT PRELIMINARY FINAL

202-8 REMOQVAL OF N EACH 4
202-8 REMOVAL OF SIGN [N POST & FOOTIN EACH 3
202-8 REMOVAL OF SIGN PQST & FOQOTIN EACH 2
630-0 REMOVE AND RESET SIGNS. ALL SIZES EACH 1
601-B CLASS "B"STRUCTURAL CONCRETE. MINOR STRUCTURE CUBIC YARD 8.10
602-A REINFORCING STEEL POUND 1657.20
630-A STANDARD ROADSIODE SIGNS. SHEET ALUMINUM. @.125° THICKNESS UARE_FOOT 6.25
630-B INTERSTATE DIRECTIONAL SIGNS., BOLTED EXTRUDED ALUMINUM PANELS. GROUND MOUNTED UARE_FOOT 1005.50
630-0 STRUCTURAL STEEL BEAMS. W6 X15 LINEAR FOOT 75.00
630-0 STRUCTURAL STEEL BEAMS. W10 X22 LINEAR FOOT 136.98
630-E STRUCTURAL STEEL ANGLES & BARS, 3 1/2° X 3 172° X 1/4° ANGLES POUND 100,57
630-E STRUCTURAL STEEL ANGLES & BARS. 4" X4° X 5/16" ANGLES POUND 282.90

5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION

SUMMARY OF QUANTITIES
g ER-9999-06(008)
1-10 HANCOCK COUNTY
WORKING NUMBER |
IFILENAME: | SHEET mmeeR
0CSON TEA, (oo I —
COUNTY: PROJECT ND.:
DESIGN TEAM: FILENAME :

piuod -- ZETT'ON SJappig 01 S31N0N



AR

STATE | PROJECT NO.|

ESTIMATED QUANTITIES FOR I-10 HARRISON COUNTY it
PAY ITEM NO PAY ITEM UNIT PRELIMINARY FINAL
202-8B REMOVAL OF SIGN INCLUDING POST & FOOTING EACH S
601-8B CLASS "B" STRUCTURAL CONCRETE. MINOR STRUCTURE CuBIC YARD 17.20
602-A REINFORCING STEEL POUND 4746.90
630-A STANDARD ROADSIDE SIGNS. SHEET ALUMINUM. @.125" THICKNESS [SOUARE_FOOT 12.50
630-B INTERSTATE DIRECTIONAL SIGNS. BOLTED EXTRUDED ALUMINUM PANELS. GROUND MOUNTED [SOUARE_FOOT 1615.25
630-D STRUCTUREAL STEEL BEAMS. W6 X 15 L INEAR_FOOR 60.75
630-D STRUCTURAL STEEL BEAMS. W10 X 26 LINEAR FOOT 364.00
630-E STRUCTURAL STEEL ANGLES & BARS. 4" X 4° X 5/16" ANGLES POUND 614.34
5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
SUMMARY OF QUANTITIES
ER-9999-06(008)
I-10 HARRISON COUNTY
[VORKING NOMBER|
| FILENAME: SHEET WMGER
OCSGn TCM_ [ | —
COUNTY: PROJECT NO.:
DESIGN TEAM: F ILENAME :

piuod -- ZETT'ON SJappig 01 S31N0N



€Te

ESTIMATED QUANTITIES FOR US 98 FORREST COUNTY

| STATE I PROJECT NO.

PAY ITEM NO PAY ITEM UNIT PRELIMINARY FINAL
202-B Removal of Signs Including Post & Footing: gach 18
202-B Removal of Sign Post & Footing each 6
619-D3 Remove and Reset Signs, All Sizes each 3
301-B Clags "B" Structural Concrete, Minor Structure cubic vard 21.01
602-A Reinforcing Steel ound 1608.00
630-B Interstate Directional Signs, Bolted Extruded Aluminum Panels, Ground Mounted square foot 1221.00
630-D Structural Steel Beams, W6 x 9 linear foot 338.50
630-D Structural Steel Beams, W6 x 12 linear foot 223.00
630-D Structural Steel Beams, W6 x 15 1inear foot 230.50
| 630-E Structural Steel Angles & Bars, 3¢ X 37 x 174" Angles “pound 300.58
630-E Structural Steel Angles & Bars, 3 1/2" x 3 1/2" x 1/4" Angles pound 454.89
| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
SUMMARY OF QUANTITIES
US 98 FORREST COUNTY
WIFRING MMOER
I FILENAME: TELT MR
ofson M, ooy oar
COUNTY: PROJECT NO.:

DESIGN TEAM:

FILENAME :

piuod -- LETT ON Ssiappig 01 820N
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ESTIMATED QUNATITIES FOR I-59 JASPER COUNTY

STATE | PROJECT NO.

PAY ITEM NO PAY ITEM UNIT PRELIMINARY FINAL
202-B REMOVAL OF SIGN EACH 1
630-B INTERSTATE DIRECTIONAL SIGNS. BOLTED EXTRUDED ALUMUMINUM PANELS. GROUND MOUNTED |souare _FooTt 28.00
5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
SUMMARY OF QUANTITIES
é I-59 JASPER COUNTY
[WOPFRING NOMBER|
|.. FILENAME: SHEET MMBER
OESOM TEM [ I | S—
COUNTY: PROJECT NO.:
DESIGN TEAM: FILENAME :

piuod -- ZETT'ON SJappig 01 S31N0N
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STATE | PROJECT NO.|
R-9999-061008 1

ESTIMATED QUANTITIES FOR [-59 JONES COUNTY
PAY ITEM NO PAY ITEM UNIT PRELIMINARY FINAL
202-8 REMOVAI F N EACH 4
202-8 REMOVAL OF SIGN INCLUDING POST & FOOTING EACH 17
202-B REMOVAL OF SIGN POST & FOOTING EACH 5
630-0 REMOVE AND RESET SIGNS. ALL SIZES EACH 5
601-8 CLASS "B* STRUCTURAL CONCRETE. MINOR STRUCTURES CUBIC_YARD 25.34
602-A RE INFORCING STEEL POUND 2738.60
630-A STANDARD ROADSIDE SIGNS. SHEET ALUMINUM. @.125° THICKNESS [SOUARE_FOOT 6.25
630-8 TNTERSTATE DIRECTIONAL SIGNS. BOLTED EXTRUDED ALUMINUM PANELS. GROUND MOUNTED [SOUARE_FoOT 2684, 25
630-D STRUCTURAL STEEL BEAMS. W6 X 9 CTNEAR FOOT 157.50
630-0 STRUCTURAL STEEL BEAMS, W6 X 15 TNEAR FOOT 72.75
630-D STRUCTURAL STEEL BEAMS. W8 X 21 CTNEAR FOOT | 635.50
630-0 STRUCTURAL STEEL BEAMS, WIQ X 26 TNEAR FOOT |  60.66
630-E STRUCTURAL STEEL ANGLES & BARS. 3° X 3° X 1/4° ANGLES POUND 143,45
630-E STRUCTURAL STEEL ANGLES & BARS, 3 172° X 3 172" X 174" ANGLES POUND 315.17
630-E STRUCTURAL STEEL ANGLES & BARS. 4° X 4° X 5/16° ANGLES POUND TO08. 1T
|5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
SUMMARY OF QUANTITIES
8 ER-9999-06(008)
b5 [-59 JONES COUNTY
(ORI WOWBER|
||_-_l :EN':L‘E—_ SHEET NUMBER
COUNTY: PROJECT NO.:
DESIGN TEAM: F ILENAME :

piuod -- ZETT'ON SJappig 01 S31N0N
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STATE | PROJECT NO.

ESTIMATED QUANTITIES FOR I1-59 LAMAR COUNTY aliddbosas
PAY ITEM NO PAY ITEM UNIT PRELIMINARY FINAL

202-8 REMOVAL OF SIGN EACH 5
202-B REMOVAL OF SIGN POST & FOOTING EACH 5
630-0 REMOVE AND RESET SIGNS. ALL SIZES EACH 2
601-8B CLASS "B" STRUCTURAL SIGNS. MINOR STRUCTURES CuBIC YARD 4.41
602-A REINFORCING STEEL POUND 448,50
630-A STANDARD ROADSIDE SIGNS. SHEET ALUMINUM. @.125° THICKNESS OUARE_FOOT 6.25
630-8 INTERSTATE DIRECTIONAL SIGNS., BOLTED EXTRUDED ALUMINUM PANELS. GROUND MOUNTED OUARE_FOOT 1174.00
630-D STRUCTURAL STEEL BEAMS. W6 X 9 LINEAR FOOT 30.50
630-D STRUCTURAL STEEL BEAMS, W8 X 21 L INEAR FOOT 148.50
630-E STRUCTURAL STEEL ANGLES & BARS. 3° X 3° X 1/4° ANGLES POUND 24.10
630-E STRUCTURAL STEEL ANGLES & BARS. 3 1/2° X 3 1/2° X 174 ANGLES POUND 172.61

5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION

SUMMARY OF QUANTITIES
g ER-9999-06(008)
& I-59 LAMAR COUNTY
WORKING NUMBER
|.. FILENAME : SHEET NOVBER
OESGN TEA. LCHEOKED. LOATE. —
COUNTY: PROJECT NO.:
DESICGN TEAM: FILENAME :

piuod -- ZETT'ON SJappig 01 S31N0N
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ESTIMATED QUANTITIES FOR 1-59 PEARL RIVER COUNTY

PAY 1TEM Nd].

STATE | PROJECT NO.
R-9999-0610081

PAY ITEM UNIT PREL IMINARY FINAL
202-B REMOVAL OF SIGN EACH 32
202-B REMOVAL OF SIGN INCLUDING POST & FOOTING EACH 15
630-0 REMOVE AND RESET SIGNS. ALL SIZES EACH 3
601-8 CLASS "B° STRUCTURAL CONCRETE. MINOR STRUCTURES cY 15.32
602-A REINFORCING STEEL POUND 1250. 60
630-A STANDARD ROADSIDE SIGNS. SHEET ALUMINUM. @.125° THICKNESS SF €.25
630-B INTERSTATE DIRECTIONAL SIGNS, BOLTED EXTRUDED ALUMINUM PANELS. GROUND MOUNTED SF 5172.25
630-0 STRUCTURAL STEEL BEAMS, W6 X 9 LF 204.50
630-0 STRUCTURAL STEEL BEAMS. W6 X 15 CF 223.75
630-0 STRUCTURAL GTEEL BEAMS. WBX 21 CF T66. 00
C30-E STRUCTURAL STEEL ANGLES & BARS. 3° X3° X 174" ANGLES POUND 439, 38
630-E STRUCTTRAL STEEL ANGLES & BARS. 3 172° X 3 172" XI174° ANGLES POUND 255. 78
5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
SUMMARY OF QUANTITIES
g ER-9999-06(008)
H I-59 PEARL RIVER COUNTY
WORKING NUMBER
|.. FILENAME: [ SHEET NUMBER
OESGN TEA. L | J—
COUNTY: PROJECT NO.:
DESICN TEAM: F ILENAME :

piuod -- ZETT'ON SJappig 01 S31N0N
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ESTIMATED QUANTITIES FOR MS 57, US 98 AND MS

609 JACKSON COUNTY

STATE | PROJECT NO.
R-9939-0610081

PAY ITEM NO PAY ITEM UNIT PRELIMINARY FINAL
202-8 REMOQVA F N EACH 1
202-8 REMOVAL OF SIGN INCLUDING POST & FOOTING EACH 6
601-8B CLASS "B* STRUCTURAL CONCRETE. MINOR STRUCTURE CUBIC YARD 6.95
602-A REINFORCING STEEL POUND 831.80
630-A STANDARD ROADSIDE SIGNS. SHEET ALUMINUM. @.125" THICKNESS |SOUARE FOOT 6.25
630-B INTERSTATE DIRECTIONAL SIGNS. BOLTED EXTRUDED ALUMINUM PANELS. GROUND MOUNTED SOUARE _FOOT 602.75
630-D STRUCTURAL STEEL BEAMS. W6 X 15 LINEAR FOOT 181.50
630-D STRUCTURAL STEEL BEAMS. W8 X 18 LINEAR FOOT 42.50
630-E STRUCTURAL STEEL ANGLES & BARS, 3 1/2" X 3 172" X 1/4" ANGLES POUND 275.62
| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
SUMMARY OF QUANTITIES
5 ER-9999-06(008)
¢ MS 57,US 90 and MS 609
JACKSON COUNTY [WOie Nower
aFILENM‘E: SHEET NUMBER
DESON TEM. CHEDREQ. OATC. —
COUNTY: PROJECT NO.:
DESIGN TEAM: FILENAME:

piuod -- ZETT'ON SJappig 01 S31N0N
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ESTIMATED QUANTITIES FOR MS 63 GEORGE COUNTY

STATE | PROJECT NO.

PAY ITEM NO PAY ITEM UNIT PRELIMINARY FINAL
202-8 REMOVAL OF SIGN EACH 2
630-B INTERSTATE DIRECTIONAL SIGNS. BOLTED EXTRUDED ALUMINUM PANELS. GROUND MOUNTED SOUARE FOOT 140.00
5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
SUMMARY OF QUANTITIES
g MS 63 GEORGE COUNTY
|
[WORKING NOWBER |
WIFLENAME: | SHEET NUMBER
amn:u oncexen OATE
COUNTY: PROJECT NO.:
DESIGN TEAM: F [LENAME :

_0'[_

piuod -- ZETT'ON SJappig 01 S31N0N
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STATE | PROJECT NO.

ESTIMATED QUANTITIES FOR US 11 FORREST COUNTY
PAY ITEM NO PAY ITEM UNIT PRELIMINARY FINAL
202-8 REMOvVAL QF N EACH 3
202-8 REMOVAL OF NN NG POST & FOOT]|NS EACH 5
601-8 CLASS "B" STRUCTURAL CONCRETE. MINOR STRUCTURE CUBIC YARD 4.65
602-A REINFORCING STEEL POUND 202,50
630-8 INTERSTATE DIRECTIONAL SIGNS. BOLTED EXTRUDED ALUMINUM PANELS. GROUND MOUNTED Jsouare_Foort 300. 00
630-0 STRUCTURAL STEEL BEAMS., W6 X 9 LINEAR FOOT 160.50
630-E STRUCTURAL STEEL ANGLES & BARS. 3- X 3° X 1/4° ANGLES POUND 110.25
5| MISSISSIPP{ DEPARTMENT OF TRANSPORTATION
SUMMARY OF QUANTITIES
E US 11 FORREST COUNTY
&
[WOPRKTRG RMBER |
|.. FILENAME: SHEET NOMBER
0ESCH TEM. [ — | S—
COUNTY: PROJECT NO.:
DESIGN TEAM: F ILENAME :

_'['[_

piuod -- ZETT'ON SJappig 01 S31N0N
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STATE | PROJECT NO.
R-9999-06(008 1

ESTIMATED QUANTITIES FOR US 49 FORREST COUNTY
PAY ITEM NO PAY ITEM UNIT PRELIMINARY FINAL
202-8B REMOVAL OF SIGN EACH 2
202-B REMOVAL OF SIGN INCLUDING POST & FOOTING EACH 22
202-8B REMOVAL OF SIGN POST & FOOTING EACH 2
630-0 REMOVE AND RESET SIGNS. ALL SIZES EACH 1
601-B CLASS "B" STRUCTURAL CONCRETE. MINOR STRUCTURE CuBIC YARD 21.35
602-A REINFORCING STEEL POUND 1619.20
630-B INTERSTATE DIRECTIONAL SIGNS. BOLTED EXTRUDED ALUMINUM PANELS. GROUND MOUNTED |[SOUARE FOOT 1807. 00
630-D STRUCTURAL STEEL BEAMS, W6 X 9 LINEAR FOOT 419.50
630-D STRUCTURSAL STEEL BEAMS. W6 X 15 L INEAR FOOT 450.00
630-E STRUCTURAL STEEL ANGLES & BARS. 3" X 3" X 1/4"ANGLES POUND 387.10
630-E STRUCTRUAL STEEL ANGLES & BARS. 3 1/2° X 3 1/2" X 1/4" ANGLES POUND 358.79
5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
SUMMARY OF QUANTITIES
g ER-9999-06(008)
§  US 49 FORREST COUNTY
[WORKING NUMBER|
Q:EN.::E: — SHEET NUMBER
COUNTY: PROJECT NO.:
DESIGN TEAM: FILENAME :

_Z'[_

piuod -- ZETT'ON SJappig 01 S31N0N
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PROJECT NO.
-9999-061008)

PAY ITEM NO PAY ITEM UNIT PRELIMINARY FINAL
202-8B REMOVAL_OF SIGN EACH 1
202-8B REMOVAL_OF SIGN INCLUDING POST & FOOTING EACH 2
202-8 REMOVAL OF SIGN POST & FOOTING EACH 2
601-8 CLASS "B~ STRUCTURAL CONCRETE. MINOR STRUCTURE CUBIC YARD 3.12
€02-A RE INFORCING STEEL POUND 350.70
630-B INTERSTATE DIRECTIONAL SIGNS. BOLTED EXTRUDED ALUMINUM PANELS. GROUND MOUNTED SOUARE_FOOT 154. 00
630-B INTERSTATE DIRECTIONAL SIGNS. BOLTED EXTRUDED ALUMINUM PANELS. OVERHEAD MOUNTED SOUARE_FOOT 60. 00
630-0 STRUCTURAL STEEL BEAMS. W6 X 15 LINEAR FOOT 103.50
630-E STRUCTURAL STEEL ANGLES & BARS. 3 172" X 3 172° X 174" ANGLE POUND 159.56
;] MississIPPI DEPARTMENT OF TRANSPORTATION
SUMMARY OF QUANTITIES
g ER-9999-06(008)
K US 49 HARRISON COUNTY
[VORKING NOMBER |
aFILENAMEZ SHEET NUMBER
0CSCH TCM, oy o I— ) ]
COUNTY: PROJECT NO.:
DESICN TEAM: FILENAME :

_8'[_

piuod -- ZETT'ON SJappig 01 S31N0N



XA

ESTIMATED QUANTITIES FOR US 49 STONE COUNTY

202-8B REMOVAL OF SIGN FOOTING EACH 2

202-8B REMOVAL OF SIGN INCLUDING POST & FOOTING EACH 22

630-0 REMOVE AND RESET SIGNS. ALL SIZES EACH 1

601-8B CLASS "B* STRUCTURAL CONCRETE, MINOR STRUCTURE CUBIC YARD 22.64
602-A REINFORCING STEEL POUND 1777.50
630-A STANDARD ROADSIDE SIGNS. SHEET ALUMINUM. @.125" THICKNESS 'SOUARE _FOOT 28.36
630-B INTERSTATE DIRECTIONAL SIGNS. BOLTED EXTRUDED ALUMINUM PANELS. GROUND MOUNTED [SOUARE_FOOT 1416.50
630-D STRUCTURAL STEEL BEAMS. W6 X 9 L INEAR _FOOT 457.00
630-D STRUCTURAL STEEL BEAMS. W6 X 15 LINEAR FOOT 366.00
630-E STRUCTURAL STEEL ANGLES & BARS. 3" X 3" X 174" ANGLES POUND 497.35
630-E STRUCTURAL STEEL ANGLES & BARS. 3 1/2° X 3 1/2" X 1/4" ANGLES POUND 388.72
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% MISSISSIPPI DEPARTMENT OF TRANSPORTATION g

o

SUMMARY OF QUANTITIES %

é ER-9999-06(008) =
H US 49 STONE COUNTY o

WORKING uuvun":‘

i FILENAME: SHEET NUMBER 8
0ESGH Teas OCHED OATE '
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| state [ prosect no.

_9'[_

ESTIMATED QUANTITIES FOR US 84 WAYNE COUNTY [Luss._pr-smms-osioom) |
PAY ITEM NO PAY ITEM UNIT PRELIMINARY FINAL
202-B REMOVAL OF SIGN EACH 1
202-B REMOVAL OF SIGN INCLUDING POST & FOOTING EACH 7
601-B CLASS "B" STRUCTURAL CONCRETE. MINOR STRUCTURE CUuBIC YARD 6.73
602-A REINFORCING STEEL POUND 518,30
630-B INTERSTATE DIRECTIONAL SIGNS. BOLTED EXTRUDED ALUMINUM PANELS. GROUND MOUNTED SOUARE FOOT 525.00
630-0 STRUCTURAL STEEL BEAMS. W6EX 9 L INEAR FOOT 164.50
630-0 STRUCTURAL STEEL BEAMS. W6 X 15 L INEAR FOOT 87.00
630-E STRUCTURAL STEEL ANGLES & BARS. 3" X 3" X 1/4° ANGLES POUND 184.98
630-E STRUCTURAL STEEL ANGLES & BARS. 3 1/2" X 3 172" X 1/4" ANGLES POUND 88.97
5| MISSISSIPPI DEPARTMENT OF TRANSPORTATION
SUMMARY OF QUANTITIES
5 ER-9999-06(008)
2| US 84 WAYNE COUNTY
[WORKING NOWBER |
] FILENAME: SHEET MUMBER
DESKN TEM. o, {01 I— ]
COUNTY: PROJECT NO.:
DESIGN TEAM: F ILENAME :

pJudy -- ZETT ON SJappig 01 S31N0N



ESTIMATED QUANTITIES FOR US 98 GEORGE COUNTY

PAY ITEM UNIT PRELIMINARY
| REMOVAL OF SIGN EACH 2
REMOVAL QF SIGN |NI NG PQST & FOQTIN EACH 6
CLASS "B STRUCTURAL CONCRETE. MINOR STRUCTURE C YAR 5,30
RE INFORCING STEEL POUND 459,80
INTERSTATE DIRECTIONAL SIGNS. BOLTED EXTRUDED ALUMINUM PANELS. OUARE FOOT 551.00
STRUCTURAL STEEL BEAMS. WE X 9 LINEAR FOOT 154. 00
STRUCTURAL STEEL BEAMS. W6 X 15 LINEAR FOOT 85.00
STRUCTURAL STEEL ANGLES & BARS. 3 X 3- X 1/4° ANGLES POUND 144.55
STRUCTURAL STEEL ANGLES & BARS. 3 1/2° X 3 172 POUND 91.87

STA

STATE | PROJECT NO.
R-9999-06(008 1

5| MISSISSIPP{ DEPARTMENT OF TRANSPORTATION

SUMMARY OF QUANTITIES

ER-9999-06(008)
US 98 GEORGE COUNTY
[VORRING MOMEER |
] FILENAME :. SHEET NUMBER
DESOn TEM, LOHEOLQ. OATE. —
PROJECT NO.:
F ILENAME :

_9'[_

piuod -- ZETT'ON SJappig 01 S31N0N
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STATE | PROJECT NO.

ESTIMATED QUANTITIES FOR US 98 PERRY COUNTY [tass._pr-smes-oscomes
PAY ITEM NO PAY ITEM UNIT PRELIMINARY FINAL
202-8 REMOVAL _OF SIGN INCLUDING POSTS & FOOTING EACH 8
601-B CLASS 'B" STRUCTURAL CONCRETE. MINOR STRUCTURE CUBIC YARD 12.08
602-4 RE INFORCING STEEL POUND 175.20
630-B INTERSTATE DIRECTIONAL SIGNS., BOLTED EXTRUDED ALUMINUM PANELS. GROUND MOUNTED SQUARE FOOT 1099.50
630-D STRUCTURAL STEEL BEAMS, W6 X 9 L INEAR FOOT 128.00
630-0 STRUCTURAL STEEL BEAMS. W6 X 15 L INEAR FOOT 281.00
630-E STRUCTURAL STEEL ANGLES & BEAMS, 3" X 3" X 1/4° ANGLES POUND 117.60
630-E STRUCTURAL STEEL ANGLES & BEAMS, 4" X 4 X 5/16° ANGLES POUND 513.98
5 SIPPI DEPARTMENT OF TRANSPORTATION
SUMMARY OF QUANTITIES
ER-9999-06(008)
US 98 PERRY COUNTY
WORKING NUMBER|
ﬂrn.:nm:: SHEET NUMBER
DESCH TEA, CHOD_______DATE,
COUNTY: PROJECT NO.:
DESIGN TEAM: F ILENAME :

_LT-

piuod -- ZETT'ON SJappig 01 S31N0N



SUPPLEMENT TO FORM FHWA-1273

The following MINIMUM HOURLY WAGE RATES have been predetermined by the Secretary of Labor
in Wage Determination Decision No. MS20030024 dated June 13, 2003.

AREA 5 COUNTIES:

ADAMS, AMITE, COVINGTON, FORREST, FRANKLIN, GREENE, JEFFERSON, JEFFERSON
DAVIS, JONES, LAMAR, LAWRENCE, LINCOLN, MARION, PERRY, PIKE, WALTHALL, WAYNE,

AND WILKINSON

PAYROLL CODE

CLASSIFICATION

100
105
108
110
120
130
131
135
140
145
150
155
160
165
175
180
185
190
195
197

205
212
214
215
216
220
225
235
240
250
255
270
275
280
285
290
295
300
305
310
315
320
325
330
350
360
365

Air Tool Operator (Jack Hammer/Air Comp.)
Asphalt Raker

Mason Tender (Cement Mason Helper)
Carpenter

Cement Mason (Finisher)

Electrician

Mechanic (Heavy Equipment)
Oiler-Greaser

Form Setter

Grade Checker (Asphalt Crew)
Ironworker, Reinforcing (Tie Steel)
Ironworker, Structural

Laborer, Unskilled

Pipelayer

Painter (Structural Steel)

Piledriverman

Truck Driver (All Types)

Joint Filler

Joint Setter

Welder

POWER EQUIPMENT OPERATORS
Aggregate Spreader Operator

Asphalt Broom (Sweeper) Operator

Asphalt Paving Machine/Spreader Operator
Asphalt Distributor Operator

Asphalt Plant Operator

Backhoe (Shovel) Operator

Bulldozer Operator

Concrete Finishing/Curing Machine Operator
Concrete Paving Machine Operator (Spreader)
Concrete Saw Operator

Concrete Breaker & Hydro-Hammer Operator
Loader (All Types)

Milling Machine Operator

Mixer Operator (All Types)

Motor Patrol (Grader) Operator

Mulcher Machine Operator

Earth Auger Operator

Piledriver Machine Operator

Roller Operator (Self-Propelled)

Scraper Operator (All Types)

Striping Machine Operator

Tractor Operator (Track Type)

Tractor Operator (Wheel Type)

Trenching Machine Operator

Crusher Feeder Machine Operator

Crane (Dragline) Operator

Guardrail Post Driver

MIN. HOURLY
$6.50
5.88
6.48
8.58
8.09
14.40
9.24
7.01
7.33
6.95
8.51
7.50
5.88
7.88
8.86
8.00
6.19
5.24
5.15
8.00

6.58
6.17
6.89
5.92
6.31
7.69
8.03
7.85
8.97
6.15
7.00
6.90
7.27
6.53
8.51
6.00
8.00
10.50
5.73
6.81
10.00
9.00
5.70
8.01
5.50
9.18
10.00

Authorized Payroll Code may be used in lieu of classification titles on weekly payrolls submitted to this
Department. Codes or classification titles not conforming to those listed will not be acceptable.
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SUPPLEMENT TO FORM FHWA-1273

The following MINIMUM HOURLY WAGE RATES have been predetermined by the Secretary of Labor
in Wage Determination Decision No. MS20030024 dated June 13, 2003.

AREA 6 COUNTIES:

GEORGE, PEARL RIVER, AND STONE

PAYROLL CODE

CLASSIFICATION

100
105
108
110
120
130
131
135
140
145
150
155
160
165
175
180
185
190
195
197

205
212
214
215
216
220
225
235
240
250
255
270
275
280
285
290
295
300
305
310
315
320
325
330
350
360
365

Air Tool Operator (Jack Hammer/Air Comp.)
Asphalt Raker

Mason Tender (Cement Mason Helper)
Carpenter

Cement Mason (Finisher)

Electrician

Mechanic (Heavy Equipment)
Oiler-Greaser

Form Setter

Grade Checker (Asphalt Crew)
Ironworker, Reinforcing (Tie Steel)
Ironworker, Structural

Laborer, Unskilled

Pipelayer

Painter (Structural Steel)

Piledriverman

Truck Driver (All Types)

Joint Filler

Joint Setter

Welder

POWER EQUIPMENT OPERATORS
Aggregate Spreader Operator

Asphalt Broom (Sweeper) Operator

Asphalt Paving Machine/Spreader Operator
Asphalt Distributor Operator

Asphalt Plant Operator

Backhoe (Shovel) Operator

Bulldozer Operator

Concrete Finishing/Curing Machine Operator
Concrete Paving Machine Operator (Spreader)
Concrete Saw Operator

Concrete Breaker & Hydro-Hammer Operator
Loader (All Types)

Milling Machine Operator

Mixer Operator (All Types)

Motor Patrol (Grader) Operator

Mulcher Machine Operator

Earth Auger Operator

Piledriver Machine Operator

Roller Operator (Self-Propelled)

Scraper Operator (All Types)

Striping Machine Operator

Tractor Operator (Track Type)

Tractor Operator (Wheel Type)

Trenching Machine Operator

Crusher Feeder Machine Operator

Crane (Dragline) Operator

Guardrail Post Driver

MIN. HOURLY
$5.50
591
7.07
9.93
8.05
12.00
7.48
6.78
8.30
6.50
11.29
7.64
5.72
7.50
8.63
8.00
6.11
5.15
5.15
8.75

6.26
6.51
7.75
5.75
6.31
8.30
7.99
7.85
8.97
9.38
8.24
8.00
7.26
8.12
8.71
5.15
8.00
8.13
5.66
6.53
8.50
10.00
5.63
8.88
5.50
8.95
8.57

Authorized Payroll Code may be used in lieu of classification titles on weekly payrolls submitted to this
Department. Codes or classification titles not conforming to those listed will not be acceptable.
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SUPPLEMENT TO FORM FHWA-1273

The following MINIMUM HOURLY WAGE RATES have been predetermined by the Secretary of Labor
in Wage Determination Decision No. MS20030027 dated June 13, 2003.

AREA 6-A COUNTIES:

HANCOCK, HARRISON, AND JACKSON

PAYROLL CODE

CLASSIFICATION

100
105
108
110
120
130
131
135
140
145
150
155
160
165
175
180
185
190
195
197

205
212
214
215
216
220
225
235
240
250
255
270
275
280
285
290
295
300
305
310
315
320
325
330
350
360
365

Air Tool Operator (Jack Hammer/Air Comp.)
Asphalt Raker

Mason Tender (Cement Mason Helper)
Carpenter

Cement Mason (Finisher)

Electrician

Mechanic (Heavy Equipment)
Oiler-Greaser

Form Setter

Grade Checker (Asphalt Crew)
Ironworker, Reinforcing (Tie Steel)
Ironworker, Structural

Laborer, Unskilled

Pipelayer

Painter (Structural Steel)

Piledriverman

Truck Driver (All Types)

Joint Filler

Joint Setter

Welder

POWER EQUIPMENT OPERATORS
Aggregate Spreader Operator

Asphalt Broom (Sweeper) Operator

Asphalt Paving Machine/Spreader Operator
Asphalt Distributor Operator

Asphalt Plant Operator

Backhoe (Shovel) Operator

Bulldozer Operator

Concrete Finishing/Curing Machine Operator
Concrete Paving Machine Operator (Spreader)
Concrete Saw Operator

Concrete Breaker & Hydro-Hammer Operator
Loader (All Types)

Milling Machine Operator

Mixer Operator (All Types)

Motor Patrol (Grader) Operator

Mulcher Machine Operator

Earth Auger Operator

Piledriver Machine Operator

Roller Operator (Self-Propelled)

Scraper Operator (All Types)

Striping Machine Operator

Tractor Operator (Track Type)

Tractor Operator (Wheel Type)

Trenching Machine Operator

Crusher Feeder Machine Operator

Crane (Dragline) Operator

Guardrail Post Driver

MIN. HOURLY
$6.25
6.25
7.50
8.67
8.33
12.00
9.68
6.55
7.00
7.35
12.36
13.89
5.77
7.45
5.43
7.50
6.14
5.15
5.15
10.14

7.31
5.63
7.50
6.40
6.31
7.67
8.40
8.45
8.97
8.56
8.24
7.75
10.75
8.12
9.10
5.33
8.50
8.13
6.26
6.83
7.63
6.83
5.96
8.88
5.50
9.47
8.57

Authorized Payroll Code may be used in lieu of classification titles on weekly payrolls submitted to this
Department. Codes or classification titles not conforming to those listed will not be acceptable.
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SUPPLEMENT TO FORM FHWA-1273
DATE: 6/15/94
SUBJECT: Final Certificate and Contract Provisionsfor Subcontracts

All subcontracts shall be in writing and contain all pertinent provisions and requirements of
the prime contract.

Each “Request for Permission to Subcontract” (Mississippi Department of Transportation
Form CAD-720) shall include a copy of subcontract for review by the Mississippi Department
of Transportation. The federal contract provisions may be omitted from the subcontract copy
submitted for review provided the Contractor certifies that the provisions will be physically
incorporated into the agreement furnished to the Subcontractor.

In lieu of submitting a copy of the subcontract for review, the Contractor may certify that the
subcontract agreement is in writing and that it contains all the requirements and pertinent
provisions of the prime contract.

Each Subcontractor will be required to provide a copy of the subcontract agreement for

contract compliance reviews, along with physical evidence (copy of FHWA-1273) that
requirements and pertinent provisions have been provided for review and adherence.
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FHWA-1273 Electronic version -- March 10, 1994

REQUIRED CONTRACT PROVISIONS
FEDERAL-AID CONSTRUCTION CONTRACTS

Page
I. General 1
II. Nondiscrimination 1
I1l. Nonsegregated Facilities 3
IV. Payment of Predetermined Minimum Wage ------------- 3
V. Statements and Payrolls 6
VI. Record of Materials, Supplies, and Labor----------------- 7
VII. Subletting or Assigning the Contract --------------=-------- 7
VIIl. Safety: Accident Prevention 7
IX. False Statements Concerning Highway Projects ------- 8
X. Implementation of Clean Air Act and Federal
Water Pollution Control Act 8
Xl. Certification Regarding Debarment, Suspension,
Ineligibility, and Voluntary Exclusion -------------=----=---- 8
Xll. Certification Regarding Use of Contract Funds for
Lobbying 10
ATTACHMENTS

A. Employment Preference for Appalachian Contracts
(included in Appalachian contracts only)

I. GENERAL

1. These contract provisions shall apply to all work performed
on the contract by the contractor's own organization and with the
assistance of workers under the contractor's immediate
superintendence and to all work performed on the contract by
piecework, station work, or by subcontract.

2. Except as otherwise provided for in each section, the
contractor shall insert in each subcontract all of the stipulations
contained in these Required Contract Provisions, and further
require their inclusion in any lower tier subcontract or purchase
order that may in turn be made. The Required Contract Provisions
shall not be incorporated by reference in any case. The prime
contractor shall be responsible for compliance by any
subcontractor or lower tier subcontractor with these Required
Contract Provisions.

3. A breach of any of the stipulations contained in these
Required Contract Provisions shall be sufficient grounds for
termination of the contract.

4. A breach of the following clauses of the Required Contract
Provisions may also be grounds for debarment as provided in 29
CFR 5.12:

Section |, paragraph 2;
Section IV, paragraphs 1, 2, 3, 4, and 7;
Section V, paragraphs 1 and 2a through 2g.

5. Disputes arising out of the labor standards provisions of
Section IV (except paragraph 5) and Section V of these Required
Contract Provisions shall not be subject to the general disputes
clause of this contract. Such disputes shall be resolved in
accordance with the procedures of the U.S. Department of Labor
(DOL) as set forth in 29 CFR 5, 6, and 7. Disputes within the
meaning of this clause include disputes between the contractor (or
any of its subcontractors) and the contracting agency, the DOL, or
the contractor's employees or their representatives.

CSD - Rev. 7/96

331

6. Selection of Labor: During the performance of this
contract, the contractor shall not:

a. discriminate against labor from any other State,
possession, or territory of the United States (except for
employment preference for Appalachian contracts, when
applicable, as specified in Attachment A), or

b. employ convict labor for any purpose within the limits of
the project unless it is labor performed by convicts who are on
parole, supervised release, or probation.

II.  NONDISCRIMINATION

(Applicable to all Federal-aid construction contracts and to all
related subcontracts of $10,000 or more.)

1. Equal Employment Opportunity: Equal employment
opportunity (EEO) requirements not to discriminate and to take
affirmative action to assure equal opportunity as set forth under
laws, executive orders, rules, regulations (28 CFR 35, 29 CFR
1630 and 41 CFR 60) and orders of the Secretary of Labor as
modified by the provisions prescribed herein, and imposed
pursuant to 23 U.S.C. 140 shall constitute the EEO and specific
affirmative action standards for the contractor's project activities
under this contract. The Equal Opportunity Construction Contract
Specifications set forth under 41 CFR 60-4.3 and the provisions of
the American Disabilities Act of 1990 (42 U.S.C. 12101 et seq.) set
forth under 28 CFR 35 and 29 CFR 1630 are incorporated by
reference in this contract. In the execution of this contract, the
contractor agrees to comply with the following minimum specific
requirement activities of EEO:

a. The contractor will work with the State highway agency
(SHA) and the Federal Government in carrying out EEO
obligations and in their review of his/her activities under the
contract.

b. The contractor will accept as his operating policy the
following statement:

"It is the policy of this Company to assure that applicants are
employed, and that employees are treated during
employment, without regard to their race, religion, sex, color,
national origin, age or disability. Such action shall include:
employment, upgrading, demotion, or transfer; recruitment or
recruitment advertising; layoff or termination; rates of pay or
other forms of compensation; and selection for training,
including apprenticeship, preapprenticeship, and/or on-the-job
training."

2. EEO Officer: The contractor will designate and make
known to the SHA contracting officers an EEO Officer who will
have the responsibility for and must be capable of effectively
administering and promoting an active contractor program of EEO
and who must be assigned adequate authority and responsibility to
do so.

3. Dissemination of Policy: All members of the contractor's
staff who are authorized to hire, supervise, promote, and discharge
employees, or who recommend such action, or who are
substantially involved in such action, will be made fully cognizant
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of, and will implement, the contractor's EEO policy and contractual
responsibilities to provide EEO in each grade and classification of
employment. To ensure that the above agreement will be met, the
following actions will be taken as a minimum:

a. Periodic meetings of supervisory and personnel office
employees will be conducted before the start of work and then not
less often than once every six months, at which time the
contractor's EEO policy and its implementation will be reviewed
and explained. The meetings will be conducted by the EEO
Officer.

b. All new supervisory or personnel office employees will be
given a thorough indoctrination by the EEO Officer, covering all
major aspects of the contractor's EEO obligations within thirty days
following their reporting for duty with the contractor.

c. All personnel who are engaged in direct recruitment for
the project will be instructed by the EEO Officer in the contractor's
procedures for locating and hiring minority group employees.

d. Notices and posters setting forth the contractor's EEO
policy will be placed in areas readily accessible to employees,
applicants for employment and potential employees.

e. The contractor's EEO policy and the procedures to
implement such policy will be brought to the attention of
employees by means of meetings, employee handbooks, or other
appropriate means.

4. Recruitment: When advertising for employees, the
contractor will include in all advertisements for employees the
notation: "An Equal Opportunity Employer." All  such
advertisements will be placed in publications having a large
circulation among minority groups in the area from which the
project work force would normally be derived.

a. The contractor will, unless precluded by a valid
bargaining agreement, conduct systematic and direct recruitment
through public and private employee referral sources likely to yield
qualified minority group applicants. To meet this requirement, the
contractor will identify sources of potential minority group
employees, and establish with such identified sources procedures
whereby minority group applicants may be referred to the
contractor for employment consideration.

b. In the event the contractor has a valid bargaining
agreement providing for exclusive hiring hall referrals, he is
expected to observe the provisions of that agreement to the extent
that the system permits the contractor's compliance with EEO
contract provisions. (The DOL has held that where implementation
of such agreements have the effect of discriminating against
minorities or women, or obligates the contractor to do the same,
such implementation violates Executive Order 11246, as
amended.)

c. The contractor will encourage his present employees to
refer minority group applicants for employment. Information and
procedures with regard to referring minority group applicants will
be discussed with employees.

5. Personnel Actions: Wages, working conditions, and
employee benefits shall be established and administered, and
personnel actions of every type, including hiring, upgrading,
promotion, transfer, demotion, layoff, and termination, shall be
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taken without regard to race, color, religion, sex, national origin,
age or disability. The following procedures shall be followed:

a. The contractor will conduct periodic inspections of
project sites to insure that working conditions and employee
facilities do not indicate discriminatory treatment of project site
personnel.

b. The contractor will periodically evaluate the spread of
wages paid within each classification to determine any evidence of
discriminatory wage practices.

¢. The contractor will periodically review selected personnel
actions in depth to determine whether there is evidence of
discrimination. Where evidence is found, the contractor will
promptly takecorrective action. If the review indicates that the
discrimination may extend beyond the actions reviewed, such
corrective action shall include all affected persons.

d. The contractor will promptly investigate all complaints of
alleged discrimination made to the contractor in connection with
his obligations under this contract, will attempt to resolve such
complaints, and will take appropriate corrective action within a
reasonable time. If the investigation indicates that the
discrimination may affect persons other than the complainant,
such corrective action shall include such other persons. Upon
completion of each investigation, the contractor will inform every
complainant of all of his avenues of appeal.

6. Training and Promotion:

a. The contractor will assist in locating, qualifying, and
increasing the skills of minority group and women employees, and
applicants for employment.

b. Consistent with the contractor's work force requirements
and as permissible under Federal and State regulations, the
contractor shall make full use of training programs, i.e.,
apprenticeship, and on-the-job training programs for the
geographical area of contract performance. Where feasible, 25
percent of apprentices or trainees in each occupation shall be in
their first year of apprenticeship or training. In the event a special
provision for training is provided under this contract, this
subparagraph will be superseded as indicated in the special
provision.

c. The contractor will advise employees and applicants for
employment of available training programs and entrance
requirements for each.

d. The contractor will periodically review the training and
promotion potential of minority group and women employees and
will encourage eligible employees to apply for such training and
promotion.

7. Unions: If the contractor relies in whole or in part upon
unions as a source of employees, the contractor will use his/her
best efforts to obtain the cooperation of such unions to increase
opportunities for minority groups and women within the unions, and
to effect referrals by such unions of minority and female employ-
ees. Actions by the contractor either directly or through a contract-
or's association acting as agent will include the procedures set
forth below:

a. The contractor will use best efforts to develop, in
cooperation with the unions, joint training programs aimed toward
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qualifying more minority group members and women for
membership in the unions and increasing the skills of minority
group employees and women so that they may qualify for higher
paying employment.

b. The contractor will use best efforts to incorporate an
EEO clause into each union agreement to the end that such union
will be contractually bound to refer applicants without regard to
their race, color, religion, sex, national origin, age or disability.

c. The contractor is to obtain information as to the referral
practices and policies of the labor union except that to the extent
such information is within the exclusive possession of the labor
union and such labor union refuses to furnish such information to
the contractor, the contractor shall so certify to the SHA and shall
set forth what efforts have been made to obtain such information.

d. In the event the union is unable to provide the contractor
with a reasonable flow of minority and women referrals within
thetime limit set forth in the collective bargaining agreement, the
contractor will, through independent recruitment efforts, fill the
employment vacancies without regard to race, color, religion, sex,
national origin, age or disability; making full efforts to obtain
qualified and/or qualifiable minority group persons and women.
(The DOL has held that it shall be no excuse that the union with
which the contractor has a collective bargaining agreement
providing for exclusive referral failed to refer minority employees.)
In the event the union referral practice prevents the contractor
from meeting the obligations pursuant to Executive Order 11246,
as amended, and these special provisions, such contractor shall
immediately notify the SHA.

8. Selection of Subcontractors, Procurement of Materials
and Leasing of Equipment: The contractor shall not discriminate
on the grounds of race, color, religion, sex, national origin, age or
disability in the selection and retention of subcontractors, including
procurement of materials and leases of equipment.

a. The contractor shall notify all potential subcontractors
and suppliers of his/her EEO obligations under this contract.

b. Disadvantaged business enterprises (DBE), as defined
in 49 CFR 23, shall have equal opportunity to compete for and
perform subcontracts which the contractor enters into pursuant to
this contract. The contractor will use his best efforts to solicit bids
from and to utilize DBE subcontractors or subcontractors with
meaningful minority group and female representation among their
employees. Contractors shall obtain lists of DBE construction
firms from SHA personnel.

c. The contractor will use his best efforts to ensure
subcontractor compliance with their EEO obligations.

9. Records and Reports: The contractor shall keep such
records as hecessary to document compliance with the EEO
requirements. Such records shall be retained for a period of three
years following completion of the contract work and shall be
available at reasonable times and places for inspection by
authorized representatives of the SHA and the FHWA.

a. The records kept by the contractor shall document the
following:
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(1) The number of minority and non-minority group
members and women employed in each work classification on the
project;

(2) The progress and efforts being made in cooperation
with  unions, when applicable, to increase employment
opportunities for minorities and women;

(3) The progress and efforts being made in locating,
hiring, training, qualifying, and upgrading minority and female
employees; and

(4) The progress and efforts being made in securing
the services of DBE subcontractors or subcontractors with
meaningful minority and female representation among their
employees.

b. The contractors will submit an annual report to the SHA
each July for the duration of the project, indicating the number of
minority, women, and non-minority group employees currently
engaged in each work classification required by the contract work.
This information is to be reported on Form FHWA-1391. If on-the-
job training is being required by special provision, the contractor
will be required to collect and report training data.

Ill. NONSEGREGATED FACILITIES

(Applicable to all Federal-aid construction contracts and to all
related subcontracts of $10,000 or more.)

a. By submission of this bid, the execution of this contract
or subcontract, or the consummation of this material supply
agreement or purchase order, as appropriate, the bidder, Federal-
aid construction contractor, subcontractor, material supplier, or
vendor, as appropriate, certifies that the firm does not maintain or
provide for its employees any segregated facilities at any of its
establishments, and that the firm does not permit its employees to
perform their services at any location, under its control, where
segregated facilities are maintained. The firm agrees that a
breach of this certification is a violation of the EEO provisions of
this contract. The firm further certifies that no employee will be
denied access to adequate facilities on the basis of sex or
disability.

b. As used in this certification, the term "segregated
facilities" means any waiting rooms, work areas, restrooms and
washrooms, restaurants and other eating areas, timeclocks, locker
rooms, and other storage or dressing areas, parking lots, drinking
fountains, recreation or entertainment areas, transportation, and
housing facilities provided for employees which are segregated by
explicit directive, or are, in fact, segregated on the basis of race,
color, religion, national origin, age or disability, because of habit,
local custom, or otherwise. The only exception will be for the
disabled when the demands for accessibility override (e.g.
disabled parking).

c. The contractor agrees that it has obtained or will obtain
identical certification from proposed subcontractors or material
suppliers prior to award of subcontracts or consummation of
material supply agreements of $10,000 or more and that it will
retain such certifications in its files.

IV. PAYMENT OF PREDETERMINED MINIMUM WAGE
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(Applicable to all Federal-aid construction contracts exceeding
$2,000 and to all related subcontracts, except for projects located
on roadways classified as local roads or rural minor collectors,
which are exempt.)

1. General:

a. All mechanics and laborers employed or working upon
the site of the work will be paid unconditionally and not less often
than once a week and without subsequent deduction or rebate on
any account [except such payroll deductions as are permitted by
regulations (29 CFR 3) issued by the Secretary of Labor under the
Copeland Act (40 U.S.C. 276c)] the full amounts of wages and
bona fide fringe benefits (or cash equivalents thereof) due at time
of payment. The payment shall be computed at wage rates not
less than those contained in the wage determination of the
Secretary of Labor (hereinafter "the wage determination™) which is
attached hereto and made a part hereof, regardless of any
contractual relationship which may be alleged to exist between the
contractor or its subcontractors and such laborers and mechanics.
The wage determination (including any additional classifications
and wage rates conformed under paragraph 2 of this Section IV
and the DOL poster (WH-1321) or Form FHWA-1495) shall be
posted at all times by the contractor and its subcontractors at the
site of the work in a prominent and accessible place where it can
be easily seen by the workers. For the purpose of this Section,
contributions made or costs reasonably anticipated for bona fide
fringe benefits under Section 1(b)(2) of the Davis-Bacon Act (40
U.S.C. 276a) on behalf of laborers or mechanics are considered
wages paid to such laborers or mechanics, subject to the
provisions of Section IV, paragraph 3b, hereof. Also, for the
purpose of this Section, regular contributions made or costs
incurred for more than a weekly period (but not less often than
quarterly) under plans, funds, or programs, which cover the
particular weekly period, are deemed to be constructively made or
incurred during such weekly period. Such laborers and mechanics
shall be paid the appropriate wage rate and fringe benefits on the
wage determination for the classification of work actually
performed, without regard to skill, except as provided in
paragraphs 4 and 5 of this Section IV.

b. Laborers or mechanics performing work in more than
one classification may be compensated at the rate specified for
each classification for the time actually worked therein, provided,
that the employer's payroll records accurately set forth the time
spent in each classification in which work is performed.

c. All rulings and interpretations of the Davis-Bacon Act
and related acts contained in 29 CFR 1, 3, and 5 are herein
incorporated by reference in this contract.

2. Classification:

a. The SHA contracting officer shall require that any class
of laborers or mechanics employed under the contract, which is
not listed in the wage determination, shall be classified in
conformance with the wage determination.

b. The contracting officer shall approve an additional
classification, wage rate and fringe benefits only when the
following criteria have been met:

(1) the work to be performed by the additional

classification requested is not performed by a classification in the
wage determination;
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(2) the additional classification is utilized in the area by
the construction industry;

(3) the proposed wage rate, including any bona fide
fringe benefits, bears a reasonable relationship to the wage rates
contained in the wage determination; and

(4) with respect to helpers, when such a classification
prevails in the area in which the work is performed.

c. If the contractor or subcontractors, as appropriate, the
laborers and mechanics (if known) to be employed in the additional
classification or their representatives, and the contracting officer
agree on the classification and wage rate (including the amount
designated for fringe benefits where appropriate), a report of the
action taken shall be sent by the contracting officer to the DOL,
Administrator of the Wage and Hour Division, Employment
Standards Administration, Washington, D.C. 20210. The Wage
and Hour Administrator, or an authorized representative, will
approve, modify, or disapprove every additional classification
action within 30 days of receipt and so advise the contracting
officer or will notify the contracting officer within the 30-day period
that additional time is necessary.

d. In the event the contractor or subcontractors, as
appropriate, the laborers or mechanics to be employed in the
additional classification or their representatives, and the
contracting officer do not agree on the proposed classification and
wage rate (including the amount designated for fringe benefits,
where appropriate), the contracting officer shall refer the
questions, including the views of all interested parties and the
recommendation of the contracting officer, to the Wage and Hour
Administrator for determination. Said Administrator, or an
authorized representative, will issue a determination within 30 days
of receipt and so advise the contracting officer or will notify the
contracting officer within the 30-day period that additional time is
necessary

e. The wage rate (including fringe benefits where
appropriate) determined pursuant to paragraph 2c or 2d of this
Section IV shall be paid to all workers performing work in the
additional classification from the first day on which work is
performed in the classification.

3. Payment of Fringe Benefits:

a. Whenever the minimum wage rate prescribed in the
contract for a class of laborers or mechanics includes a fringe
benefit which is not expressed as an hourly rate, the contractor or
subcontractors, as appropriate, shall either pay the benefit as
stated in the wage determination or shall pay another bona fide
fringe benefit or an hourly case equivalent thereof.

b. If the contractor or subcontractor, as appropriate, does
not make payments to a trustee or other third person, he/she may
consider as a part of the wages of any laborer or mechanic the
amount of any costs reasonably anticipated in providing bona fide
fringe benefits under a plan or program, provided, that the
Secretary of Labor has found, upon the written request of the
contractor, that the applicable standards of the Davis-Bacon Act
have been met. The Secretary of Labor may require the
contractor to set aside in a separate account assets for the
meeting of obligations under the plan or program.
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4. Apprentices and Trainees (Programs of the U.S. DOL)
and Helpers:

a. Apprentices:

(1) Apprentices will be permitted to work at less than
the predetermined rate for the work they performed when they are
employed pursuant to and individually registered in a bona fide
apprenticeship program registered with the DOL, Employment and
Training Administration, Bureau of Apprenticeship and Training, or
with a State apprenticeship agency recognized by the Bureau, or if
a person is employed in his/her first 90 days of probationary
employment as an apprentice in such an apprenticeship program,
who is not individually registered in the program, but who has been
certified by the Bureau of Apprenticeship and Training or a State
apprenticeship agency (where appropriate) to be eligible for
probationary employment as an apprentice.

(2) The allowable ratio of apprentices to journeyman-
level employees on the job site in any craft classification shall not
be greater than the ratio permitted to the contractor as to the entire
work force under the registered program. Any employee listed on
a payroll at an apprentice wage rate, who is not registered or
otherwise employed as stated above, shall be paid not less than
the applicable wage rate listed in the wage determination for the
classification of work actually performed. In addition, any appren-
tice performing work on the job site in excess of the ratio permitted
under the registered program shall be paid not less than the
applicable wage rate on the wage determination for the work
actually performed. Where a contractor or subcontractor is
performing construction on a project in a locality other than that in
which its program is registered, the ratios and wage rates
(expressed in percentages of the journeyman-level hourly rate)
specified in the contractor's or subcontractor's registered program
shall be observed.

(3) Every apprentice must be paid at not less than the
rate specified in the registered program for the apprentice's level
ofprogress, expressed as a percentage of the journeyman-level
hourly rate specified in the applicable wage determination.
Apprentices shall be paid fringe benefits in accordance with the
provisions of the apprenticeship program. If the apprenticeship
program does not specify fringe benefits, apprentices must be paid
the full amount of fringe benefits listed on the wage determination
for the applicable classification. If the Administrator for the Wage
and Hour Division determines that a different practice prevails for
the applicable apprentice classification, fringes shall be paid in
accordance with that determination.

(4) In the event the Bureau of Apprenticeship and
Training, or a State apprenticeship agency recognized by the
Bureau, withdraws approval of an apprenticeship program, the
contractor or subcontractor will no longer be permitted to utilize
apprentices at less than the applicable predetermined rate for the
comparable work performed by regular employees until an
acceptable program is approved.

b. Trainees:

(1) Except as provided in 29 CFR 5.16, trainees will not
be permitted to work at less than the predetermined rate for the
work performed unless they are employed pursuant to and
individually registered in a program which has received prior
approval, evidenced by formal certification by the DOL,
Employment and Training Administration.
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(2) The ratio of trainees to journeyman-level employees
on the job site shall not be greater than permitted under the plan
approved by the Employment and Training Administration. Any
employee listed on the payroll at a trainee rate who is not
registered and participating in a training plan approved by the
Employment and Training Administration shall be paid not less
than the applicable wage rate on the wage determination for the
classification of work actually performed. In addition, any trainee
performing work on the job site in excess of the ratio permitted
under the registered program shall be paid not less than the
applicable wage rate on the wage determination for the work
actually performed.

(3) Every trainee must be paid at not less than the rate
specified in the approved program for his/her level of progress,
expressed as a percentage of the journeyman-level hourly rate
specified in the applicable wage determination. Trainees shall be
paid fringe benefits in accordance with the provisions of the trainee
program. If the trainee program does not mention fringe benefits,
trainees shall be paid the full amount of fringe benefits listed on
the wage determination unless the Administrator of the Wage and
Hour Division determines that there is an apprenticeship program
associated with the corresponding journeyman-level wage rate on
the wage determination which provides for less than full fringe
benefits for apprentices, in which case such trainees shall receive
the same fringe benefits as apprentices.

4) In the event the Employment and Training
Administration withdraws approval of a training program, the
contractor or subcontractor will no longer be permitted to utilize
trainees at less than the applicable predetermined rate for the work
performed until an acceptable program is approved.

c. Helpers:

Helpers will be permitted to work on a project if the helper
classification is specified and defined on the applicable wage
determination or is approved pursuant to the conformance proce-
dure set forth in Section IV.2. Any worker listed on a payroll at a
helper wage rate, who is not a helper under a approved definition,
shall be paid not less than the applicable wage rate on the
wagedetermination for the classification of work actually
performed.

5. Apprentices and Trainees (Programs of the U.S. DOT):

Apprentices and trainees working under apprenticeship and
skill training programs which have been certified by the Secretary
of Transportation as promoting EEO in connection with Federal-aid
highway construction programs are not subject to the requirements
of paragraph 4 of this Section IV. The straight time hourly wage
rates for apprentices and trainees under such programs will be
established by the particular programs. The ratio of apprentices
and trainees to journeymen shall not be greater than permitted by
the terms of the particular program.

6. Withholding:

The SHA shall upon its own action or upon written request
of an authorized representative of the DOL withhold, or cause to
be withheld, from the contractor or subcontractor under this
contract or any other Federal contract with the same prime
contractor, or any other Federally-assisted contract subject to
Davis-Bacon prevailing wage requirements which is held by the
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same prime contractor, as much of the accrued payments or
advances as may be considered necessary to pay laborers and
mechanics, including apprentices, trainees, and helpers, employed
by the contractor or any subcontractor the full amount of wages
required by the contract. In the event of failure to pay any laborer
or mechanic, including any apprentice, trainee, or helper,
employed or working on the site of the work, all or part of the
wages required by the contract, the SHA contracting officer may,
after written notice to the contractor, take such action as may be
necessary to cause the suspension of any further payment,
advance, or guarantee of funds until such violations have ceased.

7. Overtime Requirements:

No contractor or subcontractor contracting for any part of
the contract work which may require or involve the employment of
laborers, mechanics, watchmen, or guards (including apprentices,
trainees, and helpers described in paragraphs 4 and 5 above)
shall require or permit any laborer, mechanic, watchman, or guard
in any workweek in which he/she is employed on such work, to
work in excess of 40 hours in such workweek unless such laborer,
mechanic, watchman, or guard receives compensation at a rate
not less than one-and-one-half times his/her basic rate of pay for
all hours worked in excess of 40 hours in such workweek.

8. Violation:

Liability for Unpaid Wages; Liquidated Damages: In the
event of any violation of the clause set forth in paragraph 7 above,
the contractor and any subcontractor responsible thereof shall be
liable to the affected employee for his/her unpaid wages. In
addition, such contractor and subcontractor shall be liable to the
United States (in the case of work done under contract for the
District of Columbia or a territory, to such District or to such
territory) for liquidated damages. Such liquidated damages shall
be computed with respect to each individual laborer, mechanic,
watchman, or guard employed in violation of the clause set forth in
paragraph 7, in the sum of $10 for each calendar day on which
such employee was required or permitted to work in excess of the
standard work week of 40 hours without payment of the overtime
wages required by the clause set forth in paragraph 7.

9. Withholding for
Damages:

Unpaid Wages and Liquidated

The SHA shall upon its own action or upon written request
of any authorized representative of the DOL withhold, or cause to
be withheld, from any monies payable on account of work
performed by the contractor or subcontractor under any such
contract or any other Federal contract with the same prime
contractor, or any other Federally-assisted contract subject to the
Contract Work Hours and Safety Standards Act, which is held by
the same prime contractor, such sums as may be determined to
be necessary to satisfy any liabilities of such contractor or
subcontractor for unpaid wages and liquidated damages as
provided in the clause set forth in paragraph 8 above.

V. STATEMENTS AND PAYROLLS

(Applicable to all Federal-aid construction contracts exceeding
$2,000 and to all related subcontracts, except for projects located
on roadways classified as local roads or rural collectors, which are

exempt.)

1. Compliance with Copeland Regulations (29 CFR 3):
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The contractor shall comply with the Copeland Regulations of
the Secretary of Labor which are herein incorporated by reference.

2. Payrolls and Payroll Records:

a. Payrolls and basic records relating thereto shall be
maintained by the contractor and each subcontractor during the
course of the work and preserved for a period of 3 years from the
date of completion of the contract for all laborers, mechanics,
apprentices, trainees, watchmen, helpers, and guards working at
the site of the work.

b. The payroll records shall contain the name, social
security number, and address of each such employee; his or her
correct classification; hourly rates of wages paid (including rates of
contributions or costs anticipated for bona fide fringe benefits or
cash equivalent thereof the types described in Section 1(b)(2)(B)
of the Davis Bacon Act); daily and weekly number of hours
worked; deductions made; and actual wages paid. In addition, for
Appalachian contracts, the payroll records shall contain a notation
indicating whether the employee does, or does not, normally
reside in the labor area as defined in Attachment A, paragraph 1.
Whenever the Secretary of Labor, pursuant to Section IV,
paragraph 3b, has found that the wages of any laborer or
mechanic include the amount of any costs reasonably anticipated
in providing benefits under a plan or program described in Section
1(b)(2)(B) of the Davis Bacon Act, the contractor and each
subcontractor shall maintain records which show that the
commitment to provide such benefits is enforceable, that the plan
or program is financially responsible, that the plan or program has
been communicated in writing to the laborers or mechanics
affected, and show the cost anticipated or the actual cost incurred
in providing benefits. Contractors or subcontractors employing
apprentices or trainees under approved programs shall maintain
written evidence of the registration of apprentices and trainees,
and ratios and wage rates prescribed in the applicable programs.

c. Each contractor and subcontractor shall furnish, each
week in which any contract work is performed, to the SHA resident
engineer a payroll of wages paid each of its employees (including
apprentices, trainees, and helpers, described in Section 1V,
paragraphs 4 and 5, and watchmen and guards engaged on work
during the preceding weekly payroll period). The payroll submitted
required to be maintained under paragraph 2b of this Section V.
This information may be submitted in any form desired. Optional
Form WH-347 is available for this purpose and may be purchased
from the Superintendent of Documents (Federal stock number
029-005-0014-1), U.S. Government Printing Office, Washington,
D.C. 20402. The prime contractor is responsible for the
submission of copies of payrolls by all subcontractors.

d. Each payroll submitted shall be accompanied by a
"Statement of Compliance,” signed by the contractor or
subcontractor or his/her agent who pays or supervises the
payment of the persons employed under the contract and shall
certify the following:

(1) that the payroll for the payroll period contains the
information required to be maintained under paragraph 2b of this
Section V and that such information is correct and complete;

(2) that such laborer or mechanic (including each

helper, apprentice, and trainee) employed on the contract during
the payroll period has been paid the full weekly wages earned,
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without rebate, either directly or indirectly, and that no deductions
have been made either directly or indirectly from the full wages
earned, other than permissible deductions as set forth in the
Regulations, 29 CFR 3;

(3) that each laborer or mechanic has been paid not
less that the applicable wage rate and fringe benefits or cash
equivalent for the classification of worked performed, as specified
in the applicable wage determination incorporated into the
contract.

e. The weekly submission of a properly executed
certification set forth on the reverse side of Optional Form WH-347
shall satisfy the requirement for submission of the "Statement of
Compliance" required by paragraph 2d of this Section V.

f. The falsification of any of the above certifications may
subject the contractor to civil or criminal prosecution under 18
U.S.C. 1001 and 31 U.S.C. 231.

g. The contractor or subcontractor shall make the records
required under paragraph 2b of this Section V available for
inspection, copying, or transcription by authorized representatives
of the SHA, the FHWA, or the DOL, and shall permit such
representatives to interview employees during working hours on
the job. If the contractor or subcontractor fails to submit the
required records or to make them available, the SHA, the FHWA,
the DOL, or all may, after written notice to the contractor, sponsor,
applicant, or owner, take such actions as may be necessary to
cause the suspension of any further payment, advance, or
guarantee of funds. Furthermore, failure to submit the required
records upon request or to make such records available may be
grounds for debarment action pursuant to 29 CFR 5.12.

VI. RECORD OF MATERIALS, SUPPLIES, AND LABOR

1. On all Federal-aid contracts on the National Highway
System, except those which provide solely for the installation of
protective devices at railroad grade crossings, those which are
constructed on a force account or direct labor basis, highway
beautification contracts, and contracts for which the total final
construction cost for roadway and bridge is less than $1,000,000
(23 CFR 635) the contractor shall:

a. Become familiar with the list of specific materials and
supplies contained in Form FHWA-47, "Statement of Materials and
Labor Used by Contractor of Highway Construction Involving
Federal Funds," prior to the commencement of work under this
contract.

b. Maintain a record of the total cost of all materials and
supplies purchased for and incorporated in the work, and also of
the quantities of those specific materials and supplies listed on
Form FHWA-47, and in the units shown on Form FHWA-47.

c. Furnish, upon the completion of the contract, to the
SHA resident engineer on Form FHWA-47 together with the data
required in paragraph 1b relative to materials and supplies, a final
labor summary of all contract work indicating the total hours
worked and the total amount earned.

2. At the prime contractor's option, either a single report

covering all contract work or separate reports for the contractor
and for each subcontract shall be submitted.
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VII. SUBLETTING OR ASSIGNING THE CONTRACT

1. The contractor shall perform with its own organization
contract work amounting to not less than 30 percent (or a greater
percentage if specified elsewhere in the contract) of the total
original contract price, excluding any specialty items designated by
the State. Specialty items may be performed by subcontract and
the amount of any such specialty items performed may be
deducted from the total original contract price before computing
the amount of work required to be performed by the contractor's
own organization (23 CFR 635).

a. "lts own organization" shall be construed to include only
workers employed and paid directly by the prime contractor and
equipment owned or rented by the prime contractor, with or without
operators. Such term does not include employees or equipment of
a subcontractor, assignee, or agent of the prime contractor.

b. "Specialty Items" shall be construed to be limited to
work that requires highly specialized knowledge, abilities, or
equipment not ordinarily available in the type of contracting
organizations qualified and expected to bid on the contract as a
whole and in general are to be limited to minor components of the
overall contract.

2. The contract amount upon which the requirements set forth
in paragraph 1 of Section VII is computed includes the cost of
material and manufactured products which are to be purchased or
produced by the contractor under the contract provisions.

3. The contractor shall furnish (a) a competent superintendent
or supervisor who is employed by the firm, has full authority to
direct performance of the work in accordance with the contract
requirements, and is in charge of all construction operations
(regardless of who performs the work) and (b) such other of its
own organizational resources (supervision, management, and
engineering services) as the SHA contracting officer determines is
necessary to assure the performance of the contract.

4. No portion of the contract shall be sublet, assigned or
otherwise disposed of except with the written consent of the SHA
contracting officer, or authorized representative, and such consent
when given shall not be construed to relieve the contractor of any
responsibility for the fulfillment of the contract. Written consent will
be given only after the SHA has assured that each subcontract is
evidenced in writing and that it contains all pertinent provisions
and requirements of the prime contract.

VIII. SAFETY: ACCIDENT PREVENTION

1. In the performance of this contract the contractor shall
comply with all applicable Federal, State, and local laws governing
safety, health, and sanitation (23 CFR 635). The contractor shall
provideall safeguards, safety devices and protective equipment
and take any other needed actions as it determines, or as the SHA
contracting officer may determine, to be reasonably necessary to
protect the life and health of employees on the job and the safety
of the public and to protect property in connection with the
performance of the work covered by the contract.

2. It is a condition of this contract, and shall be made a
condition of each subcontract, which the contractor enters into
pursuant to this contract, that the contractor and any subcontractor
shall not permit any employee, in performance of the contract, to
work in surroundings or under conditions which are unsanitary,
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hazardous or dangerous to his/her health or safety, as determined
under construction safety and health standards (29 CFR 1926)
promulgated by the Secretary of Labor, in accordance with Section
107 of the Contract Work Hours and Safety Standards Act (40
U.S.C. 333).

3. Pursuant to 29 CFR 1926.3, it is a condition of this contract
that the Secretary of Labor or authorized representative thereof,
shall have right of entry to any site of contract performance to
inspect or investigate the matter of compliance with the
construction safety and health standards and to carry out the
duties of the Secretary under Section 107 of the Contract Work
Hours and Safety Standards Act (40 U.S.C. 333).

IX. FALSE STATEMENTS CONCERNING HIGHWAY
PROJECTS

In order to assure high quality and durable construction in
conformity with approved plans and specifications and a high
degree of reliability on statements and representations made by
engineers, contractors, suppliers, and workers on Federal-aid
highway projects, it is essential that all persons concerned with the
project perform their functions as carefully, thoroughly, and
honestly as possible. Willful falsification, distortion, or
misrepresentation with respect to any facts related to the project is
a violation of Federal law. To prevent any misunderstanding
regarding the seriousness of these and similar acts, the following
notice shall be posted on each Federal-aid highway project (23
CFR 635) in one or more places where it is readily available to all
persons concerned with the project:

NOTICE TO ALL PERSONNEL ENGAGED ON FEDERAL -
AID HIGHWAY PROJECTS

18 U.S.C. 1020 reads as follows:

"Whoever, being an officer, agent, or employee of the United
States, or of any State or Territory, or whoever, whether a person,
association, firm, or corporation, knowingly makes any false
statement, false representation, or false report as to the character,
quality, quantity, or cost of the material used or to be used, or the
quantity or quality of the work performed or to be performed, or the
cost thereof in connection with the submission of plans, maps,
specifications, contracts, or costs of construction on any highway
or related project submitted for approval to the Secretary of
Transportation; or

Whoever knowingly makes any false statement, false represen-
tation, false report or false claim with respect to the character,
quality, quantity, or cost of any work performed or to be performed,
or materials furnished or to be furnished, in connection with the
construction of any highway or related project approved by the
Secretary of Transportation; or

Whoever knowingly makes any false statement or false
represen-tation as to material fact in any statement, certificate, or
report submitted pursuant to provisions of the Federal-aid Roads
Act approved July 1, 1916, (39 Stat. 355), as amended
andsupplemented;

Shall be fined not more that $10,000 or imprisoned not more
than 5 years or both."

X.  IMPLEMENTATION OF CLEAN AIR ACT AND
FEDERAL WATER POLLUTION CONTROL ACT
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(Applicable to all Federal-aid construction contracts and to all
related subcontracts of $100,000 or more.)

By submission of this bid or the execution of this contract, or
subcontract, as appropriate, the bidder, Federal-aid construction
contractor, or subcontractor, as appropriate, will be deemed to
have stipulated as follows:

1. That any facility that is or will be utilized in the performance
of this contract, unless such contract is exempt under the Clean
Air Act, as amended (42 U.S.C. 1857 et seq., as amended by
Pub.L. 91-604), and under the Federal Water Pollution Control Act,
as amended (33 U.S.C. 1251 et seq., as amended by Pub.L. 92-
500), Executive Order 11738, and regulations in implementation
thereof (40 CFR 15) is not listed, on the date of contract award, on
the U.S. Environmental Protection Agency (EPA) List of Violating
Facilities pursuant to 40 CFR 15.20.

2. That the firm agrees to comply and remain in compliance
with all the requirements of Section 114 of the Clean Air Act and
Section 308 of the Federal Water Pollution Control Act and all
regulations and guidelines listed thereunder.

3. That the firm shall promptly notify the SHA of the receipt of
any communication from the Director, Office of Federal Activities,
EPA, indicating that a facility that is or will be utilized for the
contract is under consideration to be listed on the EPA List of
Violating Facilities.

4. That the firm agrees to include or cause to be included the
requirements of paragraph 1 through 4 of this Section X in every
nonexempt subcontract, and further agrees to take such action as
the government may direct as a means of enforcing such require-
ments.

XI. CERTIFICATION REGARDING DEBARMENT,
SUSPENSION, INELIGIBILITY AND VOLUNTARY
EXCLUSION

1. Instructions for Certification -

Transactions:

Primary Covered

(Applicable to all Federal-aid contracts - 49 CFR 29)

a. By signing and submitting this proposal, the prospective
primary participant is providing the certification set out below.

b. The inability of a person to provide the certification set
out below will not necessarily result in denial of participation in this
covered transaction. The prospective participant shall submit an
explanation of why it cannot provide the certification set out below.
The certification or explanation will be considered in connection
with the department or agency's determination whether to enter
into this transaction. However, failure of the prospective primary
participant to furnish a certification or an explanation shall
disqualify such a person from participation in this transaction.

c. The certification in this clause is a material representation
of fact upon which reliance was placed when the department or
agency determined to enter into this transaction. If it is later
determined that the  prospective primary  participant
knowinglyrendered an erroneous certification, in addition to other
remedies available to the Federal Government, the department or
agency may terminate this transaction for cause of default.
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d. The prospective primary participant shall provide
immediate written notice to the department or agency to whom this
proposal is submitted if any time the prospective primary
participant learns that its certification was erroneous when
submitted or has become erroneous by reason of changed
circumstances.

e. The terms ‘"covered transaction,” “"debarred,"
"suspended,” ‘ineligible," "lower tier covered transaction,"
"participant,” "person," "primary covered transaction,” "principal,"

"proposal," and "voluntarily excluded," as used in this clause, have
the meanings set out in the Definitions and Coverage sections of
rules implementing Executive Order 12549. You may contact the
department or agency to which this proposal is submitted for
assistance in obtaining a copy of those regulations.

f. The prospective primary participant agrees by submitting
this proposal that, should the proposed covered transaction be
entered into, it shall not knowingly enter into any lower tier covered
transaction with a person who is debarred, suspended, declared
ineligible, or voluntarily excluded from participation in this covered
transaction, unless authorized by the department or agency
entering into this transaction.

g. The prospective primary participant further agrees by
submitting this proposal that it will include the clause titled
"Certification Regarding Debarment, Suspension, Ineligibility and
Voluntary Exclusion-Lower Tier Covered Transaction," provided by
the department or agency entering into this covered transaction,
without modification, in all lower tier covered transactions and in all
solicitations for lower tier covered transactions.

h. A participant in a covered transaction may rely upon a
certification of a prospective participant in a lower tier covered
transaction that is not debarred, suspended, ineligible, or
voluntarily excluded from the covered transaction, unless it knows
that the certification is erroneous. A participant may decide the
method and frequency by which it determines the eligibility of its
principals. Each participant may, but is not required to, check the
nonprocurement portion of the "Lists of Parties Excluded From
Federal Procurement or Nonprocurement Programs”
(Nonprocurement List) which is compiled by the General Services
Administration.

i. Nothing contained in the foregoing shall be construed to
require establishment of a system of records in order to render in
good faith the certification required by this clause. The knowledge
and information of participant is not required to exceed that which
is normally possessed by a prudent person in the ordinary course
of business dealings.

j. Except for transactions authorized under paragraph f of
these instructions, if a participant in a covered transaction
knowingly enters into a lower tier covered transaction with a
person who is suspended, debarred, ineligible, or voluntarily
excluded from participation in this transaction, in addition to other
remedies available to the Federal Government, the department or
agency may terminate this transaction for cause or default.

* ok Kk ok ok
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Certification Regarding Debarment, Suspension, Ineligibility
and Voluntary Exclusion--Primary Covered Transactions

1. The prospective primary participant certifies to the best of
its knowledge and belief, that it and its principals:

a. Are not presently debarred, suspended, proposed for
debarment, declared ineligible, or voluntarily excluded from
covered transactions by any Federal department or agency;

b. Have not within a 3-year period preceding this proposal
been convicted of or had a civil judgement rendered against them
for commission of fraud or a criminal offense in connection with
obtaining, attempting to obtain, or performing a public (Federal,
State or local) transaction or contract under a public transaction;
violation of Federal or State antitrust statutes or commission of
embezzlement, theft, forgery, bribery, falsification or destruction of
records, making false statements, or receiving stolen property;

c. Are not presently indicted for or otherwise criminally or
civilly charged by a governmental entity (Federal, State or local)
with commission of any of the offenses enumerated in paragraph
1b of this certification; and

d. Have not within a 3-year period preceding this
application/proposal had one or more public transactions (Federal,
State or local) terminated for cause or default.

2. Where the prospective primary participant is unable to
certify to any of the statements in this certification, such
prospective participant shall attach an explanation to this proposal.

* ok ok Kk Kk

2. Instructions for Certification - Lower Tier Covered
Transactions:

(Applicable to all subcontracts, purchase orders and other lower
tier transactions of $25,000 or more - 49 CFR 29)

a. By signing and submitting this proposal, the prospective
lower tier is providing the certification set out below.

b. The certification in this clause is a material
representation of fact upon which reliance was placed when this
transaction was entered into. |If it is later determined that the
prospective lower tier participant knowingly rendered an erroneous
certification, in addition to other remedies available to the Federal
Government, the department, or agency with which this transaction
originated may pursue available remedies, including suspension
and/or debarment.

c. The prospective lower tier participant shall provide
immediate written notice to the person to which this proposal is
submitted if at any time the prospective lower tier participant learns
that its certification was erroneous by reason of changed
circumstances.

d. The terms “"covered transaction,” "debarred,"
"suspended,” ‘"ineligible,” “primary covered transaction,"
"participant,” "person,” "principal," "proposal,” and "voluntarily
excluded," as used in this clause, have the meanings set out in the
Definitions and Coverage sections of rules implementing Executive
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Order 12549. You may contact the person to which this proposal
is submitted for assistance in obtaining a copy of those
regulations.

e. The prospective lower tier participant agrees by
submitting this proposal that, should the proposed covered
transaction be entered into, it shall not knowingly enter into any
lower tier covered transaction with a person who is debarred,
suspended, declared ineligible, or voluntarily excluded from
participation in this covered transaction, unless authorized by the
department or agency with which this transaction originated.

f. The prospective lower tier participant further agrees by
submitting this proposal that it will include this clause titled
"Certification Regarding Debarment, Suspension, Ineligibility and
Voluntary Exclusion-Lower Tier Covered Transaction," without
modification, in all lower tier covered transactions and in all
solicitations for lower tier covered transactions.

g. A participant in a covered transaction may rely upon a
certification of a prospective participant in a lower tier covered
transaction that is not debarred, suspended, ineligible, or
voluntarily excluded from the covered transaction, unless it knows
that the certification is erroneous. A participant may decide the
method and frequency by which it determines the eligibility of its
principals. Each participant may, but is not required to, check the
Nonprocurement List.

h. Nothing contained in the foregoing shall be construed to
require establishment of a system of records in order to render in
good faith the certification required by this clause. The knowledge
and information of participant is not required to exceed that which
is normally possessed by a prudent person in the ordinary course
of business dealings.

i. Except for transactions authorized under paragraph e of
these instructions, if a participant in a covered transaction
knowingly enters into a lower tier covered transaction with a
person who is suspended, debarred, ineligible, or voluntarily
excluded from participation in this transaction, in addition to other
remedies available to the Federal Government, the department or
agency with which this transaction originated may pursue available
remedies, including suspension and/or debarment.

* Kk k ok Kk

Certification Regarding Debarment, Suspension, Ineligibility
and Voluntary Exclusion--Lower Tier Covered Transactions:

1. The prospective lower tier participant certifies, by

submission of this proposal, that neither it nor its principals is
presently debarred, suspended, proposed for debarment, declared
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ineligible, or voluntarily excluded from participation in this
transaction by any Federal department or agency.

2. Where the prospective lower tier participant is unable to
certify to any of the statements in this certification, such
prospective participant shall attach an explanation to this proposal.

* ok ok Kk Kk

Xll. CERTIFICATION REGARDING USE OF CONTRACT
FUNDS FOR LOBBYING

(Applicable to all Federal-aid construction contracts and to all
related subcontracts which exceed $100,000 - 49 CFR 20)

1. The prospective participant certifies, by signing and
submitting this bid or proposal, to the best of his or her knowledge
and belief, that:

a. No Federal appropriated funds have been paid or will be
paid, by or on behalf of the undersigned, to any person for
influencing or attempting to influence an officer or employee of any
Federal agency, a Member of Congress, an officer or employee of
Congress, or an employee of a Member of Congress in connection
with the awarding of any Federal contract, the making of any
Federal grant, the making of any Federal loan, the entering into of
any cooperative agreement, and the extension, continuation,
renewal, amendment, or modification of any Federal contract,
grant, loan, or cooperative agreement.

b. If any funds other than Federal appropriated funds have
been paid or will be paid to any person for influencing or
attempting to influence an officer or employee of any Federal
agency, a Member of Congress, an officer or employee of
Congress, or an employee of a Member of Congress in connection
with this Federal contract, grant, loan, or cooperative agreement,
the undersigned shall complete and submit Standard Form-LLL,
"Disclosure Form to Report Lobbying,” in accordance with its
instructions.

2. This certification is a material representation of fact upon
which reliance was placed when this transaction was made or
entered into. Submission of this certification is a prerequisite for
making or entering into this transaction imposed by 31 U.S.C.
1352. Any person who fails to file the required certification shall be
subject to a civil penalty of not less than $10,000 and not more
than $100,000 for each such failure.

3. The prospective participant also agrees by submitting his or
her bid or proposal that he or she shall require that the language of
this certification be included in all lower tier subcontracts, which
exceed $100,000 and that all such recipients shall certify and
disclose accordingly.
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NOTICE OF REQUIREMENTSFOR AFFIRMATIVE
ACTION TO ENSURE EQUAL EMPLOYMENT
OPPORTUNITY (EXECUTIVE ORDER 11246)

1. The Offeror's or Bidder's attention is caled to the “Equal
Opportunity Clause” and the “Standard Federal Equal Employment
Opportunity Construction Contract Specifications’ set forth herein.

2. The goals and timetables for minority and female participation,
expressed in percentage terms for the Contractor's aggregate
workforce in each trade on al construction work in the covered area,
are asfollows:

Timetables Goalsfor femae
participation in
each trade
(percent)
From April 1, 1978 until March 31, 1979 31
From April 1, 1979 until March 31, 1980 51
From April 1, 1980 until March 31, 1981 6.9

Until further notice Goals for minority

participation for

each trade (percent)

SHSA Cities:

Pascagoula - Moss Point 16.9

Biloxi - Gulfport 19.2

Jackson 30.3
SMSA Counties:

Desoto 323

Hancock, Harrison, Stone 19.2

Hinds, Rankin 30.3

Jackson 16.9
Non-SMSA Counties:

George, Greene 26.4

Alcorn, Benton, Bolivar, Calhoun, Carroll, Chickasaw,
Clay, Coahoma,Grenada, Itawamba, Lafayette, Lee,
Leflore, Marshall, Monroe,Montgomery, Panola,
Pontotoc, Prentiss, Quitman, Sunflower, Tallahatchie,
Tate, Tippah, Tishomingo, Tunica, Union,
Washington, Webster, Y al obusha:

26.5

Attala, Choctaw, Claiborne, Clarke, Copiah, Covington,
Franklin, Holmes, Humphreys, |ssaquena, Jasper, Jefferson,
Jefferson Davis, Jones Kemper, Lauderdale, Lawrence,
Leake, Lincoln, Lowndes, Madison, Neshoba, Newton,
Noxubee, Oktibbeha, Scott, Sharkey, Simpson, Smith,

Warren, Wayne, Winston, Y azoo 32.0
Forrest, Lamar, Marion, Pearl River, Perry, Pike,

Walthall 217
Adams, Amite, Wilkinson 30.4

(9/30/87)
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These goals are applicable to all the Contractor’s construction work
(whether or not it is Federal or federally assisted) performed in the
covered area If the contractor performs construction work in a
geographical arealocated outside of the covered area, it shall apply the
goals established for such geographical area where the work is actually
performed. With regard to this second area, the contractor aso is
subject to the goals for both its federally involved and nonfederally
involved construction.

The Contractor's compliance with the Executive Order and the
regulations in CFR Part 60-4 shall be based on its implementation of
the Equal Opportunity clause, specific affirmative action obligations
required by the specifications set forth in 41 CFR 60-4.3(a), and its
efforts to meet the goas. The hours of minority and female
employment and training must be substantially uniform throughout the
length of the contract, and in each trade, and the Contractor shall make
agood faith effort to employ minorities and women evenly on each of
its projects. The transfer of minority or female employees or trainees
from Contractor to Contractor or from project to project for the sole
purpose of meeting the Contractor’s goals shall be a violation of the
contract, the Executive Order and the regulationsin 41 CFR Part 60-4.
Compliance with the goals will be measured against the total work
hours performed.

3. The Contractor shall provide written notification to the Director
of the Office of Federal Contract Compliance Programs within 10
working days of award of any construction subcontract in excess of
$10,000 at any tier for construction work under the contract resulting
from this solicitation. The notification shall list the name, address and
telephone number of the subcontractor, employer identification
number of the subcontractor, estimated dollar amount of the
subcontract; estimated starting and completion dates of the
subcontract; and the geographical area in which the subcontract is to
be performed.

4. Asused in this Notice, and in the contract resulting from this
solicitation, the “covered ared” is to the county and city (if any), stated
in the advertisement.

5. Thenotification required in Paragraph 3 shall be addressed to the
following:

Contract Compliance Officer

Mississippi Department of Transportation
P.O. Box 1850

Jackson, Mississippi 39215-1850



MISSISSIPPI DEPARTMENT OF TRANSPORTATION
SPECIAL PROVISION NO. 907-104-1 CODE: (IS)
DATE: 05/03/2004
SUBJECT: Partnering Process

Section 104, Scope of Work, of the 2004 Edition of the Mississippi Standard Specifications for
Road and Bridge Construction is hereby amended as follows:

907-104.01--Intent of Contract. At the end of Subsection 104.01 on Page 24, add the
following:

907-104.01.1--Partnering Process.

COVENANT OF GOOD FAITH AND FAIR DEALING:

This contract imposes an obligation of good faith and fair dealing in its performance and
enforcement.

The contractor and the Department, with a positive commitment to honesty and integrity, agree to
the following mutual duties:

A. Each will function within the laws and statutes applicable to their duties and
responsibilities.

B. Each will assist in the other’s performance.

C. Each will avoid hindering the other's performance.

D. Each will proceed to fulfill its obligations diligently.

E. Each will cooperate in the common endeavor of the contract.
VOLUNTARY PARTNERING:
The Mississippi Department of Transportation intends to encourage the foundation of a cohesive
partnership with the contractor and its principal subcontractors and supplier. This partnership
will be structured to draw on the strengths of each organization to identify and achieve reciprocal

goals. The objectives are effective and efficient contract performance and completion within
budget, on schedule, and in accordance with plans and specifications.
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-2- S. P. No. 907-104-1 — Cont’d.

This partnership will be bilateral in make-up, and participation will be totally voluntary. Any
cost associated with effectuating this partnering will be agreed to by both parties and will be
shared equally.

To implement this partnering initiative prior to starting of work in accordance with the
requirements of Subsection 108.02 Notice to Proceed and prior to the preconstruction
conference, the contractor's management personnel and MDOT's District Engineer, will initiate a
partnering development seminar/team building workshop. The Contractor working with the
assistance of the District and the State Construction Engineer will make arrangements to
determine attendees for the workshop, agenda of the workshop, duration, and location. Persons
required to be in attendance will be the MDOT key project personnel, the contractor's on-site
project manager and key project supervision personnel of both the prime and principal
subcontractors and suppliers. The project design engineers, FHWA and key local government
personnel will be also be invited to attend as necessary. The contractors and MDOT will also be
required to have Regional/District and Corporate/State level managers on the project team.

Follow-up workshops may be held periodically throughout the duration of the contract as agreed
by the contractor and Mississippi Department of Transportation.

The establishment of a partnership charter on a project will not change the legal relationship of
the parties to the contract nor relieve either party from any of the terms of the contract.
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MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION
SPECIAL PROVISION NO. 907-105-3 CODE: (19
DATE: 02/14/2006
SUBJECT: Cooperation By Contractor

Section 105, Control of Work, of the 2004 Edition of the Mississippi Standard Specifications for
Road and Bridge Construction is modified as follows:

907-105.05--Cooperation by Contractor. In the third sentence of the second paragraph of
Subsection 105.05 on page 35, change “Notice to Proceed” to “Notice of Award”.

Delete the fourth paragraph of Subsection 105.05 on page 35, and substitute the following.

The Contractor shall also designate a responsible person whose primary duty shall be to monitor
and maintain the effectiveness of the erosion control plan, including NPDES permit
requirements. This responsible person must be a Certified Erosion Control Person certified by
an organization approved by the Department. Prior to or at the pre-construction conference, the
Contractor shall designate in writing the Certified Erosion Control Person to the Project
Engineer. The designated Certified Erosion Control Person shall be assigned to only one (1)
project. When special conditions exist, such as two (2) adjoining projects or two (2) projects in
close proximity, the Contractor may request in writing that the State Construction Engineer
approve the use of one (1) Certified Erosion Control Person for both projects. The Contractor
may request in writing that the Engineer authorize a substitute Certified Erosion Control Person
to act in the absence of the Certified Erosion Control Person. The substitute Certified Erosion
Control Person must also be certified by an organization approved by the Department. A copy
of the Certified Erosion Control Person's certification must be included in the Contractor's
Protection Plan as outlined in Subsection 907-107.22.1. This in no way modifies the
requirements regarding the assignment and availability of the superintendent.
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MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION
SUPPLEMENT TO SPECIAL PROVISION NO. 907-107-1
DATE: 03/21/2006

SUBJECT: Liability Insurance

In the first sentence of the first paragraph of Subsection 907-107.14.2.1 on page 1, change
“$300,000 each occurrence” to “$500,000 each occurrence’.
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MISSISSIPPI DEPARTMENT OF TRANSPORTATION
SPECIAL PROVISION NO. 907-107-1 CODE: (IS)
DATE: 05/03/2004
SUBJECT: Liability Insurance

Section 107, Legal Relations and Responsibility to Public, of the 2004 Edition of the Mississippi
Standard Specifications for Road and Bridge Construction is hereby amended as follows:

907-107.14.2--Liability Insurance. Delete in toto Subsection 107.14.2 beginning on page 60
and substitute:

907-107.14.2.1--General. = The Contractor shall carry Contractor's liability, including
subcontractors and contractual, with limits not less than: $300,000 each occurrence; $1,000,000
aggregate; automobile liability - $500,000 combined single limit - each accident; Workers'
Compensation and Employers' Liability - Statutory & $100,000 each accident; $100,000 each
employee; $500,000 policy limit. Each policy shall be signed or countersigned by a Mississippi
Resident Agent of the insurance company.

The Contractor shall have certificates furnished to the Department from the insurance companies
providing the required coverage. The certificates shall be on the form furnished by the
Department and will show the types and limits of coverage.

907-107.14.2.2--Railroad Protective. The following provisions are applicable to all work
performed under a contract on, over or under the rights-of-way of each railroad shown on the
plans.

The Contractor shall assume all liability for any and all damages to work, employees, servants,
equipment and materials caused by railroad traffic.

Prior to starting any work on railroad property, the Contractor shall furnish satisfactory evidence
to the Department that insurance of the forms and amounts set out herein in paragraphs (a) and
(b) has been obtained. Also, the Contractor shall furnish similar evidence to the Railroad
Company that insurance has been obtained in accordance with the Standard Provisions for
General Liability Policies and the Railroad Protective Liability Form as published in the Code of
Federal Regulations, 23 CFR 646, Subpart A. Evidence to the Railroad Company shall be in the
form of a Certificate of Insurance for coverages required in paragraph (b), and the original policy
of the Railroad Protective Liability Insurance for coverage required in paragraph (a).

All insurance herein specified shall be carried until the contract is satisfactorily complete as
evidenced by a release of maintenance from the Department.

The Railroad Company shall be given at least 30 days notice prior to cancellation of the Railroad
Protective Liability Insurance policy.
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For work within the limits set out in Subsection 107.18 and this subsection, the Contractor shall
provide insurance for bodily injury liability, property damage liability and physical damage to
property with coverages and limits no less than shown in paragraphs (a) and (b). Bodily injury
shall mean bodily injury, sickness, or disease, including death at anytime resulting therefrom.
Property damage shall mean damages because of physical injury to or destruction of property,
including loss of use of any property due to such injury or destruction. Physical damage shall
mean direct and accidental loss of or damage to rolling stock and their contents, mechanical
construction equipment or motive power equipment.

(a) Railroad Protective Liability Insurance shall be purchased on behalf of the Railroad
Company with limits of $2,000,000 each occurrence; $6,000,000 aggregate applying
separately to each annual period for lines without passenger trains. If the line carries
passenger train(s), railroad protective liability insurance shall be purchased on behalf of the
Railroad Company with limits of $5,000,000 each occurrence; $10,000,000 aggregate
applying separately to each annual period.

Coverage shall be limited to damage suffered by the railroad on account of occurrences
arising out of the work of the Contractor on or about the railroad right-of-way, independent
of the railroad's general supervision or control, except as noted in paragraph 4 below.

Coverage shall include:

(1) death of or bodily injury to passengers of the railroad and employees of the railroad
not covered by State workmen's compensation laws,

(2) personal property owned by or in the care, custody or control of the railroads,

(3) the Contractor, or any of the Contractor’s agents or employees who suffer bodily
injury or death as a result of acts of the railroad or its agents, regardless of the
negligence of the railroads, and

(4) negligence of only the following classes of railroad employees:

(i) any supervisory employee of the railroad at the job site
(i) any employee of the railroad while operating, attached to, or engaged on, work
trains or other railroad equipment at the job site which are assigned exclusively
to the Contractor, or
(ii1)) any employee of the railroad not within (i) or (ii) above who is specifically
loaned or assigned to the work of the Contractor for prevention of accidents or

protection or property, the cost of whose services is borne specifically by the
Contractor or Governmental authority.
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(b) Regular Contractor's Liability, including subcontractors, XCU and railroad contractual
with limits of $1,000,000 each occurrence; $2,000,000 aggregate. Automobile with limits of
$1,000,000 combined single limit any one accident; Workers' Compensation and
Employer's Liability - statutory and $100,000 each accident; $100,000 each employee;
$500,000 policy limit. Excess/Umbrella Liability $5,000,000 each occurrence; $5,000,000
aggregate. All coverage to be issued in the name of the Contractor shall be so written as to
furnish protection to the Contractor respecting the Contractor’s operations in performing
work covered by the contract. Coverage shall include protection from damages arising out of
bodily injury or death and damage or destruction of property which may be suffered by
persons other than the Contractor's own employees.

In addition, the Contractor shall provide for and on behalf of each subcontractor by means of a
separate and individual liability and property damage policy to cover like liability imposed upon
the subcontractor as a result of the subcontractor's operations in the same amounts as contained
above; or, in the alternative each subcontractor shall provide same.
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MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION
SPECIAL PROVISION NO. 907-107-2 CODE: (19
DATE: 08/12/2005
SUBJECT: Permits, Licensesand Taxes

Section 107, Legal Relations and Responsibility to Public, of the 2004 Edition of the Mississippi
Standard Specifications for Road and Bridge Construction is hereby amended as follows:

907-107.02--Permits, Licenses and Taxes. Delete in toto Subsection 107.02 on page 49 and
substitute the following:

The Contractor or any Subcontractor shall have the duty to determine any and all permits and
licenses required and to procure all permits and licenses, pay all charges, fees and taxes and issue
all notices necessary and incidental to the due and lawful prosecution of the work. At any time
during the life of this contract, the Department may audit the Contractor’s or Subcontractor’s
compliance with the requirements of this section.

The Contractor or any Subcontractor is advised that the “Mississippi Special Fuel Tax Law”,
Section 27-55-501, et seg. and the Mississippi Use Tax Law, Section 27-67-1, et seq., and their
requirements and penalties, apply to any contract or subcontract for construction, reconstruction,
maintenance or repairs, for contracts or subcontracts entered into with the State of Mississippi,
any political subdivision of the State of Mississippi, or any Department, Agency, Institute of the
State of Mississippi or any political subdivision thereof.

The Contractor or any Subcontractor will be subject to one or more audits by the Department
during the life of this contract to make certain that all applicable fuel taxes, as outlined in Section
27-55-501, et seq., and any sales and/or use taxes, as outlined in Section 27-67-1, et seq. are
being paid in compliance with the law. The Department will notify the Mississippi State Tax
Commission of the names and addresses of any Contractors or Subcontractors.
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MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION
SPECIAL PROVISION NO. 907-107-3 CODE: (19
DATE: 02/14/2006
SUBJECT: Contractor'sProtection Plan

Section 107, Lega Relations and Responsibility to Public, of the 2004 Edition of the Mississippi
Standard Specifications for Road and Bridge Construction is hereby amended as follows:

907-107.22.1--Contractor's Protection Plan. After item number 3 in Subsection 107.22.1 on
page 65, add the following:

4. A copy of the certification for the Contractor's Certified Erosion Control Person for
monitoring and maintaining the effectiveness of the erosion control plan, including NPDES
permit requirements.
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MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION
SPECIAL PROVISION NO. 907-108-11 CODE: (15
DATE: 04/21/2006
SUBJECT: Prosecution and Progress

Section 108, Prosecution and Progress, of the 2004 Edition of the Mississippi Standard
Specifications for Road and Bridge Construction is hereby amended as follows:

907-108.01--Subletting of Contract.

907-108.01.1--General. At the end of the last paragraph of Subsection 108.01.1 on page 73, add
the following:

The Engineer will have the authority to suspend the work wholly or in part and to withhold
payments because of the Contractor's failure to make prompt payment within 15 calendar days as
required above, or failure to submit the required OCR-484 Form, Certification of Payments to
Subcontractors, which is also designed to comply with prompt payment requirements.

907-108.02--Notice To Proceed. Delete the fourth paragraph of Subsection 108.02 on page 75
and substitute the following:

Upon written request from the Contractor and if circumstances permit, the Notice to Proceed
may be issued at an earlier date subject to the conditions stated therein. The Contractor shall not
be entitled to any monetary damages or extension of contract time for any delay clam or claim
of inefficiency occurring between the early issuance Notice To Proceed date and the Notice to
Proceed date stated in the contract.

907-108.06.1.2--Contract Time Assessment. At the end of the eighth paragraph of Subsection
108.06.1.2 on page 81, add the following:

When the approved progress schedule indicates that a controlling phase(s) is to be completed
prior to December 1 and the physical features of the phase(s) have not been satisfactorily
completed, beginning on December 1 the miscellaneous phase will be shown as the only active
phase during the months of December, January, and February. Under this condition, time units,
monthly time units divided by monthly calendar days, will be assessed in accordance with the
applicable columnin the TABLE OF TIME UNITS. If the physical features of the phase(s) have
not been completed by March 1, the phase will resume as a controlling phase and time
assessment will be made accordingly.

Delete the fourth and fifth sentence of the thirteenth paragraph of Subsection 108.06.1.2 on page
82, and substitute the following:
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In the event mutual agreement cannot be reached, the Contractor will be allowed a maximum of
25 calendar days following the Contractor’s receipt of the monthly report in question to file a
protest Notice of Claim in accordance with the provisions of Subsection 105.17. Otherwise, the
Engineer's assessment shall be final unless mathematical errors of assessment are subsequently
found to exist.

352



MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION
SPECIAL PROVISION NO. 907-109-3 CODE: (15
DATE: 04/06/2006
SUBJECT: Partial Payment

Section 109, Measurement and Payment, of the 2004 Edition of the Mississippi Standard
Specifications for Road and Bridge Construction is hereby amended as follows:

907-109.04--Extra_and Force Account Work. Delete the first sentence of the second
paragraph of Subsection 109.04 under (d) on page 92 and substitute the following:

In the event an agreement cannot be reached for a particular piece of equipment, the book
entitted "Rental Rate Blue Book For Construction Equipment” as published by
EquipmentWatch® and is current at the time the force account work is authorized will be used to
determine equipment ownership and operating expense rates.

907-109.06--Partial Payment.

907-109.06.1--General. In the fourth sentence of the third paragraph of Subsection 109.06.1 on
page 94, change “ 15 calendar days’ to “25 calendar Days’.
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MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION

| SPECIAL PROVISION NO. 907-701-2

| DATE: 01/12/2006

SUBJECT: Portland Cement

Section 701, Hydraulic Cement, of the 2004 Edition of the Mississippi Standard Specifications

CODE: (1S)

for Road and Bridge Construction is hereby amended as follows:

| 907-701.02--Portland Cement. Delete the third paragraph and table in Subsection 701.02 on

page 596, and substitute the following:

When Portland cement concrete or cement for soil stabilization is exposed to moderate or severe
soluble sulfate conditions, or to seawater, cement types and replacement of cement by Class F fly
ash (FA), ground granulated blast furnace slag (GGBFS), or metakaolin shall be as follows:

Cementitious M aterials for Soluble Sulfate Conditions

Sulfate
Exposure

Water-soluble
sulfate (SOy) in sail,
% by mass

Sulfate (SOy) in
water, ppm

Cementitious material
required

M oderate and
Seawater

0.10-0.20

150 - 1500

Typell™"" cement, or Typel
cement with one of the
following replacements of
cement:
25% Class F, FA, or
50% GGBFS, or

10% metakaolin

Severe

0.20-2.00

1500 - 10,000

Typell” cement with one of
the following replacements of
cement:
25% Class F, FA, or
50% GGBFS, or

10% metakaolin

cement.
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*  Typel cement with a maximum 8% tricalcium aluminate may be used in lieu of Type I
** ClassF, FA or GGBFS may be added as a replacement for Portland cement in accordance
the proportions as listed in this table.

Class C fly ash shall not be used as a replacement for Portland cement in any of the sulfate
exposure conditions listed above.




MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION
| SPECIAL PROVISION NO. 907-711-3 CODE: (19
| DATE: 09/26/2005
SUBJECT: Synthetic Structural Fiber Reinfor cement

Section 711, Reinforcement and Wire Rope, of the 2004 Edition of the Mississippi Standard
Specifications for Road and Bridge Construction is hereby amended as follows:

After Subsection 711.03.4.3 on page 665, add the following:
907-711.04--Synthetic Structural Fiber. Synthetic structural fibers shall meet the requirements

of ASTM Designation: C 1116, Section 4.1.3, Note 3. The fibers shall be monofilament made of
polypropylene or polypropylene/polyethylene blend meeting the following conditions:

Property Results
Length, MINIMUM .......ooiieeecece e 1.5inches
Aspect Ratio (length / equivalent diameter) .........ccooeeveiienenienee e 90
Breaking tenacity, MinimuUM * ..........ccovieiieie e 530 mN/tex
(Tensile Strength, MINIMUM ..o e 70 ksl)
Chord modulus, MINIMUM * ... 980 cN/tex
(Modulus of ElastiCity, MINIMUM ........ccoooiriiienenieee e s 1,300 ksi)

* When tested in accordance with ASTM Designation: D 3822
The dosage rate for the fibers shall be a minimum of three pounds per cubic yard (3 Ib / yd®).
The dosage rate for the fibers when used in pile encasements shall be a minimum of four pounds
per cubic yard (4 1b / yd®).

The manufacturer shall furnish the Engineer three copies of the certified test report(s) showing
results of all required tests, and certification that the material meets the specifications.
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MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION
SPECIAL PROVISION NO. 907-714-2 CODE: (19
DATE: 1/23/2006
SUBJECT: Miscellaneous Materials

Section 714, Miscellaneous Materias, of the 2004 Edition of the Mississippi Standard
Specifications for Road and Bridge Construction is hereby amended as follows:

Delete Subsection 714.07 on page 682 and substitute the following:

907-714.07--Other Cementitious M aterials.

907-714.07.1--M etakaolin.

907-714.07.1.1--General. Metakaolin shall only be used to bring the cementitious materials in
Portland cement concrete and cement for soil stabilization into compliance with the requirements
for cementitious materials exposed to soluble sulfate conditions. The approva of each
metakaolin source shall be on a case by case basis as determined by the State Materials Engineer.
Source approval will be based on, but not limited to, review of the proposed source's quality
control program, production history, certified test reports, certification of shipment from the
supplier, and job control sampling and testing requirements.

The Contractor shall provide suitable means for storing and protecting the metakaolin against
dampness and contamination. Metakaolin which has become partially set, caked, or contains
lumps shall not be used.

The State Materials Engineer shall be notified in writing of the nature, amount and identity of
any processing, or other additions made to the metakaolin during production.

Metakaolin from different sources shall not be mixed or used alternately in any one class of
construction or structure without written permission from the Engineer. In addition to these
reguirements, metakaolin shall meet the following specific requirements.

907-714.07.1.2--Specific Requirements. Metakaolin shall meet the requirements of AASHTO
Designation: M 295 Class N with the following modifications:

1. The sum of SIO, + Al,O3; + Fe,O3 shall be at least 85%. The Material Safety Data Sheet
shall indicate that the amount of crystalline silica, as measured by National Institute of
Occupation Safety and Health (NIOSH) 7500 method, after removal of the mica
interference, is less than 1.0%.

Theloss on ignition shall be less than 3.0%.

The available alkalies, as equivalent NapO, shall not exceed 1.0%.

The amount of material retained on a No. 325 mesh sieve shall not exceed 1.0%.

The strength activity index at seven (7) days shall be at least 85%.

gkrwd
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MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION
SPECIAL PROVISION NO. 907-804-2 CODE: (SP)
DATE: 01/20/2006
SUBJECT: ConcreteBridges And Structures

Section 804, Concrete Bridges And Structures, of the 2004 Edition of the Mississippi Standard
Specifications for Road and Bridge Construction is hereby amended as follows:

907-804.02.1--General. Add the following materials to the list of materials in Subsection
804.02.1 on page 847.

Ground Granulated Blast Furnace Slag (GGBFS)........ccccvceviieieeieseee e 714.06
1= = 7o) 11 o ISR 714.07.01

907-804.02.10--Portland Cement Concrete Mix Design. Change Note ***** of Subsection
804.02.10 on page 851 asfollows:

*¥**x%  Class DS Concrete for drilled shafts shall have an 8+1-inch Slump. In the event of free
fall method of concrete placement is used, the slump shall be 6x1-inch.

Delete the last paragraph of Subsection 804.02.10 on page 851 and substitute the following:
Either Type A, D, F, G or mid-range chemical admixture, shall be used in all classes of concrete.
Any combination of water reducing admixtures shall be approved by the Engineer before their

use.

907-804.05--Basis of Payment. Add the "907" prefix to the pay items listed on page 898.
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SPECIAL PROVISION NO. 906-3

Training Special Provisions

This Training Special Provision supersedes subparagraph 7b of the Specia Provision entitled
"Specific Equal Employment Opportunity Responsibilities,” (Attachment 1), and is in
implementation of 23 U.S.C. 140(a).

As part of the Contractor's equal employment opportunity affirmative action program training
shall be provided as follows:

The Contractor shall provide on-the-job training aimed at developing full journeymen in the
type of trade or job classification involved.

The number of trainees to be trained under this special provision will be as indicated in the bid
schedule of the contract.

In the event that a Contractor subcontracts a portion of the contract work, he shall determine
how many, if any, of the trainees are to be trained by the subcontractor, provided, however, that
the Contractor shall retain the primary responsibility for meeting the training requirements
imposed by this special provision. The Contractor shall also insure that this training special
provision is made applicable to such subcontract. Where feasible, 25 percent of apprentices or
trainees in each occupation shall be in their first year of apprenticeship or training.

The number of trainees shall be distributed among the work classifications on the basis of the
Contractor's needs and the availability of journeymen in the various classifications within a
reasonable area of recruitment. Prior to commencing construction, the Contractor shall submit to
the State highway agency for approva the number of trainees to be trained in each selected
classification and training program to be used. Furthermore, the Contractor shall specify the
starting time for training in each of the classifications. The Contractor will be credited for each
trainee employed by him on the contract work who is currently enrolled or becomes enrolled in
an approved program and will be reimbursed for such trainees as provided hereinafter.

Training and upgrading of minorities and women toward journeymen status is a primary
objective of this Training Special Provision. Accordingly, the Contractor shall make every effort
to enroll minority trainees and women (e.g., by conducting systematic and direct recruitment
through public and private sources likely to yield minority and women trainees) to the extent that
such persons are available within a reasonable area of recruitment. The Contractor will be
responsible for demonstrating the steps that he has taken in pursuance thereof, prior to a
determination as to whether the Contractor is in compliance with this Training Special
Provision. This training commitment is not intended, and shall not be used, to discriminate
against any applicant for training, whether a member of a minority group or not.

No employee shall be employed as a trainee in any classification in which he has successfully
completed a training course leading to journeyman status or in which he has been employed as a
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journeyman. The Contractor should satisfy this requirement by including appropriate questions
in the employee application or by other suitable means. Regardless of the method used the
Contractor's records should document the findings in each case.

The minimum length and type of training for each classification will be as established in the
training program selected by the Contractor and approved by the State highway agency and the
Federal Highway Administration. The State highway agency and the Federal Highway
Administration shall approve a program if it is reasonably calculated to meet the equa
employment opportunity obligations of the Contractor and to qualify the average trainee for
journeyman status in the classification concerned by the end of the training period. Furthermore,
apprenticeship programs registered with the U.S. Department of Labor, Bureau of
Apprenticeship and Training, or with a State apprenticeship agency recognized by the Bureau
and training programs approved but not necessarily sponsored by the U.S. Department of Labor,
Manpower Administration, Bureau of Apprenticeship and Training shal aso be considered
acceptable provided it is being administered in a manner consistent with the equal employment
obligations of Federal-aid highway construction contracts. Approval or acceptance of a training
program shall be obtained from the State prior to commencing work on the classification
covered by the program. It is the intention of these provisions that training is to be provided in
the construction crafts rather than clerk-typists or secretarial-type positions. Training is
permissible in lower level management positions such as office engineers, estimators,
timekeepers, etc., where the training is oriented toward construction applications. Training in the
laborer classification may be permitted provided that significant and meaningful training is
provided and approved by the division office. Some offsite training is permissible as long as the
training is an integral part of an approved training program and does not comprise a significant
part of the overall training.

Except as otherwise noted below, the Contractor will be reimbursed 80 cents per hour of training
given an employee on this contract in accordance with an approved training program. As
approved by the engineer, reimbursement will be made for training persons in excess of the
number specified herein. This reimbursement will be made even though the Contractor receives
additiona training program funds from other sources, provided such other does not specifically
prohibit the Contractor from receiving other reimbursement. Reimbursement for offsite training
indicated above may only be made to the Contractor where he does one or more of the following
and the trainees are concurrently employed on a Federal-aid project; contributes to the cost of the
training, provides the instruction to the trainee or pays the trainee's wages during the offsite
training period.

No payment shall be made to the Contractor if either the failure to provide the required training,
or the failure to hire the trainee as a journeyman, is caused by the Contractor and evidences a
lack of good faith on the part of the Contractor in meeting the requirements of this Training
Specia Provision. It is normally expected that a trainee will begin his training on the project as
soon as feasible after start of work utilizing the skill involved and remain on the project as long
as training opportunities exist in his work classification or until he has completed his training
program. It is not required that all trainees be on board for the entire length of the contract. A
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Contractor will have fulfilled his responsibilities under this Training Special Provision if he has
provided acceptable training to the number of trainees specified. The number trained shall be
determined on the basis of the total number enrolled on the contract for a significant period.

Trainees will be paid at least 60 percent of the appropriate minimum journeyman'’s rate specified
in the contract for the first half of the training period, 75 percent for the third quarter of the
training period, and 90 percent for the last quarter of the training period, unless apprentices or
trainees in an approved existing program are enrolled as trainees on this project. In that case, the
appropriate rates approved by the Departments of Labor or Transportation in connection with the
existing program shall apply to al trainees being trained for the same classification who are
covered by this Training Special Provision.

The Contractor shall furnish the trainee a copy of the program he will follow in providing the
training. The Contractor shall provide each trainee with a certification showing the type and
length of training satisfactorily completed.

The Contractor will provide for the maintenance of records and furnish periodic reports
documenting his performance under this Training Special Provision.
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SPECIAL PROVISION NO. 906-5

2005 MISSISSIPPI DEPARTMENT OF TRANSPORTATION
ON-THE-JOB TRAINING PROGRAM

ALTERNATE TRAINING SPECIAL PROVISION

PURPOSE

The purpose of the On-The-Job Training (OJT) Program isto provide training for minority, female
and economically disadvantaged individualsin order that they may develop marketable skills and
gain journey statusin the skilled craft classifications in which they are being trained.

INTRODUCTION

TheY ear 2005 OJT Program has been devel oped through the partnering efforts of the Road Builders
of Mississippi, the Federal Highway Administration (FHWA) and the Mississippi Department of
Transportation (MDQOT).

The OJT Program has been designed for use by participating contractors and subcontractors in
meeting their training needs. The objective of the OJT Program isto devel op skilled workersin the
skilled craft trade areas of highway construction who are sufficiently trained to be productive
employees in the highway construction industry work force.

The success of the OJT Program will require that contractors and subcontractorsfollow uniform and
basic procedures in training in keeping records of trainees’ progress toward journey status, and in
reporting trainees successful completion or termination from the program.

FUNDING

MDOT will establish an annual OJT Fund in which, contractors and subcontractors may bill the
Department directly for hours worked by trainees. The funding source of this money will be state
and federal fundsfor MDOT’s OJT Program.

PROCEDURE

Trainee positions will be selected by prime and sub contractors and will not be project specific.
Provided below are some of thefactorsthat will be used to establish the number of trainee positions
each contracting year, they are:

number of contracts let during a contracting year
dollar volume

type of project

location

available trainees

training program(s) submitted by contractor
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Each contractor will submit a yearly certification with regard to their participation in the OJT
Program. This certification will also identify the number of trainees each prime or sub contractor
intendsto train on either federal or state funded highway projects.

DISBURSEMENT OF FUNDS

Contractorswill be paid $3.00 ratefor each hour of training performed by al traineesin an approved
training program. Program reimbursements will be made directly to the prime or sub contractor.
Request for payment will be submitted to the Office of Civil Rights for approval.

Contractors must complete the form providing the following information to be reimbursed.

Contractor’ s Name
Mailing Address

Trainee Name

Socia Security Number

Type of Program

Total Number of Training Hours Required

Training Hours Completed for Reimbursement

Type of Statement:  Monthly Quarterly Annua
Work Period or | Project Number | Total Hours Cumulative Number of
Time Frame Worked By Hoursin Hoursto be
Project Program paid on this

Voucher

| hereby certify that thisinformation is true... (Must have customary certification of information).

Signed by: Date:
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TRAINING PROGRAM APPROVAL

A. To use the OJT Program on highway construction projects, the contractor will notify the
| Department Office of Civil Rights using the Request for On-the-Job Training Program
Approva. The natification must include the following information:

Trainee Starting Date

Project number (s) trainee starting on

Training program (classification) to be used; and
Anticipated date of trainee employment

Number of classroom training hours by subject

B. If a contractor chooses to use a training program different from those listed in the OJT
Program, or desires to train in a different classification, the training program must be
submitted in its entirety for approval by the Department and FHWA. Thetraining proposal
must include the following:

1

4.

| 5.

The primary objective of the program: To provide training for minority, female and
economically disadvantaged individuals for development to full journey status in the
work classifications in which they are being trained.

The minimum number of hoursand type of training thetraineewill receive asit relatesto
each specific task required to achieve journey status.

Minimum wage.
Trainee certification of completion.

Records and reports submitted to the Office of Civil Rights on a quarterly basis.

DEPARTMENT RESPONSIBILITY

1

Department project staff will monitor traineeson the project. They will monitor payrolls
for payment of correct wage rates and fringe benefits. The Office of Civil Rights will
maintain a master list by contractor name, project number, trainee name and trainee
social security number to aid project staff in monitoring trainees who work on multiple
projects.

The Office of Civil Rightsmay elect tointerview trainees periodically during thetraining
period to assesstheir performance and training program. To facilitatetheinterviews, the
Office of Civil Rightswill contact contractors for the location of the trainees.

CONTRACTOR RESPONSIBILITY

1

Trainees must be identified on payrolls (i.e. dragline trainee).
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2.

1.

When any trainee completes a program, or is terminated for a reason or reasons other
than successful completion, the contractor must include the date of completion or an
explanation for the termination and date of termination on the quarterly training report.

The contractor will assign each trainee to a particular person--either a supervisor or a
journeyman/woman who isproficient inthe craft thetraineeisbeing trained in, to ensure
that timely instructional experienceisreceived by thetrainee. This person, cooperating
with the appropriate company personnel, will see that proper records and the total
intended training hours are compl eted during the allocated number of hours set up inthe
classification criteria.

The contractor has the prerogative of terminating the training period of the trainee and
advancing the trainee to journey status. Approval requests must be submitted to the
Office of Civil Rights with an explanation (refer to 2 above).

Upon natification from the contractor, the Department will issue a certificate of
completion to the trainee.

Trainees may be transferred to state-aid highway construction projects in order to
completethetraining program. If transfersare madethe Office of Civil Rightsmust be
notified on the Quarterly Reporting Form. All of the training hours completed by
trainees will count toward overall program completion.

Program reimbursements will be made directly to the prime or sub contractor.

CLASSROOM TRAINING

1

Classroom training programs must be pre-approved by the Department, if the contractor
wishes to count the hours toward the trainee’ s training program.

Contractors will be reimbursed for classroom training hours after the trainee has
completed 20 hours of work on a highway construction project.

Reimbursement for classroom training will be limited to 40 hours per trainee per
construction season.

NOTE: All proposed classroom training must be submitted as part of the trainee’'s OJT
training program.

WAGE RATE

1

The wage rate for all trainees is $5.15, during their OJT training program. Trainees
shall be paid full fringe benefit amounts, where applicable. At the completion of the
training program, the trainee shall receive the wages of a skilled journey.
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2. Forthepurposeof thistraining program, aquarter does not represent threemonths. The
first two quarters of a 500-hour training program would end after 250 hours. On a 750-
hour training program, thefirst two quarterswould end after 375 hours, the third quarter
after 560 or an additional 186 hours or work and the fourth after 750 hours.

JOURNEY WORKER RATIO

Theratio of trainee to journey will be less than 1:4 and not more than 1:10.

RECRUITMENT AND SELECTION PROCEDURES

A. Prerequisitesfor Trainees
To be qualified for enrollment in the OJT Program, trainees must possess basic physical
fitness for the work to be performed, dependability, willingnessto learn and ability to
follow instructions.
B. Licenses
Truck driver trainees must possess appropriate driver permitsor licensesfor the operation of
ClassA, B and C trucks. However, when aninstructional permitisusedin lieu of alicense,
the trainee must be accompanied by an operator who:
1. Holdsalicense corresponding to the vehicle being operated;
2. Hashad at least one year of driving experience; and
3. Isoccupying the seat next to the driver.
C. Recruitment
1. Noticesand posters setting forth the contractor’ s Equal Employment Opportunity Policy
and availability of training programs will be placed in areas readily accessible to
employees, applicants for employment and potential employees.
2. The contractor must target minority, female or economically disadvantaged trainees.
3. Thecontractor will conduct systematic and direct recruitment through public and private
employee referral sources. Contractors must submit the trainee’ s name and completed
application form to the Office of Civil Rightsfor review and approval. Approval must be
obtained before the trainee can begin work under the training program.
4. Present employeeswill be screened for upgrading.
D. Selection
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| On-The-Job Training Program February 1, 2005

1. The selection and employment of a person by participating contractor shall qualify the
person for the OJT Program.

2. Selection will be made without regard to race, color, religion, sex, age or national origin
and shall be completely nondiscriminatory.

3. Employment of trainees will be in accordance with the work force requirements of the
contractor. Each contractor will hire and train the trainees for uses in their own
organization.

4. Written certification of individuals under the category of economically disadvantaged

can be provided to the contractor at the time of the interview. This certification must
then be provided to the Office of Civil Rights with the other required information as
part of the approval process for trainees.

NOTE: The OJT Program is to provide training for minority, female and economically
disadvantaged individuals in order that they may develop marketable skills and gain journey
statusin the skilled craft classificationsin which they are being trained. However, thisprogram
does not exclude trainees that are not members of the above groups.
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SECTION 905-PROPOSAL

Date

Mississippi Transportation Commission
Jackson, Mississippi

Sirs. Thefollowing proposal is made on behalf of
of

for constructing the following designated project(s) within the time(s) hereinafter specified.

The plans are composed of drawings and blue prints on file in the offices of the Mississippi Department of
Transportation, Jackson, Mississippi.

The Specifications are the current Standard Specifications of the Mississippi Department of Transportation approved by
the Federal Highway Administration, except where superseded or amended by the plans, Special Provisions and Notice(s) to
Bidders attached hereto and made a part thereof.

I (We) certify that | (we) possess a copy of said Standard and Supplemental Specifications.

Evidence of my (our) authority to submit the Proposal is hereby furnished. The proposal is made without collusion on
the part of any person, firm or corporation. | (We) certify that | (we) have carefully examined the Plans, the Specifications,
including the Special Provisions and Notice(s) to Bidders, herein, and have personally examined the site of the work. On the
basis of the Specifications, Special Provisions, Notice(s) to Bidders, and Plans, | (we) propose to furnish all necessary
machinery, tools, apparatus and other means of construction and do all the work and furnish all the materias in the manner
specified. | (We) understand that the quantities mentioned herein are approximate only and are subject to either increase or
decrease, and hereby propose to perform any increased or decreased quantities of work at the unit prices bid, in accordance
with the above.

Attached hereto is a certified check, cashier's check or Proposal Guaranty Bond in the amount as required in the
Advertisement (or, by law).

INSTRUCTION TO BIDDERS: Alternate and Optional Items on Bid Schedule.

1. Two or more items entered opposite a single unit quantity WITHOUT DEFINITE DESIGNATION AS
"ALTERNATE ITEMS" are considered as "OPTIONAL ITEMS"'. Bidders may or may not indicate on bids the
Optional Item proposed to be furnished or performed WITHOUT PREJUDICE IN REGARD TO IRREGULARITY
OF BIDS.

2. ltems classified on the bid schedule as "ALTERNATE ITEMS' and/or "ALTERNATE TYPES OF
CONSTRUCTION" must be preselected and indicated on bids. However, "Alternate Types of Construction” may
include Optional Items to be treated as set out in Paragraph 1, above.

3. Optiona items not preselected and indicated on the bid schedule MUST be designated in accordance with Subsection
102.06 prior to or at the time of execution of the contract.

4. Optional and Alternate items designated must be used throughout the project.

I (We) further propose to perform all "force account or extrawork" that may be required of me (us) on the basis provided in
the Specifications and to give such work my (our) personal attention in order to see that it is economically performed.



SECTION 905-- PROPOSAL (CONTINUED)

I (We) further propose to execute the attached contract agreement (Section 902) as soon as the work is awarded to me (us), and
to begin and complete the work within the time limit(s) provided for in the Specifications and Advertisement. | (We) also
propose to execute the attached contract bond (Section 903) in an amount not |ess than one hundred (100) percent of the total of
my (our) part, but also to guarantee the excellence of both workmanship and materials until the work is finally accepted.

I (We) enclose a certified check, cashier's check or bid bond for five percent (5%) of total bid and hereby agree that in case of
my (our) failure to execute the contract and furnish bond within Ten (10) days after notice of award, the amount of this check
(bid bond) will be forfeited to the State of Mississippi as liquidated damages arising out of my (our) failure to execute the
contract as proposed. It isunderstood that in case | am (we are) not awarded the work, the check will be returned as provided in
the Specifications.

Respectfully Submitted,

DATE
Contractor
BY
Signature
TITLE
ADDRESS
CITY, STATE, ZIP
PHONE
FAX
E-MAIL
(To befilled in if acorporation)
Our corporation is chartered under the Laws of the State of and the names,
titles and business addresses of the executives are as follows:
President Address
Secretary Address
Treasurer Address

The following is my (our) itemized proposal.

Revised 09/21/2005



SECTI ON 905

PROPOSAL ( Sheet No. 2-

1)

REPLACI NG GROUND MOUNTED & OVERHEAD MOUNTED DI RECTI ONAL SI GNS I N VARI QUS LOCATI ONS THROUGHOUT THE DI STRI CT, KNOWN AS
FEDERAL Al D PRQJECT NO ER-9999-06(008) / 104809,

IN DI STRICT 6, STATE OF M SSI SSI PPI .

I (W) agree to conplete the entire project within the specified contract tine.
*** SPECI AL NOTI CE TO Bl DDERS ***

BIDS WLL NOT BE CONSI DERED UNLESS BOTH UNI T PRI CES AND | TEM TOTALS ARE ENTERED
BIDS WLL NOT BE CONSI DERED UNLESS THE BI D CERTI FI CATE LOCATED AT THE END OF THE BI D SHEETS IS SI GNED

Bl D SCHEDULE
REF. PAY ADJ. APPROX. UNIT PRI CE | TEM TOTAL
NO. | TEM NO. CODE QUANTI TY UNI T DESCRI PTI ON DOLLAR CENT DOLLAR CENT
DI RECT PAY | TEMS
(10) 202-B 69 Each Renoval of Sign
(20) 202-B 2 Each Renoval of Sign Footing
(30) 202-B 137 Each Renmoval of Sign Including Post &
Footi ng

(40) 202-B 18 Each Renoval of Sign Post and Footing

(07/ 27/ 2006)




SECTI ON 905
PROPCSAL (Sheet No. 2- 2)

ER- 9999- 06(008) / 104809

District 6 County

REF. PAY ADJ. APPROX. UNIT PRI CE | TEM TOTAL
NO. | TEM NO. CODE QUANTI TY UNI T DESCRI PTI ON DOLLAR | CENT DOLLAR | CENT
(50) 601-B (S) 180 Cubi ¢ Class "B" Structural Concrete, M nor
Yard Structures
(60) 602-A (S) 20, 114 Pounds Rei nforci ng Steel
(70) 618-B 1 Squar e Addi tional Construction Signs 10.[0000 10,00
Feet
(71) 619-D3 24 Each Renove and Reset Signs, Al Sizes
(80) 630-A 79 Squar e St andard Roadsi de Si gns, Sheet
Feet Al um num 0. 125" Thi ckness
(90) 630-B 21, 062 Squar e Interstate Directional Signs, Bolted
Feet Ext ruded Al um num Panel s, G ound
Mount ed
(100) 630-B 60 Squar e Interstate Directional Signs, Bolted
Feet Ext ruded Al um num Panel s, Overhead

Mount ed

(07/ 27/ 2006)




SECTI ON 905

ER- 9999- 06(008) / 104809

PROPOSAL (Sheet No. 2- 3)
District 6 County
REF. PAY ADJ. APPROX. UNIT PRI CE | TEM TOTAL
NO. | TEM NO. CODE QUANTI TY UNI'T DESCRI PTI ON DOLLAR |CENT DOLLAR | CENT
(110) 630-D 2, 243 Li near Structural Steel Beans, W x 9
Feet
(120) 630-D 223 Li near Structural Steel Beans, W x 12
Feet
(130) 630-D 2,274 Li near Structural Steel Beans, W x 15
Feet
(140) 630-D 43 Li near Structural Steel Beans, W8 x 18
Feet
(150) 630-D 995 Li near Structural Steel Beans, W8 x 21
Feet
(160) 630-D 200 Li near Structural Steel Beans, W0 x 22
Feet
(170) 630-D 425 Li near Structural Steel Beans, W0 x 26
Feet

(07/ 27/ 2006)




SECTI ON 905

ER- 9999- 06(008) / 104809

PROPOSAL (Sheet No. 2- 4)
District 6 County
REF. PAY ADJ. APPROX. UNIT PRI CE | TEM TOTAL
NO. | TEM NO. CODE QUANTI TY UNI'T DESCRI PTI ON DOLLAR | CENT DOLLAR | CENT
(180) 630-E 2, 766 Pounds Structural Steel Angles & Bars, 3"
3" x 1/4" Angles
(190) 630-E 2, 483 Pounds Structural Steel Angles & Bars, 3
1/2" x 3 1/2" x 1/4" Angles
(200) 630-E 2, 371 Pounds Structural Steel Angles & Bars, 4"

4" x 5/16" Angles

SUBTOTAL - DI RECT PAY | TEMS

(07/ 27/ 2006)




SECTI ON 905

ER- 9999- 06(008) / 104809

PROPOSAL (Sheet No. 2- 5)
District 6 County
REF. PAY ADJ. APPROX. UNIT PRI CE | TEM TOTAL
NO. | TEM NO. CODE QUANTI TY UNI'T DESCRI PTI ON DOLLAR | CENT DOLLAR | CENT
DEPENDENT PAY | TENMS
(210) 618-A Lunp Sum Mai ntenance of Traffic KHXRXKXKRKXK| XXXX
XXXXXHKXXXXX| XXXX
XXXXXHKXXXXX| XXXX
XXHXXXHKXXKXX | XXXX
(220) 620-A Lunp Sum Mobilization KHXRXKXKRKXK| XXXX

SUBTOTAL -

(07/ 27/ 2006)

DEPENDENT I TEMS. . .............




SECTI ON 905 ER- 9999- 06(008) / 104809
PROPCSAL (Sheet No. 2- 6)
District 6 County

TOTAL BID - DIRECT AND DEPENDENT I TEMS............... $

COWVPLETE | TEM NCS. 1, 2, AND/OR 3 AS APPROPRI ATE. SEE NOTI CE TO BI DDERS NO. 696  AND SUPPLEMENT.

1. I /W agree that no | ess than percent shall be expended with snmall busi ness concerns owned and controll ed by
soci ally and economi cal |y di sadvant aged i ndi vi dual s (DBE and WBE).

2. Classification of Bidder: Smal | Busi ness (DBE) Smal | Busi ness (VBE)

3. A joint venture with a Snmall Business (DBE/ WBE): YES

***% S| GNATURE STATEMENT ***

Bl DDER ACKNOW.EDGES THAT HE/ SHE HAS CHECKED ALL | TEMS I N TH S PROPOSAL FOR ACCURACY AND CERTI FI ED THAT THE FI GURES SHOMWN
THEREI N CONSTI TUTE THEI R OFFI Cl AL BI D.

Bl DDER S SI GNATURE

(07/ 27/ 2006)



SECTION 905 - COMBINATION BID PROPOSAL (Continued)

CONDITIONS FOR COMBINATION BID

If a bidder elects to submit a combined bid for two or more of the contracts listed for this month's letting, the bidder must complete and execute
these sheets of the proposal in each of the individual proposals to constitute a combination bid. In addition to this requirement, each individual
contract shall be completed, executed and submitted in the usual specified manner.

Failure to execute this Combination Bid Proposal in each of the contracts combined will be just cause for each proposal to be received and
evaluated as a separate bid.

*k kkkkhkkkhkkkhkkkhkkhkkhkkkhkkkhkkkhkkkhkkkhkkkhkkhkhkkhkhkkhkhkkhkhkkhkhkkhkhkkhkkhkkhkkhkkhkkhkkhkkkhkk Kk Kk Kk khkkkhkkhkhkkhkhkkhkhkkhkhkkhkkkhkk*kk*kk*k*%x

COMBINATION BID PROPOSAL

|. Thisproposal istendered as one part of a Combination Bid Proposal utilizing option ___* of Subsection 102.11 on the following contracts:

* Option to be shown as either (a), (b), or ().

Project No. County Project No. County
1. 6
2. 7
3. 8
4. 9
5. 10.

A. If option (a) has been selected, then go to 11, and sign Combination Bid Proposal.
B. If option (b) has been selected, then complete the following, go to 11, and sign Combination Bid Proposal.



SECTION 905 - COMBINATION BID PROPOSAL (Continued)

Project Number

Pay Item

Number

Unit

Unit Price
Reduction

Total Item
Reduction

Total Contract
Reduction




SECTION 905 - COMBINATION BID PROPOSAL (Continued)

Project Number Pay Item Unit Unit Price Tota Item Total Contract
Number Reduction Reduction Reduction

10.

C. If option (c) has been selected, then initial and complete one of the following, go to Il. and sign Combination Bid Proposal.

| (We) desire to be awarded work not to exceed atotal monetary value of $

| (We) desire to be awarded work not to exceed number of contracts.

. It is understood that the Mississippi Transportation Commission not only reserves the right to reject any and all proposals, but also the
right to award contracts upon the basis of lowest separate bids or combination bids most advantageous to the State.

It is further understood and agreed that the Combination Bid Proposal is for comparison of bids only and that each contract shall operate
in every respect as a separate contract in accordance with its proposal and contract documents.

| (We), the undersigned, agree to complete each contract on or before its specified completion date.

SIGNED




Certification with regard to the Perfor mance of Previous
Contracts or Subcontracts subject to the Equal Opportunity
Clause and thefiling of Required Reports

The Bidder _ , proposed Subcontractor _ , hereby certifies that he has _ , has not |
participated in a previous contract or subcontract subject to the Equal Opportunity Clause, as required by
Executive Orders 10925, 11114, or 11246, and that he has _ , has not __ , filed with the Joint
Reporting Committee, the Director of the Office of Federal Contract Compliance, a Federal Government
contracting or administering agency, or the former President's Committee on Equal Employment
Opportunity, all reports due under the applicable filing requirements.

DATE:

NOTE:

(COMPANY)

BY

(TITLE)

The above certification is required by the Equal Employment Opportunity Regulations of the
Secretary of Labor (41 CFR 60-1.7 (b) (1)), and must be submitted by bidders and proposed
subcontractors only in connection with contracts and subcontracts which are subject to the
Equal Opportunity Clause. Contracts and Subcontracts which are exempt from the Equa
Opportunity Clause are set forth in 41 CFR 60-1.5. (Generally only contracts or subcontracts
of $10,000 or under are exempt.)

Currently, Standard Form 100 (EEO-1) is the only report required by the Executive Orders or
their implementing regulations.

Proposed prime Contractors and Subcontractors who have participated in a previous contract or
subcontract subject to the Executive orders and have not filed the required reports should note
that 41 CFR 60-1.7 (b) (1) prevents the award of contracts and subcontracts unless such
Contractors submit a report covering the delinquent period or such other period specified by the
Federal Highway Administration or by the Director, Office of Federal Contract Compliance, U.
S. Department of Labor.
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MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION

CERTIFICATION
(Execute in duplicate)

State of Mississippi

County of

(Name of person signing certification)

individually, and in my capacity as of
(Title)

do hereby certify under

(Name of Firm, Partnership, or Corporation)

penalty of perjury under the laws of the United States and the State of Mississippi that

, Bidder

(Name of Firm, Partnership, or Corporation)

on Project No. _ER-9999-06(008) / 104809-301

in__ Districti 6 County(ies), Mississippi, has not either

directly or indirectly entered into any agreement, participated in any collusion; or otherwise taken any action
in restraint of free competitive bidding in connection with this contract; nor have any of its corporate officers
or principal owners.

Except as noted hereafter, it is further certified that said legal entity and its corporate officers, principa
owners, managers, auditors and others in a position of administering federal funds:

a) Are not presently debarred, suspended, proposed for debarment, declared ineligible, or
voluntarily excluded from covered transactions by any Federal department or agency;

b) Have not within a three-year period preceding this proposal been convicted of or had a civil
judgment rendered against them for commission of fraud or a criminal offense in connection with
obtaining, attempting to obtain, or performing a public (Federal, State or local) transaction or
contract under a public transaction; violation of Federa or State antitrust statutes or commission
of embezzlement, theft, forgery, bribery, falsification or destruction of records, making false
statements, or receiving stolen property;

c) Arenot presently indicted for or otherwise criminally or civilly charged by a governmental entity
(Federal, State or local) with commission of any of the offenses enumerated in (b) above; and

d) Have not within a three-year period preceding this application/ proposa had one or more public
transactions (Federal, State or local) terminated for cause or default.

Initial here " " if exceptions are attached and made a part thereof. Any exceptions shall address to
whom it applies, initiating agency and dates of such action.
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Note: Exceptions will not necessarily result in denial of award but will be considered in
determining bidder responsibility. Providing false information may result in criminal prosecution
or administrative sanctions.

The bidder further certifies that the certification requirements contained in Section XI of Form FHWA
1273, will be or have been included in all subcontracts, material supply agreements, purchase orders, etc.
except those procurement contracts for goods or services that are expected to be less than the Federal
procurement small purchase threshold fixed at 10 U.S.C. 2304(g) and 41 U.S.C. 253(g) (currently
$25,000) which are excluded from the certification requirements.

The bidder further certifies, to the best of his or her knowledge and belief, that:

1) No Federa appropriated funds have been paid or will be paid to any person for influencing or
attempting to influence an officer or employee of any Federal agency, a Member of Congress,
an officer or employee of Congress, or an employee of a Member of Congress in connection
with the awarding of any Federal contract, the making of any Federal grant, the making of any
Federal loan, the entering into of any cooperative agreement, and the extension, continuation,
renewal, amendment, or modification of any Federal contract, grant, loan, or cooperative
agreement.

2) If any funds other than Federa appropriated funds have been paid or will be paid to any
person for influencing or attempting to influence an officer or employee of any Federa
agency, a Member of Congress, an officer or employee of Congress, or an employee of a
Member of Congress in connection with this contract, Standard Form-LLL, "Disclosure Form
to Report Lobbying," in accordance with its instructions will be completed and submitted.

The certification contained in (1) and (2) above is a material representation of fact upon which relianceis
placed and a prerequisite imposed by Section 1352, Title 31, U.S. Code prior to entering into this
contract. Failure to comply shall be subject to a civil penalty of not less than $10,000 and not more than
$100,000. The bidder shall include the language of the certification in al subcontracts exceeding
$100,000 and all subcontractors shall certify and disclose accordingly.

All of the foregoing and attachments (when indicated) is true and correct.

Executed on

Signature

(11/23/92F)
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MISSI SSIPPI DEPARTMENT OF TRANSPORTATION

CERTIFICATION
(Execute in duplicate)

State of Mississippi

County of

(Name of person signing certification)

individually, and in my capacity as of
(Title)

do hereby certify under

(Name of Firm, Partnership, or Corporation)

penalty of perjury under the laws of the United States and the State of Mississippi that

, Bidder

(Name of Firm, Partnership, or Corporation)

on Project No. _ER-9999-06(008) / 104809-301

in_Districti 6 County(ies), Mississippi, has not either

directly or indirectly entered into any agreement, participated in any collusion; or otherwise taken any action
in restraint of free competitive bidding in connection with this contract; nor have any of its corporate officers
or principal owners.

Except as noted hereafter, it is further certified that said legal entity and its corporate officers, principal
owners, managers, auditors and others in a position of administering federal funds:

€) Are not presently debarred, suspended, proposed for debarment, declared ineligible, or
voluntarily excluded from covered transactions by any Federal department or agency;

f) Have not within a three-year period preceding this proposal been convicted of or had a civil
judgment rendered against them for commission of fraud or a criminal offense in connection with
obtaining, attempting to obtain, or performing a public (Federal, State or local) transaction or
contract under a public transaction; violation of Federa or State antitrust statutes or commission
of embezzlement, theft, forgery, bribery, falsification or destruction of records, making false
statements, or receiving stolen property;

g) Arenot presently indicted for or otherwise criminally or civilly charged by a governmental entity
(Federal, State or local) with commission of any of the offenses enumerated in (b) above; and

h) Have not within a three-year period preceding this application/ proposal had one or more public
transactions (Federal, State or local) terminated for cause or default.

Initial here " " if exceptions are attached and made a part thereof. Any exceptions shall address to
whom it applies, initiating agency and dates of such action.
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Note: Exceptions will not necessarily result in denial of award but will be considered in
determining bidder responsibility. Providing false information may result in criminal prosecution
or administrative sanctions.

The bidder further certifies that the certification requirements contained in Section XI of Form FHWA
1273, will be or have been included in all subcontracts, material supply agreements, purchase orders, etc.
except those procurement contracts for goods or services that are expected to be less than the Federal
procurement small purchase threshold fixed at 10 U.S.C. 2304(g) and 41 U.S.C. 253(g) (currently
$25,000) which are excluded from the certification requirements.

The bidder further certifies, to the best of his or her knowledge and belief, that:

3) No Federal appropriated funds have been paid or will be paid to any person for influencing or
attempting to influence an officer or employee of any Federal agency, a Member of Congress,
an officer or employee of Congress, or an employee of a Member of Congress in connection
with the awarding of any Federal contract, the making of any Federal grant, the making of any
Federal loan, the entering into of any cooperative agreement, and the extension, continuation,
renewal, amendment, or modification of any Federal contract, grant, loan, or cooperative
agreement.

4) If any funds other than Federal appropriated funds have been paid or will be paid to any
person for influencing or attempting to influence an officer or employee of any Federal
agency, a Member of Congress, an officer or employee of Congress, or an employee of a
Member of Congress in connection with this contract, Standard Form-LLL, "Disclosure Form
to Report Lobbying," in accordance with its instructions will be completed and submitted.

The certification contained in (1) and (2) above is a material representation of fact upon which relianceis
placed and a prerequisite imposed by Section 1352, Title 31, U.S. Code prior to entering into this
contract. Failure to comply shall be subject to a civil penalty of not less than $10,000 and not more than
$100,000. The bidder shall include the language of the certification in al subcontracts exceeding
$100,000 and all subcontractors shall certify and disclose accordingly.

All of the foregoing and attachments (when indicated) is true and correct.

Executed on

Signature

(11/23/92F)



SECTION 902

CONTRACT FOR __ ER-9999-06(008) / 104809-301

LOCATED IN THE COUNTY(IES) OF __Districti 6
STATE OF MISSISSIPPI,
COUNTY OF HINDS

This contract entered into by and between the Mississippi Transportation Commission on one hand, and the
undersigned contractor, on the other witnesseth;

That, in consideration of the payment by the Mississippi Transportation Commission of the prices set out in the
proposa hereto attached, to the undersigned contractor, such payment to be made in the manner and at the time of times
specified in the specifications and the special provisions, if any, the undersigned contractor hereby agrees to accept the
prices stated in the proposal in full compensation for the furnishing of al materials and equipment and the executing of all
the work contemplated in this contract.

It is understood and agreed that the advertising according to law, the Advertisement, the instructions to bidders, the
proposal for the contract, the specifications, the revisions of the specifications, the special provisions, and aso the plans for
the work herein contemplated, said plans showing more particularly the details of the work to be done, shall be held to be,
and are hereby made a part of this contract by specific reference thereto and with like effect as if each and al of said
instruments had been set out fully herein in words and figures.

It is further agreed that for the same consideration the undersigned contractor shall be responsible for al loss or
damage arising out of the nature of the work aforesaid; or from the action of the elements and unforeseen obstructions or
difficulties which may be encountered in the prosecution of the same and for al risks of every description connected with
the work, exceptions being those specifically set out in the contract; and for faithfully completing the whole work in good
and workmanlike manner according to the approved Plans, Specifications, Special Provisions, Notice(s) to Bidders and
requirements of the Mississippi Department of Transportation.

It is further agreed that the work shall be done under the direct supervision and to the complete satisfaction of the
Executive Director of the Mississippi Department of Transportation, or his authorized representatives, and when Federal
Funds are involved subject to inspection at all times and approval by the Federal Highway Administration, or its agents as
the case may be, or the agents of any other Agency whose funds are involved in accordance with those Acts of the
Legidature of the State of Mississippi approved by the Governor and such rules and regulations issued pursuant thereto by
the Mississippi Transportation Commission and the authorized Federal Agencies.

The Contractor agrees that all labor as outlined in the Special Provisions may be secured from list furnished by

It is agreed and understood that each and every provision of law and clause required by law to be inserted in this
contract shall be deemed to be inserted herein and this contract shall be read and enforced as though it were included
herein, and, if through mere mistake or otherwise any such provision is not inserted, then upon the application of either
party hereto, the contract shall forthwith be physically amended to make such insertion.

The Contractor agrees that he has read each and every clause of this Contract, and fully understands the meaning of
same and that he will comply with all the terms, covenants and agreements therein set forth.

Witness our signatures this the day of ,

Contractor ()

By MISSISSIPPI TRANSPORTATION COMMISSION
Title By
Signed and sealed in the presence of : Executive Director

(names and addresses of witnesses)

Secretary to the Commission
Award authorized by the Mississippi Transportation Commission in session on the day of
, , Minute Book No. , Page No.

Revised 8/06/2003



SECTION 903

CONTRACT BOND FOR:  ER-9999-06(008) / 104809-301

LOCATED IN THE COUNTY(IES) OF: _ Districti 6

STATE OF MISSISSIPPI,
COUNTY OF HINDS

Know all men by these presents: that we,

Principal, a
residing at in the State of
and
residing at in the State of ,

authorized to do business in the State of Mississippi, under the laws thereof, as surety, are held and firmly bound

unto the State of Mississippi in the sum of

$ ) Dallars, lawful money of the United States of America, to be paid

to it for which payment well and truly to be made, we bind ourselves, our heirs, administrators, successors, or

assignsjointly and severally by these presents.

Signed and sealed thisthe day of A.D.

The conditions of this bond are such, that whereas the said

principal, has (have) entered into a contract with the Mississippi Transportation Commission, bearing the date of

day of A.D. hereto annexed, for the construction of certain projects(s)

in the State of Mississippi as mentioned in said contract in accordance with the Contract Documents therefor, on

filein the offices of the Mississippi Department of Transportation, Jackson, Mississippi.

Now therefore, if the above bounden

in all things shall stand to and abide by and well and truly observe,
do keep and perform all and singular the terms, covenants, conditions, guarantees and agreements in said contract,
contained on his (their) part to be observed, done, kept and performed and each of them, at the time and in the
manner and form and furnish all of the material and equipment specified in said contract in strict accordance with
the terms of said contract which said plans, specifications and special provisions are included in and form a part of
said contract and shall maintain the said work contemplated until its final completion and acceptance as specified in
Subsection 109.11 of the approved specifications, and save harmless said Mississippi Transportation Commission
from any loss or damage arising out of or occasioned by the negligence, wrongful or criminal act, overcharge, fraud,
or any other loss or damage whatsoever, on the part of said principal (s), his (their) agents, servants, or employeesin
the performance of said work or in any manner connected therewith, and shall be liable and responsible in a civil
action instituted by the State at the instance of the Mississippi Transportation Commission or any officer of the State
authorized in such cases, for double any amount in money or property, the State may lose or be overcharged or
otherwise defrauded of, by reason of wrongful or criminal act, if any, of the Contractor(s), his (their) agents or
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SECTION 903 - CONTINUED

employees, and shall promptly pay the said agents, servants and employees and all persons furnishing labor,
material, equipment or supplies therefor, including premiums incurred, for Surety Bonds, Liability Insurance, and
Workmen's Compensation Insurance; with the additional obligation that such Contractor shall promptly make
payment of all taxes, licenses, assessments, contributions, damages, any liquidated damages which may arise prior
to any termination of said principal's contract, any liquidated damages which may arise after termination of the said
principal's contract due to default on the part of said principal, penalties and interest thereon, when and as the same
may be due this state, or any county, municipality, board, department, commission or political subdivision: in the
course of the performance of said work and in accordance with Sections 31-5-51 et seg. Mississippi Code of 1972,
and other State statutes applicable thereto, and shall carry out to the letter and to the satisfaction of the Executive
Director of the Mississippi Department of Transportation, all, each and every one of the stipulations, obligations,
conditions, covenants and agreements and terms of said contract in accordance with the terms thereof and all of the
expense and cost and attorney's fee that may be incurred in the enforcement of the performance of said contract, or
in the enforcement of the conditions and obligations of this bond, then this obligation shall be null and void,
otherwise to be and remain in full force and virtue.

Witness our signatures and seals this the day of A.D.

Contractors) Principal Suret
p y

By By

(Signature) Attorney in Fact

Title

(Contractor's Seal) (Name and Address of Local (Mississippi) Representative)
(Surety Seal)
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OCR-485 MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION
REV. 10/02 OFFICE OF CIVIL RIGHTS
JACKSON, MISSISSI PPI

LIST OF FIRMSSUBMITTING QUOTES

|/we received quotes from the following firms on Project No: ER-9999-06(008) / 104809-301
County: Districti 6

Disadvantaged Business Enterprise (DBE) Regulations as stated in 49 CFR 26.11 require the
Mississippi Department of Transportation (MDOT) to create and maintain a comprehensive list
of all firms quoting/bidding subcontracts on prime contracts and quoting/bidding subcontracts on
federally-funded transportation projects. For every firm, we require the following information:

Firm Name:

Contact Name/Title:
Firm Mailing Address
Phone Number:

DBE Firm Non-DBE Firm

Firm Name:

Contact Name/Title:
Firm Mailing Address
Phone Number:

DBE Firm Non-DBE Firm

Firm Name:

Contact Name/Title:
Firm Mailing Address
Phone Number:

DBE Firm Non-DBE Firm

Firm Name:

Contact Name/Title:
Firm Mailing Address
Phone Number:

DBE Firm Non-DBE Firm

Firm Name:

Contact Name/Title:
Firm Mailing Address
Phone Number:

DBE Firm Non-DBE Firm

SUBMITTED BY (Signature)

FIRM NAME
Submit this form to Contract Administration as a part of your bid package. If this form is not included as part of the
bid packet, your bid will be deemed irregular. For further information about this form, call Mississippi DOT’s Office
of Civil Rights at (601) 359-7466; FAX (601) 576-4504. Please make copies of this form when needed and also add
those copies to the bid package.



MI1SSISSIPPI DEPARTMENT OF TRANSPORTATION
HAUL PERMIT FOR BRIDGES
WITH

POSTED WEIGHT LIMITS

DATE:

PROJECT: ER-9999-06(008) / 104809-301

COUNTIES: Districti 6

LOCATION: Variousroutesthroughout the District.

A permit is issued to for transporting loads
exceeding the posted limit for any such bridge located on State designated routes within the

project termini provided that such transport vehicles comply with all other governing statutory
weight limits.

This permit is valid on all State designated routes from the point of origin to the point of delivery
for materials and equipment utilized in construction of said project and also valid for sub-
contractors and vendors upon written permission of the Contractor. The permit is non-transferable
and no other haul permit for posted bridges will be issued to other individuals, vendors, or
companies for construction of this project.

A copy of this signed permit shall be carried in all vehicles operating under the authority of this
permit and also a copy of the Contractor's written permission when the vehicle is other than
Contractor owned.

In accordance with State law, the above named Contractor will be liable for damages directly
attributable to vehicles operating under this permit.

EXECUTIVE DIRECTOR
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